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0.00 0.00 Mark Beginning of LSJD Unit 1A levee.
Entry Last Updated : 10/7/2015

CrownBoundary4 GEILEVEELOG

0.00 0.00 Fence Barbed wire fence along waterward and landward slopes 
of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire39 LEVEELOG

0.00 0.00 Fence Barbed wire fence along waterward and landward slopes 
of the levee.
Entry Last Updated : 10/7/2015

Water SideBarbed Wire417 LEVEELOG

0.00 0.00 UCIP DS_ID:19650
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 108 bench mark (BM) on the headwall on the landside 
(LS), elevation 65.1 feet, USGS Datum. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.00), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 0.02), listed as a 24-inch 
CMP].
Entry Last Updated : 5/4/2021

CrossingPipe6 UCIPAUG2021

0.00 0.40 Fence Barbed wire fence appx 0- to 15-ft from R/S toe.
Entry Last Updated : 2/8/2021

Water SideBarbed Wire8 GEILEVEELOG

0.00 0.00 Ramp Sod covered access ramp on R/S slope and crown. Appx 
10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp420 USACEINSPECT

0.17 0.17 Fence Barbed wire fence appx 5- to 15-ft from L/S toe. 200-ft 
length. Fence in poor condition, overgrown with vegetation.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire428 USACEINSPECT

0.19 0.19 Ramp Sod covered access ramp on L/S slope and crown. 
Partially eroded. Appx 10- to 12-ft wide, 20- to 25-ft wide 
at crown.
Entry Last Updated : 2/8/2021

Land SideRamp430 USACEINSPECT
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0.34 0.34 UCIP DS_ID:19651
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 18.5 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 108 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 0.35), listed as 36-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 0.35), 
listed as a 36-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe9 UCIPAUG2021

0.36 0.36 Miscellaneou
s

Capped metal pipe appx 5-ft from R/S toe.
Entry Last Updated : 2/8/2021

Water SideIrrigation436 USACEINSPECT

0.37 0.37 Ditches Toe ditch appx 5-ft from L/S toe. Appx 5-ft wide, 8- to 11-
in deep, appx 150-ft length.
Entry Last Updated : 2/8/2021

Land SideUnlined435 USACEINSPECT

0.43 0.43 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 10- to 12-ft wide, 25- to 30-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp1048 USACEINSPECT

0.47 0.47 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker15 GEILEVEELOG

0.50 0.50 Structure Metal standpipe on the landward toe of the levee.
Entry Last Updated : 10/7/2015

Land SideStandpipe1052 LEVEELOG

0.60 0.60 UCIP DS_ID:19583
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.5 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 108 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
0.62), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 0.62), 
listed as a 24-inch CMP].
Entry Last Updated : 5/4/2021

CrossingPipe17 UCIPAUG2021

0.66 1.04 Fence Barbed wire fence appx 10- to 15-ft from W/S toe. Appx 
75- to 100-ft stretch.
Entry Last Updated : 5/28/2020

Water SideBarbed Wire446 USACEINSPECT
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0.76 0.76 Miscellaneou
s

6-in diameter grouted metal pipe appx 15-ft from W/S toe.
Entry Last Updated : 2/8/2021

Water SideIrrigation447 USACEINSPECT

0.85 0.85 UCIP DS_ID:19584
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 108 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
0.88), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 0.87), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe22 UCIPAUG2021

0.93 0.93 UCIP DS_ID:19585
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 108 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
0.96), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 0.95), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe25 UCIPAUG2021

0.97 0.97 Mark Mile marker waterward shoulder.  appx 2-ft from crown. 
Appx 1-ft tall. Partially buried and bent.
Entry Last Updated : 5/28/2020

Water SideMarker26 GEILEVEELOG

1.07 1.07 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes and crown. Appx 10- to 12-ft wide, 25- to 35-ft wide 
at crown.
Entry Last Updated : 2/8/2021

Land SideRamp455 USACEINSPECT

1.07 1.07 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes and crown. Appx 10- to 12-ft wide, 25- to 35-ft wide 
at crown.
Entry Last Updated : 2/8/2021

Water SideRamp27 GEILEVEELOG
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1.15 1.15 UCIP DS_ID:19586
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 108 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
1.18), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 1.17), 
listed as a 24-inch CMP].
Entry Last Updated : 5/4/2021

Pipe87 UCIPAUG2021

1.30 1.30 Fence Metal fence post on L/S slope at toe.
Entry Last Updated : 5/28/2020

Land SideMetal459 USACEINSPECT

1.31 1.31 Ditches Toe ditch appx 10- to 15-ft from L/S toe. Appx 5-ft wide, 8- 
to 12-in deep, 100-ft long. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined461 USACEINSPECT

1.32 1.32 UCIP DS_ID:19587
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 12.8 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 108 bench mark (BM) on the headwall on the landside 
(LS). Pipe crosses through the levee at about a 45 degree 
angle to the crown. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.35), listed as a 36-inch corrugated 
metal pipe. USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
1.34), listed as a 36-inch CMP].
Entry Last Updated : 5/4/2021

Pipe88 UCIPAUG2021

1.34 1.34 Ditches Toe ditch appx 5-ft from L/S toe. Appx 3-ft wide, 1-2-ft 
deep, and 20-ft long. Dry condition.
Entry Last Updated : 5/28/2020

Land SideUnlined463 USACEINSPECT

1.35 1.35 Structure Metal post on L/S slope appx 1-ft from L/S toe.
Entry Last Updated : 5/28/2020

Land SidePost464 USACEINSPECT

1.44 1.44 Structure Metal fence post on L/S slope at toe.
Entry Last Updated : 5/28/2020

Land SidePost465 USACEINSPECT

1.44 2.22 Fence Barbed wire fence approx. 10ft from landward toe of the 
levee.
Entry Last Updated : 10/7/2015

Land SideBarbed Wire1053 LEVEELOG
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1.45 1.45 Ditches Toe ditch at L/S toe. Appx 5-ft wide, 6- to 8-in deep, 30-ft 
long. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined467 USACEINSPECT

1.46 1.46 UCIP DS_ID:19588
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 108 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
1.48), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 1.48), 
listed as a 24-inch CMP].
Entry Last Updated : 5/4/2021

CrossingPipe34 UCIPAUG2021

1.48 1.48 Mark Metal mile marker on W/S slope appx 3-ft from crown.
Entry Last Updated : 5/28/2020

Water SideMarker469 USACEINSPECT

1.54 1.54 Structure Metal pole on L/S slope appx 1-ft from L/S toe.
Entry Last Updated : 5/28/2020

Land SidePost470 USACEINSPECT

1.57 1.57 Structure Metal post on L/S slope appx 5-ft from L/S toe.
Entry Last Updated : 2/8/2021

Land SidePost1046 USACEINSPECT

1.66 1.66 Ditches Toe ditch/excavation appx 10-ft from L/S toe. Appx 10-ft 
wide, 3- to 4-ft deep. Appx 20-ft by 30-ft area. Dry 
condition.
Entry Last Updated : 2/8/2021

Land SideUnlined474 USACEINSPECT

1.67 1.67 UCIP DS_ID:19589
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 13.6 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 108 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 1.70), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 1.69), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe37 UCIPAUG2021
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1.81 1.81 UCIP DS_ID:19590
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 14.2 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 100 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 1.84), listed as a 36-inch corrugated metal pipe. 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 1.83), 
listed as a 36-inch CMP].
Entry Last Updated : 5/10/2021

Pipe94 UCIPAUG2021

1.81 1.81 Ditches Toe ditch at L/S toe. Appx 8- to 10-ft wide, 3-ft deep. 
Extends appx 250-ft. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined475 USACEINSPECT

1.84 1.84 Gate 12-ft wide barbed wire gate on crown with barbed wire 
fence on W/S and L/S slopes.
Entry Last Updated : 2/8/2021

CrownBarbed Wire1054 LEVEELOG

1.84 1.84 Fence Cross fence, wire drag gate. Ramp on both slopes.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire40 LEVEELOG

1.84 1.84 Fence Cross fence, wire drag gate. Ramp on both slopes.
Entry Last Updated : 10/6/2015

Water SideBarbed Wire41 GEILEVEELOG

1.84 1.84 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown.
Entry Last Updated : 2/8/2021

Land SideRamp1 LEVEELOG

1.84 1.84 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown.
Entry Last Updated : 2/8/2021

Water SideRamp477 USACEINSPECT

1.95 1.95 UCIP DS_ID:19591
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 100 
bench mark (BM) on the headwall on the landside (LS). 
Wooden barrier around drop inlet on the LS toe. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
1.98), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 1.98), 
listed as a 24-inch CMP].
Entry Last Updated : 5/4/2021

CrossingPipe43 UCIPAUG2021
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1.96 2.07 Ditches Toe ditch appx 10- to 15-ft from L/S toe. Appx 2- to 3-ft 
wide, 1- to 1.5-ft deep. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined483 USACEINSPECT

1.97 1.97 Mark Levee mile marker on R/S slope appx 2-ft from crown. 
Bent, partially buried, faded markings.
Entry Last Updated : 5/28/2020

Water SideMarker484 USACEINSPECT

2.06 2.06 UCIP DS_ID:19570
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 100 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
2.08), listed as a 24-inch corrogated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 2.08), 
listed as a 24-inch CMP].
Entry Last Updated : 5/4/2021

CrossingPipe48 UCIPAUG2021

2.20 2.20 Gate Cross fence wire drag gate.
Entry Last Updated : 2/8/2021

CrownMetal51 GEILEVEELOG

2.22 2.22 Ditches Toe ditch cutting projected levee prism at L/S toe by up to 
5-ft deep. Appx 100-ft long.
Entry Last Updated : 5/28/2020

Land SideUnlined492 USACEINSPECT

2.22 2.22 UCIP DS_ID:19571
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee at an angle, 12.6 feet 
below the crown. Flap gate on the waterside (WS) end. 
Brass cap No. 100 bench mark (BM) on the headwall on 
the landside (LS). Wooden barrier around drop inlet on the 
LS toe. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 2.25), listed as a 36-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 2.25), 
listed as a 36-inch CMP].
Entry Last Updated : 5/4/2021

CrossingPipe53 UCIPAUG2021

2.25 2.25 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 25-ft wide 
at crown.
Entry Last Updated : 2/8/2021

Land SideRamp2 LEVEELOG
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2.25 2.25 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 25-ft wide 
at crown.
Entry Last Updated : 2/8/2021

Water SideRamp494 USACEINSPECT

2.47 2.47 Mark Levee mile marker on W/S slope appx 2-ft from crown. 
Bent, partially buried, faded markings.
Entry Last Updated : 5/28/2020

Water SideMarker495 USACEINSPECT

2.50 2.50 UCIP DS_ID:19572
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 100 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
2.53), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual 601.1, 1967, (HLM 
2.52), listed as 24-inch CMP].
Entry Last Updated : 5/4/2021

CrossingPipe56 UCIPAUG2021

2.58 2.58 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 10- to 12-ft wide, 20-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp504 USACEINSPECT

2.59 2.59 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 10- to 12-ft wide, 30- to 35-ft wide at crown.
Entry Last Updated : 2/8/2021

Land SideRamp60 GEILEVEELOG

2.67 2.67 UCIP DS_ID:19573
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7.3 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 100 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
2.71), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 2.70), 
listed as a 24-inch CMP].
Entry Last Updated : 5/4/2021

CrossingPipe61 UCIPAUG2021

2.70 2.70 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 12- to 15-ft wide, 30- to 35-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp1055 LEVEELOG

2.97 2.97 Mark Metal mile marker on W/S slope appx 3-ft from crown.
Entry Last Updated : 5/28/2020

Water SideMarker514 USACEINSPECT
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3.03 3.03 Ditches Ditch at LS toe. Water phonating between ditch and 
Levee toe behind spoil bank.
Entry Last Updated : 5/28/2020

Land SideUnlined67 USACEPI

3.05 3.05 Fence Barbed wire fence parallel to levee on WS.
Entry Last Updated : 5/28/2020

Water SideBarbed Wire68 USACEPI

3.10 3.10 Ditches Toe ditch at L/S toe. Appx 6-ft wide, 6- to 8-in deep, 50-ft 
length. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined515 USACEINSPECT

3.13 3.13 UCIP DS_ID:19574
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 100 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
3.17), listed as a 36-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 3.16), 
listed as a 36-inch CMP].
Entry Last Updated : 5/4/2021

CrossingPipe69 UCIPAUG2021

3.15 3.15 Ramp Access ramps on waterward and landward slopes of the 
levee.
Entry Last Updated : 5/28/2020

Land SideRamp5 LEVEELOG

3.15 3.15 Ramp Access ramps on waterward and landward slopes of the 
levee.
Entry Last Updated : 10/7/2015

Water SideRamp1056 LEVEELOG

3.15 3.15 Fence Barbed wire fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire42 LEVEELOG

3.15 3.15 Fence Barbed wire fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Water SideBarbed Wire1057 LEVEELOG

3.15 3.27 Fence Barbed wire fence parallel to levee on WS
Entry Last Updated : 5/28/2020

Water SideBarbed Wire519 USACEINSPECT

3.16 3.16 Gate 12-ft wide metal locking gate on crown. With barbed wire 
fence on W/S and L/S slopes.
Entry Last Updated : 2/8/2021

CrownMetal522 USACEINSPECT
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3.16 3.16 Ramp Unpaved access ramps on W/S and L/S slopes and 
crown. Appx 10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Land SideRamp7 LEVEELOG

3.16 3.16 Ramp Unpaved access ramps on W/S and L/S slopes and 
crown. Appx 10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp521 USACEINSPECT

3.17 3.93 Ditches Toe ditch at L/S toe. Appx 3-ft wide, cannot evaluate 
depth due to standing water.
Entry Last Updated : 2/8/2021

Land SideUnlined526 USACEINSPECT

3.26 3.26 Ramp Sod covered access ramp on W/S slope and crown. Appx 
10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp527 USACEINSPECT

3.38 3.38 Ditches Toe ditch appx 15-ft from W/S toe. Appx 12-ft wide by 6-ft 
deep. Overgrown with water loving vegetation. Dry 
condition.
Entry Last Updated : 2/8/2021

Water SideUnlined529 USACEINSPECT

3.46 3.46 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker75 GEILEVEELOG

3.47 3.47 UCIP DS_ID:19575
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 9.7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 100 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
3.50), listed as a 36-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 3.50), 
listed as a 36-inch CMP].
Entry Last Updated : 5/4/2021

CrossingPipe73 UCIPAUG2021

3.47 3.47 Miscellaneou
s

18-in irrigation pipe appx 10- to 15-ft from L/S toe. Does 
not traverse levee.
Entry Last Updated : 5/28/2020

Land SideIrrigation532 USACEINSPECT

3.61 3.61 Ramp Unpaved access ramp on W/S slope and crown. Appx 12- 
to 15-ft wide, 20- to 30-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp535 USACEINSPECT

3.61 3.93 Fence Barbed wire fence along the waterward to of the levee, 
approx 15 ft from toe.
Entry Last Updated : 6/17/2020

Water SideBarbed Wire534 USACEINSPECT
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3.87 3.87 Fence Barbed wire fence at LS hinge
Entry Last Updated : 2/8/2021

Land SideBarbed Wire81 USACEPI

3.90 3.90 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/6/2015

CrossingHigh Voltage84 GEILEVEELOG

3.90 3.90 Structure Power pole at WS toe.
Entry Last Updated : 5/28/2020

Water SidePole - Utility79 USACEPI

3.90 3.90 Ramp Sod covered access ramp on W/S slope and crown.
Entry Last Updated : 2/8/2021

Water SideRamp540 USACEINSPECT

3.90 3.90 Gate Metal access gate frame on both sides of the levee.
Entry Last Updated : 2/8/2021

Land SideMetal3 LEVEELOG

3.90 3.90 Gate Metal access gate frame on both sides of the levee.
Entry Last Updated : 10/7/2015

Water SideMetal1060 LEVEELOG

3.90 3.90 Gate 12-ft-wide metal gate (gate missing) on crown.
Entry Last Updated : 2/8/2021

CrownMetal543 USACEINSPECT

3.92 3.92 Structure 12 inch concrete standpipe on the waterward side of the 
levee.
Entry Last Updated : 10/7/2015

Water SideStandpipe86 GEILEVEELOG

3.92 3.92 UCIP DS_ID:19576
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee at an angle, 3.5 feet 
below the crown. Flap gate on the waterside (WS) end. 
Brass cap No. 100 bench mark (BM) on the headwall on 
the landside (LS). [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 3.95), listed as a 30-inch corrugated 
metal pipe (CMP). USACE San Joaquin O&M Manual, 
Unit 601 Part 1 (SJR601.1), 1967, Revised 25 May 2011, 
(HLM 3.95), listed as a 30-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe90 UCIPAUG2021

3.93 3.93 UCIP DS_ID:19606
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
irrigation discharge pipe through the levee, 3.5 feet below 
the crown. 12-inch concrete standpipe off each side of the 
levee. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 3.96), listed as a 12-inch concrete pipe].
Entry Last Updated : 5/10/2021

CrossingPipe91 UCIPAUG2021
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3.93 3.93 Fence Barbed wire fence on the LS and WS slopes.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire44 LEVEELOG

3.93 3.93 Fence Barbed wire fence on the LS and WS slopes.
Entry Last Updated : 5/28/2020

Water SideBarbed Wire1062 LEVEELOG

3.93 3.93 Gate Cross fence, metal drive pipe gate.  
Entry Last Updated : 10/6/2015

CrownMetal93 GEILEVEELOG

63

3.95 3.95 At Grade Asphalt-paved Highway 140 crosses levee. Appx 20- to 
30-ft wide. Road crosses 3.5 feet below the crown 
elevation.
Entry Last Updated : 2/8/2021

CrossingRoad / Highway89 GEILEVEELOG

3.96 3.96 Fence Barbed wire fences running perpendicular to the levee on 
the LS and WS slope.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire45 LEVEELOG

3.96 3.96 Fence Barbed wire fences running perpendicular to the levee on 
the LS and WS slope.
Entry Last Updated : 6/1/2020

Water SideBarbed Wire1063 LEVEELOG

3.96 4.26 Fence Barbed wire fences running parallel to the levee on the LS 
and WS slope.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire46 LEVEELOG

3.96 4.26 Fence Barbed wire fences running parallel to the levee on the LS 
and WS slope.
Entry Last Updated : 2/8/2021

Water SideBarbed Wire1064 LEVEELOG

3.96 4.13 Aerial High voltage line running along the landside toe.
Entry Last Updated : 6/2/2020

Land SideHigh Voltage1066 LEVEELOG

3.96 3.96 Structure Metal and wood sign post appx 10- to 15-ft from W/S toe.
Entry Last Updated : 6/2/2020

Water SideSign555 USACEINSPECT

3.96 3.96 Structure High voltage utility pole on the landside toe.
Entry Last Updated : 6/2/2020

Land SidePole - Utility1065 LEVEELOG

3.97 4.05 Ditches Toe ditch at L/S toe. Appx 6- to 8-ft wide, 3- to 5-ft deep.
Entry Last Updated : 2/8/2021

Land SideUnlined1067 LEVEELOG

3.98 3.98 Gate 12-ft wide metal locking gate on crown.
Entry Last Updated : 2/8/2021

CrownMetal559 USACEINSPECT
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3.98 3.98 Fence Barbed wire fences down the landside and waterside 
slopes.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire47 LEVEELOG

3.98 3.98 Fence Barbed wire fences down the landside and waterside 
slopes.
Entry Last Updated : 6/17/2020

Water SideBarbed Wire1068 LEVEELOG

4.02 4.02 Structure High voltage pole on landward side of the levee.
Entry Last Updated : 10/7/2015

Land SidePole - Utility1069 LEVEELOG

4.08 4.08 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Land SideRamp568 USACEINSPECT

4.08 4.08 Gate Barbed wire drag gate on the landward slope of the levee.
Entry Last Updated : 10/7/2015

Land SideBarbed Wire1071 LEVEELOG

4.08 4.08 Structure Utility poles and guy wires appx 15-ft from L/S toe.
Entry Last Updated : 6/2/2020

Land SidePole - Utility98 GEILEVEELOG

4.08 4.13 Aerial Power line running parallel to the LS toe.
Entry Last Updated : 6/17/2020

Land SideHigh Voltage571 USACEINSPECT

4.12 4.12 Structure High voltage pole on the landward side of the levee.
Entry Last Updated : 10/7/2015

Land SidePole - Utility97 USACEPI

4.13 4.13 UCIP DS_ID:19607
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch corrugated metal gravity 
drainage pipe through the levee, 14 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 90 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
4.16), listed as a 48-inch pipe. USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 4.16), listed as a 48-inch corrugated 
metal pipe (CMP)].
Entry Last Updated : 5/10/2021

Pipe103 UCIPAUG2021

4.13 4.13 Structure Utility pole on the landside toe.
Entry Last Updated : 6/2/2020

Land SidePole - Utility1073 LEVEELOG
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4.13 4.13 UCIP DS_ID:24866
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel drainage discharge 
pipe through the levee, 2.5 feet below the crown. 12-inch 
steel pipe, vent, and pump on stand visible on the 
landside (LS) slope. 10-inch polyvinyl chloride (PVC) pipe 
visible on the waterside (WS) slope.
Entry Last Updated : 5/10/2021

CrossingPipe102 UCIPAUG2021

4.17 4.17 Ditches Toe ditch appx 10-ft from L/S toe. Appx 3- to 5-ft wide, 2- 
to 3-ft deep. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined580 USACEINSPECT

4.25 4.25 UCIP DS_ID:19608
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.9 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 90 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 4.27), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 4.27), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe105 UCIPAUG2021

4.26 5.72 Fence Barbed wire fence along the waterside toe.
Entry Last Updated : 6/2/2020

Water SideBarbed Wire1074 LEVEELOG

4.68 4.68 Gate 12-ft wide metal locking gate on crown.
Entry Last Updated : 2/8/2021

CrownMetal585 USACEINSPECT

4.68 4.68 Fence Barbed wire cross-fence on LS and WS slopes.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire49 LEVEELOG

4.68 4.68 Fence Barbed wire cross-fence on LS and WS slopes.
Entry Last Updated : 2/8/2021

Water SideBarbed Wire1075 LEVEELOG

4.68 4.68 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 10- to 12-ft wide, 30- to 35-ft wide at crown.
Entry Last Updated : 2/8/2021

Land SideRamp108 GEILEVEELOG
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4.69 4.69 UCIP DS_ID:19609
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 90 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
4.73), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 4.72), 
listed as a 24-inch CMP].
Entry Last Updated : 5/4/2021

Pipe85 UCIPAUG2021

4.77 5.29 Structure Soil berm appx 5- to 10-ft wide by 2- to 3-ft high, at L/S 
toe.
Entry Last Updated : 6/17/2020

Land SideStability Berm591 USACEINSPECT

4.77 5.29 Ditches Toe ditch appx 8- to 15-ft from L/S toe. Appx 5- to 10-ft 
wide.
Entry Last Updated : 2/8/2021

Land SideUnlined592 USACEINSPECT

4.99 4.99 Structure Concrete water release gate within the canal located on 
the landward side of the levee.
Entry Last Updated : 6/2/2020

Land SideGate Valve10 LEVEELOG

5.02 5.02 UCIP DS_ID:19610
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 90 
bench mark (BM) on the headwall on the landside (LS). 
Ditch located along the LS toe. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 5.06), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 5.05), listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe114 UCIPAUG2021

5.08 5.08 Structure Concrete water release gate within the canal located on 
the landward side of the levee.
Entry Last Updated : 10/7/2015

Land SideGate Valve1076 LEVEELOG

5.21 5.21 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire50 LEVEELOG

5.21 5.21 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/7/2015

Water SideBarbed Wire1077 LEVEELOG
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5.21 5.21 Gate 15-ft wide metal non-locking gate on crown and barbed 
wire fence on W/S and L/S slopes.
Entry Last Updated : 2/8/2021

CrownMetal597 USACEINSPECT

5.29 5.29 Ramp Sod covered access ramp on W/S slope and crown. Appx 
10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp599 USACEINSPECT

5.29 5.29 Structure Gate valve within the canal on the landward side of the 
levee.
Entry Last Updated : 10/7/2015

Land SideGate Valve116 GEILEVEELOG

5.29 5.72 Miscellaneou
s

Irrigation valves at L/S toe. Valves spaced appx 30-ft 
apart.
Entry Last Updated : 2/8/2021

Land SideIrrigation598 USACEINSPECT

5.37 5.37 Structure Concrete standpipe on the landward toe of the levee.
Entry Last Updated : 10/7/2015

Land SideStandpipe1085 LEVEELOG

5.42 5.42 Gate 10-ft wide metal locking gate on W/S within 15-ft of toe.
Entry Last Updated : 2/8/2021

Water SideMetal603 USACEINSPECT

5.42 5.42 Ramp Access ramp on both slopes of the levee.
Entry Last Updated : 10/7/2015

Land SideRamp1087 LEVEELOG

5.42 5.42 Ramp Sod covered access ramp on W/S slope and crown. 12- to 
15-ft wide and appx 20-ft long.
Entry Last Updated : 2/8/2021

Water SideRamp602 USACEINSPECT

5.42 5.42 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire52 LEVEELOG

5.42 5.42 Gate 12-ft wide metal non-locking gate on crown with barbed 
wire fence on W/S and L/S slopes.
Entry Last Updated : 2/8/2021

CrownMetal604 USACEINSPECT

5.42 5.42 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Water SideBarbed Wire1088 LEVEELOG

5.55 5.55 Structure 12 inch concrete standpipe on the landward toe of the 
levee.
Entry Last Updated : 10/7/2015

Land SideStandpipe1093 LEVEELOG

5.60 5.60 Ramp Aggregate base covered access ramp on L/S slope and 
crown.
Entry Last Updated : 2/8/2021

Land SideRamp605 USACEINSPECT
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5.65 5.65 Structure 12 inch concrete standpipe on the landward toe of the 
levee.
Entry Last Updated : 10/7/2015

Land SideStandpipe1094 LEVEELOG

5.71 5.71 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 12- to 15-ft wide, 30- to 35-ft wide at crown.
Entry Last Updated : 2/8/2021

Land SideRamp613 USACEINSPECT

5.72 5.72 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire54 LEVEELOG

5.72 5.72 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/7/2015

Water SideBarbed Wire121 GEILEVEELOG

5.72 6.14 Fence Barbed wire fence appx 10- to 15-ft from W/S toe. 300-ft 
stretch.
Entry Last Updated : 6/4/2020

Water SideBarbed Wire607 USACEINSPECT

5.72 5.72 Gate 15-ft wide metal barbed wire non-locking gate on crown.
Entry Last Updated : 2/8/2021

CrownMetal609 USACEINSPECT

5.79 5.84 Structure Soil berm appx 6- to 8-ft wide, by 2- to 3-ft high. 10- to 15-
ft from L/S toe for 300-ft length.
Entry Last Updated : 6/4/2020

Land SideStability Berm615 USACEINSPECT

5.83 5.83 Ramp Sod covered access ramp on W/S slope and crown. Appx 
10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp616 USACEINSPECT

5.85 5.85 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 10- to 12-ft wide, 40- to 45-ft wide at crown.
Entry Last Updated : 2/8/2021

Land SideRamp619 USACEINSPECT

5.92 5.92 Structure Metal fence posts on L/S and W/S slopes.
Entry Last Updated : 2/8/2021

Land SidePost11 LEVEELOG

5.92 5.92 Structure Metal fence posts on L/S and W/S slopes.
Entry Last Updated : 6/4/2020

Water SidePost623 USACEINSPECT

5.92 5.92 Structure Concrete vault or distriubtion box on the landward toe of 
the levee.
Entry Last Updated : 10/7/2015

Land SideDistribution Box1098 LEVEELOG
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5.92 5.92 UCIP DS_ID:19611
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.6 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 90 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
5.96), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 5.95), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe126 UCIPAUG2021

5.99 5.99 Miscellaneou
s

Turnout on crown and L/S slope. Appx 8-ft wide by 40-ft 
long.
Entry Last Updated : 2/8/2021

Land SideTurnout624 USACEINSPECT

5.99 5.99 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp626 USACEINSPECT

5.99 5.99 Gate 10-ft-wide metal locking gate on W/S appx 15-ft from toe.
Entry Last Updated : 2/8/2021

Water SideMetal627 USACEINSPECT

6.00 6.00 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire55 LEVEELOG

6.00 6.00 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/7/2015

Water SideBarbed Wire1099 LEVEELOG

6.00 6.00 Gate 12-ft wide metal locking gate on crown and barbed wire 
fence on L/S and W/S slope and toe.
Entry Last Updated : 2/8/2021

CrownMetal625 USACEINSPECT

6.01 6.01 Ramp Ramp on landside of levee.
Entry Last Updated : 2/8/2021

Land SideRamp12 LEVEELOG
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6.10 6.10 UCIP DS_ID:19612
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch corrugated metal gravity 
drainage through the levee, 13.1 feet below the crown. 
Walkway to slide gate at the concrete headwall on the 
landside (LS) toe. Flap gate at the concrete headwall on 
the waterside (WS) toe. Brass cap No. 90 bench mark 
(BM) on the headwall on the LS. Pipe crosses the levee at 
an angle. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 6.13), listed as a 48-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 6.13), 
listed as a 48-inch CMP].
Entry Last Updated : 5/4/2021

Pipe104 UCIPAUG2021

6.14 6.30 Fence Barbed wire fence on waterside toe.
Entry Last Updated : 6/4/2020

Water SideBarbed Wire1100 LEVEELOG

6.23 6.23 Ramp Ramp on the landward slope.
Entry Last Updated : 10/6/2015

Land SideRamp133 GEILEVEELOG

6.28 6.28 Fence Barbed wire fence on the landward slope extending 10 to 
15 feet from the toe.
Entry Last Updated : 10/6/2015

Land SideBarbed Wire135 GEILEVEELOG

6.29 6.29 Ramp Sod covered access ramp on L/S slope and crown. Appx 
10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Land SideRamp1101 LEVEELOG

6.30 6.30 Gate Entry Last Updated : 6/4/2020Land SideMetal1102 LEVEELOG

6.30 6.87 Fence Barbed wire fence along the waterside toe.
Entry Last Updated : 6/4/2020

Water SideBarbed Wire1103 LEVEELOG

6.39 6.39 Barrier Concrete blocks on L/S slope, non-engineered. Up to 
appx 12-in by 12-in. Length appx 30-ft.
Entry Last Updated : 2/8/2021

Land SideConcrete638 USACEINSPECT
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6.39 6.39 UCIP DS_ID:19613
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.5 feet below the crown. 
Flap gate on the waterside (WS) end. Slide gate on the 
landside (LS) end next to a 48-inch concrete riser with 
walkway over the top. Brass cap No. 90 bench mark (BM) 
on the headwall on the LS. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 6.44), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 6.40), listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

CrossingPipe138 UCIPAUG2021

6.39 8.97 Fence Barbed wire fence along the waterside toe.
Entry Last Updated : 6/17/2020

Water SideBarbed Wire1104 LEVEELOG

6.40 6.52 Ditches Toe ditch appx 8- to 15-ft from L/S toe. Appx 4- to 8-ft 
wide. Ponding water prevents depth estimate, and dense 
vegetation prevents direct observation.
Entry Last Updated : 2/8/2021

Land SideUnlined643 USACEINSPECT

6.40 6.40 Gate 30-ft-wide metal locking gate at L/S toe.
Entry Last Updated : 2/8/2021

Land SideMetal645 USACEINSPECT

6.40 6.40 Ramp Unpaved access ramp on L/S slope and crown. Appx 10- 
to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Land SideRamp646 USACEINSPECT

6.50 6.50 Structure Wood structure at LS toe.
Entry Last Updated : 2/8/2021

Land SideDock140 USACEPI

6.61 6.61 Ditches Toe ditch cutting projected levee prism at L/S toe by up to 
4-ft deep. Appx 30-ft long.
Entry Last Updated : 6/4/2020

Land SideUnlined651 USACEINSPECT

6.61 6.61 UCIP DS_ID:19614
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.8 feet below the crown. 
Wooden fence around a 4-foot by 4-foot drop inlet on the 
landside (LS) toe. Flap gate on the waterside (WS) end. 
Brass cap No. 90 bench mark (BM) on the headwall on 
the LS. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 6.65), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 6.64), 
listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

CrossingPipe142 UCIPAUG2021
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6.71 6.71 Ramp Sod covered access ramp on W/S slope and crown. Appx 
10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp653 USACEINSPECT

6.71 6.71 Gate 10-ft-wide metal locking gate on W/S appx 15-ft from toe.
Entry Last Updated : 2/8/2021

Water SideMetal654 USACEINSPECT

6.71 6.71 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide by 110-ft 
long.
Entry Last Updated : 2/8/2021

Land SideTurnout655 USACEINSPECT

6.85 6.85 Gate 12-ft wide chain link locking gate on crown.
Entry Last Updated : 6/4/2020

CrownChain Link1108 LEVEELOG

6.85 6.85 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire57 LEVEELOG

6.85 6.85 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/7/2015

Water SideBarbed Wire1109 LEVEELOG

6.86 6.86 Barrier Concrete blocks up to 6-in diam on L/S slope. Extends for 
appx 20-ft.
Entry Last Updated : 6/4/2020

Land SideConcrete664 USACEINSPECT

6.86 6.86 UCIP DS_ID:19615
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 10.3 feet below the 
crown. Slide gate on the landside (LS) toe. Flap gate on 
the waterside (WS) end. Brass cap No. 90 bench mark 
(BM) on the headwall on the LS. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 6.90), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 6.90), listed as a 36-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe146 UCIPAUG2021

6.89 6.89 Miscellaneou
s

Turnout on crown and L/S slope. Appx 6-ft wide by 120-ft 
long.
Entry Last Updated : 2/8/2021

CrownTurnout668 USACEINSPECT

6.89 7.28 Structure Soil berm appx 3- to 4-ft wide by 2- to 3-ft high. 8- to 15-ft 
from L/S toe.
Entry Last Updated : 2/8/2021

Land SideStability Berm667 USACEINSPECT
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6.89 7.28 Ditches Toe ditch appx 5- to 15-ft from L/S toe. Appx 3-ft wide, 1-ft 
deep. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined666 USACEINSPECT

6.91 6.91 Ramp Sod covered access ramp on W/S slope and crown.
Entry Last Updated : 2/8/2021

Water SideRamp669 USACEINSPECT

6.96 6.96 Mark Metal mile marker on W/S slope appx 3-ft from crown.
Entry Last Updated : 6/4/2020

Water SideMarker670 USACEINSPECT

7.02 7.02 Gate 12-ft-wide metal locking gate on W/S appx 5-ft from toe.
Entry Last Updated : 2/8/2021

Water SideMetal671 USACEINSPECT

7.18 7.18 UCIP DS_ID:19616
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 5.1 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 90 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
7.22), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 7.21), 
listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

Pipe83 UCIPAUG2021

7.28 7.28 Ramp Aggregate base covered access ramp on W/S and L/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 30-ft wide 
at crown.
Entry Last Updated : 2/8/2021

Water SideRamp684 USACEINSPECT

7.28 7.28 Gate 12-ft-wide metal locking gate at W/S toe.
Entry Last Updated : 2/8/2021

Water SideMetal1111 LEVEELOG

7.28 7.28 Ramp Aggregate base covered access ramp on W/S and L/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 30-ft wide 
at crown.
Entry Last Updated : 2/8/2021

Land SideRamp1110 LEVEELOG
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7.29 7.29 UCIP DS_ID:19617
EP_NO: 4425
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch concrete encased steel 
irrigation discharge pipe through the levee, 13.6 feet 
below the crown. Pipe encased in 6-inches of concrete 
through the levee. 5-foot by 7-foot concrete distribution 
box on the waterside (WS). 20-inch concrete standpipe at 
the landside (LS) toe. Pump on the riverbank, accessible 
by walkway platform. Concrete cutoff walls around pipe in 
line with the levee shoulders. Pipe extends to 36-inch 
concrete pipes on both sides of the levee. (Plans to install 
an irrigation pipeline through the levee authorized under 
Permit No. 4425, 1964 - James J. Stevinson, a 
Corporation). [Additional Reference(s): DWR Levee Log, 
2002 (HLM 7.33), listed as a 24-inch pipe].
Entry Last Updated : 5/10/2021

CrossingPipe157 UCIPAUG2021

4425

7.29 8.47 Fence Barbed wire fence on LS slope.
Entry Last Updated : 6/17/2020

Land SideBarbed Wire158 USACEPI

7.31 7.31 Ditches Toe ditch cutting projected levee prism at L/S toe and 
slope.  Appx 40-ft extent with near vertical cut up to 2.5-ft 
high into L/S slope.
Entry Last Updated : 6/4/2020

Land SideUnlined687 USACEINSPECT

7.32 7.32 Gate 15-ft wide metal barbed wire non-locking gate on crown.
Entry Last Updated : 2/8/2021

CrownBarbed Wire690 USACEINSPECT

7.32 7.32 Fence Barbed wire fence on L/S and W/S slope and toe.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire58 LEVEELOG

7.32 7.32 Fence Barbed wire fence on L/S and W/S slope and toe.
Entry Last Updated : 2/8/2021

Water SideBarbed Wire691 USACEINSPECT

7.42 7.42 UCIP DS_ID:19618
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 80 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
7.46), listed as a corrugated metal pipe (CMP). USACE 
San Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 
1967, Revised 25 May 2011, (HLM 7.46), listed as a 24-
inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe162 UCIPAUG2021

7.46 7.46 Mark Metal mile marker on W/S slope appx 3-ft from crown.
Entry Last Updated : 6/5/2020

Water SideMarker693 USACEINSPECT

Page 23 of 63Report Created : Monday, August 23, 2021   11:07



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 01 San Joaquin River

Bank

Right

Unit Miles

22.52

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

7.50 7.80 Ditches Toe ditch appx 15-ft from L/S toe. Appx 7-ft wide, and 4-ft 
deep. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined694 USACEINSPECT

7.65 7.65 UCIP DS_ID:19619
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 80 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
7.70), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 7.69), 
listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

Water Side to 
Land Side

Culvert165 UCIPAUG2021

7.79 7.79 Mark DWR survey monument #0159 on levee crown.
Entry Last Updated : 6/5/2020

CrownSurvey701 USACEINSPECT

7.79 7.79 Gate 12-ft wide metal locking gate on W/S appx 15-ft from toe.
Entry Last Updated : 2/8/2021

Water SideMetal700 USACEINSPECT

7.79 7.79 Ramp Sod covered access ramp on W/S slope and crown. Appx 
10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/8/2021

Water SideRamp699 USACEINSPECT

7.79 7.79 Miscellaneou
s

Turnout on crown and L/S slope. Appx 8-ft wide by 120-ft 
long.
Entry Last Updated : 2/8/2021

CrownTurnout697 USACEINSPECT

7.79 7.79 Structure Soil berm appx 5-ft wide by 3-ft high. 10-ft from L/S toe for 
300-ft length.
Entry Last Updated : 6/5/2020

Land SideStability Berm698 USACEINSPECT

7.80 7.80 Ditches Toe ditch appx 15-ft from R/S toe. Appx 7-ft wide, and 4-ft 
deep. Appx 150-ft length. Dry condition.
Entry Last Updated : 2/8/2021

Water SideUnlined703 USACEINSPECT

7.86 7.86 Ditches Toe ditch appx 15-ft from W/S toe. Appx 6-ft wide by 4-ft 
deep.  50- to 75-ft stretch. Dry condition.
Entry Last Updated : 2/8/2021

Water SideUnlined705 USACEINSPECT

7.88 7.88 Structure Utility pole appx 15-ft from W/S toe with overhead 
powerlines.
Entry Last Updated : 6/5/2020

Water SidePole - Utility706 USACEINSPECT
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7.88 7.88 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/6/2015

CrossingHigh Voltage170 GEILEVEELOG

7.92 7.92 Ditches Toe ditch at L/S toe. Appx 3- to 4-ft wide, 10-in deep. Dry 
condition.
Entry Last Updated : 2/8/2021

Land SideUnlined707 USACEINSPECT

7.93 7.93 Fence Barbed wire fence on L/S and W/S slopes.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire59 LEVEELOG

7.93 7.93 Gate 12-ft wide wire locking gate on crown.
Entry Last Updated : 2/8/2021

CrownMetal708 USACEINSPECT

7.93 7.93 Fence Barbed wire fence on L/S and W/S slopes.
Entry Last Updated : 2/8/2021

Water SideBarbed Wire709 USACEINSPECT

7.93 7.93 Gate 12-ft wide metal locking gate on W/S appx 15-ft from toe.
Entry Last Updated : 2/8/2021

Water SideMetal711 USACEINSPECT

7.93 7.93 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes and crown. Appx 10- to 12-ft wide, 30- to 35-ft wide 
at crown.
Entry Last Updated : 2/8/2021

Land SideRamp13 LEVEELOG

7.93 7.93 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes and crown. Appx 10- to 12-ft wide, 30- to 35-ft wide 
at crown.
Entry Last Updated : 2/8/2021

Water SideRamp172 GEILEVEELOG

7.93 7.93 Gate Barbed wire drag access gate located on the landward toe 
of the levee.
Entry Last Updated : 10/27/2015

Land SideBarbed Wire1115 LEVEELOG

7.94 8.35 Aerial High voltage line running parallel along the landward toe 
of the levee.
Entry Last Updated : 10/27/2015

Land SideHigh Voltage1116 LEVEELOG

7.96 7.96 Mark Levee mile marker 8 on W/S slope appx 1-ft from crown. 
Partially buried, faded markings.
Entry Last Updated : 6/5/2020

Water SideMarker712 USACEINSPECT

8.02 8.02 Ditches Toe ditch appx 15-ft from L/S toe. Appx 3-ft wide by 200-ft 
long. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined713 USACEINSPECT
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8.02 8.02 Structure High voltage pole along the landward toe of the levee.
Entry Last Updated : 10/27/2015

Land SidePole - Utility1117 LEVEELOG

8.03 8.03 UCIP DS_ID:19620
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 80 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
8.09), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 8.07), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe173 UCIPAUG2021

8.15 8.15 Structure Soil berm appx 6-ft wide by 2-ft high by 6-ft long on L/S 
slope.
Entry Last Updated : 6/5/2020

Land SideStability Berm715 USACEINSPECT

8.37 8.37 Ditches Toe ditch appx 10- to 15-ft from L/S toe. Appx 4-ft wide, 1-
ft deep. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined719 USACEINSPECT

8.38 8.38 UCIP DS_ID:19621
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.5 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 80 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
8.43), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 8.41), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

Pipe106 UCIPAUG2021

8.46 8.46 UCIP DS_ID:19971
EP_NO: 16987
Crossing Status: Not Found
FIELD_STRUCT_DESC: *DELETE*
Entry Last Updated : 4/16/2021

CrossingPipe179 UCIPAPR2021

16987

8.46 8.46 Mark Metal mile marker on R/S slope appx 3-ft from crown.
Entry Last Updated : 6/5/2020

Water SideMarker722 USACEINSPECT

8.47 8.47 Gate 12-ft wide wire locking gate on crown.
Entry Last Updated : 2/8/2021

CrownMetal178 GEILEVEELOG
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8.47 8.47 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/9/2021

Land SideRamp724 USACEINSPECT

8.47 8.47 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire62 LEVEELOG

8.47 8.47 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/27/2015

Water SideBarbed Wire1119 LEVEELOG

8.51 8.51 Ramp Sod covered access ramp on W/S slope and crown. Appx 
10- to 12-ft wide, 20- to 25-ft wide at crown. Does not cut 
into levee prism.
Entry Last Updated : 2/9/2021

Water SideRamp725 USACEINSPECT

8.51 8.51 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/9/2021

Land SideRamp726 USACEINSPECT

8.57 8.57 Ditches Toe ditch at L/S toe. Appx 5-ft wide, 1- to 1.5-ft deep.
Entry Last Updated : 2/9/2021

Land SideUnlined729 USACEINSPECT

8.57 8.57 UCIP DS_ID:19622
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 80 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
8.62), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 8.61), 
listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

Pipe129 UCIPAUG2021

8.85 8.85 Structure Soil berm appx 5- to 10-ft wide by 3-ft high. 12-ft from L/S 
toe for 150-ft length.
Entry Last Updated : 6/5/2020

Land SideStability Berm732 USACEINSPECT

8.89 8.89 Ditches Toe ditch appx 12-ft of L/S toe. Appx 3- to 5-ft wide, 1- to 
2-ft deep. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined735 USACEINSPECT
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8.89 8.89 UCIP DS_ID:19623
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.1 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 80 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
8.95), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M, Unit 601 Part 1 (SJR601.1), 
1967, Revised 25 May 2011, (HLM 8.93), listed as a 24-
inch CMP].
Entry Last Updated : 5/5/2021

Pipe130 UCIPAUG2021

8.92 8.97 Fence Barbed wire fence appx 5- to 15 ft from L/S toe.
Entry Last Updated : 6/5/2020

Land SideBarbed Wire737 USACEINSPECT

8.95 8.95 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire63 LEVEELOG

8.95 8.95 Gate 12-ft wide metal locking gate on crown.
Entry Last Updated : 2/9/2021

CrownMetal1121 LEVEELOG

8.95 8.95 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/27/2015

Water SideBarbed Wire1122 LEVEELOG

8.96 8.96 Structure Metal sign post on W/S slope appx 3-ft from crown.
Entry Last Updated : 6/5/2020

Water SideSign744 USACEINSPECT

8.96 8.96 Ditches Toe ditch at L/S toe. Appx 10-ft wide, 4-ft deep. Dry 
condition.
Entry Last Updated : 2/9/2021

Land SideUnlined746 USACEINSPECT

8.97 8.97 UCIP DS_ID:19624
EP_NO: 12156
Crossing Status: Found
FIELD_STRUCT_DESC: 26-inch steel pipe sleeved 
through a 30-inch reinforced concrete gravity drainage 
pipe through the levee, 7.3 feet below the crown. Annular 
space grouted between the two pipes. Two concrete cutoff 
walls in the center of the levee. Slide gate with elevated 
walkway access on the waterside (WS) end. 6-inch thick 
concrete headwall on the WS end. Concrete wing walls on 
each end. (Plans to install a 30-inch storm drainage pipe 
with a valve through the levee authorized under Permit 
No. 12156, 1977 - Merquin County Water District). 
(Additional Related Permit(s): Permit No. 12156-A, 1978 - 
Merquin County Water District). [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 9.01), listed as a 30-inch 
concrete pipe].
Entry Last Updated : 5/5/2021

Pipe107 UCIPAUG2021

12156
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8.97 8.97 UCIP DS_ID:19625
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 80 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
9.01), listed as a 36-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 9.00), 
listed as a 36-inch CMP].
Entry Last Updated : 5/5/2021

CrossingPipe188 UCIPAUG2021

8.97 8.97 Structure Guardrail fence on landward slope of the levee along 
CA165.
Entry Last Updated : 2/9/2021

Land SideGuardrail1124 LEVEELOG

8.98 8.98 At Grade HWY 165 bridge overcrossing on waterside. Grouted 
slope on sides, ungrouted rip rap abutment beneath 
bridge, concrete in good condition.
Entry Last Updated : 2/9/2021

CrossingRoad / Highway1125 LEVEELOG

18579

2459

8.98 8.98 Revetment Concrete on W/S slope under bridge crossing at HWY 
165. Used as bank protection. Appx 10-ft high, blocks up 
to 2-ft diameter.
Entry Last Updated : 6/5/2020

Water SideConcrete753 USACEINSPECT

8.98 8.98 Aerial High voltage lines crossing over the levee.
Entry Last Updated : 2/9/2021

CrossingHigh Voltage1127 LEVEELOG

8.98 8.98 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 2/9/2021

Land SidePole - Utility1128 LEVEELOG

8.99 8.99 Gate 12-ft wide chain link locking gate on crown.
Entry Last Updated : 2/9/2021

CrownChain Link755 USACEINSPECT

8.99 8.99 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/27/2015

Water SideBarbed Wire1129 LEVEELOG
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8.99 8.99 UCIP DS_ID:19626
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 80 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
9.03), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 9.03), 
listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

Pipe110 UCIPAUG2021

8.99 9.63 Fence Barbed wire fence with 6- to 8-in wood posts appx 5- to 15-
ft from L/S toe.
Entry Last Updated : 6/17/2020

Land SideBarbed Wire754 USACEINSPECT

8.99 9.63 Ditches Toe ditch appx 5- to 15-ft from L/S toe. Appx 5- to 8-ft 
wide and 2- to 3-ft deep. Dense vegetation prevents direct 
observation or depth estimate. Dry condition.
Entry Last Updated : 2/9/2021

Land SideUnlined750 USACEINSPECT

9.00 9.27 Fence Barbed wire fence appx 10- to 15-ft of W/S toe.
Entry Last Updated : 2/9/2021

Water SideBarbed Wire742 USACEINSPECT

5-88

9.27 9.27 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 25-ft wide 
at crown.
Entry Last Updated : 2/9/2021

Land SideRamp14 LEVEELOG

9.27 9.27 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 25-ft wide 
at crown.
Entry Last Updated : 2/9/2021

Water SideRamp758 USACEINSPECT

9.27 9.27 Structure Metal and wood sign post or on L/S Slope. Appx 1-ft from 
crown.
Entry Last Updated : 6/5/2020

Land SideSign759 USACEINSPECT

9.27 9.63 Fence Barbed wire fence 5 to 10 plus feet from the landward toe.
Entry Last Updated : 6/5/2020

Land SideBarbed Wire199 GEILEVEELOG

9.34 9.34 Miscellaneou
s

24-in irrigation pipe appx  10-ft of L/S toe. Does not 
appear to travese levee.
Entry Last Updated : 2/9/2021

Land SideIrrigation762 USACEINSPECT
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9.34 9.34 UCIP DS_ID:19627
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.6 feet below the crown. 
Concrete drop inlet at the landside (LS) toe. Flap gate on 
the waterside (WS) end. Brass cap No. 80 bench mark 
(BM) on the headwall on the LS. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 9.39), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 9.37), listed as 24-inch CMP].
Entry Last Updated : 5/5/2021

Pipe115 UCIPAUG2021

9.44 9.44 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 10- to 12-ft wide, 20- to 30-ft wide at crown.
Entry Last Updated : 2/9/2021

Water SideRamp204 GEILEVEELOG

7386

9.45 9.45 Structure Stream gauge on the waterward slope of the levee and 
located on the riverbank of San Joaquin River.
Entry Last Updated : 10/27/2015

Water SideGauge1135 LEVEELOG

9.63 9.63 Ramp Sod covered access ramps on L/S and W/S slopes and 
crown. Appx 10- to 12-ft wide, 20- to 35-ft wide at crown. 
Does not cut into levee prism.
Entry Last Updated : 2/9/2021

Water SideRamp16 LEVEELOG

9.63 9.63 Ramp Sod covered access ramps on L/S and W/S slopes and 
crown. Appx 10- to 12-ft wide, 20- to 35-ft wide at crown. 
Does not cut into levee prism.
Entry Last Updated : 2/9/2021

Land SideRamp209 GEILEVEELOG

9.63 9.63 Gate 12-ft wide wire locking gate on crown.
Entry Last Updated : 2/9/2021

CrownMetal768 USACEINSPECT

9.63 9.63 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire65 LEVEELOG

9.63 9.63 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/27/2015

Water SideBarbed Wire208 GEILEVEELOG

9.63 9.63 Gate Metal locking gate on L/S slope at crown, appears to be 
used as part of the babed wire fence.
Entry Last Updated : 2/9/2021

CrownMetal770 USACEINSPECT
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9.63 9.63 Ramp Sod covered access ramps on L/S and W/S slopes and 
crown. Appx 10- to 12-ft wide, 20- to 35-ft wide at crown. 
Does not cut into levee prism.
Entry Last Updated : 2/9/2021

Land SideRamp19 LEVEELOG

9.63 9.63 Ramp Sod covered access ramps on L/S and W/S slopes and 
crown. Appx 10- to 12-ft wide, 20- to 35-ft wide at crown. 
Does not cut into levee prism.
Entry Last Updated : 2/9/2021

Water SideRamp776 USACEINSPECT

9.64 9.89 Fence Electric fence appx 10-ft from W/S toe.
Entry Last Updated : 2/9/2021

Water SideMetal771 USACEINSPECT

9.64 9.64 UCIP DS_ID:19628
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 4.5 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 80 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
9.68), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 9.67), 
listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

CrossingPipe211 UCIPAUG2021

9.79 9.86 Ditches Toe ditch appx 15-ft from L/S toe. Appx 6- to 8-ft wide, 2- 
to 3-ft deep. Dry condition. Does not reduce levee prism.
Entry Last Updated : 2/9/2021

Land SideUnlined778 USACEINSPECT

9.86 9.86 UCIP DS_ID:19976
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, at an unknown depth. 
Cross fence with metal drive gate on the levee crown. 
Access on the waterside (WS).
Entry Last Updated : 5/5/2021

Pipe119 UCIPAUG2021

9.87 9.93 Miscellaneou
s

Levee breach, cut into levee by landowner in 1973. 
Extends appx 100- to 150-ft. Levee section missing, but 
stockpiles of material within 10- to 20-ft of breach (placed 
by LMA) for emergency repair if needed. Roadway 
redesigned around breach.
Entry Last Updated : 6/8/2020

Water SideMitigation Site782 USACEINSPECT
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9.87 9.87 Ramp Sod covered access ramp on W/S slope. Appx 10- to 12-ft 
wide. Note: This is at a levee breach. Does not cut into 
levee prism.
Entry Last Updated : 2/9/2021

Water SideRamp1051 USACEINSPECT

9.89 9.89 UCIP DS_ID:19556
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 6 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 70 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
9.91), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 9.93), 
listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

CrossingPipe217 UCIPAUG2021

9.93 10.68 Fence Barbed wire fence at L/S toe.
Entry Last Updated : 2/9/2021

Land SideBarbed Wire785 USACEINSPECT

9.93 9.93 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Breached roadway realignment. Appx 10- to 12-ft 
wide, 20- to 25-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 2/9/2021

Water SideRamp786 USACEINSPECT

9.94 9.94 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker218 GEILEVEELOG

10.01 10.01 Ditches Toe ditch appx 5-ft from L/S toe. Appx 30-ft wide, 1-ft 
deep. Dry condition.
Entry Last Updated : 2/8/2021

Land SideUnlined787 USACEINSPECT

10.08 10.19 Ditches Toe ditch appx 5-ft from L/S toe. Appx 4- to 6-ft wide, 1- to 
2-ft deep. Dry condition.
Entry Last Updated : 2/9/2021

Land SideUnlined788 USACEINSPECT
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10.20 10.20 UCIP DS_ID:19629
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 69 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
10.24), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 10.23), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

Pipe117 UCIPAUG2021

10.23 10.23 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 25-ft wide 
at crown.
Entry Last Updated : 2/9/2021

Land SideRamp20 LEVEELOG

10.23 10.23 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 25-ft wide 
at crown.
Entry Last Updated : 2/9/2021

Water SideRamp1137 LEVEELOG

10.23 10.23 Gate 12-ft wide barbed wire locking gate on L/S access ramp.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire792 USACEINSPECT

10.43 10.43 Mark Mile marker waterward slope.
Entry Last Updated : 10/6/2015

Water SideMarker224 GEILEVEELOG

10.68 10.68 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire66 LEVEELOG

10.68 10.68 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/27/2015

Water SideBarbed Wire1140 LEVEELOG

10.68 10.68 Gate Metal access gate on the crown of the levee.
Entry Last Updated : 2/9/2021

CrownMetal1139 LEVEELOG
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10.68 10.68 UCIP DS_ID:19630
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 68 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
10.73), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 10.72), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

Pipe120 UCIPAUG2021

10.68 10.68 Gate 12-ft wide metal panel locking gate on L/S access ramp.
Entry Last Updated : 2/9/2021

Land SideMetal798 USACEINSPECT

10.68 10.68 Structure Metal pole on W/S slope and crown. Appx 2.5-ft tall.
Entry Last Updated : 6/8/2020

Water SidePole796 USACEINSPECT

10.68 10.68 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 25-ft wide 
at crown.
Entry Last Updated : 2/9/2021

Land SideRamp21 LEVEELOG

10.68 10.68 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 10- to 12-ft wide, 20- to 25-ft wide 
at crown.
Entry Last Updated : 2/9/2021

Water SideRamp797 USACEINSPECT

10.69 10.69 UCIP DS_ID:19631
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 67 
bench mark (BM) on the headwall on the landside (LS). 
Pipe material changes from CMP (on WS) to concrete (on 
LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 10.74), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 10.72), 
listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

CrossingPipe226 UCIPAUG2021
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10.98 10.98 UCIP DS_ID:19632
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 6 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 66 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
11.02), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 11.00), 
listed as a 24-inch CMP].
Entry Last Updated : 5/5/2021

Pipe118 UCIPAUG2021

11.14 11.14 UCIP DS_ID:19633
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 5 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 65 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
11.20), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 11.18), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe236 UCIPAUG2021

11.17 11.17 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 12- to 15-ft wide, 20- to 30-ft wide 
at crown.
Entry Last Updated : 2/9/2021

Water SideRamp23 LEVEELOG

11.17 11.17 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 12- to 15-ft wide, 20- to 30-ft wide 
at crown.
Entry Last Updated : 2/9/2021

Land SideRamp808 USACEINSPECT

11.21 11.21 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 10- to 12-ft wide, 20- to 25-ft wide at crown.
Entry Last Updated : 2/9/2021

Water SideRamp809 USACEINSPECT

11.34 11.34 Fence Barbed wire fence at L/S toe.
Entry Last Updated : 6/17/2020

Land SideBarbed Wire813 USACEINSPECT

11.34 11.34 Mark Metal mile marker on W/S slope appx 3-ft from crown.
Entry Last Updated : 6/8/2020

Water SideMarker814 USACEINSPECT
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11.34 11.34 Mark Start of Unit 1 on other bank of San Joaquin River at LM 
11.35.
Entry Last Updated : 6/8/2020

CrownBoundary1143 LEVEELOG

11.37 11.37 UCIP DS_ID:19814
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through levee, 12 feet below the crown. 
Two metal cutoff walls. Flap gate on the waterside (WS) 
end. Concrete headwall on the landside (LS) end. 
Concrete saddle and apron on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002.  USACE San 
Joaquin O&M Manual 601.1, 1967, (recorded as U6 HLM 
0.05 should be U1 HLM 11.37)].
Entry Last Updated : 5/10/2021

Pipe122 UCIPAUG2021

11.40 11.40 Ramp Access ramp on both slopes of the levee.
Entry Last Updated : 6/8/2020

Land SideRamp24 LEVEELOG

11.40 11.40 Ramp Access ramp on both slopes of the levee.
Entry Last Updated : 10/27/2015

Water SideRamp1145 LEVEELOG

11.42 11.42 Mark Two damaged metal mile markers on W/S slope appx 10-
ft from W/S hinge point.
Entry Last Updated : 6/8/2020

Water SideMarker815 USACEINSPECT

11.49 11.49 UCIP DS_ID:19634
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 62 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
11.48), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 11.48), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe242 UCIPAUG2021

11.77 11.77 Fence Electric fence appx 5 to 10-ft from W/S toe. Extends for 
appx 100-ft.
Entry Last Updated : 6/8/2020

Water SideMetal818 USACEINSPECT
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11.78 11.78 UCIP DS_ID:19635
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 17 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 61 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
11.77), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 11.76), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe243 UCIPAUG2021

11.89 11.89 Ramp 12-ft wide aggregate base covered access ramps on W/S 
and L/S slopes.
Entry Last Updated : 2/9/2021

Water SideRamp820 USACEINSPECT

11.89 11.89 Ramp 12-ft wide aggregate base covered access ramps on W/S 
and L/S slopes.
Entry Last Updated : 2/9/2021

Land SideRamp244 GEILEVEELOG

12.01 12.01 Mark Damaged metal mile marker on W/S slope appx 3-ft from 
hinge point.
Entry Last Updated : 2/9/2021

Water SideMarker821 USACEINSPECT

12.12 12.12 UCIP DS_ID:19636
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.4 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 60 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 12.12), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 12.11), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe247 UCIPAUG2021

12.16 12.16 Ditches Drainage ditch appx 10-ft from W/S toe, 6-ft wide, 1.5-ft 
deep, by 120-ft long. Dry during inspection.
Entry Last Updated : 6/8/2020

Water SideUnlined823 USACEINSPECT

12.41 12.41 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes.
Entry Last Updated : 2/9/2021

Land SideRamp29 LEVEELOG

12.41 12.41 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes.
Entry Last Updated : 2/9/2021

Water SideRamp824 USACEINSPECT
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12.47 12.62 Fence Barbed wire fence on the waterward side of the levee.
Entry Last Updated : 10/27/2015

Water SideBarbed Wire1146 LEVEELOG

12.51 12.51 Mark Damaged metal mile marker on W/S appx 3-ft from hinge 
point.
Entry Last Updated : 6/8/2020

Water SideMarker825 USACEINSPECT

12.58 12.58 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/6/2015

Water SideRamp250 GEILEVEELOG

12.62 12.62 Ramp Access ramp on the landside slope.
Entry Last Updated : 2/9/2021

Land SideRamp30 LEVEELOG

12.62 12.62 Fence Barbed wire fence on W/S and L/S slopes.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire70 LEVEELOG

12.62 12.62 Fence Barbed wire fence on W/S and L/S slopes.
Entry Last Updated : 6/9/2020

Water SideBarbed Wire826 USACEINSPECT

12.62 12.62 Gate 14-ft wide locking access gate on crown.
Entry Last Updated : 2/9/2021

CrownMetal827 USACEINSPECT

12.62 14.16 Fence Barbed wire fence appx 15-ft from L/S toe. Appx 80-ft long.
Entry Last Updated : 6/9/2020

Land SideBarbed Wire831 USACEINSPECT

12.64 12.64 Ramp 12-ft wide sod-covered access ramp on W/S slope.
Entry Last Updated : 2/9/2021

Water SideRamp830 USACEINSPECT

12.70 12.70 Ramp 12-ft wide sod-covered access ramp on W/S slope.
Entry Last Updated : 2/9/2021

Water SideRamp832 USACEINSPECT

12.89 13.19 Ditches Drainage ditch appx 10-ft from L/S toe, appx 30-ft wide by 
10-ft deep.
Entry Last Updated : 2/8/2021

Land SideLined837 USACEINSPECT

12.90 12.90 At Grade The old Harney levee intercepts the landward slope crown 
of the levee is 2 feet below project grade. Old Harney 
levee on the landward slope.
Entry Last Updated : 10/6/2015

Land SideLevee253 GEILEVEELOG

12.90 12.90 Ramp 40-ft wide sod-covered access ramp on L/S slope.
Entry Last Updated : 2/9/2021

Land SideRamp833 USACEINSPECT
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12.95 12.95 UCIP DS_ID:19637
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.5 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 60 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
12.95), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 12.94), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe254 UCIPAUG2021

13.20 13.20 At Grade Old Harney levee on the landward slope.
Entry Last Updated : 2/9/2021

Land SideLevee258 GEILEVEELOG

13.20 13.20 Structure Metal sign post at ramp on LS.
Entry Last Updated : 2/9/2021

Land SideSign18 LEVEELOG

13.20 13.20 Ramp 14-ft  earth-covered access ramp on L/S slope.
Entry Last Updated : 2/9/2021

Land SideRamp838 USACEINSPECT

13.20 13.20 Gate Green metal access gate to wildlife refuge.
Entry Last Updated : 10/27/2015

Land SideMetal1148 LEVEELOG

13.48 13.48 Mark Mile Marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker260 GEILEVEELOG

13.49 13.49 UCIP DS_ID:19638
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14.2 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 60 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 13.48), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 13.48), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

Pipe123 UCIPAUG2021

13.55 13.61 Ditches Drainage ditch appx 10-ft from  L/S toe, appx 15-ft wide. 
Full of water during inspection.
Entry Last Updated : 2/9/2021

Land SideUnlined842 USACEINSPECT

13.58 13.58 Ramp 20-ft earth-covered access ramp on W/S slope.
Entry Last Updated : 2/9/2021

Water SideRamp262 GEILEVEELOG
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13.58 13.58 Miscellaneou
s

Turnout on L/S hinge point, appx 5-ft wide by 40-ft long.
Entry Last Updated : 2/9/2021

Land SideTurnout840 USACEINSPECT

13.59 13.59 UCIP DS_ID:19639
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14.5 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 60 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 13.58), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 13.58), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe264 UCIPAUG2021

13.79 13.79 Miscellaneou
s

Turnout on L/S hinge point and slope. Appx 12-ft wide by 
50-ft long.
Entry Last Updated : 2/9/2021

Land SideTurnout843 USACEINSPECT

13.82 13.82 UCIP DS_ID:19640
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 60 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
13.83), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 13.81), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe267 UCIPAUG2021

14.01 14.01 Mark Metal mile marker on W/S slope appx 3-ft from hinge 
point.

Water SideMarker846 USACEINSPECT

14.21 14.21 Structure One metal sign post appx 10-ft from L/S toe.
Entry Last Updated : 2/9/2021

Land SidePost64 LEVEELOG

14.21 14.21 Structure Two metal sign posts at W/S toe.
Entry Last Updated : 2/9/2021

Water SidePost847 USACEINSPECT
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14.22 14.22 UCIP DS_ID:19641
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 13 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 60 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
14.22), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 14.21), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe271 UCIPAUG2021

14.34 14.34 Structure Metal sign post on L/S slope appx 10 feet from L/S toe.
Entry Last Updated : 6/12/2020

Land SidePost849 USACEINSPECT

14.48 14.48 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker272 GEILEVEELOG

14.55 15.88 Fence Barbed wire fence running along the landward toe of the 
levee.
Entry Last Updated : 10/27/2015

Land SideBarbed Wire1150 LEVEELOG

14.59 14.59 Ramp Ramp on the waterside slope.
Entry Last Updated : 2/9/2021

Water SideRamp850 USACEINSPECT

14.65 14.65 UCIP DS_ID:19642
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 60 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
14.65), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 14.65), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe276 UCIPAUG2021

14.82 14.82 Ramp 14-ft wide earth-covered access ramps on W/S and L/S 
slopes.
Entry Last Updated : 2/9/2021

Land SideRamp32 LEVEELOG

14.82 14.82 Ramp 14-ft wide earth-covered access ramps on W/S and L/S 
slopes.
Entry Last Updated : 2/9/2021

Water SideRamp854 USACEINSPECT
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14.82 14.82 Gate Green metal access gate on landward toe of the levee.
Entry Last Updated : 10/27/2015

Land SideMetal1151 LEVEELOG

15.02 15.02 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker278 GEILEVEELOG

15.29 15.29 UCIP DS_ID:19643
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.2 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 60 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
15.31), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 15.29), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

Pipe124 UCIPAUG2021

15.51 15.51 Miscellaneou
s

Turnout on L/S hinge point and slope. Appx 10-ft wide by 
40-ft long.
Entry Last Updated : 6/12/2020

Land SideTurnout281 GEILEVEELOG

15.58 15.58 UCIP DS_ID:19644
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.5 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 60 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
15.57), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 15.57), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe284 UCIPAUG2021

15.73 15.73 Structure Metal sign post on L/S slope appx 3-ft from hinge point. 
Metal sign post 10-ft from L/S toe.
Entry Last Updated : 6/12/2020

Land SidePost860 USACEINSPECT

15.80 15.80 Structure Metal sign post appx 5-ft from L/S toe.
Entry Last Updated : 2/9/2021

Land SidePost861 USACEINSPECT
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15.82 15.82 UCIP DS_ID:19645
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 60 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
15.82), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 15.81), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe289 UCIPAUG2021

15.89 15.89 Ramp 30-ft wide earth covered access ramp on L/S slope.
Entry Last Updated : 6/12/2020

Land SideRamp867 USACEINSPECT

15.90 15.90 Structure Metal sign post on W/S slope appx 5-ft from hinge point.
Entry Last Updated : 6/12/2020

Water SideSign866 USACEINSPECT

15.94 15.94 Fence Barbed wire fence 10 plus feet from the landward toe.
Entry Last Updated : 10/6/2015

Land SideBarbed Wire292 GEILEVEELOG

15.97 15.97 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker293 GEILEVEELOG

15.97 15.97 Ditches Drain ditch 1 to 10 feet from the landward toe.
Entry Last Updated : 10/6/2015

Land SideUnlined294 GEILEVEELOG

16.00 16.00 Structure Metal sign post appx 12-ft from L/S toe.
Entry Last Updated : 6/12/2020

Land SideSign868 USACEINSPECT

16.09 16.09 UCIP DS_ID:19646
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.3 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 50 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 16.09), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 16.09), 
listed as a 24-inch pipe].
Entry Last Updated : 5/6/2021

CrossingPipe296 UCIPAUG2021
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16.15 16.15 UCIP DS_ID:19647
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14.7 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 50 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 16.16), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 16.15), 
listed as a 24-inch pipe].
Entry Last Updated : 5/10/2021

Pipe125 UCIPAUG2021

16.19 16.72 Ditches Ditch at LS toe.
Entry Last Updated : 6/12/2020

Land SideUnlined871 USACEINSPECT

16.56 16.72 Non-Project 
Levee

Historic levee on W/S of project levee. Extends from W/S 
slope and bows towards river. Connects back to project 
levee appx 900-ft downstream. Historic levee same height 
as project levee, creates depression between levees.
Entry Last Updated : 2/9/2021

Water SideBow873 USACEINSPECT

16.72 16.72 UCIP DS_ID:24870
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel gravity drainage 
pipe through the levee, at an unknown depth. Concrete 
standpipe visible on the landside (LS). This pipe was field 
discovered.
Entry Last Updated : 5/6/2021

Pipe77 UCIPAUG2021

16.72 16.72 UCIP DS_ID:19649
EP_NO: 13549
Crossing Status: Not Found
FIELD_STRUCT_DESC: 30-inch coated steel gravity 
drainage pipe through the levee, 2 feet below the crown. 
Steel cutoff walls at the center of the levee. Siphon 
breaker on the apex of the pipe on the landside (LS) 
shoulder. Pump and concrete standpipe on the waterside 
(WS). Extends to existing irrigation ditch off the LS toe. 
(Plans to construct a concrete irrigation pipe stand, to 
install a 60-horsepower pump with a 30-inch steel 
discharge pipeline through the levee, and to enlarge the 
diversion channel from the river to the pump intake 
authorized under Permit No. 13549, 1983 - Joseph E. 
Gallo). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 16.73), listed as a 30-inch steel pipe].
Entry Last Updated : 5/10/2021

CrossingPipe306 UCIPAUG2021

13549
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16.72 16.72 UCIP DS_ID:19648
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.4 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 50 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 16.73), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 16.72), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe304 UCIPAUG2021

16.72 16.72 Ramp Ramp on the landward slope.
Entry Last Updated : 10/6/2015

Land SideRamp300 GEILEVEELOG

16.73 16.73 Ramp 20-ft wide aggregate base covered access ramp on W/S 
slope.
Entry Last Updated : 2/9/2021

Water SideRamp875 USACEINSPECT

16.73 16.94 Ditches Ditch at LS toe.
Entry Last Updated : 6/12/2020

Land SideUnlined1047 USACEINSPECT

16.96 16.96 Structure Two metal sign posts appx 10-ft from W/S toe.
Entry Last Updated : 2/9/2021

Water SidePost76 LEVEELOG

16.96 16.96 Structure Two metal sign posts appx 7-ft from L/S toe.
Entry Last Updated : 2/9/2021

Land SidePost877 USACEINSPECT

16.97 16.97 Ramp 12-ft wide aggregate base covered access ramp on L/S 
slope where Green House Rd intercepts the levee. Not 
shown on as-built drawings but referenced as Merced to 
Wilson Ranch Road No 182 & 183 on as-built drawing 59-
01.
Entry Last Updated : 6/12/2020

Land SideRamp1158 LEVEELOG

17.01 17.01 UCIP DS_ID:19577
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 50 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002  
(HLM 17.01), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 17.01), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe310 UCIPAUG2021
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17.17 17.27 Ditches Drainage ditch at L/S toe, 6-ft wide, 1.5-ft deep. Dry during 
inspection.
Entry Last Updated : 2/9/2021

Land SideLined882 USACEINSPECT

17.19 17.19 UCIP DS_ID:19578
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 50 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002  
(HLM 17.20), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 17.19), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

Pipe127 UCIPAUG2021

17.23 17.40 Aerial High voltage lines running parallel along the landward toe 
of the levee.
Entry Last Updated : 2/9/2021

Land SideHigh Voltage1160 LEVEELOG

17.23 17.23 Structure High voltage pole located along the landward toe of the 
levee.
Entry Last Updated : 2/9/2021

Land SidePole - Utility1159 LEVEELOG

17.26 17.26 Ditches Drainage basin located on the landward side of the levee.
Entry Last Updated : 10/28/2015

Land SideUnlined1161 LEVEELOG

17.26 17.26 UCIP DS_ID:19579
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 15.8 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 50 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002  
(HLM 17.27), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 17.26), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

Pipe128 UCIPAUG2021

17.30 17.30 Structure High voltage power pole located along the landward toe of 
the levee.
Entry Last Updated : 2/9/2021

Land SidePole - Utility1162 LEVEELOG

17.33 17.33 Structure Metal sign post appx 10-ft of W/S toe.
Entry Last Updated : 6/12/2020

Water SidePost886 USACEINSPECT
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17.33 17.33 Ditches Drainage ditch at L/S toe.
Entry Last Updated : 2/9/2021

Land SideUnlined887 USACEINSPECT

17.34 17.34 Aerial Overhead power line crosses the levee, pole at the 
waterward toe.
Entry Last Updated : 2/9/2021

CrossingHigh Voltage314 GEILEVEELOG

17.36 17.36 Structure Power pole at WS within 10 feet of toe.
Entry Last Updated : 2/9/2021

Water SidePole - Utility315 USACEPI

17.43 17.43 Structure Two metal sign posts 12-ft from W/S toe.
Entry Last Updated : 6/12/2020

Water SideSign891 USACEINSPECT

17.44 17.44 Ramp 20-ft wide aggregate base covered access ramp on W/S 
slope.
Entry Last Updated : 2/8/2021

Water SideRamp892 USACEINSPECT

17.44 17.44 Gate 14-ft locking access gate on crown.
Entry Last Updated : 2/9/2021

CrownMetal893 USACEINSPECT

17.44 17.44 Fence Barbed wire fence on W/S and L/S slopes.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire71 LEVEELOG

17.44 17.44 Fence Barbed wire fence on W/S and L/S slopes.
Entry Last Updated : 6/12/2020

Water SideBarbed Wire895 USACEINSPECT

17.45 17.45 Ramp 16-ft wide access ramps on W/S and L/S slopes.
Entry Last Updated : 2/9/2021

Water SideRamp33 LEVEELOG

17.45 17.45 Ramp 16-ft wide access ramps on W/S and L/S slopes.
Entry Last Updated : 2/9/2021

Land SideRamp894 USACEINSPECT

17.45 17.45 Gate Metal access gate located on landward toe of the levee.
Entry Last Updated : 2/9/2021

Land SideMetal1163 LEVEELOG

17.46 17.46 Structure High voltage pole and guy wire off of L/S toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1197 LEVEELOG

17.46 18.77 Aerial High voltage lines running parallel on the landward side of 
the levee.
Entry Last Updated : 11/24/2015

Land SideHigh Voltage1173 LEVEELOG

17.52 17.52 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1196 LEVEELOG
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17.52 17.52 UCIP DS_ID:19580
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.5 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 50 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002  (HLM 
17.53), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 17.53), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe319 UCIPAUG2021

17.58 17.58 Structure High voltage pole off landside toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1195 LEVEELOG

17.64 17.64 Structure High voltage pole off the landside toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1194 LEVEELOG

17.67 17.67 Gate Metal access gate locate on the landward side of the 
levee.
Entry Last Updated : 11/24/2015

Land SideMetal1193 LEVEELOG

17.68 17.68 Ramp 20-ft wide earth covered access ramp L/S slope.
Entry Last Updated : 2/9/2021

Land SideRamp898 USACEINSPECT

17.69 17.69 Structure High voltage pole off L/S toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1192 LEVEELOG

17.75 17.75 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1191 LEVEELOG

17.78 17.78 Ditches Drainage ditch at L/S toe, appx 6-ft wide by 1.5-ft deep. 
Cuts into projected levee prisim at L/S toe vertically appx 
1.5-ft. Extends appx 800-ft along levee.
Entry Last Updated : 2/9/2021

Land SideLined899 USACEINSPECT

17.81 17.81 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1190 LEVEELOG

17.87 17.87 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1189 LEVEELOG

17.93 17.93 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1188 LEVEELOG
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17.94 17.94 Ramp 20-ft wide aggregate covered access ramps on W/S and 
L/S slopes.
Entry Last Updated : 2/9/2021

Land SideRamp322 GEILEVEELOG

17.94 17.94 Ramp 20-ft wide aggregate covered access ramps on W/S and 
L/S slopes.
Entry Last Updated : 2/9/2021

Water SideRamp901 USACEINSPECT

17.98 17.98 Mark Damaged metal mile marker on W/S appx 3-ft from hinge 
point.
Entry Last Updated : 2/9/2021

Water SideMarker902 USACEINSPECT

17.99 17.99 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1187 LEVEELOG

18.05 18.05 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1186 LEVEELOG

18.11 18.17 Ditches Drainage ditch at L/S toe, 3-ft wide, 0.5-ft deep.
Entry Last Updated : 2/8/2021

Land SideUnlined903 USACEINSPECT

18.11 18.11 Structure High voltage pole off LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1185 LEVEELOG

18.17 18.17 Gate Metal access gate located on the landward slope of the 
levee.
Entry Last Updated : 11/24/2015

Land SideMetal1184 LEVEELOG

18.17 18.17 Structure High voltage pole off the toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1183 LEVEELOG

18.17 18.17 Ramp 25-ft wide aggregate base covered access ramp on L/S 
slope.
Entry Last Updated : 2/9/2021

Land SideRamp904 USACEINSPECT

18.18 18.18 UCIP DS_ID:19581
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 50 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002  
(HLM 18.21), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 18.19), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe325 UCIPAUG2021
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18.41 18.98 Fence Barbed wire fence along the landside toe.
Entry Last Updated : 6/12/2020

Land SideBarbed Wire1168 LEVEELOG

18.41 18.41 Structure Guy wire appx 10-ft from L/S toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility906 USACEINSPECT

18.45 18.45 UCIP DS_ID:19582
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.4 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 50 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
18.47), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 18.45), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe327 UCIPAUG2021

18.48 18.48 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1182 LEVEELOG

18.49 18.49 Gate Metal access gate on the LS toe.
Entry Last Updated : 6/12/2020

Land SideMetal1181 LEVEELOG

18.49 18.49 Ramp 20-ft earth covered access ramp on L/S slope.
Entry Last Updated : 2/9/2021

Land SideRamp908 USACEINSPECT

18.49 18.49 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker330 GEILEVEELOG

18.54 18.54 Structure High voltage pole on the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1180 LEVEELOG

18.60 18.60 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1179 LEVEELOG

18.64 18.73 Ditches Drainage ditch at L/S toe, 3-ft wide, 0.5-ft deep. Dry during 
inspection.
Entry Last Updated : 2/9/2021

Land SideUnlined911 USACEINSPECT

18.65 18.65 Ramp 12-ft wide aggregate base covered access ramp on W/S 
slope.
Entry Last Updated : 2/9/2021

Water SideRamp909 USACEINSPECT
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18.65 18.80 Fence Barbed wire fence appx 15-ft from W/S toe.
Entry Last Updated : 2/9/2021

Water SideBarbed Wire910 USACEINSPECT

18.66 18.66 Structure High voltage pole off the LS toe.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1178 LEVEELOG

18.72 18.72 Structure Power pole on landward side of the levee.
Entry Last Updated : 6/12/2020

Land SidePole - Utility1177 LEVEELOG

18.77 18.77 Gate Metal access gate located on the landward side of the 
levee.
Entry Last Updated : 11/24/2015

Land SideMetal1172 LEVEELOG

18.77 18.77 Ramp Access ramp to duck hunting club.
Entry Last Updated : 11/24/2015

Land SideRamp1175 LEVEELOG

18.77 18.77 UCIP DS_ID:19592
EP_NO: 13966
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch coated steel irrigation 
discharge pipe through the levee, 2 feet below the crown. 
Cutoff walls around the pipe at the center of the levee. 
Siphon breaker on apex of pipe on the landside (LS) 
shoulder. Inlet channel from river on the waterside (WS), 
perpendicular to the levee. Pump off the WS toe on an 
earth pad between the inlet channel and levee section. 
Polyvinyl chloride (PVC) electrical conduit through the 
levee. Access ramp immediately downstream of the pump 
pad. (Plans to install an irrigation pumping unit on the WS 
and a 16-inch irrigation discharge pipe through the levee 
authorized under Permit No. 13966, 1985 - D. and D. 
Land and Water, Inc.). [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 18.79), listed as a 16-inch pipe].
Entry Last Updated : 5/10/2021

Pipe92 UCIPAUG2021

13966

18.77 18.77 Ditches Drainage ditch on the landward side of the levee.
Entry Last Updated : 11/24/2015

Land SideUnlined1176 LEVEELOG

18.77 18.77 Structure Utility service pole on the landward slope of the levee.
Entry Last Updated : 11/24/2015

Land SidePole - Utility1171 LEVEELOG

18.78 18.78 Ramp Ramp on the landward slope.
Entry Last Updated : 10/6/2015

Land SideRamp337 GEILEVEELOG

18.78 18.78 Structure Utility pole and guy wire appx 15-ft from L/S toe.
Entry Last Updated : 2/9/2021

Land SidePole - Utility913 USACEINSPECT
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18.79 18.79 UCIP DS_ID:19593
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 50 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
18.80), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 18.79), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe338 UCIPAUG2021

18.79 18.79 Ramp 10-ft wide aggregate base covered access ramp on L/S 
slope.
Entry Last Updated : 2/9/2021

Land SideRamp916 USACEINSPECT

18.79 18.79 Structure Metal sign post on W/S slope appx 5-ft from hinge point. 
Two locations, spaced 20-ft apart.
Entry Last Updated : 6/12/2020

Water SidePost922 USACEINSPECT

18.79 18.79 Fence Barbed wire fence at W/S toe. Extends appx 50-ft along 
levee.
Entry Last Updated : 2/8/2021

Water SideBarbed Wire920 USACEINSPECT

18.80 18.80 Fence Barbed wire fence on L/S and W/S slopes.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire72 LEVEELOG

18.80 18.80 Fence 14-ft wide locking metal access gate on crown.
Entry Last Updated : 2/9/2021

CrownMetal921 USACEINSPECT

18.83 18.83 Ditches Drainage ditch at L/S toe, 6-ft wide, 1-ft deep, extends 
appx 500-ft. Dry during inspection.
Entry Last Updated : 2/9/2021

Land SideLined924 USACEINSPECT

18.98 19.22 Ditches Drainage ditch on LS slope, appx 6-ft wide by 1-ft deep.
Entry Last Updated : 2/9/2021

Land SideUnlined930 USACEINSPECT

18.98 18.98 Ramp 14-ft wide access ramps on W/S and L/S slopes.
Entry Last Updated : 2/9/2021

Land SideRamp35 LEVEELOG

18.98 18.98 Ramp 14-ft wide access ramps on W/S and L/S slopes.
Entry Last Updated : 2/9/2021

Water SideRamp926 USACEINSPECT
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19.17 19.17 UCIP DS_ID:19594
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 13 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 40 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
19.18), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 19.17), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

CrossingPipe343 UCIPAUG2021

19.17 19.17 Revetment Bank cobble revetted below drop structure.
Entry Last Updated : 10/6/2015

Water SideCobble344 GEILEVEELOG

19.22 19.22 Structure Mariposa Bypass Drop Structure.
Entry Last Updated : 6/15/2020

Water SideWeir1166 LEVEELOG

19.22 19.22 Ramp Access ramp to top of Mariposa Bypass Drop Structure.
Entry Last Updated : 6/15/2020

Water SideRamp1165 LEVEELOG

19.22 19.22 Mark Boundary with right bank of Mariposa Bypass Unit 11 LM 
0.00 at the Mariposa Bypass Drop Structure.
Entry Last Updated : 6/15/2020

CrownBoundary345 GEILEVEELOG

19.23 19.23 Mark Boundary with left bank of Mariposa Bypass Unit 12 LM 
0.00 at the Mariposa Bypass Drop Structure.
Entry Last Updated : 6/15/2020

CrownBoundary36 LEVEELOG

19.23 19.23 Ramp Aggregate covered access ramp to top of the Mariposa 
Bypass Drop Structure.  Appx 12- to 15-ft wide, 30- to 45-
ft wide at crown.
Entry Last Updated : 2/9/2021

Water SideRamp933 USACEINSPECT

19.23 19.33 Fence Barbed wire fence landward slope.
Entry Last Updated : 10/6/2015

Land SideBarbed Wire346 GEILEVEELOG

19.23 19.23 Structure Guard rail on the waterward side of the levee.
Entry Last Updated : 11/24/2015

Water SideGuardrail1199 LEVEELOG

19.23 19.23 Structure 2-in diameter metal sign post on L/S slope.
Entry Last Updated : 2/8/2021

Land SideSign931 USACEINSPECT

19.23 19.23 Structure Mariposa Bypass Drop Structure.
Entry Last Updated : 6/15/2020

Water SideWeir1198 LEVEELOG
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19.30 19.31 Aerial High voltage service line running from high voltage pole to 
service pole.
Entry Last Updated : 11/24/2015

Land SideHigh Voltage1201 LEVEELOG

19.30 19.30 Structure High voltage pole on the LS toe.
Entry Last Updated : 6/15/2020

Land SidePole - Utility1200 LEVEELOG

19.31 19.31 Structure High voltage service pole on the LS toe.
Entry Last Updated : 6/15/2020

Land SidePole - Utility1202 LEVEELOG

19.32 19.32 UCIP DS_ID:24871
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 20-inch steel drainage 
discharge pipe through the levee, at an unknown depth. 
Pump station and electrical panel on the landside (LS). 
This pipe was field discovered.
Entry Last Updated : 5/10/2021

Pipe95 UCIPAUG2021

19.32 19.32 UCIP DS_ID:24872
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 24-inch steel drainage 
discharge pipe through the levee, at an unknown depth. 
Pump station and electrical panel on the landside (LS). 
This pipe was field discovered.
Entry Last Updated : 5/10/2021

Pipe111 UCIPAUG2021

19.32 19.32 Structure Pump station located on landward side. Electrical panel 
located on landward side.
Entry Last Updated : 11/24/2015

Land SidePump Station348 UCIPMAY2015

19.32 19.32 Revetment Concrete block debris on W/S slope scattered beneath 
pipe outlet.  Up to appx 24-in by 5-in blocks.  Blocks cover 
appx 25-ft by 15-ft area. Blocks used for bank protection.
Entry Last Updated : 6/15/2020

Water SideRubble941 USACEINSPECT
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19.33 19.33 UCIP DS_ID:19595
EP_NO: 5983
Crossing Status: Found
FIELD_STRUCT_DESC: 60-inch corrugated metal gravity 
drainage pipe through the levee, 21 feet below the crown. 
Concrete U-shaped headwall and splash apron on the 
landside (LS) end. 7-foot by 8-foot by 20.5-foot concrete 
drainage structure around the LS end of the pipe. Flap 
gate over pipe opening inside drainage structure. Pump 
on discharge structure on the LS slope. Steel discharge 
pipe through the upstream wall of the structure. 
(Construction of a drainage pump discharge structure at 
the LS toe and appurtenances on preexisting drainage 
pipe authorized under Permit No. 5983, 1968 - Turner 
Island Water District). [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 19.33), listed as a 60-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 19.34), listed as a 60-inch CMP].
Entry Last Updated : 5/6/2021

Pipe96 UCIPAUG2021

5983

19.33 19.33 Structure Metal walkway located on the waterward slope of the 
levee.
Entry Last Updated : 11/24/2015

Water SideWalkway1203 LEVEELOG

19.36 19.36 Structure Soil pile appx 3-ft wide by 1-ft high for 12-ft length. Appx 
15-ft from W/S toe.
Entry Last Updated : 6/15/2020

Water SideStability Berm945 USACEINSPECT

19.50 19.50 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker352 GEILEVEELOG

19.52 19.62 Ditches Toe ditch at L/S toe.  Appx 3- to 6-ft wide and 6- to 8-in 
deep, dry. Does not cut into projected levee prism.
Entry Last Updated : 2/9/2021

Land SideUnlined946 USACEINSPECT

19.53 19.53 UCIP DS_ID:19596
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 40 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
19.54), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 19.54), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

Pipe99 UCIPAUG2021
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19.67 19.67 Ramp Unpaved access ramp on L/S slope and crown. Appx 12- 
to 15-ft wide, 40- to 45-ft wide at crown.
Entry Last Updated : 2/9/2021

Land SideRamp355 GEILEVEELOG

19.81 19.81 UCIP DS_ID:19597
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 40 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
19.82), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 19.81), 
listed as a 24-inch CMP].
Entry Last Updated : 5/10/2021

Pipe113 UCIPAUG2021

20.10 20.10 Ramp Unpaved access ramp on L/S slope and crown. Appx 10- 
to 12-ft wide, 25- to 30-ft wide at crown.
Entry Last Updated : 2/9/2021

Land SideRamp358 GEILEVEELOG

20.18 20.18 UCIP DS_ID:19598
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.5 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 40 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
20.19), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 20.18), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

Pipe100 UCIPAUG2021

20.25 20.25 Structure High voltage service pole located near the landward toe of 
the levee.
Entry Last Updated : 12/2/2015

Land SidePole - Utility1204 LEVEELOG

20.25 20.26 Aerial High voltage service line running along the landward toe 
of the levee.
Entry Last Updated : 12/2/2015

Land SideHigh Voltage1205 LEVEELOG

20.25 21.03 Fence Fence along the waterward slope
Entry Last Updated : 10/6/2015

Water SideBarbed Wire364 GEILEVEELOG

20.25 20.25 Gate Cross fence, metal drive gate.
Entry Last Updated : 2/9/2021

CrownMetal363 GEILEVEELOG
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20.25 20.25 Structure Metal sign with 2-in diameter posts and concrete footing 
on R/S side of crown. Metal sign is damaged and not 
functional.
Entry Last Updated : 6/15/2020

Water SideSign959 USACEINSPECT

20.25 20.25 Fence Barbed wire fence on LS and WS slope.
Entry Last Updated : 2/8/2021

Land SideBarbed Wire74 LEVEELOG

20.25 20.25 Fence Barbed wire fence on LS and WS slope.
Entry Last Updated : 6/15/2020

Water SideBarbed Wire1206 LEVEELOG

20.25 20.25 Ramp Unpaved access ramp on L/S slope and crown. Appx 12- 
to 15-ft wide, 30- to 35-ft wide at crown.
Entry Last Updated : 2/9/2021

Land SideRamp362 GEILEVEELOG

20.26 20.26 Structure Utility pole on the LS slope.
Entry Last Updated : 6/15/2020

Land SidePole - Utility1208 LEVEELOG

20.26 20.26 UCIP DS_ID:19726
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: Polyvinyl chloride (PVC) gravity 
drainage pipe of an unknown size appears to go through 
the levee, at an unknown depth. Standpipe on the 
landside (LS). Provide a field description of this crossing.
Entry Last Updated : 5/10/2021

CrossingPipe367 UCIPAUG2021

20.26 20.26 UCIP DS_ID:19599
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 5 feet below the crown. 
Flap gate on the waterside (WS) end. No permit for this 
crossing. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 20.27), listed as a 24-inch corrugated metal pipe 
(CMP)].
Entry Last Updated : 5/10/2021

CrossingPipe371 UCIPAUG2021

20.26 20.26 Structure Junction box on L/S toe.
Entry Last Updated : 2/9/2021

Land SideControl Box969 USACEINSPECT

20.26 22.01 Structure Stabiliy berm located on the landward slope of the levee.
Entry Last Updated : 12/2/2015

Land SideStability Berm1211 LEVEELOG
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20.27 20.27 UCIP DS_ID:19600
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 40 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 20.28), listed as a 36-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 20.27), 
listed as a 36-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe369 UCIPAUG2021

20.27 20.27 Structure Concrete vault with steel pipes and pump station.
Entry Last Updated : 12/2/2015

Land SidePump Station1210 LEVEELOG

20.27 22.52 Fence Barbed wire fence on water side slope.
Entry Last Updated : 6/17/2020

Water SideBarbed Wire964 USACEINSPECT

20.27 20.27 UCIP DS_ID:24873
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 9-inch steel drainage discharge 
pipe sleeved through a 14-inch steel pipe through levee, 
at an unknown depth.
Entry Last Updated : 5/10/2021

Pipe112 UCIPAUG2021

20.27 20.27 UCIP DS_ID:24874
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch steel drainage discharge 
pipe sleeved through a 18-inch steel pipe through levee, 
at an unknown depth. Concrete intake structure located 
on the LS toe.
Entry Last Updated : 5/6/2021

Pipe78 UCIPAUG2021

20.27 22.02 Ditches Toe ditch with standing water appx 15-ft from L/S toe.  
Appx 6- to 20-ft wide and 3- to 8-ft deep. Does not cut into 
projected levee prism.
Entry Last Updated : 2/9/2021

Land SideUnlined973 USACEINSPECT

3332

20.50 20.50 Mark Metal mile marker on W/S of crown with concrete footing.
Entry Last Updated : 6/15/2020

Water SideMarker981 USACEINSPECT

20.65 20.65 Ramp Unpaved access ramp on W/S slope and crown. Appx 8- 
to 10-ft wide, 15- to 20-ft wide at crown.
Entry Last Updated : 2/9/2021

Water SideRamp983 USACEINSPECT
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20.65 20.65 Miscellaneou
s

Aggregate base turnout on crown and L/S slope. Appx 8-ft 
wide by 90-ft long.
Entry Last Updated : 2/9/2021

Land SideTurnout984 USACEINSPECT

20.65 20.65 Gate Appx 15-ft wide non-locking barbed wire gate on W/S 
slope in good condition and operable.
Entry Last Updated : 2/9/2021

Water SideBarbed Wire982 USACEINSPECT

20.70 20.70 Structure Wooden sign post (4-in diameter) on L/S slope - possible 
marker for missing 30-in diameter CMP pipe.
Entry Last Updated : 2/9/2021

Land SidePost986 USACEINSPECT

20.70 20.70 UCIP DS_ID:19555
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee, 8.9 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 40 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 20.71), listed as a 30-inch corrugated 
metal pipe (CMP)].
Entry Last Updated : 5/10/2021

CrossingPipe375 UCIPAUG2021

20.70 20.70 UCIP DS_ID:19601
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 11.8 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 20.71), listed 
as a 36-inch corrugated metal pipe (CMP)].
Entry Last Updated : 5/10/2021

CrossingPipe376 UCIPAUG2021

20.96 20.96 Gate Appx 15-ft wide non-locking barbed wire gate on W/S 
slope in good condition and operable.
Entry Last Updated : 6/15/2020

Water SideBarbed Wire988 USACEINSPECT

21.00 21.00 Mark Mile marker water-ward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker377 GEILEVEELOG

21.04 21.04 Fence Fencing across floodway, may be a corral.
Entry Last Updated : 6/15/2020

Water SideMetal989 USACEINSPECT

21.04 21.04 Ramp Unpaved access ramp on W/S slope and crown. Appx 10- 
to 12-ft wide, 25- to 30-ft wide at crown.
Entry Last Updated : 2/9/2021

Water SideRamp991 USACEINSPECT
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21.15 21.15 Fence Fence across floodway.
Entry Last Updated : 6/15/2020

Water SideMetal993 USACEINSPECT

21.16 21.16 Gate Appx 15-ft wide non-locking barbed wire gate on W/S 
slope in good condition and operable.
Entry Last Updated : 2/9/2021

Water SideBarbed Wire995 USACEINSPECT

21.35 21.35 Gate Appx 15-ft wide non-locking barbed wire gate on R/S 
slope in good condition and operable.
Entry Last Updated : 2/9/2021

Water SideBarbed Wire996 USACEINSPECT

21.37 21.37 Structure Metal sign with 2-in diameter posts and concrete footing 
on W/S slope. Metal sign is not in use.
Entry Last Updated : 6/15/2020

Water SideSign997 USACEINSPECT

21.37 21.37 Ramp Access ramp to alfalfa farm on the landward side of the 
levee.
Entry Last Updated : 2/9/2021

Land SideRamp1216 LEVEELOG

21.38 21.38 UCIP DS_ID:19602
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch corrugated metal gravity 
drainage pipe through the levee, 3 feet below the crown. 
No permit for this crossing. Appears abandoned. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
21.39), listed as 16-inch corrugated metal pipe (CMP)].
Entry Last Updated : 5/10/2021

CrossingPipe387 UCIPAUG2021

21.40 21.40 UCIP DS_ID:19603
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 40 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 21.41), listed as a 36-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 21.40), 
listed as a 36-inch CMP].
Entry Last Updated : 5/6/2021

Pipe80 UCIPAUG2021

21.43 21.43 Ramp Unpaved access ramp on W/S slope and crown. Appx 10- 
to 15-ft wide, 20- to 30-ft wide at crown.
Entry Last Updated : 2/9/2021

Water SideRamp1006 USACEINSPECT

21.73 21.73 Gate Appx 15-ft wide non-locking barbed wire gate on W/S 
slope in good condition and operable.
Entry Last Updated : 2/9/2021

Water SideBarbed Wire1007 USACEINSPECT
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21.75 21.75 UCIP DS_ID:19604
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 40 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
21.78), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 21.76), 
listed as a 24-inch CMP].
Entry Last Updated : 5/6/2021

CrossingPipe396 UCIPAUG2021

21.77 21.77 Miscellaneou
s

18-in irrigation culvert appx 15-ft from L/S toe. Pipe does 
not traverse levee and is located on opposite bank of toe 
ditch.
Entry Last Updated : 2/9/2021

Land SideIrrigation1011 USACEINSPECT

21.98 21.98 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/6/2015

Water SideMarker397 GEILEVEELOG

22.02 22.02 Mark Metal mile marker on L/S of crown with concrete footing.
Entry Last Updated : 6/15/2020

Land SideMarker1014 USACEINSPECT

22.02 22.02 Structure Soil pile appx 3-ft high by 3-ft wide on L/S slope and 
crown for appx 12-ft length.
Entry Last Updated : 6/15/2020

Land SideStability Berm1015 USACEINSPECT

22.05 22.05 Structure Soil berm appx 1-ft high by 5-ft wide on L/S slope. Does 
not negatively affect levee prism. Appx 50-ft length.
Entry Last Updated : 6/15/2020

Land SideStability Berm1019 USACEINSPECT

22.05 22.05 Ramp Unpaved access ramp on L/S slope and crown. Appx 15- 
to 20-ft wide, 60- to 70-ft wide at crown.
Entry Last Updated : 2/9/2021

Land SideRamp1018 USACEINSPECT

22.05 22.52 Ditches Toe ditch with standing water at L/S toe.  Appx 4- to 6-ft 
wide and 3- to 5-ft deep. Ditch cuts appx 2-ft into 
projected levee.
Entry Last Updated : 2/9/2021

Land SideLined1021 USACEINSPECT

22.05 22.52 Structure Soil berm appx 3- to 5-ft high and 4- to 10-ft wide, appx 10-
ft from L/S toe on opposite side of toe ditch.
Entry Last Updated : 6/17/2020

Land SideStability Berm1020 USACEINSPECT
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22.12 22.12 UCIP DS_ID:19605
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Wooden 
headboards on the landside (LS) end. Brass cap No. 31 
bench mark (BM) on the headwall on the LS. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 22.13), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 22.13), listed as a 24-inch 
CMP].
Entry Last Updated : 5/6/2021

Pipe82 UCIPAUG2021

22.20 22.20 Miscellaneou
s

Buried 20-in irrigation culvert and sluice gate (no lock) 
located appx  15-ft from L/S toe. Pipe does not traverse 
the levee.
Entry Last Updated : 2/9/2021

Land SideIrrigation1030 USACEINSPECT

22.20 22.20 Revetment Partially buried concrete debris up to 24-in diameter 
located appx 12- to 15-ft from L/S toe.
Entry Last Updated : 6/15/2020

Land SideConcrete1029 USACEINSPECT

22.43 22.43 Miscellaneou
s

20-in irrigation culvert and sluice gate (no lock) appx 15-ft 
from L/S toe. Pipe does not traverse the levee.
Entry Last Updated : 2/9/2021

Land SideIrrigation1031 USACEINSPECT

22.48 22.48 Revetment Concrete revetment within the irrigation ditch on the 
landward side of the levee.
Entry Last Updated : 12/2/2015

Land SideConcrete1220 LEVEELOG

22.52 22.52 Structure Metal sign post on crown. Sign is damaged and not 
functional. Posts are 2-in diameter.
Entry Last Updated : 6/15/2020

CrownPost1033 USACEINSPECT

22.52 22.52 Mark End of Unit No. 1, right bank levee of the San Joaquin 
River. In dry weather turn left, approximately 0.50 turn 
right, farm road goes into Sand Slough Rd. which runs 
into Turner Road. In wet weather back track on levee.
Entry Last Updated : 6/15/2020

CrownBoundary406 GEILEVEELOG

22.52 22.52 Miscellaneou
s

Entry Last Updated : 2/9/2021CrownTurnout1039 USACEINSPECT
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0.00 0.00 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

CrownMarker4 GEILEVEELOG

0.00 0.00 Mark The start of LSJLD Unit 2A.
Entry Last Updated : 12/3/2015

CrownBoundary1 GEILEVEELOG

0.01 0.72 Fence Parks and Recreation fence 10 plus feet from waterward 
toe.
Entry Last Updated : 10/28/2015

Water SideBarbed Wire3 GEILEVEELOG

0.03 0.03 Miscellaneou
s

Grass covered turnout at landward access ramp.
Entry Last Updated : 12/3/2015

Land SideTurnout161 LEVEELOG

0.03 0.03 Ramp Ramp on the landward slope.  Shown on as-built drawing 
59-01.
Entry Last Updated : 1/30/2020

Land SideRamp2 GEILEVEELOG

0.23 0.23 UCIP DS_ID:19652
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 139 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
0.24), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 0.24), listed as 
a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe20 UCIPAUG2021

0.50 0.50 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

CrownMarker7 GEILEVEELOG

0.53 0.56 Revetment Concrete rubble on left bank.
Entry Last Updated : 10/28/2015

Water SideConcrete8 GEILEVEELOG
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0.66 0.66 UCIP DS_ID:19653
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14.8 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 138 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 0.69), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR 601.1), 1967, Revised 25 May 2011, (HLM 0.67), 
listed as a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe23 UCIPAUG2021

0.72 0.72 Ramp Access ramp and bypass road on L/S slope constructed 
as bypass around erosion site. Fill placed on slope but 
ramp extends into levee prism appx 1-ft perpendicular to 
L/S slope.
Entry Last Updated : 1/30/2020

Land SideRamp5 LEVEELOG

0.74 0.74 Miscellaneou
s

KEEP: River eroded into the crown.
Entry Last Updated : 2/11/2020

Water SideMitigation Site11 GEILEVEELOG

0.76 0.76 Ramp Access ramp and bypass road on L/S slope constructed 
as bypass around erosion site. Fill placed on slope but 
ramp extends into levee prism appx 1-ft perpendicular to 
L/S slope.
Entry Last Updated : 1/30/2020

Land SideRamp165 USACEINSPECT

0.76 0.91 Fence Barbed wire fence lacking barbed wire.
Entry Last Updated : 12/3/2015

Water SideBarbed Wire280 LEVEELOG

0.97 0.97 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

CrownMarker12 GEILEVEELOG

0.99 1.26 Fence Barbed wire fence lacking barbed wire along the 
waterward side of the levee.
Entry Last Updated : 12/3/2015

Water SideBarbed Wire281 LEVEELOG
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1.01 1.01 UCIP DS_ID:19654
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.6 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 137 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
1.03), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 1.02), listed as 
a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe26 UCIPAUG2021

1.21 1.21 UCIP DS_ID:19655
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.6 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 136 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
1.23), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 1.22), listed as 
a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe28 UCIPAUG2021

1.26 1.26 At Grade Access road leading to the end of LSJLD Unit 25.
Entry Last Updated : 12/3/2015

Land SideRoad / Highway286 LEVEELOG

1.26 1.26 Gate 12-ft wide metal locking gate parallel to the levee on the 
waterward slope.
Entry Last Updated : 1/30/2020

Water SideMetal175 USACEINSPECT

1.26 1.26 Ramp Ramp on both slopes of the levee.  Shown on as-built 
drawing 59-01.
Entry Last Updated : 2/11/2020

Water SideRamp10 LEVEELOG

1.26 1.26 Ramp Ramp on both slopes of the levee.  Shown on as-built 
drawing 59-01.
Entry Last Updated : 1/30/2020

Land SideRamp19 GEILEVEELOG

1.28 2.02 Fence Barbed wire fence posts on the waterward side with no 
barbed wire.
Entry Last Updated : 12/17/2015

Water SideBarbed Wire176 USACEINSPECT
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1.33 1.33 UCIP DS_ID:19656
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 14.6 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 135 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 1.36), listed as a 36-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR 601.1), 1967, Revised 25 May 2011, (HLM 1.34), 
listed as a 36-inch CMP].
Entry Last Updated : 6/29/2021

Pipe69 UCIPAUG2021

1.33 1.33 Structure Concrete pad located under 36 inch CMP on the 
waterward toe of the levee.
Entry Last Updated : 12/3/2015

Water SidePad289 LEVEELOG

1.48 1.48 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

CrownMarker22 GEILEVEELOG

1.61 1.61 UCIP DS_ID:19657
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.2 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 135 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 1.63), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR 601.1), 1967, Revised 25 May 2011, (HLM 1.62), 
listed as a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe36 UCIPAUG2021

1.85 1.85 UCIP DS_ID:19658
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.7 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 135 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 1.88), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR 601.1), 1967, Revised 25 May 2011, (HLM 1.86), 
listed as a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe39 UCIPAUG2021

1.85 1.85 Structure Concrete pad located under 24 inch CMP along the 
waterward toe of the levee.
Entry Last Updated : 12/3/2015

Water SidePad295 LEVEELOG
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1.98 1.98 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

CrownMarker27 GEILEVEELOG

2.28 2.28 Ramp Sod covered access ramp on L/S slope.  Shown on as-
built drawing 59-01.
Entry Last Updated : 1/30/2020

Land SideRamp187 USACEINSPECT

2.28 2.28 Structure Great grassvalley state park sign
Entry Last Updated : 2/11/2020

Water SideSign297 LEVEELOG

2.28 2.28 Fence Barbed wire fence on W/S and L/S slopes.
Entry Last Updated : 1/30/2020

Water Side and 
Land Side

Barbed Wire188 USACEINSPECT

2.28 2.28 Gate 12-ft-wide metal locking gate on crown. Shown on as-built 
drawings.
Entry Last Updated : 1/30/2020

CrownMetal185 USACEINSPECT

2.28 2.28 Structure 3 wooden posts 2 with concrete foundations.
Entry Last Updated : 12/3/2015

Land SidePost299 LEVEELOG

2.28 2.28 UCIP DS_ID:19659
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 135 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
2.32), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 2.30), listed as 
a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe40 UCIPAUG2021

2.29 2.29 At Grade Lander Avenue (165) crosses the levee at crown elevation.
Entry Last Updated : 10/28/2015

CrossingRoad / Highway30 GEILEVEELOG

2.30 2.30 Aerial High voltage lines crossing levee.
Entry Last Updated : 2/11/2020

CrossingHigh Voltage306 LEVEELOG
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2.30 2.30 UCIP DS_ID:19660
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 135 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
2.34), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 2.32), listed as 
a 24-inch CMP].
Entry Last Updated : 7/21/2021

Pipe42 UCIPAUG2021

2.30 2.30 Fence Barbed wire fence on the L/S and W/S slopes.
Entry Last Updated : 1/30/2020

Water Side and 
Land Side

Barbed Wire304 LEVEELOG

2.32 2.32 Gate Cross fence, metal drive gate.  (5H61). Cattle guard 
structure has been removed from the levee crown.
Entry Last Updated : 2/11/2020

CrownMetal31 GEILEVEELOG

14867

2.32 2.32 Ramp Ramp on the landward slope. Unauthorized ramp on 
landside and waterside slope.
Entry Last Updated : 2/11/2020

Water SideRamp13 LEVEELOG

2.32 2.32 Ramp Ramp on the landward slope. Unauthorized ramp on 
landside and waterside slope.
Entry Last Updated : 10/28/2015

Land SideRamp32 GEILEVEELOG

2.32 2.56 Ditches Ditch 10 feet plus from landward toe with barbed wire 
fence around end.
Entry Last Updated : 10/28/2015

Land SideUnlined34 GEILEVEELOG

2.49 2.49 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

CrownMarker35 GEILEVEELOG

2.58 2.58 Structure Water gauge on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideGauge310 LEVEELOG
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2.58 2.58 UCIP DS_ID:19661
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 130 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
2.60), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 2.59), listed as 
a 24-inch CMP].
Entry Last Updated : 6/29/2021

Pipe44 UCIPAUG2021

2.59 2.59 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/28/2015

Water SideRamp38 GEILEVEELOG

2.60 3.11 Ditches 3 to 4ft toe ditch about 10ft from landward toe of the levee.
Entry Last Updated : 12/3/2015

Land SideUnlined311 LEVEELOG

2.95 2.95 UCIP DS_ID:19662
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 130 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
2.97), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 2.96), listed as 
a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe47 UCIPAUG2021

2.97 2.97 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

CrownMarker43 GEILEVEELOG

3.11 3.11 Ramp Ramp on the landward slope.  Shown on as-built drawing 
59-01.
Entry Last Updated : 1/30/2020

Land SideRamp45 GEILEVEELOG

3.11 3.23 Ditches Toe ditch appx 15-ft from L/S toe.  Appx 8-ft wide, 3-ft 
deep, extends appx 200 ft along levee. Dry during 
inspection. Shown on as-built drawings.
Entry Last Updated : 1/30/2020

Land SideUnlined198 USACEINSPECT

3.14 3.14 Miscellaneou
s

Turnout on the landward side.
Entry Last Updated : 10/28/2015

Land SideTurnout46 GEILEVEELOG
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3.26 3.26 Ramp Access ramp on the landward slope of the levee.
Entry Last Updated : 12/3/2015

Land SideRamp314 LEVEELOG

3.26 3.26 Miscellaneou
s

Turnout that's part of the access ramp on the landward 
slope of the levee.
Entry Last Updated : 12/3/2015

Land SideTurnout315 LEVEELOG

3.28 3.28 UCIP DS_ID:19665
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.4 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 130 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 3.31), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR 601.1), 1967, Revised 25 May 2011, (HLM 3.29), 
listed as a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe49 UCIPAUG2021

3.32 3.32 Ramp Ramp on landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp50 GEILEVEELOG

3.32 3.32 Structure Metal sign posts on W/S and L/S slopes appx 3-ft from 
hinge.
Entry Last Updated : 1/30/2020

Water Side and 
Land Side

Post202 USACEINSPECT

3.33 3.33 Structure Wooden posts on L/S slope.
Entry Last Updated : 1/30/2020

Land SidePost204 USACEINSPECT

3.49 3.49 Ramp Aggregate base covered access ramp on L/S slope.  
Shown on as-built drawings.
Entry Last Updated : 1/30/2020

Land SideRamp203 USACEINSPECT

3.49 3.49 At Grade Access road on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideRoad / Highway318 LEVEELOG

3.50 3.50 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker51 GEILEVEELOG

3.61 3.61 Miscellaneou
s

Depression at L/S toe at CMP crossing, appx 8-ft by 10-ft 
by 3-ft.
Entry Last Updated : 1/30/2020

Land SidePit209 USACEINSPECT

3.61 3.61 Structure Buried pipe connected to the CMP crossing levee. Active 
inflow from pond. Depression 8-ft X 10-ft X 3-ft.
Entry Last Updated : 2/11/2020

Land SidePipe Section210 USACEINSPECT
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3.61 3.61 UCIP DS_ID:19666
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 130 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
3.63), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 3.62), listed as 
a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe52 UCIPAUG2021

3.77 3.77 Structure Metal plate buried in L/S slope.
Entry Last Updated : 1/30/2020

Land SideOther214 USACEINSPECT

3.94 3.94 Structure Black plastic drainage pipe that extends from the 24 inch 
CMP on the landward toe.
Entry Last Updated : 12/3/2015

Land SidePipe Section325 LEVEELOG

3.94 3.94 UCIP DS_ID:19667
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.6 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 130 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
3.96), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 3.95), listed as 
a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe53 UCIPAUG2021

3.96 3.96 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

CrownMarker57 GEILEVEELOG

4.29 4.29 Fence Barbed wire fence on landward toe.
Entry Last Updated : 10/28/2015

Land SideBarbed Wire59 GEILEVEELOG

4.31 4.31 Ramp Ramp on waterward slope.  Shown on as-built drawing 59-
01
Entry Last Updated : 1/30/2020

Water SideRamp58 GEILEVEELOG

4.47 4.47 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker60 GEILEVEELOG
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4.65 4.65 Ditches Toe ditch within 15-ft of L/S toe.  Appx 10-ft wide, 5-ft 
deep, appx 1,000-ft in length.  Dry during construction. 
Not shown on as-built drawings.
Entry Last Updated : 1/30/2020

Land SideUnlined229 USACEINSPECT

4.66 4.66 Ramp Ramp on landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp61 GEILEVEELOG

4.71 4.71 Structure Metal sign post at W/S toe.
Entry Last Updated : 1/30/2020

Water SidePost230 USACEINSPECT

4.81 4.81 Structure Metal sign post at W/S toe.
Entry Last Updated : 1/30/2020

Water SidePost231 USACEINSPECT

4.90 4.90 Structure Metal sign post at W/S toe.
Entry Last Updated : 1/30/2020

Water SidePost232 USACEINSPECT

4.92 5.38 Ditches 10ft wide toe ditch about 15ft from the landward toe of the 
levee.
Entry Last Updated : 12/3/2015

Land SideUnlined326 LEVEELOG

4.97 4.97 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker62 GEILEVEELOG

5.00 5.00 Structure Metal sign post at W/S toe.
Entry Last Updated : 1/30/2020

Water SidePost233 USACEINSPECT

5.11 5.11 Structure Metal sign post at W/S toe.
Entry Last Updated : 1/30/2020

Water SidePost234 USACEINSPECT

5.16 5.16 Miscellaneou
s

Turnout on L/S slope.  Appx 15-ft wide, extends appx 50-ft 
along levee. Shown on as-built drawings.
Entry Last Updated : 1/30/2020

Land SideTurnout236 USACEINSPECT

5.16 5.16 Structure Movable pump station located on the opposite side of 10ft 
wide canal located on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SidePump Station327 LEVEELOG

5.16 5.16 Gate Metal drive gate.  (No lock.)
Entry Last Updated : 10/28/2015

CrownMetal63 GEILEVEELOG

5.20 5.20 Structure Metal sign post at W/S toe.
Entry Last Updated : 1/30/2020

Water SidePost237 USACEINSPECT
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5.31 5.31 Structure Metal sign post at W/S toe.
Entry Last Updated : 1/30/2020

Water SidePost238 USACEINSPECT

5.38 5.38 Ramp Aggregate base covered access ramp on L/S slope.  Not 
shown on as-built drawings.
Entry Last Updated : 1/30/2020

Land SideRamp239 USACEINSPECT

5.38 5.38 Structure Metal sign post at W/S toe.
Entry Last Updated : 1/30/2020

Water SidePost240 USACEINSPECT

5.39 5.39 At Grade Access road on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideRoad / Highway329 LEVEELOG

5.39 5.83 Ditches 10ft wide canal about 15ft from the landward toe of the 
levee.
Entry Last Updated : 12/3/2015

Land SideUnlined328 LEVEELOG

5.41 5.41 UCIP DS_ID:19668
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 125 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
5.45), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 5.43), listed as 
a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe56 UCIPAUG2021

5.49 5.49 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker68 GEILEVEELOG

5.50 5.50 Ramp Aggregate base covered access ramp on W/S slope.  
Shown on as-built drawing 59-01.
Entry Last Updated : 1/30/2020

Water SideRamp242 USACEINSPECT

5.50 5.50 Miscellaneou
s

Sod covered turnout on landward slope of the levee, used 
to be ramp, but canal was put in.
Entry Last Updated : 12/3/2015

Land SideTurnout332 LEVEELOG

5.52 5.52 Aerial Power line on landward toe 20 feet plus.
Entry Last Updated : 10/28/2015

Land SideHigh Voltage70 GEILEVEELOG

5.53 5.53 Structure Corral near the waterward toe.
Entry Last Updated : 10/28/2015

Water SideOther71 GEILEVEELOG
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5.72 5.72 Structure Entry Last Updated : 1/30/2020Land SideGate Valve333 LEVEELOG

5.83 5.83 Structure Two 48 inch HDPE pipes running parallel to the levee and 
located within the 10ft canal on the landward side of the 
levee.
Entry Last Updated : 12/3/2015

Land SidePipe Section334 LEVEELOG

5.83 5.83 Ramp Aggregate base covered access ramp on L/S slope.  
Shown on as-built drawings as haul road. Drawing 59-01
Entry Last Updated : 1/30/2020

Land SideRamp244 USACEINSPECT

5.83 6.60 Ditches Unlined 10ft canal on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideUnlined335 LEVEELOG

6.01 6.01 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker74 GEILEVEELOG

6.03 6.03 UCIP DS_ID:19669
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7.7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 125 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
6.06), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 6.06), listed as 
a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe64 UCIPAUG2021

6.20 6.20 Structure Fiberglass sign post at L/S slope at hinge.
Entry Last Updated : 1/31/2020

Land SidePost247 USACEINSPECT

6.22 6.22 Miscellaneou
s

Sod covered turnout on the landward slope of the levee.
Entry Last Updated : 12/3/2015

Land SideTurnout338 LEVEELOG

6.22 6.22 Ramp Grass-covered access ramps on R/S and L/S slopes.  
Shown on as-built drawings as haul road. Drawing 59-01
Entry Last Updated : 2/11/2020

Water SideRamp14 LEVEELOG

6.22 6.22 Ramp Grass-covered access ramps on R/S and L/S slopes.  
Shown on as-built drawings as haul road. Drawing 59-01
Entry Last Updated : 1/31/2020

Land SideRamp249 USACEINSPECT
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6.35 6.35 Structure Gate value located on the opposite side of the 10ft wide 
canal and on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideGate Valve339 LEVEELOG

6.40 6.40 Structure Two metal sign posts at L/S toe.
Entry Last Updated : 1/31/2020

Land SidePost250 USACEINSPECT

6.41 6.41 Structure Fiberglass sign post at W/S hinge point.
Entry Last Updated : 1/31/2020

Water SidePost251 USACEINSPECT

6.47 6.47 UCIP DS_ID:19670
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7.7 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 125 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
6.50), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 6.50), listed as 
a 24-inch CMP].
Entry Last Updated : 6/29/2021

Pipe66 UCIPAUG2021

6.52 6.52 Ramp Access ramp and sign post on W/S slope.  Shown on as-
built drawings as haul road.  Drawing 59-01
Entry Last Updated : 1/31/2020

Water SideRamp254 USACEINSPECT

6.56 6.56 Structure Metal sign post at L/S toe.
Entry Last Updated : 1/31/2020

Land SidePost255 USACEINSPECT

6.60 6.60 Structure Two 48 inch HDPE pipes running parallel with the levee 
located in the 10ft wide canal on the landward side of the 
levee.
Entry Last Updated : 12/3/2015

Land SidePipe Section343 LEVEELOG

6.60 6.60 Structure Two concrete and wood gate valves on the 2 48 inch 
HDPE pipes located on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideGate Valve344 LEVEELOG

6.60 7.83 Ditches Unlined 10ft wide canal on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideUnlined345 LEVEELOG

6.66 6.66 Structure Metal sign post at L/S toe.
Entry Last Updated : 1/31/2020

Land SidePost256 USACEINSPECT
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6.75 6.75 Structure Metal sign post at L/S toe.
Entry Last Updated : 1/31/2020

Land SidePost257 USACEINSPECT

6.86 6.86 Structure Metal sign post at L/S toe.
Entry Last Updated : 1/31/2020

Land SidePost258 USACEINSPECT

6.94 6.94 Structure Two metal sign posts on W/S toe; two metal sign posts on 
L/S toe.
Entry Last Updated : 1/31/2020

Water Side and 
Land Side

Post259 USACEINSPECT

7.01 7.01 Structure Gate valve on the opposite side of the 10ft wide canal 
located on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideGate Valve346 LEVEELOG

7.02 7.02 Not Selected 24-inch CM pipe through the levee, 12.6 feet below the 
crown. Flap gate on the waterward end. Brass cap No. 
125 BM on headwall on the landward side. (USACE-
1967). This entry matches the Drainage or Irrigation 
Structure referenced in O&M manual (HLM 7.05).
Entry Last Updated : 12/3/2015

CrossingNot Selected83 UCIPMAY2015

7.02 7.02 UCIP DS_ID:19671
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.6 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 125 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 7.06), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR 601.1), 1967, Revised 25 May 2011, (HLM 7.05), 
listed as a 24-inch CMP].
Entry Last Updated : 6/17/2021

Pipe67 UCIPAUG2021

7.02 7.02 Ditches Toe ditch at L/S toe.  Appx 4-ft wide, 1-ft deep.  Extends 
appx 200-ft along levee.  Shown on as-built drawings. Dry 
during inspection.
Entry Last Updated : 1/31/2020

Land SideUnlined260 USACEINSPECT

7.06 7.06 Structure Metal sign post on W/S toe.
Entry Last Updated : 1/31/2020

Water SidePost263 USACEINSPECT

7.18 7.18 Structure Metal sign post on W/S toe.
Entry Last Updated : 1/31/2020

Water SidePost264 USACEINSPECT

7.41 7.41 Structure Metal sign and metal pole on W/S toe. Appx 20-ft apart.
Entry Last Updated : 1/31/2020

Water SideSign265 USACEINSPECT
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7.45 7.45 UCIP DS_ID:19672
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch aluminum pipe of an 
unknown purpose through the levee, 0.333 feet below the 
crown. [Additional Resource(s): DWR Levee Logs, 2002 
(HLM 7.48), listed as a 4-inch pipe]
Entry Last Updated : 6/17/2021

CrossingPipe86 UCIPAUG2021

7.73 7.73 Structure Four metal signs; one at L/S hinge, one at R/S hinge, two 
appx 8-ft from R/S toe.
Entry Last Updated : 2/11/2020

Water Side and 
Land Side

Sign267 USACEINSPECT

7.73 7.73 Ramp Aggregate base covered access ramp on W/S and sod 
covered on L/S slopes.  Shown on as-built drawings.  
Drawing 59-01
Entry Last Updated : 2/11/2020

Water SideRamp16 LEVEELOG

7.73 7.73 Ramp Aggregate base covered access ramp on W/S and sod 
covered on L/S slopes.  Shown on as-built drawings.  
Drawing 59-01
Entry Last Updated : 2/11/2020

Land SideRamp266 USACEINSPECT

7.73 7.73 Miscellaneou
s

Sod covered turnout on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideTurnout349 LEVEELOG

7.74 7.74 UCIP DS_ID:19673
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 125 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
7.78), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 7.77), listed as 
a 24-inch CMP].
Entry Last Updated : 7/23/2021

CrossingPipe89 UCIPAUG2021

7.74 7.74 Structure Concrete pad under the 24 inch CMP flap gate on the 
waterward toe of the levee.
Entry Last Updated : 12/3/2015

Water SidePad352 LEVEELOG

7.77 7.77 Structure Metal sign post at L/S hinge.
Entry Last Updated : 1/31/2020

Land SidePost273 USACEINSPECT

7.83 7.83 Structure Three metal sign posts on crown.
Entry Last Updated : 1/31/2020

CrownPost275 USACEINSPECT

Page 15 of 17Report Created : Monday, August 23, 2021   11:08



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 02A San Joaquin River

Bank

Left

Unit Miles

7.87

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

7.83 7.83 Ramp Aggregate base covered access ramp on L/S slope.  
Shown on as-built drawings.  Drawing 59-01
Entry Last Updated : 1/31/2020

Land SideRamp274 USACEINSPECT

7.83 7.83 At Grade Access road on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideRoad / Highway353 LEVEELOG

7.84 7.84 Structure 2 48 inch HDPE running parallel to the levee within the 
irrigation canal on the landward side of the levee.
Entry Last Updated : 12/3/2015

Land SidePipe Section356 LEVEELOG

7.84 7.87 Ditches Unlined 10ft irrigation canal on along the landward toe of 
the levee.
Entry Last Updated : 12/3/2015

Land SideUnlined355 LEVEELOG

15075

7.84 7.84 Structure Gate valve on the opposite side of the canal on the 
landward side of the levee.
Entry Last Updated : 12/3/2015

Land SideGate Valve354 LEVEELOG

7.87 7.87 Gate Cross fence, metal drive gate.  (5H61)
Entry Last Updated : 2/11/2020

CrownMetal18 LEVEELOG

7.87 7.87 Fence Cross fence, metal drive gate.  (5H61)
Entry Last Updated : 10/28/2015

CrossingChain Link92 GEILEVEELOG

7.87 7.87 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage116 GEILEVEELOG

7.87 7.87 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/28/2015

Water SideRamp123 GEILEVEELOG

7.87 7.87 Miscellaneou
s

Turnout on landward shoulder with Tour sign.
Entry Last Updated : 10/28/2015

Land SideTurnout135 GEILEVEELOG

7.87 7.87 Fence Barbed wire fence 20 feet plus off waterward toe.
Entry Last Updated : 10/28/2015

Water SideBarbed Wire136 GEILEVEELOG

7.87 7.87 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker137 GEILEVEELOG

7.87 7.87 Structure Sign on landward shoulder (Tour Route).
Entry Last Updated : 10/28/2015

Land SideSign145 GEILEVEELOG
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7.87 7.87 Mark End of Unit No. 2, left bank levee of the San Joaquin 
River. In wet weather go back to L.M. 13.69, use gravel 
road to Wolfsen Road. In dry weather follow irrigation 
ditch straight ahead.
Entry Last Updated : 2/11/2020

CrownBoundary148 GEILEVEELOG

7.87 7.87 Mark End of LSJLD Unit 2A.  Start of Unit 2B
Entry Last Updated : 12/3/2015

CrownBoundary357 LEVEELOG
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0.00 13.64 Ditches Ditch running along landside of the levee.  At some 
sections cut into landside slope.  From approx. LM 7.86 - 
9.62 permit #15075.  From approx. LM 9.62 - 13.75 
unlined canal shown on as-built drawing as Island Canal.  
Drawing 59-01 sheets 58-60.
Entry Last Updated : 1/21/2020

Land SideUnlined151 LEVEELOG

15075

7.87 7.87 Mark Start of Unit 2b
Entry Last Updated : 1/12/2016

CrownBoundary2 LEVEELOG

7.98 7.98 Structure Metal sign post at L/S toe.
Entry Last Updated : 1/16/2020

Land SidePost12 USACEINSPECT

8.13 8.13 UCIP DS_ID:19674
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 120 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
8.17), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 8.16), listed as 
a 24-inch CMP].
Entry Last Updated : 7/21/2021

CrossingPipe152 UCIPAUG2021

8.18 8.18 Ramp Sod-covered access ramp on W/S slope.  Not shown on 
as-built drawings.
Entry Last Updated : 1/16/2020

Water SideRamp40 USACEINSPECT

8.18 8.18 Miscellaneou
s

Turnout on the landward side of the levee.
Entry Last Updated : 1/12/2016

Land SideTurnout77 LEVEELOG

8.31 8.31 Miscellaneou
s

Turnout on L/S slope. Appx 20-ft wide by 50-ft long. Not 
shown on as-built drawings.
Entry Last Updated : 1/16/2020

Land SideTurnout79 LEVEELOG

8.31 8.31 Ramp Sod covered access ramp on the landward slope of the 
levee.
Entry Last Updated : 1/12/2016

Land SideRamp78 LEVEELOG
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8.46 8.46 UCIP DS_ID:19675
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.4 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 120 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
8.49), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 8.48), listed as 
a 24-inch CMP].
Entry Last Updated : 6/29/2021

CrossingPipe153 UCIPAUG2021

8.83 8.83 UCIP DS_ID:19676
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 120 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
8.88), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (recorded as HLM 
9.86 should be HLM 8.86), listed as a 24-inch CMP].
Entry Last Updated : 7/21/2021

CrossingPipe154 UCIPAUG2021

8.93 8.93 Ramp Aggregate base covered access ramp on L/S slope.  
Shown on as-built drawings.  Wildlife refuge access roads 
on the landward side of the levee.
Entry Last Updated : 1/16/2020

Land SideRamp18 USACEINSPECT

8.93 8.93 Miscellaneou
s

Turnout on the landward side of the levee.
Entry Last Updated : 1/12/2016

Land SideTurnout85 LEVEELOG

9.00 9.00 UCIP DS_ID:19677
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 8.8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 120 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
9.03), listed as a 36-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 9.02), listed as 
a 36-inch CMP].
Entry Last Updated : 6/29/2021

CrossingPipe155 UCIPAUG2021

9.04 9.04 Miscellaneou
s

Sod covered turnout on the landward side of the levee.
Entry Last Updated : 1/12/2016

Land SideTurnout88 LEVEELOG
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9.04 9.04 Ramp Grass-covered access ramp on W/S slope. Turnout on 
L/S crown. Not shown on as-built drawings.
Entry Last Updated : 1/17/2020

Water SideRamp14 USACEINSPECT

9.17 9.17 UCIP DS_ID:19678
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 120 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
9.21), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 9.20), listed as 
a 24-inch CMP].
Entry Last Updated : 6/29/2021

CrossingPipe156 UCIPAUG2021

9.30 9.30 Ramp Sod-covered access ramp on L/S slope. Not shown on as-
built drawings.
Entry Last Updated : 1/17/2020

Land SideRamp22 USACEINSPECT

9.30 9.30 Miscellaneou
s

Sod-covered turnout on L/S. Not shown on as-built 
drawings.
Entry Last Updated : 1/17/2020

Land SideTurnout20 USACEINSPECT

9.43 9.43 UCIP DS_ID:19686
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 115 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
9.47), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 9.46), listed as 
a 24-inch CMP].
Entry Last Updated : 7/21/2021

CrossingPipe157 UCIPAUG2021

9.44 9.44 Ramp Aggregate base covered access ramp on L/S slope.  
Shown on as-built drawings as haul road.
Entry Last Updated : 1/17/2020

Land SideRamp64 USACEINSPECT

9.46 9.46 Structure Four metal posts along ramp.
Entry Last Updated : 1/17/2020

Land SidePost56 USACEINSPECT

9.60 9.60 Structure Two metal sign posts on W/S slope appx 20-ft from hinge.
Entry Last Updated : 1/17/2020

Water SidePost26 USACEINSPECT
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9.61 9.61 Ramp Sod-covered access ramps on L/S and W/S slopes.  Not 
shown on as-built drawings.
Entry Last Updated : 1/27/2020

Land SideRamp3 LEVEELOG

9.61 9.61 Ramp Sod-covered access ramps on L/S and W/S slopes.  Not 
shown on as-built drawings.
Entry Last Updated : 1/17/2020

Water SideRamp95 LEVEELOG

9.63 9.63 Structure 4-in wooden sign post at L/S hinge point.
Entry Last Updated : 1/17/2020

Land SidePost27 USACEINSPECT

10.01 10.01 Ditches Toe ditch at L/S toe. Appx 12-ft wide, 2-ft deep, appx 150-
ft along levee. Dry during construction. Shown on as-built 
drawings.
Entry Last Updated : 1/17/2020

Land SideLined28 USACEINSPECT

10.04 10.04 Structure Metal sign post and 4-in by 4-in wooden post at groin of 
access ramp and levee.
Entry Last Updated : 1/17/2020

Land SidePost57 USACEINSPECT

10.06 10.06 Structure High voltage pole approx. 100ft from the landward toe of 
the levee.
Entry Last Updated : 1/12/2016

Land SidePole - Utility98 LEVEELOG

10.06 10.06 Aerial High voltage lines crossing overhead the levee.
Entry Last Updated : 1/12/2016

CrossingHigh Voltage97 LEVEELOG

10.06 10.06 Ramp Aggregate base covered access ramp on L/S slope.   
Shown on as-built drawings.  Wildlife refuge road on the 
landward side of the levee.
Entry Last Updated : 1/17/2020

Land SideRamp30 USACEINSPECT

10.06 10.06 Ramp Sod-covered access ramp on W/S slope. Not shown on 
as-built drawings.
Entry Last Updated : 1/17/2020

Water SideRamp29 USACEINSPECT

10.09 10.09 UCIP DS_ID:19687
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.7 feet below the 
crown. Flap gate on the waterside (WS) end. Brass cap 
No. 115 bench mark (BM) on the headwall on the landside 
(LS). [Additional Reference(s): DWR Levee Log, 2002 
(HLM 10.13), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR 601.1), 1967, Revised 25 May 2011, (HLM 10.12), 
listed as a 24-inch CMP].
Entry Last Updated : 7/21/2021

CrossingPipe158 UCIPAUG2021
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10.18 10.18 Ramp Aggregate base covered access ramp on L/S slope.  
Shown on as-built drawings.
Entry Last Updated : 1/17/2020

Land SideRamp101 LEVEELOG

10.28 10.28 Miscellaneou
s

Sod covered turnout on the waterward side of the levee.
Entry Last Updated : 1/12/2016

Water SideTurnout104 LEVEELOG

10.28 10.28 Ramp Sod-covered access ramp on W/S slope. Not shown on 
as-built drawings.
Entry Last Updated : 1/17/2020

Water SideRamp33 USACEINSPECT

10.75 10.75 Ramp Access ramps on both slopes of the levee.  Sod-covered 
access ramp on W/S slope is not shown on as-built 
drawings.
Entry Last Updated : 1/27/2020

Land SideRamp4 LEVEELOG

10.75 10.75 Ramp Access ramps on both slopes of the levee.  Sod-covered 
access ramp on W/S slope is not shown on as-built 
drawings.
Entry Last Updated : 1/17/2020

Water SideRamp105 LEVEELOG

10.75 10.75 Revetment Concrete piled on L/S slope placed as riprap. Extends 
appx 30-ft along levee.
Entry Last Updated : 1/17/2020

Land SideConcrete36 USACEINSPECT

10.75 10.75 Structure (2) Screw gates on the landward side of the levee within 
the unlined canal.
Entry Last Updated : 1/17/2020

Land SideScrew Gate1 LEVEELOG

10.75 10.75 Structure (2) Screw gates on the landward side of the levee within 
the unlined canal.
Entry Last Updated : 1/17/2020

Land SideScrew Gate106 LEVEELOG

10.78 10.78 UCIP DS_ID:19688
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 115 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
10.82), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 10.81), listed 
as a 24-inch CMP].
Entry Last Updated : 6/29/2021

CrossingPipe159 UCIPAUG2021
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10.89 10.89 Structure Wooden sign with four posts on W/S hinge on overbuild 
section.  Appx 15-ft from crown.  Wildlife refuge 
information sign.
Entry Last Updated : 1/17/2020

Water SideSign38 USACEINSPECT

10.89 10.89 Miscellaneou
s

Sod covered turnout on the waterward side of the levee.
Entry Last Updated : 1/12/2016

Water SideTurnout108 LEVEELOG

11.14 11.14 UCIP DS_ID:19689
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Brass cap No. 115 
bench mark (BM) on the headwall on the landside (LS). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
11.18), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (HLM 11.17), listed 
as a 24-inch CMP].
Entry Last Updated : 6/29/2021

CrossingPipe160 UCIPAUG2021

11.37 11.37 Ramp Sod covered acces ramp on the waterward slope of the 
levee.
Entry Last Updated : 1/12/2016

Water SideRamp112 LEVEELOG

11.40 11.40 UCIP DS_ID:19690
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8 feet below the crown. 
Flap gate on the waterside (WS) end. Screw gate on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
2002 (HLM 11.45), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR 601.1), 1967, Revised 25 May 2011, (HLM 
11.43), listed as a 24-inch CMP].
Entry Last Updated : 7/21/2021

CrossingPipe161 UCIPAUG2021

12.42 12.42 Ramp Aggregate base covered access ramp on L/S slope. 
Shown on as-built drawings.
Entry Last Updated : 1/17/2020

Land SideRamp42 USACEINSPECT

12.42 12.42 Revetment Concrete rubble up to 18-in piled on L/S slope placed as 
riprap. Extends appx 40-ft along levee.
Entry Last Updated : 1/17/2020

Land SideRubble43 USACEINSPECT

12.42 12.42 Miscellaneou
s

Sod covered turnout of the waterward side of the levee.
Entry Last Updated : 1/12/2016

Water SideTurnout117 LEVEELOG
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12.43 12.43 Structure Screw gate on the landward side of the levee within the 
unlined canal.
Entry Last Updated : 1/12/2016

Land SideScrew Gate120 LEVEELOG

12.43 12.43 Structure Concrete vaults containing the floodgate boards within the 
unlined canal.
Entry Last Updated : 1/12/2016

Land SideDistribution Box119 LEVEELOG

12.43 12.43 Structure Floodgates on the landward side of the levee within the 
unlined canal.
Entry Last Updated : 1/12/2016

Land SideFloodgate118 LEVEELOG

12.44 12.44 Structure Metal fence post at L/S toe.
Entry Last Updated : 1/17/2020

Land SidePost44 USACEINSPECT

12.56 12.56 Gate Metal drive gate and wire fence appx 12-ft from W/S toe. 
Not shown on as-builts.
Entry Last Updated : 1/17/2020

CrownMetal45 USACEINSPECT

12.58 12.68 Fence Barbed wire fence running along the waterward toe of the 
levee.
Entry Last Updated : 1/12/2016

Water SideBarbed Wire125 LEVEELOG

12.58 12.58 Structure Wildlife refuge informational sign on the waterward side of 
the levee crown.
Entry Last Updated : 1/12/2016

Water SideSign123 LEVEELOG

12.58 12.58 Miscellaneou
s

Sod covered turnout on the waterward side of the levee.
Entry Last Updated : 1/17/2020

Water SideTurnout122 LEVEELOG

12.58 12.58 Structure Wood sign post on overbuilt section on W/S slope. Broken 
post adjacent to sign.
Entry Last Updated : 1/17/2020

Water SidePost46 USACEINSPECT

12.66 12.66 Structure Screw gate within the unlined canal on the landward side 
of the levee.
Entry Last Updated : 1/12/2016

Land SideScrew Gate126 LEVEELOG

13.09 13.09 Ramp Aggregate base covered access ramp on L/S slope.  Not 
shown on as-built drawings.  Wildlife refuge access roads 
on the landward side of the levee.
Entry Last Updated : 1/17/2020

Land SideRamp47 USACEINSPECT

13.09 13.09 Revetment Concrete rubble up to 12-in piled on L/S slope placed as 
riprap. Extends appx 30-ft along levee.
Entry Last Updated : 1/17/2020

Land SideConcrete48 USACEINSPECT
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13.09 13.09 Structure Screw gate within the unlined canal on the landward side 
of the levee.
Entry Last Updated : 1/12/2016

Land SideScrew Gate130 LEVEELOG

13.09 13.09 Structure Floodgate within the unlined canal on the landward side of 
the levee.
Entry Last Updated : 1/12/2016

Land SideFloodgate131 LEVEELOG

13.09 13.09 Structure Concrete vaults containing floodgate boards within the 
unlined canal on the landward side of the levee.
Entry Last Updated : 1/12/2016

Land SideHeadwall132 LEVEELOG

13.18 13.18 UCIP DS_ID:19663
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 6.5 feet below the crown. 
Slide gate in a pipe riser on the waterside (WS) slope. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
13.23), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 (SJR 
601.1), 1967, Revised 25 May 2011, (recorded as HLM 
13.32 should be HLM 13.22), listed as a 24-inch CMP].
Entry Last Updated : 7/8/2021

CrossingPipe162 UCIPAUG2021

13.19 13.19 Miscellaneou
s

Sod covered turnout that used to be an access ramp.
Entry Last Updated : 1/12/2016

Water SideTurnout135 LEVEELOG

13.22 13.22 Ramp Sod-covered access ramp on R/S slope.  Not shown on 
as-built drawings.
Entry Last Updated : 1/17/2020

Water SideRamp50 USACEINSPECT

13.39 13.39 Structure Screw gate within the unlined canal on the landward side 
of the levee.
Entry Last Updated : 1/12/2016

Land SideScrew Gate136 LEVEELOG

13.63 13.63 Revetment Concrete rubble up to 12-in piled on L/S slope placed as 
riprap. Extends app 20-ft along levee.
Entry Last Updated : 1/17/2020

Land SideRubble52 USACEINSPECT

13.64 13.64 Ramp Aggregate base covered access ramp on L/S slope. 
Provides access to wildlife refuge roads.  Shown on as-
built drawings.
Entry Last Updated : 1/27/2020

Land SideRamp137 LEVEELOG

13.65 13.65 Structure Two screw gates within the unlined canal on the landward 
side of the levee.
Entry Last Updated : 1/12/2016

Land SideScrew Gate139 LEVEELOG
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13.67 13.67 UCIP DS_ID:19664
EP_NO: 14138
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Concrete cutoff wall at the centerline of the pipe. Flap 
gate on the landside (LS) end. Screw gate on the 
waterside (WS) end with accessible walkway. (Plans to 
install a 24-inch reinforced concrete pipe through the 
levee authorized under Permit No. 14138, 1985 - United 
States Fish and Wildlife Service). [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 13.71), listed 
as a 24-inch corrugated metal pipe].
Entry Last Updated : 6/29/2021

CrossingPipe163 UCIPAUG2021

14138

13.67 13.67 Structure Large white floats attached to metal post at L/S toe.
Entry Last Updated : 1/17/2020

Land SidePost53 USACEINSPECT

13.75 13.75 Structure Floodgate within the unlined canal on the landward side of 
the levee.
Entry Last Updated : 1/12/2016

Land SideFloodgate142 LEVEELOG

13.75 13.75 Mark End of Unit 2b.
Entry Last Updated : 1/12/2016

CrownBoundary141 LEVEELOG

13.75 13.75 Structure Metal walkway across the unlined canal on the landward 
side of the levee.
Entry Last Updated : 1/12/2016

Land SideWalkway143 LEVEELOG

13.75 13.75 Gate 20-ft-wide metal locking gate on crown. Shown on as-built 
drawings.
Entry Last Updated : 1/27/2020

CrownMetal140 LEVEELOG

13.75 13.75 Structure Concrete headwall for the floodgate within the unlined 
canal on the landward side of the levee.
Entry Last Updated : 1/12/2016

Land SideHeadwall144 LEVEELOG

13.75 13.75 At Grade Dirt access roads the farms on both slopes of the levee.
Entry Last Updated : 1/12/2016

CrossingRoad / Highway146 LEVEELOG

13.75 13.75 Fence Barbed wire cross fence on the waterward side of the 
levee.
Entry Last Updated : 1/12/2016

Water SideBarbed Wire145 LEVEELOG
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0.00 0.07 Ditches Toe ditch appx 10-ft from L/S toe.  Appx 4-ft wide, 3-ft 
deep.  Ponding water.  Some toe ditch side wall erosion 
issues encroaching on L/S toe road.
Entry Last Updated : 1/13/2020

Land SideUnlined56 USACEINSPECT

0.00 0.00 Mark Start of Unit 3
Entry Last Updated : 1/15/2016

CrownBoundary27 LEVEELOG

0.39 0.39 Ramp Ramp on waterside.
Entry Last Updated : 1/9/2020

Water SideRamp3 GEILEVEELOG

0.40 0.40 Ramp Aggregate base covered access ramp on L/S slope. Does 
not reduce the prism. Ramp in good condition. Shown on 
as-built drawings.
Entry Last Updated : 1/10/2020

Land SideRamp29 USACEINSPECT

0.41 0.41 Structure Monitoring well with protective casing set in concrete 
located appx 6-ft from L/S toe.  Three bollards set in 
concrete to protect the well.
Entry Last Updated : 1/10/2020

Land SideMonitoring Well28 USACEINSPECT

0.42 0.42 Fence Wrought iron fence on both slopes of the levee, part of the 
gate.
Entry Last Updated : 1/15/2016

Water Side and 
Land Side

Metal58 LEVEELOG

0.42 0.42 Gate Metal gate on the crown of the levee.  15-ft wide metal 
tube locking gate (#5H61) on crown. Shown on as-built 
drawings.
Entry Last Updated : 1/10/2020

CrownMetal57 LEVEELOG

0.42 0.42 UCIP DS_ID:19691
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.3 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.43), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR 601.1), 1967, 
Revised 25 May 2011, (HLM 0.43), listed as a 24-inch 
CMP].
Entry Last Updated : 7/14/2021

Pipe1 UCIPAUG2021

0.42 0.42 Structure Concrete pad on the waterward toe of the levee.
Entry Last Updated : 1/15/2016

Water SidePad60 LEVEELOG
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0.42 0.42 Miscellaneou
s

Sod covered turnout on the waterward side of the levee.
Entry Last Updated : 1/15/2016

Water SideTurnout62 LEVEELOG

0.43 0.43 Ramp Earth covered access ramp on R/S slope.  Ramp does not 
reduce levee prism.  Ramp missing aggregate. Not shown 
on as-built drawings.
Entry Last Updated : 1/10/2020

Water SideRamp32 USACEINSPECT

0.53 0.53 Miscellaneou
s

Large oak tree on the waterward slope of the levee.
Entry Last Updated : 1/15/2016

Water SideLandscaping63 LEVEELOG

0.71 1.95 Ditches Toe ditch appx 11-ft from L/S toe. Appx 7-ft wide, 4-ft 
deep. Dry Condition.
Entry Last Updated : 1/10/2020

Land SideUnlined48 USACEINSPECT

0.76 0.76 UCIP DS_ID:19692
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.3 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.78), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR 601.1), 1967, 
Revised 25 May 2011, (HLM 0.77), listed as a 24-inch 
CMP].
Entry Last Updated : 7/14/2021

Pipe2 UCIPAUG2021

1.13 1.13 Structure Monitoring well with protective casing set in concrete 
located appx 6 ft from L/S toe.  Three bollards set in 
concrete protect well.
Entry Last Updated : 1/10/2020

Land SideMonitoring Well40 USACEINSPECT

1.27 1.27 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 8-ft wide and 
extends for 50-ft along levee. Turnout missing aggregate. 
Shown on as-built drawings.
Entry Last Updated : 1/10/2020

Land SideTurnout41 USACEINSPECT

1.37 1.37 Ramp Aggregate base covered access ramp on R/S slope. 
Ramp does not reduce levee prism. Ramp is in good 
condition. Shown on as-built drawings.
Entry Last Updated : 1/10/2020

Water SideRamp42 USACEINSPECT

1.63 1.63 Ditches Toe Ditch appx 10-ft from R/S toe. Appx 5-ft wide, 1-ft 
deep and extends for 150-ft along levee.  Dry condition.
Entry Last Updated : 1/10/2020

Water SideUnlined43 USACEINSPECT
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1.69 1.69 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 20-ft wide and 
extends for 100-ft along levee. Turnout missing 
aggregate. Shown on as-built drawings.
Entry Last Updated : 1/10/2020

Land SideTurnout44 USACEINSPECT

1.71 1.71 UCIP DS_ID:19693
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 6.8 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 1.73), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR 601.1), 1967, 
Revised 25 May 2011, (HLM 1.72), listed as a 24-inch 
CMP].
Entry Last Updated : 7/14/2021

CrossingPipe17 UCIPAUG2021

1.75 1.75 Ramp Aggregate base covered access ramp on R/S slope.  
Ramp does not reduce levee prism. Ramp sod covered.  
Shown on as-built drawings.
Entry Last Updated : 1/10/2020

Water SideRamp47 USACEINSPECT

2.03 2.03 Structure Metal walkway leading to the pump station within the 
channel.
Entry Last Updated : 1/15/2016

Water SideWalkway68 LEVEELOG

3399

2.03 2.03 Structure Utility poles and guy wires on W/S slope. Appx 24-ft 
clearance above crown.
Entry Last Updated : 1/10/2020

Water SidePole - Utility49 USACEINSPECT

3399

2.03 2.03 Structure Pump station on the waterward side of the levee.
Entry Last Updated : 1/15/2016

Water SidePump Station67 LEVEELOG

3399

2.03 2.03 Aerial Overhead high voltage service line crosses the levee.
Entry Last Updated : 1/10/2020

CrossingHigh Voltage21 GEILEVEELOG

3399

2.04 2.04 Ramp Ramp on landward slope of the levee.
Entry Last Updated : 1/10/2020

Land SideRamp20 GEILEVEELOG
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2.04 2.04 UCIP DS_ID:19694
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
irrigation discharge pipe through the levee, 6.6 feet below 
the crown. Pump on the riverbank. Slide gate on the 
waterside (WS) end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 2.05), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR 601.1), 1967, Revised 25 
May 2011, (HLM 2.05), listed as a 36-inch CMP].
Entry Last Updated : 7/14/2021

Pipe5 UCIPAUG2021

2.04 2.09 Ditches Toe ditch appx 5-ft from L/S toe.  Appx 15-ft wide, 6-ft 
deep and extends appx 200-ft along levee.  Ponding water.
Entry Last Updated : 1/10/2020

Land SideUnlined72 LEVEELOG

2.05 2.05 Ramp Aggregate base covered access ramp on  and landward 
slope of the levee.
Entry Last Updated : 1/10/2020

Land SideRamp51 USACEINSPECT

2.10 2.10 Mark End of Unit No. 3, right bank levee of the San Joaquin 
River, non-project levee continues upstream. Note Fresno 
River Drainage Structure is upstream approximately 1.6 
miles.
Entry Last Updated : 1/6/2016

CrownBoundary26 GEILEVEELOG

2.10 2.10 Ramp Aggregate base covered access ramp on L/S slope.  Appx 
20-ft wide. Ramp does not reduce levee prism. Ramp in 
good condition. Shown on as-built drawings.
Entry Last Updated : 1/10/2020

Land SideRamp54 USACEINSPECT
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0.00 0.00 Mark Start of Unit 4: The left bank levee of the San Joaquin 
River begins at the left bank levee of the Eastside Bypass, 
Unit No. 6, L.M. 19.42.  Access is from West Washington 
Road.  The levee crown roadway is graveled. The levee 
mileage runs upstream.
Entry Last Updated : 1/10/2020

CrownBoundary33 USACEINSPECT

0.00 0.00 Structure Two monitoring wells on crown. Encroachment permit and 
as-built drawings not available. Unclear if abandoned.
Entry Last Updated : 1/10/2020

CrownMonitoring Well34 USACEINSPECT

0.00 0.00 Structure Remarks: Sand Slough Control Structure. Monitoring well 
located at east side of the levee crown. Encroachment 
permit and as-built drawings not available. Unclear if 
abandoned.
Inspection Action: Review and permit per current 
guidelines.
Status: Monitor
Entry Last Updated : 1/6/2016

CrownMonitoring Well70 USACEINSPECT

0.02 0.02 Ditches Irrigation trench on the landward toe.
Entry Last Updated : 1/6/2016

Land SideUnlined10 GEILEVEELOG

0.03 0.03 Structure  Inlet to San Joaquin River. Control Structure headgate (4 
gates). Inlet and outlet silted and vegetated. Some 
spalling on waterside headwall. Includes monitoring well in 
center of levee. Inlet was intentionally backfilled (per 
LMA).; Repair spalling. Vide
Entry Last Updated : 1/10/2020

Water SideControl Box35 USACEINSPECT

0.03 0.03 Structure San Joaquin River Control Structure. Monitoring well 
located in the center of the levee crown. Encroachment 
permit and as-built drawings not available. Unclear if 
abandoned.
Entry Last Updated : 1/10/2020

CrownMonitoring Well37 USACEINSPECT

0.03 0.03 UCIP DS_ID:19977
EP_NO: 5024
Crossing Status: Found
FIELD_STRUCT_DESC: [San Joaquin River Diversion 
Structure] 1 of 4: 72-inch by 60-inch reinforced concrete 
box gravity drainage culvert through the levee, 21 feet 
below the crown. Slide gate on the waterside (WS). 
Concrete headwall on each end. Landside (LS) slope 
cobble revetted. Flashboards on the downstream side of 
the structure. [Additional Resource(s): DWR Levee Log, 
2002 (HLM 0.03), listed as four 6-foot by 5-foot concrete 
culverts]
Entry Last Updated : 7/30/2021

CrossingPipe12 UCIPAUG2021

5024
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0.04 0.04 UCIP DS_ID:24856
EP_NO: 5024
Crossing Status: Found
FIELD_STRUCT_DESC: [San Joaquin River Diversion 
Structure] 2 of 4: 72-inch by 60-inch reinforced concrete 
box gravity drainage culvert through the levee, 21 feet 
below the crown. Slide gate on the waterside (WS). 
Concrete headwall on each end. Landside (LS) slope 
cobble revetted. Flashboards on the downstream side of 
the structure. [Additional Resource(s): DWR Levee Log, 
2002 (HLM 0.03), listed as four 6-foot by 5-foot concrete 
culverts]
Entry Last Updated : 7/30/2021

CrossingPipe13 UCIPAUG2021

5024

0.04 0.04 UCIP DS_ID:24857
EP_NO: 5024
Crossing Status: Found
FIELD_STRUCT_DESC: [San Joaquin River Diversion 
Structure] 3 of 4: 72-inch by 60-inch reinforced concrete 
box gravity drainage culvert through the levee, 21 feet 
below the crown. Slide gate on the waterside (WS). 
Concrete headwall on each end. Landside (LS) slope 
cobble revetted. Flashboards on the downstream side of 
the structure. [Additional Resource(s): DWR Levee Log, 
2002 (HLM 0.03), listed as four 6-foot by 5-foot concrete 
culverts]
Entry Last Updated : 7/30/2021

CrossingPipe14 UCIPAUG2021

5024

0.04 0.04 UCIP DS_ID:24858
EP_NO: 5024
Crossing Status: Found
FIELD_STRUCT_DESC: [San Joaquin River Diversion 
Structure] 4 of 4: 72-inch by 60-inch reinforced concrete 
box gravity drainage culvert through the levee, 21 feet 
below the crown. Slide gate on the waterside (WS). 
Concrete headwall on each end. Landside (LS) slope 
cobble revetted. Flashboards on the downstream side of 
the structure. [Additional Resource(s): DWR Levee Log, 
2002 (HLM 0.03), listed as four 6-foot by 5-foot concrete 
culverts]
Entry Last Updated : 7/30/2021

CrossingPipe15 UCIPAUG2021

5024

0.04 0.04 Gate Metal gate on crown, appx 18-ft wide. (Lock # 1092)
Entry Last Updated : 1/10/2020

CrownMetal8 GEILEVEELOG

0.04 0.04 Structure Concrete headwall on both slopes of the levee for the 4 
6x5 foot culverts
Entry Last Updated : 1/27/2016

Water Side and 
Land Side

Headwall73 LEVEELOG

0.05 0.05 Ramp Aggregate base access ramp on L/S slope and crown. 
Appx 10- to 12-ft wide, 50-ft wide at crown. Does not 
reduce levee prism.
Entry Last Updated : 1/10/2020

Land SideRamp40 USACEINSPECT
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0.06 0.06 Structure Old metal gate posts located at end of the dead end ramp 
on the landward toe of the levee.
Entry Last Updated : 1/10/2020

Land SidePost75 LEVEELOG

0.06 0.06 Miscellaneou
s

Large turnout on the landward side of the crown.
Entry Last Updated : 1/27/2016

Land SideTurnout74 LEVEELOG

0.12 0.12 Structure Metal walkway leading to the DWR stage recorded on the 
waterward slope of the levee.
Entry Last Updated : 1/27/2016

Water SideWalkway76 LEVEELOG

0.12 0.12 Structure 48-in CMP riser at R/S toe, does not appear to traverse 
levee. Water monitoring station with staff guage appx 5-ft 
from R/S toe. Concrete footings. Permit 4144.
Entry Last Updated : 1/14/2020

Water SideStandpipe46 USACEINSPECT

4144

0.12 0.12 Structure DWR water stage recorder and staff gage mounted over a 
36-inch CMP riser on the waterward bank.   There is a 
walkway to the recorder house. (Abandoned)
Entry Last Updated : 1/6/2016

Water SideGauge16 GEILEVEELOG

4144

0.16 0.16 UCIP DS_ID:19564
EP_NO: 4144
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 14.4 feet below the 
crown. Metal cutoff walls around pipe on both levee 
shoulders. Concrete headwall on the landside (LS) end. 
Concrete end wall on the waterside (WS) end. Flap gate 
on the WS end. (36-inch pipe through the levee 
authorized under Permit No. 4144, 1962 - Menefee River 
Ranch Company).
Entry Last Updated : 7/14/2021

Pipe1 UCIPAUG2021

4144

0.23 0.23 Ramp Aggregate base covered farm access ramp on L/S slope 
and crown. Appx 12-ft wide, 30-ft wide at crown. Does not 
reduce levee prism.
Entry Last Updated : 1/10/2020

Land SideRamp47 USACEINSPECT

0.23 0.23 Gate Metal pipe gate parallel to the landward toe of the levee.  
Approximately 15ft wide.
Entry Last Updated : 1/10/2020

Land SideMetal79 LEVEELOG

0.24 0.24 Structure Concrete headwall on both slopes of the levee.
Entry Last Updated : 1/27/2016

Water SideHeadwall80 LEVEELOG
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0.24 0.24 UCIP DS_ID:19695
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 18 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002[Additional Resource(s): DWR Levee Log, 2002 
(HLM 0.03), listed as four 6-foot by 5-foot concrete 
culverts] (HLM 0.24), listed as a 36-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR 601.1), 1967, Revised 25 May 2011, (HLM 
0.27), listed as a 36-inch CMP].
Entry Last Updated : 7/26/2021

CrossingPipe20 UCIPAUG2021

0.32 0.32 Gate Locking gate on L/S slope, appx 15-ft wide.
Entry Last Updated : 1/10/2020

Land SideMetal51 USACEINSPECT

0.32 0.32 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 12- to 15-ft wide, 50-ft wide at crown. Does 
not reduce levee prism.
Entry Last Updated : 1/13/2020

Land SideRamp52 USACEINSPECT

0.32 1.41 Ditches Agricultural Ditch within 10' easement.  Toe ditch at L/S 
slope, no toe or berm present. Up to appx 20-ft wide by 5-
ft deep with a vertical face appx 3- to 5-ft and cuts appx 6- 
to 10-ft into the projected levee prism.
Entry Last Updated : 1/13/2020

Land SideUnlined22 LEVEEINSPECTION

0.42 0.42 Ramp Sod covered access ramp on W/S slope and crown. Appx 
10- to 12-ft wide, 30-ft wide at crown. Does not reduce 
levee prism.
Entry Last Updated : 1/13/2020

Water SideRamp54 USACEINSPECT

0.66 0.66 Ramp Aggregate base and sod covered access ramp on W/S 
slope and crown. Appx 10- to 12-ft wide, 40-ft wide at 
crown. Does not reduce levee prism.
Entry Last Updated : 1/13/2020

Water SideRamp55 USACEINSPECT

0.75 0.75 Revetment Concrete block debris on L/S slope, non-engineered.  
Block size up to appx 24-in by 24-in.  Extends appx 10-ft. 
Concrete used as bank protection. Associated with ditch 
along L/S toe.
Entry Last Updated : 1/13/2020

Land SideConcrete60 USACEINSPECT

0.75 0.75 Structure Irrigation control box culvert appx 5-ft from L/S toe. Does 
not traverse levee. Associated with agricultural ditch along 
the L/S toe. Some erosion noted on project levee.
Entry Last Updated : 1/13/2020

Land SideControl Box59 USACEINSPECT

Page 4 of 5Report Created : Monday, August 23, 2021   11:09



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 04 San Joaquin River

Bank

Left

Unit Miles

1.41

Lower San Joaquin Levee District

Inspector

Corey
Fujitani

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.98 0.98 Mark Mile marker on R/S slope appx 3-ft from crown.
Entry Last Updated : 1/13/2020

Water SideMarker62 USACEINSPECT

1.34 1.34 UCIP DS_ID:19975
EP_NO: 3416
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch steel irrigation pipe, 
encased in 6-inches of reinforced concrete through the 
levee. Concrete cutoff wall at center of levee. Pumping 
plant on the waterward bank. Pump and irrigation pipe 
retained under Permit No. 3416 (1964).
Entry Last Updated : 4/16/2021

Pipe2 UCIPAPR2021

3416

1.41 1.41 Mark End of Unit 4
Entry Last Updated : 1/27/2016

CrownBoundary65 USACEINSPECT
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0.00 0.00 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker3 GEILEVEELOG

0.00 0.00 Mark Start of Lower San Joaquin Levee District Unit 5.
Entry Last Updated : 10/28/2015

CrownBoundary673 LEVEELOG

0.00 0.64 Fence Barbed wire fence running along the landward toe of the 
levee.
Entry Last Updated : 10/28/2015

Land SideBarbed Wire666 LEVEELOG

0.08 0.08 UCIP DS_ID:19756
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.6 feet below the crown. 
Concrete U-shaped headwall and flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 0.07), listed as a 24-inch corrugated metal pipe 
[CMP]. USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 0.07), 
listed as a 24-inch CMP]
Entry Last Updated : 6/4/2021

Pipe101 UCIPAUG2021

0.17 0.17 Ditches Toe ditch within 10-ft of L/S toe.  Appx 3- to 5-ft wide, up 
to 2-ft deep. Appx 100-ft long. Dry condition. Does not 
reduce levee prism.
Entry Last Updated : 2/20/2020

Land SideUnlined571 USACEINSPECT

0.26 0.26 Miscellaneou
s

Site of levee break in January 1965. No repairs made to 
date, 2/90. No repairs made to date, 11/77. 
Entry Last Updated : 10/28/2015

CrownMitigation Site7 GEILEVEELOG

0.30 0.30 Ramp Aggregate base covered ramp on W/S slope and crown.  
Appx 12- to 15-ft wide, 45-ft wide at crown.
Entry Last Updated : 2/20/2020

Water SideRamp572 USACEINSPECT
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0.31 0.31 UCIP DS_ID:24867
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 96-inch corrugated metal gravity 
drainage pipe through the levee, 4.5 feet below the crown. 
Pipe is composed of two materials: corrugated metal pipe 
(CMP) on the waterside (WS) and steel pipe on the 
landside (LS). This section of the levee is a degraded 
section that drops approximately 4 feet within 100 feet of 
length. This section of the levee is the site of the 1960s 
levee breach. [Additional Reference(s): USACE Periodic 
Inspection Report 2014, 
USACE_CESPK_L05A_2014_p_0014].
Entry Last Updated : 6/4/2021

CrossingPipe9 UCIPAUG2021

0.31 0.31 UCIP DS_ID:19557
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 5.6 feet below the crown. 
Flap gate on the waterside (WS) end. Large pipe found at 
this location. [Additional Reference(s): USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 0.30), listed as a 24-inch 
corrugated metal pipe (CMP)]
Entry Last Updated : 6/4/2021

CrossingPipe10 UCIPAUG2021

0.33 0.33 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 12- to 15-ft wide, 25-ft wide at crown.
Entry Last Updated : 2/20/2020

Water SideRamp576 USACEINSPECT

0.48 0.48 Ramp Aggregate base access ramp on W/S slope of the levee.  
Appx 10- to 12-ft wide, 45-ft wide at crown.  Shown as 
road ramp and haul road on as-built drawing 59-01 sheet 
40.
Entry Last Updated : 3/27/2020

Water SideRamp22 LEVEELOG

0.48 0.48 Ramp Aggregate base access ramp on L/S slope of the levee.  
Appx 10- to 12-ft wide, 45-ft wide at crown.  Shown as 
road ramp and haul road on as-built drawing 59-01 sheet 
40.
Entry Last Updated : 3/27/2020

Land SideRamp577 USACEINSPECT

0.56 0.56 Structure High voltage power pole located near the landward toe of 
the levee.
Entry Last Updated : 10/28/2015

Land SidePole - Utility670 LEVEELOG

0.57 0.57 Mark Metal mile marker at top of WS slope, bent over.
Entry Last Updated : 3/27/2020

Water SideMarker578 USACEINSPECT
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0.57 0.57 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage13 GEILEVEELOG

0.60 0.60 UCIP DS_ID:19757
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee, 7.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 0.58), listed as a 30-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
0.59), listed as a 30-inch CMP]
Entry Last Updated : 6/4/2021

CrossingPipe14 UCIPAUG2021

0.63 0.63 Ramp Aggregate base covered access ramp on W/S slope and 
crown.  Appx 10- to 12-ft wide, 45-ft wide at crown.  
Shown on as-built drawing 59-01 sheet 40.
Entry Last Updated : 2/21/2020

Water SideRamp584 USACEINSPECT

0.63 0.63 Gate 20-ft wide chain link locking gate on crown.  Shown on as-
built drawing 63-25.
Entry Last Updated : 2/21/2020

CrownChain Link1 LEVEELOG

0.63 0.63 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/21/2020

Water Side and 
Land Side

Barbed Wire2 LEVEELOG

0.64 0.64 Ramp Ramp on the waterward slope to bridge across channel. 
Bear Creek Patrol Bridge.
Entry Last Updated : 10/28/2015

Water SideRamp17 GEILEVEELOG

0.65 0.65 Structure Bear Creek patrol bridge on the waterward side of the 
levee.
Entry Last Updated : 10/28/2015

Water SideBridge667 LEVEELOG

0.65 0.65 UCIP DS_ID:19758
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 13.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. Cobble revetment around both 
ends. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 0.64), listed as a 36-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 0.65), 
listed as a 36-inch CMP].
Entry Last Updated : 6/4/2021

CrossingPipe18 UCIPAUG2021
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0.66 0.66 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 10/28/2015

Water Side and 
Land Side

Barbed Wire566 LEVEELOG

0.66 0.66 Gate 20-ft wide chain link locking gate on crown.  Shown on as-
built drawing 63-25.
Entry Last Updated : 2/21/2020

CrownChain Link19 GEILEVEELOG

0.66 3.62 Fence Barbed wire fence appx 10- to 15-ft from L/S toe.
Entry Last Updated : 2/26/2020

Land SideBarbed Wire600 USACEINSPECT

0.68 0.68 Ramp Aggregate base covered access ramp on L/S slope and 
crown.  Appx 12-ft wide, 30- to 35-ft wide at crown.
Entry Last Updated : 2/21/2020

Land SideRamp591 USACEINSPECT

0.70 0.70 Mark Metal mile marker on W/S of crown, bent over.
Entry Last Updated : 2/21/2020

Water SideMarker592 USACEINSPECT

0.72 0.72 Structure Metal sign post at L/S toe. Wildlife refuge sign.
Entry Last Updated : 2/21/2020

Land SideSign593 USACEINSPECT

0.85 0.85 UCIP DS_ID:19759
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 0.84), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 0.84), listed as a 24-inch CMP]
Entry Last Updated : 6/4/2021

CrossingPipe23 UCIPAUG2021

0.86 0.86 Ditches Toe ditch at L/S toe.  Appx 8- to 10-ft wide, up to 4-ft 
deep. Reduces projected levee prism by appx 1- to 3-ft. 
Appx 300-ft long. Dry condition.
Entry Last Updated : 2/21/2020

Land SideUnlined595 USACEINSPECT

1.06 1.06 Structure Metal sign post within 3-ft of L/S toe. Wildlife refuge sign.
Entry Last Updated : 2/21/2020

Land SideSign596 USACEINSPECT

1.21 1.21 Ramp Sod covered access ramp on W/S slope and crown.  Appx 
12-ft wide, 30-ft wide at crown. Reduces levee prism by 
appx 1- to 2-ft. Not shown on as-built drawings.
Entry Last Updated : 2/21/2020

Water SideRamp599 USACEINSPECT
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1.22 1.22 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 12-ft wide by 120-
ft long.  Shown on as-built drawing 63-25.
Entry Last Updated : 2/21/2020

Land SideTurnout598 USACEINSPECT

1.34 1.34 Structure Metal sign post within 3-ft of L/S toe. Wildlife refuge sign.
Entry Last Updated : 2/21/2020

Land SideSign601 USACEINSPECT

1.45 1.45 UCIP DS_ID:19760
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 21 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 1.44), listed as a 36-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
1.44), listed as a 36-inch CMP]
Entry Last Updated : 6/4/2021

CrossingPipe27 UCIPAUG2021

1.53 1.53 Ditches Toe ditch formed by convergence of parallel reservoir 
levee on L/S.  Appx 3- to 8-ft wide, up to 3-ft deep. Appx 
300-ft long. Dry condition. Does not reduce levee prism.
Entry Last Updated : 2/21/2020

Land SideUnlined603 USACEINSPECT

1.58 1.58 Ramp Sod covered access ramp on L/S slope and crown.  Appx 
15-ft wide, 25-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 2/21/2020

Land SideRamp604 USACEINSPECT

1.58 1.58 Structure Metal sign post appx 3-ft from L/S toe. Wildlife refuge sign.
Entry Last Updated : 2/21/2020

Land SideSign606 USACEINSPECT

1.58 1.58 Gate 35-ft wide barbed wire non-locking access gate at toe of 
L/S ramp.
Entry Last Updated : 2/21/2020

Land SideBarbed Wire605 USACEINSPECT

1.58 1.58 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/28/2015

Water SideRamp28 GEILEVEELOG

1.75 1.75 Miscellaneou
s

Turnout on L/S slope and crown.  Appx 8-ft wide by 85-ft 
long.  Shown on as-built drawing 63-25.
Entry Last Updated : 2/21/2020

Land SideTurnout29 GEILEVEELOG

2.10 2.10 Structure Metal sign post appx 5-ft from L/S toe. Wildlife refuge sign.
Entry Last Updated : 2/21/2020

Land SideSign608 USACEINSPECT
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2.22 2.22 Gate  30-ft wide barbed wire non-locking gate at toe of L/S 
ramp.
Entry Last Updated : 2/21/2020

Land SideBarbed Wire610 USACEINSPECT

2.22 2.22 Ramp Sod covered access ramp on L/S slope and crown. Appx 
15-ft wide, 25-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 2/21/2020

Land SideRamp609 USACEINSPECT

2.31 2.31 Ramp Aggregate base covered access ramp on W/S slope and 
crown.  Appx 12- to 15-ft wide, 45-ft wide at crown.  
Shown on as-built drawing 63-25.
Entry Last Updated : 2/21/2020

Water SideRamp612 USACEINSPECT

2.64 2.64 Structure Metal sign post within at L/S toe. Wildlife refuge sign.
Entry Last Updated : 2/21/2020

Land SideSign613 USACEINSPECT

2.74 2.74 Gate 30-ft wide barbed wire non-locking gate at toe of L/S ramp.
Entry Last Updated : 2/21/2020

Land SideBarbed Wire614 USACEINSPECT

2.74 2.74 Ramp Unpaved access ramp on L/S slope and crown. Appx 20-ft 
wide, 25-ft wide at crown, with ruts and in poor condition. 
Reduces levee prism by appx 1- to 3-ft.
Entry Last Updated : 3/27/2020

Land SideRamp615 USACEINSPECT

2.75 2.75 Miscellaneou
s

Turnout on the landward side of the levee.  Shown on as-
built drawing 63-25.
Entry Last Updated : 2/21/2020

Land SideTurnout32 GEILEVEELOG

2.75 2.91 Ditches Toe ditch formed by parallel levee on L/S.  Appx 10- to 15-
ft wide, up to 5-ft deep. Dry condition. Does not reduce 
levee prism.
Entry Last Updated : 2/21/2020

Land SideUnlined616 USACEINSPECT

2.80 2.80 Ditches Toe ditch within 10-ft of W/S toe.  Appx 20-ft wide, 2- to 3-
ft deep. Dry condition. Does not reduce levee prism.
Entry Last Updated : 2/21/2020

Water SideUnlined617 USACEINSPECT
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2.84 2.84 UCIP DS_ID:19809
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 15 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 2.83), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 2.85), listed as a 24-inch CMP]
Entry Last Updated : 6/4/2021

CrossingPipe34 UCIPAUG2021

2.92 2.92 Structure Metal sign post at L/S toe. Wildlife refuge sign.
Entry Last Updated : 2/21/2020

Land SideSign620 USACEINSPECT

3.19 3.19 Fence Electric cable cross fence on the crown of the levee.
Entry Last Updated : 10/28/2015

Water Side and 
Land Side

Post & Cable661 LEVEELOG

3.19 3.19 Gate Electric cable fence gate on the crown of the levee.
Entry Last Updated : 10/28/2015

CrownCable662 LEVEELOG

3.19 3.19 At Grade Aggregate base covered road crossing levee. On L/S and 
W/S slopes and crown. Ramps on L/S and W/S 
associated with crossing. Shown on as-built drawing 63-
25.
Entry Last Updated : 2/21/2020

CrossingRoad / Highway624 USACEINSPECT

3.19 3.19 Gate 20-ft wide metal locking gate on L/S access road.
Entry Last Updated : 2/21/2020

Land SideMetal625 USACEINSPECT

3.20 3.20 Gate Electric fence gate across crown of levee.
Entry Last Updated : 3/27/2020

CrownCable664 LEVEELOG

3.20 3.20 Fence Electric cross fence on both slopes of the levee.
Entry Last Updated : 10/28/2015

Water Side and 
Land Side

Post & Cable665 LEVEELOG

3.20 3.20 Structure Utility pole in LS slope.  Shown on as-built drawing 63-25 
as an existing power line.
Entry Last Updated : 2/21/2020

Land SidePole - Utility621 USACEINSPECT

3.20 3.20 Aerial Overhead power line crosses the levee.  Shown on as-
built drawing 63-25 as an existing power line.
Entry Last Updated : 2/21/2020

CrossingHigh Voltage39 GEILEVEELOG
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3.22 3.40 Ditches Toe ditch within 5-ft of L/S toe.  Appx 3- to 5-ft wide, up to 
2-ft deep. Dry condition. Does not reduce levee prism.
Entry Last Updated : 2/21/2020

Land SideUnlined628 USACEINSPECT

3.34 3.34 UCIP DS_ID:19810
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14.7 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete U-
shaped headwall on each end. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 3.36), listed as a 24-inch 
corrugated metal pipe [CMP]. USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 3.33), listed as a 24-inch CMP]
Entry Last Updated : 6/4/2021

CrossingPipe40 UCIPAUG2021

3.36 3.36 Structure Metal sign post at L/S toe. Wildlife refuge sign.
Entry Last Updated : 2/21/2020

Land SideSign630 USACEINSPECT

3.40 3.40 Ramp Sod covered access ramp on L/S slope and crown. Appx 
8- to 10-ft wide, 20-ft wide at crown.
Entry Last Updated : 2/21/2020

Land SideRamp632 USACEINSPECT

3.41 3.41 Mark Metal mile marker at top of W/S slope, bent over.
Entry Last Updated : 2/21/2020

Water SideMarker633 USACEINSPECT

3.60 3.60 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 8-ft wide by 85-ft 
long. Shown on as-built drawing 63-25.
Entry Last Updated : 2/21/2020

Land SideTurnout634 USACEINSPECT

3.62 3.62 Mark Boundary of right bank of East Side Bypass and right 
bank of Bear Creek.
Entry Last Updated : 2/21/2020

CrownBoundary4 LEVEELOG

3.62 3.62 Mark Junction of left bank Bear Creek and right bank Eastside 
Bypass.
Entry Last Updated : 2/21/2020

CrownBoundary45 GEILEVEELOG
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3.68 3.68 UCIP DS_ID:19811
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 15 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 3.67), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
3.67), listed as a 24-inch CMP]
Entry Last Updated : 6/4/2021

CrossingPipe47 UCIPAUG2021

3.72 3.77 Ditches Toe ditch appx 1-ft from L/S toe. Appx 5-ft wide by 1-ft 
deep. Dry condition.
Entry Last Updated : 2/21/2020

Land SideUnlined639 USACEINSPECT

3.84 3.84 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 10-ft wide and 
extends 50-ft along levee. Turnout in good condition.  
Shown on as-built drawing 63-25.
Entry Last Updated : 2/21/2020

Land SideTurnout640 USACEINSPECT

3.95 4.03 Ditches Toe ditch appx 1-ft from L/S toe.  Appx 5-ft wide, 1-ft 
deep. Dry condition.
Entry Last Updated : 2/21/2020

Land SideUnlined642 USACEINSPECT

4.01 4.01 Mark Damaged mile marker on W/S hinge.
Entry Last Updated : 2/21/2020

Water SideMarker644 USACEINSPECT

4.02 4.02 UCIP DS_ID:19769
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 16 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 4.01), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 4.02), listed as a 24-inch CMP]
Entry Last Updated : 6/4/2021

Pipe104 UCIPAUG2021

4.03 4.03 Structure Flap gate on the waterward end.
Entry Last Updated : 5/4/2016

Water SideFlap Gate52 UCIPMAY2015

4.26 4.26 Gate Cross fence, metal drive gate (no lock). Shown on as-built 
drawing 63-25.
Entry Last Updated : 2/21/2020

CrownMetal55 GEILEVEELOG
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4.26 4.26 Fence Barbed wire cross fence on both slopes.
Entry Last Updated : 2/21/2020

Water Side and 
Land Side

Barbed Wire763 LEVEELOG

4.27 4.27 Structure  Small metal sign post on crown.
Entry Last Updated : 2/21/2020

CrownPost648 USACEINSPECT

4.27 4.27 Ramp Ramps on W/S slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Water SideRamp24 LEVEELOG

4.27 4.27 Ramp Ramps on L/S slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Land SideRamp762 LEVEELOG

4.27 4.27 UCIP DS_ID:19770
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.6 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 4.27), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 4.27), listed as a 24-inch CMP]
Entry Last Updated : 6/4/2021

CrossingPipe54 UCIPAUG2021

4.44 4.44 Gate Metal gate posts on shoulders.
Entry Last Updated : 10/28/2015

Water Side and 
Land Side

Metal60 GEILEVEELOG

4.44 4.44 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide and 
extends 50-ft along levee. Turnout sod covered and 
erosion of outer edges.
Entry Last Updated : 2/21/2020

Land SideTurnout654 USACEINSPECT

4.49 4.49 Mark 4.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker61 GEILEVEELOG
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4.55 4.55 UCIP DS_ID:19771
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 4.53), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
4.54), listed as a 24-inch CMP]
Entry Last Updated : 6/4/2021

Pipe107 UCIPAUG2021

4.55 4.67 Ditches Toe ditch at L/S toe.  Appx 10-ft wide, 2.5-ft deep.  Dry 
condition.
Entry Last Updated : 2/21/2020

Land SideUnlined655 USACEINSPECT

4.89 4.89 UCIP DS_ID:19772
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.3 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 4.89), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 4.89), listed as a 24-inch CMP]
Entry Last Updated : 7/8/2021

Pipe109 UCIPAUG2021

4.92 4.92 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 10-ft and extends 
appx 50-ft along levee. Shown on as-built drawing 63-25.
Entry Last Updated : 2/21/2020

Land SideTurnout658 USACEINSPECT

5.00 5.00 Mark 5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker67 GEILEVEELOG

5.08 5.38 Ditches Toe ditch at L/S toe.  Appx 15-ft wide, 4-ft deep.  Dry 
condition.
Entry Last Updated : 2/21/2020

Land SideUnlined659 USACEINSPECT
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5.15 5.15 UCIP DS_ID:19773
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 5.14), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 5.15), listed as a 24-inch CMP]
Entry Last Updated : 7/8/2021

Pipe112 UCIPAUG2021

5.38 5.38 Ramp Ramp on WS slope. Low water crossing in channel. 
Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Water SideRamp25 LEVEELOG

4787

5.38 5.38 Ramp Ramp on LS slope. Low water crossing in channel. Shown 
on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Land SideRamp74 GEILEVEELOG

4787

5.39 5.39 Structure Wooden post deep in crown of levee.
Entry Last Updated : 3/27/2020

CrownPost757 LEVEELOG

5.39 5.39 Fence Barbed wire fence on both W/S and L/S.
Entry Last Updated : 2/21/2020

Water Side and 
Land Side

Barbed Wire6 LEVEELOG

5.39 5.39 Gate Cross fence metal drive (district lock).
Entry Last Updated : 5/4/2016

CrownChain Link75 GEILEVEELOG

5.39 6.56 Fence Entry Last Updated : 5/4/2016Land SideBarbed Wire743 LEVEELOG

5.39 5.83 Ditches Unlined canal on along the landward toe of the levee.
Entry Last Updated : 5/4/2016

Land SideUnlined752 LEVEELOG

5.50 5.50 Mark 5.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker77 GEILEVEELOG

5.51 5.51 Ramp Ramp on WS slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Water SideRamp26 LEVEELOG

5.51 5.51 Ramp Ramp on LS slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Land SideRamp78 GEILEVEELOG
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5.51 5.51 Gate Barbed wire drag gate at the end of the ramp on the 
landward slope of the levee.
Entry Last Updated : 5/4/2016

Land SideBarbed Wire756 LEVEELOG

5.58 5.58 UCIP DS_ID:19774
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 5.58), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
5.58), listed as a 24-inch CMP]
Entry Last Updated : 7/8/2021

Pipe114 UCIPAUG2021

5.83 6.26 Ditches Unlined canal along the landward toe of the levee.
Entry Last Updated : 5/4/2016

Land SideUnlined750 LEVEELOG

6.00 6.00 Mark 6 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker81 GEILEVEELOG

6.04 6.04 Ramp Ramp on WS slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Water SideRamp30 LEVEELOG

6.04 6.04 Ramp Ramp on LS slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Land SideRamp82 GEILEVEELOG

6.04 6.04 Gate Barbed wire drag gate at the end of the ramp on the 
landward slope of the levee.
Entry Last Updated : 5/4/2016

Land SideBarbed Wire751 LEVEELOG

6.27 6.34 Ditches Unlined canal along the landward toe of the levee.
Entry Last Updated : 5/4/2016

Land SideUnlined747 LEVEELOG

6.27 6.27 Structure 18 inch screw gate with culvert within the unlined canal 
along the landward toe of the levee.
Entry Last Updated : 5/4/2016

Land SidePipe Section748 LEVEELOG

6.27 6.27 Structure 18 inch screw gate within the unlined canal along the 
landward toe of the levee.
Entry Last Updated : 5/4/2016

Land SideScrew Gate749 LEVEELOG

6.34 6.34 Structure Concrete headwall for the 2-24 inch HDPE culverts within 
the unlined canal along the landward toe of the levee.
Entry Last Updated : 5/4/2016

Land SideHeadwall746 LEVEELOG
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6.34 6.34 Structure 2-24 inch HPDE draingage culverts within the unlined 
canal on along the landward toe of the levee.
Entry Last Updated : 5/4/2016

Land SidePipe Section745 LEVEELOG

6.34 6.56 Ditches Unlined canal along the landward toe of the levee.
Entry Last Updated : 3/27/2020

Land SideUnlined740 LEVEELOG

6.35 6.35 UCIP DS_ID:19775
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 13 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 6.35), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
6.35), listed as a 24-inch CMP]
Entry Last Updated : 7/8/2021

Pipe127 UCIPAUG2021

6.35 6.35 Structure Flap gate on the waterward end.
Entry Last Updated : 5/4/2016

Water SideFlap Gate84 UCIPMAY2015

6.56 6.56 Fence Barbed wire cross fence on both slopes of the levee
Entry Last Updated : 3/27/2020

Water Side and 
Land Side

Barbed Wire739 LEVEELOG

6.56 6.56 Structure Metal sign post on the waterward side of the crown
Entry Last Updated : 3/27/2020

Water SideSign742 LEVEELOG

6.56 6.56 Structure Wooden post deep into crown of the levee.
Entry Last Updated : 3/27/2020

CrownPost741 LEVEELOG

6.56 6.56 Gate Cross fence, metal drive gate (5H61).  Shown on as-built 
drawing 63-25.
Entry Last Updated : 2/24/2020

CrownMetal91 GEILEVEELOG

6.57 6.57 Ramp Ramp on WS slope. Low water concrete bridge across 
channel, abutments cobble revetted. (Greenhouse Road)  
Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Water SideRamp31 LEVEELOG

6.57 6.57 Ramp Ramp on LS slope. Low water concrete bridge across 
channel, abutments cobble revetted. (Greenhouse Road)  
Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Land SideRamp93 GEILEVEELOG
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6.57 6.57 Structure Water crossing bridge on the waterward side of the levee.  
Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Water SideBridge738 LEVEELOG

6.59 6.59 Aerial Overhead power lines cross levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage92 GEILEVEELOG

6.59 6.59 Gate Metal cross drive gate on the crown of the levee, no lock.  
Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

CrownMetal735 LEVEELOG

6.59 6.59 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 5/4/2016

Water Side and 
Land Side

Barbed Wire736 LEVEELOG

6.59 6.59 Structure High voltage pole on the landward toe the levee.
Entry Last Updated : 3/27/2020

Land SidePole - Utility737 LEVEELOG

6.71 6.71 Gate Cross fence, metal drive gate (no lock). Breakaway fence 
across channel.  Shown on as-built drawing 63-25.
Entry Last Updated : 2/24/2020

CrownMetal94 GEILEVEELOG

6.71 6.71 Fence Barbed wired cross fence on both slopes
Entry Last Updated : 3/27/2020

Water Side and 
Land Side

Barbed Wire95 USACEPI

6.71 7.68 Fence Barbed wire fence approx. 10 ft from the landward toe of 
the levee.
Entry Last Updated : 5/4/2016

Land SideBarbed Wire727 LEVEELOG

6.72 6.72 Gate Barbed wire drag gate on landward toe
Entry Last Updated : 3/27/2020

Land SideBarbed Wire734 LEVEELOG

6.72 6.72 Ramp Ramp on the landward slope.  Shown on as-built drawing 
63-25.
Entry Last Updated : 2/24/2020

Land SideRamp96 GEILEVEELOG

6.94 6.94 Ramp Ramp on the waterward slope.  Shown on as-built drawing 
63-25.
Entry Last Updated : 2/24/2020

Water SideRamp97 GEILEVEELOG
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7.36 7.36 UCIP DS_ID:19761
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the waterside (WS) end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 7.36), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 7.36), listed as a 24-inch CMP]
Entry Last Updated : 7/8/2021

CrossingPipe99 UCIPAUG2021

7.56 7.56 Gate Barbed wire drag gate at the end of the ramp on the 
landward slope.
Entry Last Updated : 5/4/2016

Land SideBarbed Wire731 LEVEELOG

7.56 7.56 Ramp Ramp on WS slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Water SideRamp33 LEVEELOG

7.56 7.56 Ramp Ramp on LS slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Land SideRamp103 GEILEVEELOG

7.58 7.58 UCIP DS_ID:19762
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 20.4 feet below the 
crown. Slide gate in 36-inch corrugated metal pipe (CMP) 
riser on the waterside (WS) slope. Concrete U-shaped 
headwall on each end. Not found in 2014. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 7.57), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 7.58), listed as a 24-inch 
CMP]
Entry Last Updated : 7/8/2021

Pipe102 UCIPAUG2021

7.59 7.59 Ditches Irrigation or storm drainage canal on the landward side of 
the levee.
Entry Last Updated : 5/4/2016

Land SideUnlined730 LEVEELOG

7.68 7.68 Mark Right bank Eastside Bypass at right bank Owens Creek 
(Unit 9). Bypass mileage continues on upstream at left 
bank Owens Creek.
Entry Last Updated : 10/28/2015

CrownBoundary106 GEILEVEELOG

7.68 7.68 Mark Right bank Eastside Bypass at left bank Owens Creek 
(Unit 10).
Entry Last Updated : 2/24/2020

CrownBoundary8 LEVEELOG

Page 16 of 68Report Created : Monday, August 23, 2021   11:10



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 05 East Side Bypass

Bank

Right

Unit Miles

34.85

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

7.68 7.68 UCIP DS_ID:19844
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.4 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002. USACE San Joaquin O&M Manual 601.1, 1967, 
(recorded as Unit 10 HLM 0.02 located in Unit 5 CLM 
7.68)].
Entry Last Updated : 7/8/2021

Pipe76 UCIPAUG2021

8.08 8.08 Ramp Ramp on landward slope.  Shown on as-built drawing 63-
25.
Entry Last Updated : 2/24/2020

Land SideRamp111 GEILEVEELOG

8.09 8.09 Structure Cattle guard installed in the levee crown.
Entry Last Updated : 2/24/2020

CrownOther113 GEILEVEELOG

9252

8.09 8.35 Fence Entry Last Updated : 3/9/2016Land SideBarbed Wire724 LEVEELOG

8.09 8.09 Gate Metal cross gate on the crown of the levee, no lock.  
Shown on as-built drawing 63-25.
Entry Last Updated : 2/24/2020

CrownMetal725 LEVEELOG

8.09 8.09 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 3/9/2016

Water Side and 
Land Side

Barbed Wire110 GEILEVEELOG

8.36 8.36 Ramp Ramp on WS slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Water SideRamp35 LEVEELOG

8.36 8.36 Ramp Ramp on LS slope.  Shown on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Land SideRamp116 GEILEVEELOG

8.38 8.74 Fence Barbed wire fence approx 10ft from the landward toe of 
the levee.
Entry Last Updated : 3/9/2016

Land SideBarbed Wire721 LEVEELOG
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8.46 8.46 UCIP DS_ID:19763
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 16 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 8.45), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
8.44), listed as a 24-inch CMP]
Entry Last Updated : 7/8/2021

Pipe136 UCIPAUG2021

8.52 8.52 Mark 8.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker119 GEILEVEELOG

8.78 8.78 Structure Gaging station on WS.
Entry Last Updated : 2/24/2020

Water SideGauge128 USACEPI

18771

8.78 8.78 Structure Metal walkway to the gauging station on the waterward 
slope of the levee.
Entry Last Updated : 3/9/2016

Water SideWalkway720 LEVEELOG

18771

8.82 8.82 Mark Milepost-right bank Eastside Bypass at left bank levee of 
Eastside Canal, Unit 22.
Entry Last Updated : 10/28/2015

Water SideMarker123 GEILEVEELOG

8.83 8.83 Ramp Ramp on the landward slope to Eastside Canal levee.
Entry Last Updated : 10/28/2015

Land SideRamp125 GEILEVEELOG

8.85 8.85 UCIP DS_ID:19764
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Deadman Creek Drainage Ditch 
Structure] 1 of 2: 48-inch by 102-inch reinforced concrete 
box gravity drainage culvert through the levee, 13.8 feet 
below the crown. Concrete U-shaped headwall on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end with a slide gate mounted on the headwall. WS 
slope and outlet drain cobble revetted. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 8.83), listed 
as two 48-inch by 102-inch concrete box culverts 
referenced as Dead Man Creek Drainage Structure. 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 8.83), 
listed as Deadman Creek Drainage Ditch Structure with 2 
slide gates]
Entry Last Updated : 7/8/2021

Pipe140 UCIPAUG2021
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8.85 8.85 UCIP DS_ID:19735
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Deadman Creek Drainage Ditch 
Structure] 2 of 2: 48-inch by 102-inch reinforced concrete 
box gravity drainage culvert through the levee, 13.8 feet 
below the crown. Concrete U-shaped headwall on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end with a slide gate mounted on the headwall. WS 
slope and outlet drain cobble revetted. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 8.83), listed 
as two 48-inch by 102-inch concrete box culverts 
referenced as Dead Man Creek Drainage Structure. 
USACE San Joaquin O&M Manual 601 Part1 (SJR601.1), 
1967, Revised 25 May 2011, (HLM 8.83), listed as 
Deadman Creek Drainage Distch Structure with 2 slide 
gates].
Entry Last Updated : 7/8/2021

Pipe143 UCIPAUG2021

8.85 8.85 Structure 2 slide gates mounted on the landward headwall.
Entry Last Updated : 3/9/2016

Land SideScrew Gate129 UCIPMAY2015

8.85 8.85 Structure Concrete "U" headwall on the waterward end. Concrete 
headwall on the landward end with slide gates mounted 
on the headwall.
Entry Last Updated : 3/9/2016

Water Side and 
Land Side

Headwall130 UCIPMAY2015

8.89 8.89 Structure Eastside Bypass control structure.
Entry Last Updated : 2/24/2020

Water SideWeir719 LEVEELOG

8.89 8.89 Ramp Access ramp on the waterward side provides access to 
Eastside bypass control structure. Shown on as-built 
drawing 63-25.
Entry Last Updated : 3/27/2020

Water SideRamp36 LEVEELOG

8.89 8.89 Ramp Access ramp on the landward slope of the levee.  Shown 
on as-built drawing 63-25.
Entry Last Updated : 3/27/2020

Land SideRamp718 LEVEELOG

8.89 11.50 Ditches Unlined drainage ditch along the L/S toe.
Entry Last Updated : 2/24/2020

Land SideUnlined11 LEVEELOG
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8.91 8.91 UCIP DS_ID:25537
EP_NO: 18961
Crossing Status: Found
FIELD_STRUCT_DESC: [East Side Bypass Siphon] 1 of 
2. 54-inch rubber gasket reinforced concrete pipe 
(RGRCP) through the levee, at an unknown depth below 
the levee crown. Line goes through Unit 5 levee and under 
the East Side Bypass Channel and goes through Unit 6 
levee. Inlet structure and pump station are located on the 
north side of Unit 5. Concrete standpipes (siphons) 
located in the channel. Screw gates located on the north 
side of Unit 6. (two 54-inch siphon lines installed under 
Permit  18961, 2016 - Henry Miller Reclamation District, 
existing 48-inch line was removed)
Entry Last Updated : 7/8/2021

Pipe168 UCIPAUG2021

18961

8.91 8.91 UCIP DS_ID:25538
EP_NO: 18961
Crossing Status: Found
FIELD_STRUCT_DESC: [East Side Bypass Siphon] 2 of 
2. 54-inch rubber gasket reinforced concrete pipe 
(RGRCP) through the levee, at an unknown depth below 
the levee crown. Line goes through Unit 5 levee and under 
the East Side Bypass Channel and goes through Unit 6 
levee. Inlet structure and pump station are located on the 
north side of Unit 5. Concrete standpipes (siphons) 
located in the channel. Screw gates located on the north 
side of Unit 6. (two 54-inch siphon lines installed under 
Permit  18961, 2016 - Henry Miller Reclamation District, 
existing 48-inch line was removed)
Entry Last Updated : 7/8/2021

Pipe166 UCIPAUG2021

18961

8.91 8.91 Structure Electrical control box within the crown of the levee.
Entry Last Updated : 3/9/2016

CrownControl Box717 LEVEELOG

8.92 8.92 UCIP DS_ID:19765
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: *REMOVED* [Eastside Bypass 
Siphon] 48-inch corrugated metal irrigation siphon pipe 
through the levee, 15.9 feet below the crown. Concrete U-
shaped headwall on the landside (LS) end. Slide gate at 
the LS toe next to a 36-inch concrete riser. Pipe extends 
underneath the channel. (no permit found for 48-inch 
siphon; 48-inch pipe was removed and replaced with two 
54-inch pipelines, work authorized under Permit  18961, 
2016 - Henry Miller Reclamation District) [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 8.88), listed 
as a 48-inch corrugated metal pipe (CMP) referenced as 
Eastside Canal Siphon. USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 8.90), listed as a 48-inch CMP, file 65-
43.pdf dwg no. B-5D3-1, Sheet 3].
Entry Last Updated : 7/8/2021

CrossingPipe134 UCIPAUG2021
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8.92 8.92 Structure Concrete standpipe for East Bypass Control structure.
Entry Last Updated : 3/9/2016

Land SideStandpipe708 LEVEELOG

18961

8.92 8.92 Structure Concrete standpipe for East Bypass Control structure.
Entry Last Updated : 3/9/2016

Land SideStandpipe709 LEVEELOG

8.93 8.93 Structure Concrete vault on the waterward slope of the levee.
Entry Last Updated : 3/9/2016

Water SideManhole Cover711 LEVEELOG

18961

8.93 8.93 Structure Concrete vault on the landward slope of the levee.
Entry Last Updated : 3/9/2016

Land SideManhole Cover714 LEVEELOG

18961

8.93 8.93 Structure Screw gate on the landward slope of the levee.
Entry Last Updated : 3/9/2016

Land SideScrew Gate716 LEVEELOG

8.93 8.93 Structure Concrete vault on the waterward slope of the levee.
Entry Last Updated : 3/9/2016

Water SideManhole Cover710 LEVEELOG

18961

8.93 8.93 Structure Concrete vault on the landward slope of the levee.
Entry Last Updated : 3/9/2016

Land SideManhole Cover713 LEVEELOG

18961

8.93 8.93 Structure Concrete standpipe for East Bypass Control structure.
Entry Last Updated : 3/9/2016

Land SideStandpipe706 LEVEELOG

18961

8.93 8.93 Structure Concrete standpipe for East Bypass Control structure.
Entry Last Updated : 3/9/2016

Land SideStandpipe707 LEVEELOG

18961

8.93 8.93 Structure Electrical control box within the crown of the levee.
Entry Last Updated : 3/9/2016

CrownControl Box705 LEVEELOG

8.93 8.93 Structure Concrete vault on the landward slope of the levee.
Entry Last Updated : 3/9/2016

Land SideManhole Cover712 LEVEELOG

8.93 8.93 Structure East bypass screw gates within the concrete vaults on the 
waterward slope of the levee.
Entry Last Updated : 3/9/2016

Water SideScrew Gate715 LEVEELOG

18961

9.00 9.00 Structure Metal walkway to the stream gaging station on the 
waterward slope of the levee.
Entry Last Updated : 3/9/2016

Water SideWalkway704 LEVEELOG

9.00 9.00 Structure Gauging station on WS of levee. Gang way to station on 
WS slope.
Entry Last Updated : 3/27/2020

Water SideGauge137 USACEPI
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9.11 9.11 Miscellaneou
s

Turn around provided on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideTurnout139 GEILEVEELOG

9.28 9.28 UCIP DS_ID:19766
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 14.8 feet below the 
crown. Slide gate in a 48-inch corrugated metal pipe 
(CMP) riser on the waterside (WS) slope. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 9.24), listed as a 36-inch CMP. 
USACE San Joaquin O&M Manual, Part 601 Unit 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 9.26), 
listed as a 36-inch CMP]
Entry Last Updated : 7/8/2021

Pipe144 UCIPAUG2021

9.35 9.35 Fence Cross fence barbed wire on the landward slope of the 
levee.
Entry Last Updated : 3/9/2016

Land SideBarbed Wire699 LEVEELOG

9.35 9.35 Ramp Sod covered access ramp on WS slope of the levee.  
Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Water SideRamp37 LEVEELOG

9.35 9.35 Ramp Sod covered access ramp on LS slope of the levee.  
Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Land SideRamp698 LEVEELOG

9.36 9.36 Gate Barbed wire drag gate on the landward toe of the levee.
Entry Last Updated : 3/9/2016

Land SideBarbed Wire700 LEVEELOG

9.49 9.49 Fence Entry Last Updated : 3/9/2016Water Side and 
Land Side

Barbed Wire697 LEVEELOG

9.49 9.49 Gate Cross fence, metal drive gate (no lock).  Shown on as-
built drawing 61-01.
Entry Last Updated : 2/24/2020

CrownMetal146 GEILEVEELOG

9.50 9.50 Ramp Ramp on the landward slope.  Shown on as-built drawing 
61-01.
Entry Last Updated : 2/24/2020

Land SideRamp147 GEILEVEELOG
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10.06 10.06 Not Selected 24-inch CM stormdrain pipe through the levee, 15.0-feet 
below the crown. Slide gate in 36-inch CM pipe riser on 
the waterward slope. Concrete headwall on both ends. 
(USACE-1967). This entry matches the Drainage or 
Irrigation Structure referenced in O&M manual (HLM 
10.05).
Entry Last Updated : 3/9/2016

CrossingNot Selected148 UCIPMAY2015

10.06 10.06 UCIP DS_ID:19767
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 15 feet below the crown. 
Slide gate in a 36-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on each 
end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 10.04), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 10.05), 
listed as a 24-inch CMP].
Entry Last Updated : 7/8/2021

Pipe145 UCIPAUG2021

10.31 10.31 Ramp Aggregate covered ramp on WS slope of the levee.  
Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Water SideRamp38 LEVEELOG

10.31 10.31 Ramp Aggregate covered ramp on LS slope of the levee.  
Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Land SideRamp691 LEVEELOG

10.31 10.31 Structure 2-36 inch reinforced concrete drainage pipes on the 
landward toe of the levee.
Entry Last Updated : 3/27/2020

Land SidePipe Section693 LEVEELOG

10.46 10.46 UCIP DS_ID:19737
EP_NO: 18624
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 36-inch reinforced concrete 
irrigation pipe through the levee, 20 feet below the crown. 
Slide gate in a 6-foot-diameter concrete riser on the 
waterside (WS) shoulder. Concrete inlet structure off the 
landside (LS) toe. Joints secured in hoop steel and 
encased in concrete at levee toes. (Permit No. 18624, 
2010, [permit not found]).
Entry Last Updated : 7/8/2021

Pipe79 UCIPAUG2021

18624

10.67 10.67 Fence Barbed wire fence on both slopes of the levee.
Entry Last Updated : 2/24/2020

Water Side and 
Land Side

Barbed Wire686 LEVEELOG
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10.67 10.67 Gate Metal gate on crown of the levee.  Shown on as-built 
drawing 61-01.
Entry Last Updated : 2/24/2020

CrownMetal685 LEVEELOG

10.68 10.68 Ramp Ramp on WS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Water SideRamp41 LEVEELOG

10.68 10.68 Ramp Ramp on LS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Land SideRamp159 GEILEVEELOG

10.68 10.68 Structure Culvert under the L/S ramp for the drainage ditch running 
along the L/S toe.
Entry Last Updated : 2/24/2020

Land SidePipe Section684 LEVEELOG

10.68 10.68 Fence Barbed wire fence on both slopes of the levee.
Entry Last Updated : 3/9/2016

Water Side and 
Land Side

Barbed Wire683 LEVEELOG

10.68 10.68 Structure Cattle guard on crown
Entry Last Updated : 3/27/2020

CrownOther681 LEVEELOG

10.68 10.68 Gate Metal cross gate with district lock.
Entry Last Updated : 11/3/2016

CrownMetal682 LEVEELOG

10.91 10.91 Ramp Ramp on WS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Water SideRamp42 LEVEELOG

10.91 10.91 Ramp Ramp on LS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Land SideRamp160 GEILEVEELOG

10.91 10.91 Structure 2-60 inch concrete pipes running parallel to the levee on 
the landward toe of the levee.
Entry Last Updated : 3/27/2020

Land SidePipe Section680 LEVEELOG

11.20 11.20 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker163 GEILEVEELOG

11.24 11.24 Structure 2 concrete pipes running parallel to the levee on the 
landward toe of the levee.
Entry Last Updated : 3/9/2016

Land SidePipe Section679 LEVEELOG

11.24 11.24 Ramp Ramp on LS slope. Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Land SideRamp43 LEVEELOG
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11.24 11.24 Ramp Ramp on WS slope. Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Water SideRamp164 GEILEVEELOG

11.49 11.49 UCIP DS_ID:19768
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Deadman Drainage Structure] 1 
of 2: 48-inch corrugated metal gravity drainage pipe 
through the levee, 16 feet below the crown. Slide gate in a 
60-inch corrugated metal pipe (CMP) riser on the 
waterside (WS) slope. Concrete U-shaped headwall on 
each end. Stairs on the landside (LS) slope. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 11.45), listed 
as two 48-inch CMPs referenced as Deadman Drain. 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 11.48), 
listed as two 48-inch CMPs]
Entry Last Updated : 4/16/2021

Pipe149 UCIPAPR2021

11.50 11.50 Structure 2 60-inch CM pipe risers in the waterward slope.
Entry Last Updated : 3/9/2016

Water SideStandpipe167 UCIPMAY2015

11.50 11.50 UCIP DS_ID:19734
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Deadman Drainage Structure] 2 
of 2: 48-inch corrugated metal gravity drainage pipe 
through the levee, 16 feet below the crown. Slide gate in a 
60-inch corrugated metal pipe (CMP) riser on the 
waterside (WS) slope. Concrete U-shaped headwall on 
each end. Stairs on the landside (LS) slope. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 11.45), listed 
as two 48-inch CMPs referenced as Deadman Drain. 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 11.48), 
listed as two 48-inch CMPs].
Entry Last Updated : 4/16/2021

Pipe150 UCIPAPR2021

11.51 11.51 Gate Cross fence, metal double panel drive gates (5H61 lock).  
Shown on as-built drawing 61-01.
Entry Last Updated : 2/25/2020

CrownMetal170 GEILEVEELOG

11.51 11.51 Structure Cattle guard on the crown of the levee.
Entry Last Updated : 3/9/2016

CrownOther676 LEVEELOG

11.51 11.51 Fence Barbed wire fence on the W/S and L/S slopes of the levee.
Entry Last Updated : 2/25/2020

Water Side and 
Land Side

Barbed Wire675 LEVEELOG

11.51 11.51 Aerial High voltage power lines crossing over the levee.
Entry Last Updated : 3/9/2016

CrossingHigh Voltage674 LEVEELOG
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11.52 11.52 Structure Siphon breaker on landward shoulder.
Entry Last Updated : 10/28/2015

Land SidePressure Breaker174 GEILEVEELOG

11.53 11.53 At Grade Sandy mush road crosses levee.
Entry Last Updated : 5/23/2016

CrossingRoad / Highway769 LEVEELOG

11.54 11.54 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 5/23/2016

Water Side and 
Land Side

Barbed Wire771 LEVEELOG

11.54 11.54 Structure High voltage power distribution boxes approx 30ft from the 
landward toe of the levee.
Entry Last Updated : 5/23/2016

Land SideDistribution Box772 LEVEELOG

11.54 11.84 Ditches Irrigation canal running along the landward toe of the 
levee.
Entry Last Updated : 5/23/2016

Land SideUnlined778 LEVEELOG

11.54 11.54 Gate Metal drive gate on crown of the levee.  Shown on as-built 
drawing 61-01.
Entry Last Updated : 2/25/2020

CrownMetal770 LEVEELOG

11.55 11.55 Ramp Ramp on L/S slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideRamp12 LEVEELOG

11.55 11.55 Structure Metal walkway leading to the pump station located on the 
landward side of the levee.
Entry Last Updated : 5/23/2016

Land SideWalkway773 LEVEELOG

11.55 11.55 Structure Pump station located on the landward side of the levee.
Entry Last Updated : 5/23/2016

Land SidePump Station774 LEVEELOG

11.55 11.55 UCIP DS_ID:19567
EP_NO: 17044
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch coated steel drainage 
discharge pipe through the levee, 2 feet below the crown. 
Pump station off the landside (LS) toe. Vent on apex of 
pipe off the levee shoulder. Pipe extends past the 
waterside (WS) slope to outlet in channel. Riprap around 
WS pipe outlet. (Plans to construct two pump stations on 
the levee, including 24-inch and 20-inch steel discharge 
pipes through the levee authorized under Permit No. 
17044, 1999 - Merced National Wildlife Service/Ducks 
Unlimited, Inc.).
Entry Last Updated : 4/16/2021

Pipe83 UCIPAPR2021

17044
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11.55 11.55 Not Selected FIELD_STRUCT_DESC: 24-inch steel stormwater 
discharge pipe through the levee, 2.0 feet below the 
crown. Vent on apex of pipe off levee shoulder. Pump 
station off the landward toe.  Pipe extends past waterward 
slope to outlet in channel. Riprap around waterward pipe 
outlet. (Permit No. 17044-2001)
Entry Last Updated : 5/23/2016

CrossingNot Selected175 UCIPMAY2015

17044

11.65 11.65 UCIP DS_ID:19704
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.8 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete saddle and 
apron on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 11.60), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 11.63), listed as a 24-inch CMP].
Entry Last Updated : 4/16/2021

Pipe151 UCIPAPR2021

11.65 11.65 Structure Flap gate on the waterward end.
Entry Last Updated : 5/23/2016

Water SideFlap Gate178 UCIPMAY2015

11.84 11.84 Ramp Ramp on the landward slope of the levee.
Entry Last Updated : 5/23/2016

Land SideRamp780 LEVEELOG

11.84 12.58 Ditches Irrigation canal along landward toe of the levee.
Entry Last Updated : 3/27/2020

Land SideUnlined781 LEVEELOG

12.00 12.00 Mark 12 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker184 GEILEVEELOG

12.01 12.01 UCIP DS_ID:19705
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete saddle and 
apron on the waterside (WS) end. Flashboard attachment 
on the LS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 11.98), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
11.99), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe152 UCIPAPR2021
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12.01 12.01 Structure Concrete headwall on the landward end. Concrete saddle 
and apron on the waterward end.
Entry Last Updated : 5/23/2016

Water Side and 
Land Side

Headwall185 UCIPMAY2015

12.08 12.08 Miscellaneou
s

Turnout on the landward slope.  Shown on as-built 
drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideTurnout186 GEILEVEELOG

12.25 12.25 Ramp Ramp to wildlife ponds landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp188 GEILEVEELOG

12.25 12.58 Fence One line electrical fence.
Entry Last Updated : 3/27/2020

Land SidePost & Cable831 LEVEELOG

12.25 12.25 Structure U shaped concrete headwall around the screw gate along 
the landward toe of the levee.
Entry Last Updated : 5/23/2016

Land SideHeadwall785 LEVEELOG

12.25 12.25 Structure Screw gate within the irrigation canal along the landward 
toe of the levee.
Entry Last Updated : 5/23/2016

Land SideScrew Gate784 LEVEELOG

12.25 12.25 Structure Stream gage recorder on the weir within the channel
Entry Last Updated : 5/23/2016

Water SideGauge783 LEVEELOG

12.25 12.25 Structure Steel and concrete weir in channel.
Entry Last Updated : 3/27/2020

Water SideWeir187 USACEPI

12.39 12.39 Structure Concrete headwall on the landward end. Concrete saddle 
and apron on the waterward end. Flashboard attachment 
on the landward end.t.
Entry Last Updated : 5/23/2016

Water Side and 
Land Side

Headwall192 UCIPMAY2015

12.40 12.40 UCIP DS_ID:19706
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete saddle and 
apron on the WS end. Flashboard attachment on the LS 
end. Pipe crosses levee at 45 degrees to crown 
alignment. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 12.38), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
12.38), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe153 UCIPAPR2021
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12.58 12.58 Ramp Ramp to wildlife ponds landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp193 GEILEVEELOG

12.58 12.87 Fence One line electrical fence.
Entry Last Updated : 5/24/2016

Land SidePost & Cable833 LEVEELOG

12.58 12.87 Ditches Drainage canal along the landward toe of the levee.
Entry Last Updated : 5/23/2016

Land SideUnlined786 LEVEELOG

12.61 12.61 Miscellaneou
s

Turnaround provided on the landward shoulder.  Shown 
on as-built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideTurnout194 GEILEVEELOG

12.88 12.88 Ramp Ramp to wildlife ponds landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp197 GEILEVEELOG

12.88 13.10 Fence One line electrical fence.
Entry Last Updated : 3/27/2020

Land SidePost & Cable834 LEVEELOG

12.88 13.10 Ditches Drainage canal along the landward toe of the levee.
Entry Last Updated : 5/23/2016

Land SideUnlined787 LEVEELOG

12.89 12.89 UCIP DS_ID:19707
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.2 feet below the 
crown. Concrete headwall on the landside (LS) end with 
flashboards. Concrete saddle and apron on the waterside 
(WS) end with a flap gate. Metal screen at LS toe inlet. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
12.87), listed as a 24-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 12.87), 
listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

CrossingPipe199 UCIPAPR2021

13.10 13.71 Fence One line electrical fence.
Entry Last Updated : 3/27/2020

Land SidePost & Cable835 LEVEELOG

13.11 13.42 Ditches Drainage canal along the landward toe of the levee
Entry Last Updated : 5/23/2016

Land SideUnlined790 LEVEELOG

13.11 13.11 Ramp Ramp on LS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Land SideRamp44 LEVEELOG
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13.11 13.11 Ramp Ramp on WS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Water SideRamp200 GEILEVEELOG

13.42 13.42 UCIP DS_ID:19708
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Flashboard 
attachment in concrete U-shaped headwall on the 
landside (LS) end. Concrete U-shaped headwall on the 
WS end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 13.40), listed as a 48-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 13.40), 
listed as a 48-inch CMP].
Entry Last Updated : 4/16/2021

Pipe158 UCIPAPR2021

13.42 13.71 Ditches Drainage ditch along the landward toe of the levee.
Entry Last Updated : 5/23/2016

Land SideUnlined793 LEVEELOG

13.45 13.45 Miscellaneou
s

Turnout on the landward side of the levee.  Shown on as-
built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideTurnout794 LEVEELOG

13.71 13.71 Ramp Ramp on the landward slope of the levee.  Shown on as-
built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideRamp795 LEVEELOG

13.72 13.73 Fence One line electrical fence.
Entry Last Updated : 3/27/2020

Water SidePost & Cable836 LEVEELOG

13.72 13.73 Ditches Drainage ditch along the landward toe of the levee.
Entry Last Updated : 5/23/2016

Land SideUnlined796 LEVEELOG

13.72 13.72 UCIP DS_ID:19709
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Slide gate on 
concrete headwall at the landside (LS) toe. Concrete 
saddle and apron on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 13.70), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (recorded as HLM 14.72 should be 
13.72), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe141 UCIPAPR2021
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13.72 13.72 UCIP DS_ID:19566
EP_NO: 17044
Crossing Status: Found
FIELD_STRUCT_DESC: 20-inch coated steel drainage 
discharge pipe through the levee, 2 feet below the crown. 
Pump station off the landside (LS) toe. Siphon breaker on 
the apex of the pipe on the LS shoulder. Pipe extends 
past waterside (WS) slope to outlet in channel. Riprap 
around WS pipe outlet. (Plans to construct two pump 
stations on the levee, including 24-inch and 20-inch steel 
discharge pipes through the levee authorized under 
Permit No. 17044, 1999 - Merced National Wildlife 
Service/Ducks Unlimited, Inc.).
Entry Last Updated : 4/16/2021

Pipe86 UCIPAPR2021

17044

13.72 13.72 Structure Metal walkways on both sides of the levee that lead to 
pump stations.
Entry Last Updated : 5/23/2016

Water Side and 
Land Side

Walkway799 LEVEELOG

13.72 13.72 Structure Pump stations on both sides of the levee.
Entry Last Updated : 5/23/2016

Water Side and 
Land Side

Pump Station798 LEVEELOG

17044

13.73 13.73 UCIP DS_ID:24869
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 20-inch coated steel irrigation 
discharge pipe through the levee, at an unknown depth. 
Pump on metal pile structure on the waterside (WS) toe 
with walkway. Pipe outlet not found at the landside (LS) 
toe. 1.5-inch galvanized iron electrical conduit at the same 
location. This crossing was field discovered.
Entry Last Updated : 4/16/2021

Pipe87 UCIPAPR2021

13.73 13.73 Ramp Ramp on the waterward slope of the levee.
Entry Last Updated : 5/23/2016

Water SideRamp801 LEVEELOG

13.73 13.73 Structure Entry Last Updated : 5/23/2016Land SideDistribution Box802 LEVEELOG

13.74 13.74 Ramp Aggregate covered access ramp on the landward slope of 
the levee.  Shown on as-built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideRamp803 LEVEELOG

13.74 13.76 Fence One line electrical fence.
Entry Last Updated : 3/27/2020

Water SidePost & Cable837 LEVEELOG

13.76 13.76 Ramp Aggregate covered access ramp on the landward slope of 
the levee.
Entry Last Updated : 5/23/2016

Land SideRamp804 LEVEELOG
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13.76 13.76 Fence One line electric cross fence on landward slope of the 
levee.
Entry Last Updated : 3/27/2020

Land SidePost & Cable838 LEVEELOG

13.76 13.76 Gate Rope gate across crown of the levee.
Entry Last Updated : 5/23/2016

CrownCable805 LEVEELOG

13.76 13.76 Structure Solar panel providing power to the electric fence on the 
landward side of the levee.
Entry Last Updated : 5/23/2016

Land SideControl Box806 LEVEELOG

13.85 13.85 Structure Flap gate on the waterward end.
Entry Last Updated : 5/23/2016

Water SideFlap Gate217 UCIPMAY2015

13.85 13.85 UCIP DS_ID:19710
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 13.84), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 13.83), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe131 UCIPAPR2021

14.19 14.19 Miscellaneou
s

Turnout on the landward slope.  Shown on as-built 
drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideTurnout219 GEILEVEELOG

14.46 14.46 UCIP DS_ID:19711
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. Concrete weir inlet structure on the 
landside (LS) toe. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 14.44), listed as a 24-inch corrugated 
metal pipe (CMP). USACE San Joaquin O&M Manual, 
Unit 601 Part 1 (SJR601.1), 1967, Revised 25 May 2011, 
(HLM 14.44), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert223 UCIPAPR2021

14.65 14.65 Miscellaneou
s

Turn out provided on the landward shoulder.
Entry Last Updated : 10/28/2015

Land SideTurnout226 GEILEVEELOG

15.07 15.07 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 5/23/2016

Water Side and 
Land Side

Barbed Wire809 LEVEELOG
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15.07 15.07 Gate Metal drive gate on crown of the levee.
Entry Last Updated : 3/27/2020

CrownMetal808 LEVEELOG

15.08 15.11 Fence Barbed wire fence along both toes of the levee.
Entry Last Updated : 5/23/2016

Water Side and 
Land Side

Barbed Wire810 LEVEELOG

15.09 15.09 Ramp Ramp on WS slope. Chamberlain Road. Bridge across 
the channel. Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Water SideRamp46 LEVEELOG

15.09 15.09 Ramp Ramp on LS slope. Chamberlain Road. Bridge across the 
channel. Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Land SideRamp233 GEILEVEELOG

15.11 15.11 UCIP DS_ID:19712
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 11.9 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 15.08), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 15.09), listed as a 36-inch CMP]
Entry Last Updated : 4/16/2021

CrossingPipe234 UCIPAPR2021

15.11 15.11 Gate Metal drivegate across the levee.  Shown on as-built 
drawing 61-01
Entry Last Updated : 2/25/2020

CrownMetal814 LEVEELOG

15.11 15.11 Fence Barbed wire cross fence on the landward slope of the 
levee.
Entry Last Updated : 5/23/2016

Land SideBarbed Wire815 LEVEELOG

15.11 23.17 Fence Entry Last Updated : 2/25/2020Land SideBarbed Wire816 LEVEELOG

15.11 15.11 Structure Concrete vault contaiing 2 screw gates, probably 24 inch.
Entry Last Updated : 5/23/2016

Land SideManhole Cover817 LEVEELOG

15.11 15.11 Structure 24 inch drainage culvert approx. 12 ft from the landward 
toe of the levee.
Entry Last Updated : 5/23/2016

Land SidePipe Section819 LEVEELOG

15.11 15.11 Structure 2 24 inch screw gates within concrete vault approx. 12 ft 
from the landward toe of the levee.
Entry Last Updated : 5/23/2016

Land SideScrew Gate818 LEVEELOG
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15.49 15.49 Mark 15.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker235 GEILEVEELOG

15.57 15.57 Miscellaneou
s

Turn out provided on the landward shoulder.  Shown on 
as-built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideTurnout237 GEILEVEELOG

15.75 15.75 Miscellaneou
s

Turn out provided on the landward shoulder.
Entry Last Updated : 10/28/2015

Land SideTurnout239 GEILEVEELOG

15.76 15.76 UCIP DS_ID:19713
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 15.74), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
15.74), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

CrossingPipe242 UCIPAPR2021

15.78 15.78 Gate Rope gate on the waterward slope of the levee.
Entry Last Updated : 5/23/2016

Water SideCable823 LEVEELOG

15.78 15.78 Ramp Ramp on WS slope.
Entry Last Updated : 3/27/2020

Water SideRamp48 LEVEELOG

15.78 15.78 Ramp Ramp on LS slope.
Entry Last Updated : 3/27/2020

Land SideRamp241 GEILEVEELOG

15.78 15.78 Gate Metal drive gate at the end of ramp on the landward slope.
Entry Last Updated : 5/23/2016

Land SideMetal822 LEVEELOG

15.78 15.78 Structure Entry Last Updated : 5/24/2016Water SideStandpipe840 LEVEELOG
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15.78 15.78 UCIP DS_ID:19714
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
irrigation pipe through the levee, 9.8 feet below the crown. 
Slide gate in a 48-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on each 
end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 15.76), listed as a 36-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 15.77), 
listed as a 36-inch CMP]
Entry Last Updated : 4/16/2021

Pipe132 UCIPAPR2021

15.78 15.78 Structure Slide gate in 48-inch C.M. riser pipe in the waterward 
slope. Concrete headwall on both ends. (USACE-1967). 
This entry matches the Drainage or Irrigation Structure 
referenced in O&M manual (HLM 15.77).
Entry Last Updated : 5/23/2016

Water SideStandpipe246 UCIPMAY2015

15.79 15.79 Fence Cross fence, metal drive gate (no lock).
Entry Last Updated : 10/28/2015

CrossingMetal247 GEILEVEELOG

15.79 15.79 Gate Rope gate on the waterward slope of the levee.
Entry Last Updated : 5/23/2016

Water SideCable828 LEVEELOG

15.79 15.79 Gate Metal drive gate at end of the ramp on the landward slope 
of the levee.
Entry Last Updated : 5/23/2016

Land SideMetal827 LEVEELOG

15.79 15.79 Ramp Ramp on WS slope of the levee.
Entry Last Updated : 3/27/2020

Water SideRamp49 LEVEELOG

15.79 15.79 Ramp Ramp on LS slope of the levee.
Entry Last Updated : 3/27/2020

Land SideRamp826 LEVEELOG

15.81 15.81 UCIP DS_ID:19715
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete saddle and apron on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 15.79), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
15.80), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe135 UCIPAPR2021
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16.11 16.11 Miscellaneou
s

Turn out provided on the landward shoulder.  Shown on 
as-built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideTurnout251 GEILEVEELOG

16.64 16.64 Miscellaneou
s

Turn out provided on the landward shoulder.  Shown on 
as-built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideTurnout254 GEILEVEELOG

16.68 16.68 UCIP DS_ID:19716
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 16.66), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 16.67), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

CrossingPipe259 UCIPAPR2021

17.16 17.16 Gate Metal gate at the toe of the L/S ramp.
Entry Last Updated : 2/25/2020

Land SideMetal841 LEVEELOG

17.16 17.16 Ramp Ramp on WS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Water SideRamp51 LEVEELOG

17.16 17.16 Ramp Ramp on LS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Land SideRamp263 GEILEVEELOG

17.22 17.22 UCIP DS_ID:19717
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 17.21), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
17.20), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert264 UCIPAPR2021

17.50 17.50 Miscellaneou
s

Turn out provided on the landward shoulder.  Shown on 
as-built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideTurnout266 GEILEVEELOG

17.53 17.53 Fence Barbed wire visible on both slopes.
Entry Last Updated : 3/27/2020

Water Side and 
Land Side

Barbed Wire842 LEVEELOG
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17.53 17.53 Gate Cross fence, metal drive gate (no lock).
Entry Last Updated : 5/24/2016

CrownMetal265 GEILEVEELOG

17.53 17.53 At Grade Dirt road crossing the levee.  Ramps are shown on as-
built drawing 61-01.
Entry Last Updated : 2/25/2020

CrossingRoad / Highway843 LEVEELOG

17.54 17.54 UCIP DS_ID:19743
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.8 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 17.52), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
17.52), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

CrossingPipe273 UCIPAPR2021

17.54 19.49 Fence Barbed wire fence along the L/S toe.
Entry Last Updated : 2/25/2020

Land SideBarbed Wire848 LEVEELOG

17.54 17.54 Fence Barbed wire visible both sides.
Entry Last Updated : 3/27/2020

Water Side and 
Land Side

Barbed Wire846 LEVEELOG

17.54 17.54 Gate Metal gate across the levee crown.
Entry Last Updated : 2/25/2020

CrownMetal845 LEVEELOG

18.06 18.08 Aerial High voltage power line parallel to landside toe.
Entry Last Updated : 3/27/2020

Land SideHigh Voltage850 LEVEELOG

18.06 18.06 Structure Power pole about 25 feet from toe on the landside.
Entry Last Updated : 3/27/2020

Land SidePole - Utility849 LEVEELOG

18.06 18.06 Ramp Ramp on WS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Water SideRamp53 LEVEELOG

18.06 18.06 Ramp Ramp on LS slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 3/27/2020

Land SideRamp279 GEILEVEELOG

18.06 18.06 Ditches Unlined canal
Entry Last Updated : 3/27/2020

Land SideUnlined851 LEVEELOG
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18.07 18.07 UCIP DS_ID:19744
EP_NO: 3040
Crossing Status: Found
FIELD_STRUCT_DESC: [Newhall Siphon Crossing] 48-
inch corrugated metal irrigation siphon pipe through the 
levee, 6 feet below the crown. Slide gate in a 60-inch 
corrugated metal pipe (CMP) riser on the landside (LS) 
slope. Concrete U-shaped headwall on the LS end. 
Siphon under channel. 24-inch CMP cleanout at the 
center of the channel. Metal plate cover. (Plans for 
construction of two reinforced concrete siphons across the 
Eastside Bypass authorized under Permit No. 3040, 
1959 - Newhall Land and Farming Company).
Entry Last Updated : 4/16/2021

CrossingPipe281 UCIPAPR2021

3040

18.07 18.07 Ramp Ramp on L/S slope.  Shown on as-built drawing 61-01.
Entry Last Updated : 2/25/2020

Land SideRamp852 LEVEELOG

18.07 18.07 Gate Metal gate on L/S ramp.
Entry Last Updated : 2/25/2020

Land SideMetal853 LEVEELOG

18.08 18.08 Structure High voltage service pole.
Entry Last Updated : 3/27/2020

Land SidePole - Utility854 LEVEELOG

18.09 18.09 UCIP DS_ID:19745
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 18.07), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 18.07), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side and 
Land Side

Culvert283 UCIPAPR2021

18.49 18.49 Mark 18.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker284 GEILEVEELOG
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18.70 18.70 UCIP DS_ID:19746
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 18.68), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
18.68), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side and 
Land Side

Culvert288 UCIPAPR2021

18.73 18.73 Miscellaneou
s

Turn out provided on the landward shoulder.  Shown on 
as-built drawing 64-01.
Entry Last Updated : 2/25/2020

Land SideTurnout289 GEILEVEELOG

19.15 19.15 UCIP DS_ID:19747
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 19.13), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
19.11), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

CrossingPipe297 UCIPAPR2021

19.16 19.16 Ramp Ramp on WS slope. Low water crossing in channel.  
Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Water SideRamp56 LEVEELOG

19.16 19.16 Ramp Ramp on LS slope. Low water crossing in channel.  
Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Land SideRamp295 GEILEVEELOG

19.16 19.16 Fence Cross fence. Breakaway fence across channel. Landside
Entry Last Updated : 5/24/2016

Land SideMetal296 GEILEVEELOG
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19.17 19.17 UCIP DS_ID:19776
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.3 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 19.15), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 19.15), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side and 
Land Side

Culvert298 UCIPAPR2021

19.48 19.48 UCIP DS_ID:19777
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 19.46), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
19.46), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side and 
Land Side

Culvert301 UCIPAPR2021

19.49 19.49 Gate Metal drive gate (5H61 lock). Breakaway fence across the 
channel.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

CrownMetal303 GEILEVEELOG

19.49 19.49 Fence Barbed wire on both sides.
Entry Last Updated : 3/27/2020

Water Side and 
Land Side

Barbed Wire855 LEVEELOG

19.50 19.50 Ramp Ramp on the landward slope.
Entry Last Updated : 5/24/2016

Land SideRamp305 GEILEVEELOG

19.50 19.50 Mark 19.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker304 GEILEVEELOG

19.51 19.51 At Grade West Washington Road crosses the levee at crown 
elevation. Concrete bridge across channel. Abutments 
cobble revetted.  Shown on as-built drawing 64-01.
Entry Last Updated : 2/26/2020

CrossingRoad / Highway302 GEILEVEELOG

19.51 19.51 Structure Pole visable on waterside.
Entry Last Updated : 3/27/2020

Water SidePole - Utility15 LEVEELOG
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19.51 19.51 Aerial Entry Last Updated : 2/26/2020CrossingCommunications16 LEVEELOG

19.51 19.51 Structure Pole visable on landside.
Entry Last Updated : 3/27/2020

Land SidePole - Utility73 LEVEELOG

19.51 19.51 UCIP DS_ID:24868
EP_NO: N/A
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Steel natural gas pipeline of an 
unknown size through the levee, at an unknown depth. 
Corrugated metal pipe (CMP) riser and gas line marker off 
the landside (LS) toe.
Entry Last Updated : 4/16/2021

CrossingPipe306 UCIPAPR2021

19.52 19.52 UCIP DS_ID:19778
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 19.50), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
19.50), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side and 
Land Side

Culvert307 UCIPAPR2021

19.53 19.53 Fence Barbed wire fence on both sides.
Entry Last Updated : 3/27/2020

Water Side and 
Land Side

Barbed Wire857 LEVEELOG

19.53 19.53 Gate Metal gate across the levee crown.  Shown on as-built 
drawing 64-01.
Entry Last Updated : 2/26/2020

CrownMetal858 LEVEELOG

19.53 23.17 Fence Barbed wire on landside.
Entry Last Updated : 3/27/2020

Land SideBarbed Wire859 LEVEELOG
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19.86 19.86 UCIP DS_ID:19779
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.3 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 19.83), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 19.84), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side and 
Land Side

Culvert308 UCIPAPR2021

19.94 19.94 UCIP DS_ID:19780
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 9.8 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 19.92), listed as a 36-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
19.92), listed as a 36-inch CMP].
Entry Last Updated : 4/16/2021

Water Side and 
Land Side

Culvert311 UCIPAPR2021

20.09 20.09 Miscellaneou
s

Turnout on the L/S shoulder.  Shown on as-built drawing 
64-01.
Entry Last Updated : 2/26/2020

Land SideTurnout860 LEVEELOG

20.10 20.10 UCIP DS_ID:19781
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 9.9 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 20.04), listed as a 36-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
20.05), listed as a 36-inch CMP]
Entry Last Updated : 4/16/2021

Water Side and 
Land Side

Culvert314 UCIPAPR2021

20.15 20.15 Mark 20 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker316 GEILEVEELOG

20.19 20.19 Structure Entry Last Updated : 2/26/2020Land SidePole - Utility861 LEVEELOG
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20.19 20.19 Structure Transformer on high voltage pole.
Entry Last Updated : 5/24/2016

Land SideTransformer862 LEVEELOG

20.19 20.85 Aerial High voltage wire on landside.
Entry Last Updated : 3/27/2020

Land SideHigh Voltage863 LEVEELOG

20.24 20.24 UCIP DS_ID:19783
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 10.6 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 20.18), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 20.18), listed as a 36-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert320 UCIPAPR2021

20.26 20.26 Structure Entry Last Updated : 2/26/2020Land SidePole - Utility864 LEVEELOG

20.33 20.33 Structure Entry Last Updated : 2/26/2020Land SidePole - Utility865 LEVEELOG

20.41 20.41 Structure Transformer on high voltage pole.
Entry Last Updated : 5/24/2016

Land SideTransformer867 LEVEELOG

20.41 20.41 Structure High voltage pole with transformer on landward toe of the 
levee.
Entry Last Updated : 5/24/2016

Land SidePole - Utility866 LEVEELOG

20.48 20.48 Structure High voltage pole near the landward toe of the levee
Entry Last Updated : 5/24/2016

Land SidePole - Utility868 LEVEELOG

20.56 20.56 Structure High voltage pole near the landward toe of the levee
Entry Last Updated : 5/24/2016

Land SidePole - Utility869 LEVEELOG

20.63 20.63 Structure High voltage pole near the landward toe of the levee
Entry Last Updated : 5/24/2016

Land SidePole - Utility870 LEVEELOG
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20.65 20.65 UCIP DS_ID:19784
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 20.58), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 20.59), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe154 UCIPAPR2021

20.71 20.71 Structure High voltage pole near the landward toe of the levee
Entry Last Updated : 5/24/2016

Land SidePole - Utility871 LEVEELOG

20.78 20.78 Structure High voltage pole near the landward toe of the levee
Entry Last Updated : 5/24/2016

Land SidePole - Utility872 LEVEELOG

20.85 20.85 Structure High voltage pole near the landward toe of the levee
Entry Last Updated : 5/24/2016

Land SidePole - Utility873 LEVEELOG

20.86 20.86 Structure High voltage pole on the waterward toe of the levee.
Entry Last Updated : 5/24/2016

Water SidePole - Utility874 LEVEELOG

20.86 20.86 Ramp Ramp on WS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Water SideRamp57 LEVEELOG

20.86 20.86 Ramp Ramp on LS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Land SideRamp328 GEILEVEELOG

20.86 20.86 Gate Metal drive gate at the end of access ramp on the 
landward slope of the levee.
Entry Last Updated : 5/24/2016

Land SideMetal875 LEVEELOG

20.87 20.87 Aerial Overhead power line crosses the levee.
Entry Last Updated : 5/24/2016

CrossingHigh Voltage330 GEILEVEELOG

Page 44 of 68Report Created : Monday, August 23, 2021   11:10



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 05 East Side Bypass

Bank

Right

Unit Miles

34.85

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

21.13 21.13 UCIP DS_ID:19785
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.8 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 21.07), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 21.08), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe161 UCIPAPR2021

21.23 21.23 Miscellaneou
s

Turnout provided on the landward shoulder.  Shown on as-
built drawing 64-01.
Entry Last Updated : 2/26/2020

Land SideTurnout332 GEILEVEELOG

21.48 21.48 UCIP DS_ID:19786
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 12.7 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 21.43), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 21.42)]
Entry Last Updated : 4/16/2021

Pipe156 UCIPAPR2021

21.60 21.60 Mark 21.5 Milepost on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker341 GEILEVEELOG

21.91 21.91 UCIP DS_ID:19787
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 21.81), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 21.81), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe162 UCIPAPR2021

21.92 21.92 Ramp Ramp on WS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Water SideRamp58 LEVEELOG
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21.92 21.92 Ramp Ramp on LS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Land SideRamp345 GEILEVEELOG

21.95 21.95 UCIP DS_ID:19788
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.7 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 21.85), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 21.85), listed as a 24-inch CMP].
Entry Last Updated : 4/16/2021

Pipe165 UCIPAPR2021

22.14 22.14 Mark 22 Milepost on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker348 GEILEVEELOG

22.24 22.24 Structure High voltage pole approx 15 ft from the landward toe of 
the levee.
Entry Last Updated : 5/24/2016

Land SidePole - Utility876 LEVEELOG

22.25 22.25 Aerial High voltage lines overhead the levee.
Entry Last Updated : 5/24/2016

CrossingHigh Voltage877 LEVEELOG

22.27 22.27 Structure High voltage pole approx 15 ft from the landward toe of 
the levee.
Entry Last Updated : 5/24/2016

Land SidePole - Utility878 LEVEELOG

22.28 22.28 UCIP DS_ID:19789
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 22.18), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 22.19), listed as a 24-inch CMP].
Entry Last Updated : 4/16/2021

Pipe88 UCIPAPR2021

22.29 22.29 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage352 GEILEVEELOG
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22.55 22.55 UCIP DS_ID:19790
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 22.46), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 22.46), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe89 UCIPAPR2021

22.88 22.88 Mark 22.5 Milepost on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker360 GEILEVEELOG

22.89 22.89 UCIP DS_ID:19791
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 22.79), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 22.79), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe90 UCIPAPR2021

23.01 23.01 Miscellaneou
s

Turnout on the landward side of the crown.
Entry Last Updated : 5/24/2016

Land SideTurnout879 LEVEELOG

23.01 23.01 Ramp Ramp on the landward slope.  Shown on as-built drawing 
64-01.
Entry Last Updated : 2/26/2020

Land SideRamp363 GEILEVEELOG

23.03 23.03 UCIP DS_ID:19792
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.1 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 22.93), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 22.94), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Pipe98 UCIPAPR2021
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23.11 23.11 Ramp Aggregate covered access ramp on the waterward slope 
of the levee
Entry Last Updated : 5/24/2016

Water SideRamp880 LEVEELOG

23.17 23.17 UCIP DS_ID:19793
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 23.06), listed as a 24-inch 
corrugated metal pipe (CMP)]
Entry Last Updated : 4/16/2021

Pipe100 UCIPAPR2021

23.17 23.17 Aerial Comm. Line crossing overhead the levee.
Entry Last Updated : 2/26/2020

CrossingCommunications884 LEVEELOG

4504

23.17 23.17 Structure High voltage pole near the landward toe of the levee.
Entry Last Updated : 5/24/2016

Land SidePole - Utility883 LEVEELOG

23.17 23.17 Fence Barbed wire cross fence on waterward slope of the levee.
Entry Last Updated : 5/24/2016

Water SideBarbed Wire882 LEVEELOG

23.17 23.17 Gate Chain link drive gate providing access to CA 152.
Entry Last Updated : 5/24/2016

CrownChain Link881 LEVEELOG

23.18 23.18 Mark 23 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker368 GEILEVEELOG

23.18 23.18 At Grade CA 152 crosses the levee.
Entry Last Updated : 5/24/2016

CrossingRoad / Highway885 LEVEELOG

16158

16159

23.21 23.21 Gate Gate on the crown.
Entry Last Updated : 6/23/2016

CrownChain Link886 LEVEELOG

23.21 23.21 Fence Barbed wire cross fence.
Entry Last Updated : 3/27/2020

Water Side and 
Land Side

Barbed Wire887 LEVEELOG

23.21 24.93 Fence Barbed wire fence running along landside.
Entry Last Updated : 3/27/2020

Land SideBarbed Wire888 LEVEELOG

23.23 23.23 Ramp Ramp on WS slope.
Entry Last Updated : 3/27/2020

Water SideRamp59 LEVEELOG
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23.23 23.23 Ramp Ramp on LS slope.
Entry Last Updated : 3/27/2020

Land SideRamp370 GEILEVEELOG

23.25 23.25 UCIP DS_ID:19794
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee, 11.6 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 23.14), listed as a 30-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 23.15), listed as a 30-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert373 UCIPAPR2021

23.61 23.61 UCIP DS_ID:19795
EP_NO: 13829
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 16-inch coated steel 
irrigation discharge pipe through the levee, 4 feet below 
the crown. Steel cutoff wall around the pipe at the center 
of the levee. Slant pump off the waterside (WS) toe. 
Siphon breaker in a 10-inch steel pipe riser on the 
landside (LS) shoulder. A preexisting ditch runs from the 
WS toe to the channel. Rock revetment on the cut slopes 
of the inlet channel. (Plans to install a pump with a 16-inch 
discharge pipe through the levee to provide irrigation 
water authorized under Permit No. 13829, 1984 - John H. 
Sorenson, Inc.). [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 23.51), listed as a 16-inch pipe]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe384 UCIPAPR2021

13829

23.61 23.61 UCIP DS_ID:19736
EP_NO: 13829
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 2-inch electrical conduit 
of an unknown material through the levee, 4 feet below 
the crown. Pump off the waterside (WS) toe. Power pole, 
meter, and electrical panel off the landside (LS) toe. A 
preexisting ditch runs from the WS toe to the channel. 
Rock revetment on the cut slopes of the inlet channel. 
(Plans to install a pump with a 16-inch discharge pipe 
through the levee to provide irrigation water authorized 
under Permit No. 13829, 1984 - John H. Sorenson, Inc.). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
23.51), listed as a 16-inch pipe, electrical 2-inch line not 
reference].
Entry Last Updated : 4/16/2021

Water SideConduit385 UCIPAPR2021

13829

23.65 23.65 Miscellaneou
s

Turnout provided on the landward shoulder.  Shown on as-
built drawing 64-01.
Entry Last Updated : 2/26/2020

Land SideTurnout381 GEILEVEELOG
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23.72 23.72 UCIP DS_ID:19796
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee, 12.1 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete U-
shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 23.61), listed 
as a 30-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 23.62), listed as a 30-inch 
CMP]
Entry Last Updated : 4/16/2021

CrossingPipe386 UCIPAPR2021

24.02 24.02 UCIP DS_ID:19797
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 12.1 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 23.92), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 23.85), listed as a 36-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert389 UCIPAPR2021

24.06 24.06 Miscellaneou
s

Turnout provided on the landward shoulder.  Shown on as-
built drawing 64-01.
Entry Last Updated : 2/26/2020

Land SideTurnout390 GEILEVEELOG

24.12 24.12 Mark 24 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker391 GEILEVEELOG

24.28 24.28 UCIP DS_ID:19798
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 24.18), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 24.18), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert392 UCIPAPR2021

24.50 24.50 Structure Power poles and lines 15 feet from the landward toe.
Entry Last Updated : 10/28/2015

Land SidePole - Utility397 GEILEVEELOG
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24.50 24.96 Aerial High voltage lines along landside.
Entry Last Updated : 3/27/2020

Land SideHigh Voltage889 LEVEELOG

24.52 24.52 Ramp Ramp on the landward slope.  Shown on as-built drawing 
64-01.
Entry Last Updated : 2/26/2020

Land SideRamp399 GEILEVEELOG

24.56 24.56 UCIP DS_ID:19799
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 24.46), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 24.46), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert401 UCIPAPR2021

24.57 24.57 Structure Pole on the landside.
Entry Last Updated : 6/23/2016

Land SidePole - Utility890 LEVEELOG

24.59 24.59 Mark 24.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker402 GEILEVEELOG

24.64 24.64 Structure Entry Last Updated : 2/26/2020Land SidePole - Utility891 LEVEELOG

24.71 24.71 Structure Pole on the landside.
Entry Last Updated : 6/23/2016

Land SidePole - Utility892 LEVEELOG

24.79 24.79 Structure Pole on the landside.
Entry Last Updated : 6/23/2016

Land SidePole - Utility893 LEVEELOG

24.88 24.88 Structure Pole on the landside.
Entry Last Updated : 3/27/2020

Land SidePole - Utility894 LEVEELOG

24.89 24.89 Ramp Ramp on the waterside.
Entry Last Updated : 6/23/2016

Water SideRamp895 LEVEELOG

24.92 24.92 Gate Gate on the crown.
Entry Last Updated : 6/23/2016

CrownChain Link896 LEVEELOG
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24.92 24.92 Fence Cross fence, metal drive gate (5H61 lock).
Entry Last Updated : 10/28/2015

Water Side and 
Land Side

Barbed Wire409 GEILEVEELOG

24.93 24.93 UCIP DS_ID:19800
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.7 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 24.82), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 24.82), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert405 UCIPAPR2021

24.94 24.94 At Grade Road ave 21.
Entry Last Updated : 6/23/2016

CrossingRoad / Highway897 LEVEELOG

24.96 24.96 Fence Barbed wire fence on both sides.
Entry Last Updated : 6/23/2016

Water Side and 
Land Side

Barbed Wire898 LEVEELOG

24.96 24.96 Gate Gate on the crown.
Entry Last Updated : 6/23/2016

CrownChain Link899 LEVEELOG

24.96 24.96 Structure Pole on the landside.
Entry Last Updated : 6/23/2016

Land SidePole - Utility900 LEVEELOG

24.96 24.96 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage404 GEILEVEELOG

24.96 26.97 Fence Barbed wire on the landside.
Entry Last Updated : 6/23/2016

Land SideBarbed Wire901 LEVEELOG

24.96 24.96 UCIP DS_ID:19801
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee, 10.9 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 24.86), listed as a 30-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 24.87), listed as a 30-inch CMP]
Entry Last Updated : 4/16/2021

CrossingPipe411 UCIPAPR2021
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24.97 24.97 Ramp Ramp on the waterside.
Entry Last Updated : 6/23/2016

Water SideRamp902 LEVEELOG

24.98 24.98 UCIP DS_ID:19802
EP_NO: 12873
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch coated steel irrigation 
discharge pipe through the levee, 2 feet below the crown. 
Slant pump at the channel on the waterside (WS) toe. 
Siphon breaker on the WS shoulder. Gate valve on the 
landside (LS) toe. A preexisting ditch runs from the WS 
toe to the channel. Riprap placed around the intake. 2-
inch polyvinyl chloride (PVC) electrical conduit at the 
same location. (Plans to install a pump with a discharge 
pipe through the levee authorized under Permit No. 
12873, 1980 - Bowles Farming Company). [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 24.88), listed 
as a 16-inch pipe]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe413 UCIPAPR2021

12873

25.14 25.14 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker415 GEILEVEELOG

25.24 25.24 UCIP DS_ID:19803
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee, 11.3 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 25.14), listed as a 30-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (recorded incorrectly as HLM 25.43 correct 
HLM 25.13), listed as a 30-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert416 UCIPAPR2021

25.25 25.25 Aerial Entry Last Updated : 6/23/2016CrossingHigh Voltage903 LEVEELOG

25.26 25.26 Miscellaneou
s

Turnout on the L/S shoulder.  Shown on as-built drawing 
64-01.
Entry Last Updated : 2/26/2020

Land SideTurnout20 LEVEELOG

25.26 25.26 Structure Pole on the waterside.
Entry Last Updated : 6/23/2016

Water SidePole - Utility904 LEVEELOG
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25.61 25.61 UCIP DS_ID:19804
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee, 12 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 25.51), listed as a 30-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
25.51), listed as a 30-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert426 UCIPAPR2021

25.63 25.63 UCIP DS_ID:19805
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee, 12.1 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 25.53), listed as a 30-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 25.53), listed as a 30-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert427 UCIPAPR2021

25.82 25.82 Miscellaneou
s

Turnout provided on the landward shoulder.  Shown on as-
built drawing 64-01.
Entry Last Updated : 2/26/2020

Land SideTurnout428 GEILEVEELOG

26.20 26.20 Structure Entry Last Updated : 2/26/2020Land SidePole - Utility905 LEVEELOG

26.20 26.22 Aerial Entry Last Updated : 6/23/2016Land SideHigh Voltage906 LEVEELOG

26.20 26.20 UCIP DS_ID:19806
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 26.10), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
26.11), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert434 UCIPAPR2021
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26.22 26.22 Miscellaneou
s

Turnout provided on the landward shoulder.  Shown on as-
built drawing 64-01.
Entry Last Updated : 2/26/2020

Land SideTurnout435 GEILEVEELOG

26.22 26.22 Structure Pole on the landside.
Entry Last Updated : 6/23/2016

Land SidePole - Utility907 LEVEELOG

26.39 26.39 UCIP DS_ID:19807
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 13 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 26.29), listed as a 36-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
26.29), listed as a 36-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert438 UCIPAPR2021

26.61 26.61 Miscellaneou
s

Turnout provided on the landward shoulder.  Shown on as-
built drawing 64-01.
Entry Last Updated : 2/26/2020

Land SideTurnout441 GEILEVEELOG

26.94 26.94 Ramp Ramp on WS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Water SideRamp62 LEVEELOG

26.94 26.94 Ramp Ramp on LS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Land SideRamp444 GEILEVEELOG

26.95 26.95 UCIP DS_ID:19808
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 26.85), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 26.85), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert451 UCIPAPR2021
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26.96 26.96 UCIP DS_ID:24851
EP_NO: 16002
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch steel natural gas pipeline 
through the levee, 1.5 feet below the crown. Gas line 
marker on the waterside (WS) shoulder. This crossing 
was field discovered. (Plans to install an 8-inch natural 
gas pipeline under both levees of the Chowchilla Canal 
Bypass and the San Joaquin River authorized under 
Permit No. 16002, 1993 - Union Oil Company of 
California).
Entry Last Updated : 4/16/2021

CrossingPipe452 UCIPAPR2021

16002

26.96 26.96 Gate Cross fence, metal drive gate (5H61 lock).  Shown on as-
built drawing 64-01.
Entry Last Updated : 2/26/2020

CrownChain Link447 GEILEVEELOG

26.96 26.96 Fence Entry Last Updated : 6/23/2016Water Side and 
Land Side

Barbed Wire909 LEVEELOG

26.96 26.96 At Grade Avenue 4 crosses the levee at crown elevation. Concrete 
bridge across the channel. Abutment cobble revetted.
Entry Last Updated : 10/28/2015

CrossingRoad / Highway448 GEILEVEELOG

26.97 26.97 Aerial Overhead power line crosses levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage450 GEILEVEELOG

26.97 26.97 Structure High voltage pole approx. 15 ft from landward toe of the 
levee.
Entry Last Updated : 6/23/2016

Land SidePole - Utility915 LEVEELOG

26.97 26.97 UCIP DS_ID:19748
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.3 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 26.87), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 26.87), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

CrossingPipe453 UCIPAPR2021

26.97 26.97 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 6/23/2016

Water Side and 
Land Side

Barbed Wire910 LEVEELOG

Page 56 of 68Report Created : Monday, August 23, 2021   11:10



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 05 East Side Bypass

Bank

Right

Unit Miles

34.85

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

26.97 26.97 Gate Chain link drive gate on the crown of the levee.  Shown on 
as-built drawing 64-01.
Entry Last Updated : 2/26/2020

CrownChain Link911 LEVEELOG

26.98 28.64 Fence Barbed wire fence approx 15ft from the landward toe of 
the levee.
Entry Last Updated : 6/23/2016

Land SideBarbed Wire913 LEVEELOG

26.98 27.18 Aerial High voltage lines running approx. 15ft away from the 
landward toe of the levee.
Entry Last Updated : 6/23/2016

Land SideHigh Voltage912 LEVEELOG

26.99 26.99 Structure Power poles and lines 15 feet from the landward toe.
Entry Last Updated : 10/28/2015

Land SidePole - Utility449 GEILEVEELOG

27.08 27.08 Structure High voltage pole approx. 15 ft from landward toe of the 
levee.
Entry Last Updated : 6/23/2016

Land SidePole - Utility914 LEVEELOG

27.18 27.18 Structure High voltage pole approx. 15 ft from landward toe of the 
levee.
Entry Last Updated : 6/23/2016

Land SidePole - Utility916 LEVEELOG

27.20 27.20 Ramp Ramp on WS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Water SideRamp64 LEVEELOG

27.20 27.20 Ramp Ramp on LS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Land SideRamp456 GEILEVEELOG

27.31 27.31 UCIP DS_ID:19749
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 12 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 27.21), listed as a 36-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
27.22), listed as a 36-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert460 UCIPAPR2021

27.97 27.97 Gate Metal drive gate providing access to the farm on the 
landward side of the levee.
Entry Last Updated : 6/23/2016

Land SideMetal917 LEVEELOG
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27.97 27.97 Ramp Ramp on WS slope. Low water crossing in channel.  
Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Water SideRamp66 LEVEELOG

27.97 27.97 Ramp Ramp on LS slope. Low water crossing in channel.  
Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Land SideRamp463 GEILEVEELOG

28.27 28.27 UCIP DS_ID:19750
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.8 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 28.17), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 28.17), listed as a 24-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Culvert468 UCIPAPR2021

28.58 28.58 Mark 28.5 Milepost on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker470 GEILEVEELOG

28.66 28.66 Ramp Ramp on WS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Water SideRamp68 LEVEELOG

28.66 28.66 Ramp Ramp on LS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Land SideRamp471 GEILEVEELOG

28.74 28.74 Structure Right bank Eastside Bypass at right bank Ash Slough 
(Unit 13). Mileage continues on upstream on Bypass 
levee from left bank Ash Slough.
Entry Last Updated : 10/28/2015

Water SideWeir472 GEILEVEELOG

28.74 28.74 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 6/23/2016

Water Side and 
Land Side

Barbed Wire918 LEVEELOG

28.74 28.74 Mark End of Unit 5 Levee Mile 28.74
Entry Last Updated : 8/18/2016

CrownBoundary919 LEVEELOG

28.74 28.74 Mark Start of Unit 5 Levee Mile 28.74
Entry Last Updated : 8/18/2016

CrownBoundary920 LEVEELOG
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28.74 29.83 Fence Barbed wire fence approx. 10ft from the landward toe of 
the levee.
Entry Last Updated : 8/18/2016

Land SideBarbed Wire921 LEVEELOG

28.79 28.79 UCIP DS_ID:19751
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch corrugated metal gravity 
drainage pipe through the levee, 9.8 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 28.69), listed as a 30-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
28.69), listed as a 30-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Conduit474 UCIPAPR2021

29.05 29.05 UCIP DS_ID:19752
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Rodunder Siphon Structure] 48-
inch reinforced concrete irrigation siphon pipe through the 
levee, 12.1 feet below the crown. Concrete U-shaped 
headwall on inlet structure on the landside (LS) end. Slide 
gate mounted on concrete headwall on the LS. 36-inch 
corrugated metal pipe (CMP) riser with a slide gate on the 
LS, 8 feet upstream from the siphon. 24-inch pipe from 
this unit enters the siphon behind the inlet structure. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
28.95), listed as a 48-inch reinforced concrete pipe (RCP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 28.95), 
listed as a 48-inch RCP referenced as Rodunder Siphon]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe477 UCIPAPR2021

29.08 29.08 Gate Metal access gate on the landward toe of the levee.
Entry Last Updated : 8/18/2016

Land SideMetal922 LEVEELOG

29.08 29.08 Ramp Ramp on WS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Water SideRamp69 LEVEELOG

29.08 29.08 Ramp Ramp on LS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Land SideRamp478 GEILEVEELOG

29.08 29.08 Mark 29 Milepost on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker479 GEILEVEELOG

29.57 29.57 Gate Metal access gate on the landward toe of the levee.
Entry Last Updated : 8/18/2016

Land SideMetal923 LEVEELOG
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29.57 29.57 Ramp Ramp on WS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Water SideRamp70 LEVEELOG

29.57 29.57 Ramp Ramp on LS slope.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/27/2020

Land SideRamp482 GEILEVEELOG

29.58 29.58 UCIP DS_ID:19753
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 10.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 29.49), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 29.49), listed as a 36-inch CMP]
Entry Last Updated : 4/16/2021

Pipe122 UCIPAPR2021

29.82 29.82 Not Selected FIELD_STRUCT_DESC: 30-inch square R.C.B.C. through 
the levee, 12.0 feet below the crown. Concrete "U" 
headwall on the waterward end. Flap gate on the 
waterward end. Concrete headwall on the landward end. 
(USACE-1967). This entry matches the Drainage or 
Irrigation Structure referenced in O&M manual (HLM 
29.72).
Entry Last Updated : 8/18/2016

CrossingNot Selected489 UCIPMAY2015

29.82 29.82 UCIP DS_ID:19754
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced 
concrete box gravity drainage culvert through the levee, 
12 feet below the crown. Flap gate on the waterside (WS) 
end. Concrete headwall on the landside (LS) end. 
Concrete U-shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 29.72), listed 
as a 30-inch square reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 29.72), 
listed as a 2.5-feet by 2.5-feet RCBC]
Entry Last Updated : 4/16/2021

Pipe124 UCIPAPR2021

29.83 29.83 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 8/18/2016

Water Side and 
Land Side

Barbed Wire924 LEVEELOG

29.83 29.83 Gate Cross fence, metal drive gate (5H61 lock).  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/26/2020

CrownMetal487 GEILEVEELOG
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29.85 29.85 At Grade Avenue 18-1/2 crosses the levee at crown elevation. 
Concrete bridge across the channel. Abutments cobble 
revetted.
Entry Last Updated : 10/28/2015

CrossingRoad / Highway490 GEILEVEELOG

29.85 29.85 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage491 GEILEVEELOG

29.85 29.85 Structure High voltage pole located on the landward toe of the levee.
Entry Last Updated : 8/18/2016

Land SidePole - Utility925 LEVEELOG

29.86 29.86 Aerial Communications line crosses overhead the levee.
Entry Last Updated : 8/18/2016

CrossingCommunications926 LEVEELOG

29.86 29.86 Gate Chain link drive gate on the crown of the levee. Lock 
5H61.  Shown on as-built drawing 64-42.
Entry Last Updated : 2/26/2020

CrownChain Link928 LEVEELOG

29.86 29.86 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 8/18/2016

Water Side and 
Land Side

Barbed Wire929 LEVEELOG

29.86 31.24 Fence Barbed wire fence approx. 8 ft. from the landward toe of 
the levee.
Entry Last Updated : 8/18/2016

Land SideBarbed Wire930 LEVEELOG

29.87 29.87 Ramp Ramp on the waterward slope.
Entry Last Updated : 10/28/2015

Water SideRamp492 GEILEVEELOG

30.14 30.14 UCIP DS_ID:19696
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced 
concrete box gravity drainage culvert through the levee, 
13.1 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete headwall on the landside (LS) end. 
Concrete U-shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 30.04), listed 
as a 30-inch square reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 30.04), 
listed as a 2.5-feet by 2.5-feet RCBC]
Entry Last Updated : 4/16/2021

Pipe126 UCIPAPR2021

30.36 30.36 Miscellaneou
s

Turnout provided on the landward shoulder.  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/26/2020

Land SideTurnout499 GEILEVEELOG
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30.64 30.64 Mark 30.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker502 GEILEVEELOG

30.75 30.75 Miscellaneou
s

Turnout provided on the landward shoulder.
Entry Last Updated : 10/28/2015

Land SideTurnout501 GEILEVEELOG

31.06 31.06 UCIP DS_ID:19697
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced 
concrete box gravity drainage culvert through the levee, 
13.3 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete headwall on the landside (LS) end. 
Concrete U-shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 30.97), listed 
as a 30-inch square reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 30.96), 
listed as a 2.5-feet by 2.5-feet RCBC]
Entry Last Updated : 4/16/2021

CrossingPipe505 UCIPAPR2021

31.09 31.09 Mark Milepost on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker506 GEILEVEELOG

31.20 31.20 Ramp Aggregate covered access ramp on the waterward slope 
of the levee.
Entry Last Updated : 8/18/2016

Water SideRamp931 LEVEELOG

31.24 31.24 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 8/18/2016

Water Side and 
Land Side

Barbed Wire932 LEVEELOG

31.24 31.24 Gate Cross fence, metal drive gate (no lock).  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/26/2020

CrownChain Link512 GEILEVEELOG

31.26 31.26 At Grade Triangle "T" Ranch Road crosses levee at crown 
elevation. Concrete bridge across channel. Abutments 
cobble revetted.
Entry Last Updated : 10/28/2015

CrossingRoad / Highway508 GEILEVEELOG

31.26 31.26 Ramp Ramp on the WS slope.  Shown on as-built drawing 64-42.
Entry Last Updated : 3/27/2020

Water SideRamp71 LEVEELOG

31.26 31.26 Ramp Ramp on the LS slope.  Shown on as-built drawing 64-42.
Entry Last Updated : 3/27/2020

Land SideRamp509 GEILEVEELOG
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31.26 31.28 Fence Barbed wire fence along the waterward slope of the levee.
Entry Last Updated : 8/18/2016

Water SideBarbed Wire933 LEVEELOG

31.28 31.78 Fence Barbed wire fence approx. 5 ft. from the landward toe of 
the levee.
Entry Last Updated : 8/18/2016

Land SideBarbed Wire936 LEVEELOG

31.28 31.28 Fence Barbed wire cross fence on the landward slope of the 
levee.
Entry Last Updated : 8/18/2016

Land SideBarbed Wire935 LEVEELOG

31.28 31.28 Gate Chain link drive gate on the crown of the levee, no lock.  
Shown on as-built drawing 64-42.
Entry Last Updated : 2/26/2020

CrownChain Link934 LEVEELOG

31.29 31.29 Ramp Access ramp on the waterward slope of the levee.
Entry Last Updated : 8/18/2016

Water SideRamp937 LEVEELOG

31.30 31.30 UCIP DS_ID:19698
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced 
concrete box gravity drainage culvert through the levee, 
13.4 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete headwall on the landside (LS) end. 
Concrete U-shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 31.20), listed 
as a 30-inch square reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 31.19), 
listed as a 2.5-feet by 2.5-feet RCBC]
Entry Last Updated : 4/16/2021

Pipe138 UCIPAPR2021

31.72 31.72 Mark 31.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker522 GEILEVEELOG

31.74 31.74 UCIP DS_ID:19699
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch by 36-inch reinforced 
concrete box gravity drainage culvert through the levee, 
14.5 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete U-shaped headwall on each end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
31.64), listed as a 48-inch by 36-inch reinforced concrete 
box culvert (RCBC). USACE San Joaquin O&M Manual, 
Unit 601 Part 1 (SJR601.1), 1967, Revised 25 May 2011, 
(HLM 31.64), listed as a 4-feet by 3-feet RCBC]
Entry Last Updated : 4/16/2021

CrossingPipe523 UCIPAPR2021
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31.77 31.77 Ramp Dirt access ramp on the waterward slope of the levee.
Entry Last Updated : 8/18/2016

Water SideRamp938 LEVEELOG

31.78 31.78 Mark Boundary of right bank levee Eastside Bypass at right 
bank, Berenda Slough levee mile 0.00 of Unit 15.
Entry Last Updated : 2/26/2020

CrownBoundary21 LEVEELOG

31.78 31.78 Mark Right bank levee Eastside Bypass at left bank of Berenda 
Slough levee mile 0.00 of Unit 16.
Entry Last Updated : 2/26/2020

CrownBoundary525 GEILEVEELOG

31.80 31.80 UCIP DS_ID:19700
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced 
concrete box gravity drainage culvert through the levee, 
13 feet below the crown. Flap gate on the waterside (WS) 
end. Concrete headwall on the landside (LS) end with 
flashboard attachment. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 31.69), listed as a 30-inch square reinforced 
concrete box culvert (RCBC). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 31.71), listed as a 2.6-feet by 2.6-feet 
RCBC]
Entry Last Updated : 4/16/2021

Pipe115 UCIPAPR2021

31.80 33.78 Fence Barb wire fence, 5 to 15 feet from the landward toe.
Entry Last Updated : 10/28/2015

Land SideBarbed Wire528 GEILEVEELOG

32.09 32.09 Mark 32 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker527 GEILEVEELOG

32.31 32.31 Miscellaneou
s

Turnout provided on the landward shoulder.  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/26/2020

Land SideTurnout531 GEILEVEELOG
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32.32 32.32 UCIP DS_ID:19701
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced 
concrete box gravity drainage culvert through the levee, 
14.2 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete headwall on the landside (LS) end 
with flashboard attachment. Concrete U-shaped headwall 
on the WS end. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 32.22), listed as a 30-inch square 
reinforced concrete box culvert (RCBC). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 32.22), listed as a 2.6-feet by 
2.6-feet RCBC]
Entry Last Updated : 4/16/2021

Pipe117 UCIPAPR2021

32.69 32.69 Mark 32.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker533 GEILEVEELOG

32.89 32.89 Miscellaneou
s

Turn around provided on the landward shoulder.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/26/2020

Land SideTurnout535 GEILEVEELOG

33.11 33.11 UCIP DS_ID:19702
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced 
concrete box gravity drainage culvert through the levee, 
12.2 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete headwall on the landside (LS) end. 
Concrete U-shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 33.02), listed 
as a 30-inch square reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 33.01), 
listed as a 2.6-feet by 2.6-feet RCBC]
Entry Last Updated : 4/16/2021

Pipe120 UCIPAPR2021

33.21 33.21 Mark 33 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker539 GEILEVEELOG

33.44 33.44 Miscellaneou
s

Turn around provided on the landward shoulder.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/26/2020

Land SideTurnout541 GEILEVEELOG

33.58 33.58 Mark 33.5 Milepost on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker542 GEILEVEELOG

33.77 33.77 Ramp Ramp on the waterward slope.  Shown on as-built drawing 
64-42.
Entry Last Updated : 2/26/2020

Water SideRamp543 GEILEVEELOG
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33.78 33.78 Gate Cross fence, metal drive gate (5H61 lock).  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/26/2020

CrownChain Link546 GEILEVEELOG

33.78 33.78 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 11/1/2016

Water Side and 
Land Side

Barbed Wire939 LEVEELOG

33.78 33.78 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage545 GEILEVEELOG

33.78 33.78 Structure High voltage power pole approx. 25 to 30 ft from the 
landward toe of the levee.
Entry Last Updated : 11/1/2016

Land SidePole - Utility940 LEVEELOG

33.78 33.78 Ramp Ramp on the landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp544 GEILEVEELOG

33.78 33.78 At Grade County Road 9 (Hemlock Rd) crosses the levee at crown 
elevation. Concrete bridge across channel. Abutments 
cobble revetted.
Entry Last Updated : 2/26/2020

CrossingRoad / Highway547 GEILEVEELOG

33.80 33.80 Gate Chain link drive gate on the crown of the levee. District 
lock 5H61.  Shown on as-built drawing 64-42.
Entry Last Updated : 2/26/2020

CrownChain Link941 LEVEELOG

33.80 33.80 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 11/1/2016

Water Side and 
Land Side

Barbed Wire942 LEVEELOG

33.81 33.81 UCIP DS_ID:19703
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced 
concrete box gravity drainage culvert through the levee, 
13.9 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete headwall on the landside (LS) end. 
Concrete U-shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 33.72), listed 
as a 30-inch square reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 33.72), 
listed as a 2.6-feet by 2.6-feet RCBC]
Entry Last Updated : 4/16/2021

Pipe121 UCIPAPR2021

33.84 33.84 Structure Eastside Bypass Drop Structure (weir crest elevation 
=147.4 USGS). Bottom of channel cobble revetted, 15.0 
feet upstream and 20.0 feet downstream of structure. 
Entry Last Updated : 10/28/2015

Water SideWeir550 GEILEVEELOG

Page 66 of 68Report Created : Monday, August 23, 2021   11:10



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 05 East Side Bypass

Bank

Right

Unit Miles

34.85

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

33.84 33.84 Ramp Ramp on waterward slope providing access to East by 
Pass weir.Shown on as-built drawing 64-42.
Entry Last Updated : 2/26/2020

Water SideRamp943 LEVEELOG

33.86 33.86 Structure Staff gage mounted on wooden pile in channel.
Entry Last Updated : 10/28/2015

Water SideGauge551 GEILEVEELOG

34.25 34.25 Miscellaneou
s

Turnaround on landward shoulder.  Shown on as-built 
drawing 64-42.
Entry Last Updated : 2/26/2020

Land SideTurnout553 GEILEVEELOG

34.61 34.61 Ramp Ramp on waterside.
Entry Last Updated : 2/26/2020

Water SideRamp557 LEVEEINSPECTION

34.61 34.61 UCIP DS_ID:19755
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Chowchilla Canal Irrigation 
Structure] 36-inch by 36-inch reinforced concrete box 
gravity irrigation culvert through the levee, 9.7 feet below 
the crown. Slide gate in a 56-inch by 91-inch concrete 
riser on the waterside (WS) slope. Concrete U-shaped 
headwall on each end. Landside channel cobble revetted 
for 8 feet. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 34.51), listed as a 36-inch square reinforced 
concrete box culvert (RCBC) referenced as the Chowchilla 
Canal Irrigation Structure. USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 34.51), listed as a 3-feet by 3-feet RCBC 
referenced as the Chowchilla Canal Irrigation Structure]
Entry Last Updated : 4/16/2021

Pipe157 UCIPAPR2021

34.61 34.61 Mark Levee turns north to high ground. LMA NA0011 Unit 5 
(right bank of Frenso River) continues East along the 
Fresno River.
Entry Last Updated : 2/26/2020

CrownBoundary560 GEILEVEELOG

34.63 34.63 Structure Entry Last Updated : 2/26/2020Land SidePole - Utility945 LEVEELOG

34.63 34.74 Aerial Overhead power line along the L/S toe.
Entry Last Updated : 2/26/2020

Land SideHigh Voltage561 GEILEVEELOG

34.69 34.69 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/1/2016

Land SidePole - Utility946 LEVEELOG

34.74 34.74 Aerial High voltage power lines crossing overhead the levee.
Entry Last Updated : 11/1/2016

CrossingHigh Voltage947 LEVEELOG
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34.82 34.82 Ramp Dirt access ramp to the farm on the landward side of the 
levee.
Entry Last Updated : 11/1/2016

Land SideRamp948 LEVEELOG

34.85 34.85 Gate Metal gate, posts both shoulders. End of right bank 
Eastside Bypass, levee Unit No. 5 at high ground. For 
access to unit 17, go back to road 9, turn left. Cross the 
bypass to left bank, levee turns left. Follow the levee 0.48 
mile to waterward ramp.
Entry Last Updated : 10/28/2015

CrownMetal563 GEILEVEELOG

34.85 34.85 Mark End of right bank Eastside Bypass, Levee Unit No. 5 at 
high ground.
Entry Last Updated : 3/27/2020

CrownBoundary562 GEILEVEELOG
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UCIP DS_ID:25540
EP_NO: 18961
Crossing Status: Found
FIELD_STRUCT_DESC: [East Side Bypass Siphon] 1 of 
2. 54-inch rubber gasket reinforced concrete pipe 
(RGRCP) through the levee, at an unknown depth below 
the levee crown. Line goes through Unit 5 levee and under 
the East Side Bypass Channel and goes through Unit 6 
levee. Inlet structure and pump station are located on the 
north side of Unit 5. Concrete standpipes (siphons) 
located in the channel. Screw gates located on the north 
side of Unit 6. Electrical box located on the levee crown of 
Unit 6. (two 54-inch siphon lines installed under Permit  
18961, 2016 - Henry Miller Reclamation District, existing 
48-inch line was removed)
Entry Last Updated : 7/15/2021

Pipe144 UCIPAUG2021

18961

0.00 0.00 Mark Start of Unit 6 left bank East Side Bypass.
Entry Last Updated : 2/26/2020

CrownBoundary1415 LEVEELOG

0.03 0.03 Structure Wooden posts at W/S toe.
Entry Last Updated : 2/26/2020

Water SidePost470 USACEINSPECT

0.30 0.30 Miscellaneou
s

Earth covered turnout on crown and L/S slope.  Appx 10-ft 
wide by 75-ft long. Shown on as-built drawing 61-01.
Entry Last Updated : 2/27/2020

Land SideTurnout474 USACEINSPECT

0.42 0.42 Mark 0.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker6 GEILEVEELOG

0.56 0.56 Revetment Non-engineered concrete rubble revetment placed on river 
bank.  Extends appx 100-ft, 20-feet high.
Entry Last Updated : 2/27/2020

Water SideConcrete475 USACEINSPECT

0.60 0.60 Ramp Ramp on the waterward slope.  Shown on as-built drawing 
61-01.
Entry Last Updated : 2/27/2020

Water SideRamp10 GEILEVEELOG

0.61 0.61 Ramp Ramp on the landward slope.  Shown on as-built drawing 
61-01.
Entry Last Updated : 2/27/2020

Land SideRamp9 GEILEVEELOG

0.66 0.66 Structure Power pole with anchor guy wire and circuit panel on the 
landward slope.
Entry Last Updated : 10/28/2015

Land SidePole - Utility11 GEILEVEELOG

0.66 0.66 Aerial High voltage lines crossing channel.
Entry Last Updated : 1/27/2017

Water SideHigh Voltage1414 LEVEELOG
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0.66 0.66 Structure Utility pole and guy wire at W/S toe.
Entry Last Updated : 2/27/2020

Water SidePole - Utility479 USACEINSPECT

0.66 0.66 Ditches Irrigation ditch on L/S appx 4-ft wide leading to inlet and 
outlet of 24-in CMP.  Shown on as-built drawing 61-01.
Entry Last Updated : 2/27/2020

Land SideUnlined1 LEVEELOG

0.66 0.66 Ditches Irrigation ditch on W/S appx 4-ft wide leading to inlet and 
outlet of 24-in CMP.
Entry Last Updated : 2/27/2020

Water SideUnlined484 USACEINSPECT

0.66 0.66 UCIP DS_ID:19815
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
irrigation discharge pipe through the levee, 7.2 feet below 
the crown. Pump on concrete structure in the channel. 
Slide gate in a 36-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on each 
end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 0.74), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 0.74), 
listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

CrossingPipe12 UCIPAUG2021

0.66 0.66 Structure Irrigation pumping station within the channel.
Entry Last Updated : 1/27/2017

Water SidePump Station1412 LEVEELOG

0.67 0.67 Ramp Access ramps on both slopes of the levee.
Entry Last Updated : 2/27/2020

Water SideRamp2 LEVEELOG

0.67 0.67 Ramp Access ramps on both slopes of the levee.
Entry Last Updated : 1/27/2017

Land SideRamp1410 LEVEELOG

0.67 0.67 Structure 2-ft stand pipe and 6-in pvc pipe 10-ft from L/S toe.
Entry Last Updated : 4/7/2020

Land SideStandpipe481 USACEINSPECT

0.68 3.42 Fence Barbed wire fence along the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SideBarbed Wire1401 LEVEELOG

0.68 0.68 Gate Cross fence, metal drive gate (no lock).  Shown on as-
built drawing 63-25.
Entry Last Updated : 2/27/2020

CrownChain Link15 GEILEVEELOG

0.69 0.69 Ramp Aggregate base covered access ramp on waterward side.
Entry Last Updated : 2/27/2020

Water SideRamp487 USACEINSPECT
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0.69 0.69 Ramp Ramp on landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp16 GEILEVEELOG

0.69 0.69 Structure Concrete bridge across channel.  Shown on as-built 
drawing 63-25.
Entry Last Updated : 2/27/2020

Water SideBridge17 GEILEVEELOG

0.70 0.70 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 1/27/2017

Water Side and 
Land Side

Barbed Wire1409 LEVEELOG

0.70 0.70 Gate Locked metal gate across levee crown. 6H297.  Shown on 
as-built drawing 63-25.
Entry Last Updated : 2/27/2020

CrownChain Link488 USACEINSPECT

0.70 0.70 At Grade Old levee at right angle to project levee on the landward 
side.
Entry Last Updated : 10/28/2015

Land SideLevee19 GEILEVEELOG

0.71 0.71 Ramp Earth covered access ramp on L/S slope with wire gate.  
Not shown on as-built drawings.
Entry Last Updated : 2/27/2020

Land SideRamp489 USACEINSPECT

0.78 0.78 UCIP DS_ID:19816
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 16.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete U-
shaped headwall on each end. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 0.86), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 0.86), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe141 UCIPAUG2021

0.92 0.92 Structure Metal fence post appx 5-ft from L/S hinge.
Entry Last Updated : 2/27/2020

Land SidePost491 USACEINSPECT

1.13 1.13 Miscellaneou
s

Aggregate covered turnout on crown and L/S slope.  Appx 
15-ft wide by 75-ft long.  Shown on as-built drawing 61-01.
Entry Last Updated : 2/27/2020

Land SideTurnout492 USACEINSPECT

1.46 1.46 Mark 1.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker24 GEILEVEELOG

1.63 1.63 Miscellaneou
s

Turnout on the landward side of the crown.  Shown on as-
built drawing 61-01.
Entry Last Updated : 2/27/2020

Land SideTurnout1408 LEVEELOG
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1.68 1.68 Gate Barbed wire drag gate at end of ramp on the landward toe 
of the levee.
Entry Last Updated : 1/27/2017

Land SideBarbed Wire1407 LEVEELOG

1.68 1.68 Ramp Earth covered access ramp on L/S slope.  Not shown on 
as-built drawings.
Entry Last Updated : 2/27/2020

Land SideRamp498 USACEINSPECT

1.87 1.87 UCIP DS_ID:19817
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 13.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 1.96), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 1.95), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

CrossingPipe27 UCIPAUG2021

2.08 2.08 Ramp Earth covered access ramp on W/S slope. Shown on as-
built drawing 61-01.
Entry Last Updated : 2/27/2020

Water SideRamp501 USACEINSPECT

2.08 2.08 Miscellaneou
s

Aggregate covered turnout on crown and L/S slope. 
Shown on as-built drawing 61-01.
Entry Last Updated : 2/27/2020

Land SideTurnout1406 LEVEELOG

2.43 2.43 Mark 2.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker33 GEILEVEELOG

2.53 2.53 UCIP DS_ID:19818
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 6.9 feet below the crown. 
Slide gate in a 48-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on each 
end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 2.61), listed as a 36-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 2.61), 
listed as a 36-inch CMP]
Entry Last Updated : 7/29/2021

Pipe156 UCIPAUG2021
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2.57 2.57 UCIP DS_ID:19819
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.2 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 2.65), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 
2.65), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe147 UCIPAUG2021

2.77 2.77 UCIP DS_ID:19820
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 2.85), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 2.85), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe148 UCIPAUG2021

3.01 3.01 UCIP DS_ID:19821
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.2 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 3.09), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 3.09), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

CrossingPipe42 UCIPAUG2021

3.19 3.19 Ramp Ramp on waterward slope of the levee.
Entry Last Updated : 1/27/2017

Water SideRamp1404 LEVEELOG

3.21 3.21 UCIP DS_ID:19822
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 3.29), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 3.29), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe152 UCIPAUG2021
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3.32 3.32 Miscellaneou
s

Turnout on landward side of the levee. Shown on as-built 
drawing 61-01.
Entry Last Updated : 2/27/2020

Land SideTurnout1403 LEVEELOG

3.32 3.32 Ramp Ramp on the W/S slope.   Shown on as-built drawing 61-
01.
Entry Last Updated : 2/27/2020

Water SideRamp48 GEILEVEELOG

3.33 3.33 Fence Cable fence on W/S and L/S slopes.
Entry Last Updated : 2/27/2020

Water Side and 
Land Side

Post & Cable520 USACEINSPECT

3.33 3.33 Gate 14-ft wide electric cable non-locking gate on crown. Not 
shown on as-built drawings.
Entry Last Updated : 2/27/2020

CrownCable521 USACEINSPECT

3.38 3.38 UCIP DS_ID:19823
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 15.7 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete U-
shaped headwall on each end. Bench mark (BM) stamped 
9770-152 on top of the WS headwall. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 3.44), listed 
as a 36-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SRJ601.1), 1967, 
Revised 25 May 2011, (HLM 3.43), listed as a 36-inch 
CMP]
Entry Last Updated : 7/29/2021

CrossingPipe53 UCIPAUG2021

3.41 3.41 Structure Distribution box at WS hinge for hydraulic gates. "Rodney 
Hunt" sticker on box. Pipes thru levee according to LMA. 
Pipe were not visible due to high water. Pump station on 
LS outside of project boundary. No positive closure at WS 
hinge of crown.
Entry Last Updated : 2/27/2020

Water SideDistribution Box528 USACEINSPECT

3.42 3.42 UCIP DS_ID:19824
EP_NO: 6965
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 16-inch coated steel irrigation 
discharge pipe through the levee, 7.4 feet below the 
crown. Corrugated metal cutoff wall around the pipe in the 
center of the levee. Pump on the waterside (WS) with a 
timber platform on the berm for support. Siphon breaker 
on the apex of the pipe on the landside (LS) shoulder. 
Pipe exposed on both slopes. (Plans to place a 20-inch 
irrigation pipe through the levee authorized under Permit 
No. 6965, 1971 - Scarborough, Robinson, and 
Associates). [Additional Reference(s): DWR Levee Log, 
2002 (HLM 3.44), listed as a 16-inch steel pipe].
Entry Last Updated : 7/29/2021

Pipe154 UCIPAUG2021

6965
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3.42 3.42 Structure Lots of high voltage control boxes and circuit breakers 
approx. 30ft from the landward toe of the levee.
Entry Last Updated : 4/7/2020

Land SideControl Box1402 LEVEELOG

3.44 3.44 Structure Ramp on both slopes. Graveled road across floodway. 
Concrete bridge across channel.  Shown on as-built 
drawing 63-25.
Entry Last Updated : 2/27/2020

Water SideBridge57 GEILEVEELOG

3.44 3.44 Ramp Aggregate base covered access ramp on W/S and L/S 
slopes.  Shown on as-built drawing 63-25.
Entry Last Updated : 2/28/2020

Water SideRamp4 LEVEELOG

3.44 3.44 Ramp Aggregate base covered access ramp on W/S and L/S 
slopes.  Shown on as-built drawing 63-25.
Entry Last Updated : 2/27/2020

Land SideRamp529 USACEINSPECT

3.44 3.44 Structure High voltage power poles approx. 15ft from both toes of 
the levee.  Shown on as-built drawing 63-25 as existing 
power line.
Entry Last Updated : 2/28/2020

Water SidePole - Utility3 LEVEELOG

3.44 3.44 Aerial Overhead power lines crossing levee. Pole located in L/S 
slope, lines appx 25-ft above levee crown. No permit 
provided.  Shown on as-built drawing 63-25 as existing 
power line.
Entry Last Updated : 2/27/2020

CrossingHigh Voltage531 USACEINSPECT

3.44 3.44 Structure High voltage power poles approx. 15ft from both toes of 
the levee.  Shown on as-built drawing 63-25 as existing 
power line.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1400 LEVEELOG

3.45 3.45 Fence Wire fence on L/S and W/S slopes.
Entry Last Updated : 2/28/2020

Water Side and 
Land Side

Post & Cable532 USACEINSPECT

3.45 3.45 Gate 15-ft-wide electric cable non-locking gate on crown.  Not 
shown on as-built drawings
Entry Last Updated : 2/28/2020

CrownCable533 USACEINSPECT
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3.47 3.47 UCIP DS_ID:19825
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 6.8 feet below the crown. 
Slide gate in a 48-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on each 
end. Pipe connects to a 30-inch steel drainage pipe on the 
WS. Drainage pipe extends to the pump on the WS on a 
support platform in the channel. (Extension drainage pipe 
and pump installed under Permit No. 12527, 1979 - 
Joseph Gallo). [Additional Reference(s): DWR Levee Log, 
2002 (HLM 3.54), listed as a 36-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 
3.54), listed as a 36-inch CMP]
Entry Last Updated : 7/29/2021

Pipe155 UCIPAUG2021

3.53 3.53 Ramp Ramp on waterward slope.  Shown on as-built drawing 61-
01.
Entry Last Updated : 2/28/2020

Water SideRamp61 GEILEVEELOG

3.53 3.53 Miscellaneou
s

Turnout on the landward side of the crown.  Shown on as-
built drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideTurnout1398 LEVEELOG

3.69 3.69 UCIP DS_ID:19826
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 3.78), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 
3.77), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe157 UCIPAUG2021

3.79 3.79 Miscellaneou
s

Turn-around provided on the landward shoulder.
Entry Last Updated : 10/28/2015

Land SideTurnout66 GEILEVEELOG
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3.89 3.89 UCIP DS_ID:19827
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 6.7 feet below the crown. 
Slide gate in a 48-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 3.98), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 3.97), listed as a 36-inch CMP]
Entry Last Updated : 7/29/2021

Pipe158 UCIPAUG2021

3.92 3.92 Structure Metal sign post at W/S hinge.
Entry Last Updated : 2/28/2020

Water SideSign546 USACEINSPECT

4.09 4.09 UCIP DS_ID:19828
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.8 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 4.17), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 4.17), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe159 UCIPAUG2021

4.17 4.17 Ditches Drainage ditch located 20 plus feet from the landward toe.
Entry Last Updated : 10/28/2015

Land SideUnlined73 GEILEVEELOG

4.23 4.23 Miscellaneou
s

Turn-around provided on the landward shoulder.  Shown 
on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideTurnout74 GEILEVEELOG

4.33 4.33 UCIP DS_ID:19829
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.3 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 4.43), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 4.41), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe160 UCIPAUG2021

4.57 4.57 Gate Cross fence, metal drive gate (5H61).  Shown on as-built 
drawing 61-01.
Entry Last Updated : 2/28/2020

CrownChain Link82 GEILEVEELOG
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4.57 4.65 Fence Barbed wire fence parallel to levee at W/S toe.
Entry Last Updated : 2/28/2020

Water SideBarbed Wire562 USACEINSPECT

4.57 4.57 Fence Barbed wire fence on W/S and L/S slopes.
Entry Last Updated : 2/28/2020

Water Side and 
Land Side

Barbed Wire554 USACEINSPECT

4.58 4.61 Aerial Power lines along the L/S toe.
Entry Last Updated : 2/28/2020

Land SideHigh Voltage1394 LEVEELOG

4.58 4.58 Structure High voltage pole approx. 20 ft from the landward toe.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1395 LEVEELOG

4.61 4.61 Structure High voltage pole approx. 25 ft from the landward toe.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1393 LEVEELOG

4.62 4.62 UCIP DS_ID:19830
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 6.9 feet below the crown. 
Slide gate in a 48-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on the 
landside (LS) end. Concrete saddle and apron on the WS 
end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 4.69), listed as a 36-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 4.70), 
listed as a 36-inch CMP]
Entry Last Updated : 7/29/2021

CrossingPipe79 UCIPAUG2021

4.62 4.62 Structure Pump station located approx. 30 ft from the landward toe 
of the levee.
Entry Last Updated : 1/27/2017

Land SidePump Station1391 LEVEELOG

4.62 4.62 Structure High voltage service pole approx 30 ft from the landward 
toe.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1392 LEVEELOG

4.66 4.66 Gate 12-ft-wide chain link locking gate on crown.  Shown on as-
built drawing 61-01.
Entry Last Updated : 2/28/2020

CrownChain Link564 USACEINSPECT

4.66 4.66 Fence Barbed wire fence on W/S and L/S slopes.
Entry Last Updated : 2/28/2020

Water Side and 
Land Side

Barbed Wire565 USACEINSPECT

4.66 5.76 Fence Post and cable hot wire fence approx. 10ft from the 
waterward toe of the levee.
Entry Last Updated : 1/27/2017

Water SidePost & Cable1389 LEVEELOG
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4.66 4.66 Ramp Sod covered access ramps on both slopes of the levee.  
Shown on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideRamp5 LEVEELOG

4.66 4.66 Ramp Sod covered access ramps on both slopes of the levee.  
Shown on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Water SideRamp1390 LEVEELOG

4.67 4.67 UCIP DS_ID:19831
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.8 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 4.75), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 4.75), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe161 UCIPAUG2021

4.86 4.86 UCIP DS_ID:19862
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.8 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 4.95), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 4.94), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe112 UCIPAUG2021

4.92 4.92 Mark 5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker91 GEILEVEELOG

5.03 5.03 Miscellaneou
s

Turn-around provided on the landward shoulder.  Shown 
on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideTurnout92 GEILEVEELOG
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5.26 5.26 UCIP DS_ID:19863
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.9 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 5.35), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 5.34), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe113 UCIPAUG2021

5.55 5.55 UCIP DS_ID:19864
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 5.63), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 
5.63), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

CrossingPipe97 UCIPAUG2021

5.76 5.76 Gate Hot wire cable gate on the waterward slope of the levee.
Entry Last Updated : 1/27/2017

Water SideCable1388 LEVEELOG

5.76 5.76 Ramp Aggregate base covered access ramp on W/S and L/S 
slopes.  Shown on as-built drawings.
Entry Last Updated : 2/28/2020

Water SideRamp7 LEVEELOG

5.76 5.76 Ramp Aggregate base covered access ramp on W/S and L/S 
slopes.  Shown on as-built drawings.
Entry Last Updated : 2/28/2020

Land SideRamp581 USACEINSPECT

5.76 5.76 Fence Barbed wire fence on W/S and L/S slopes.
Entry Last Updated : 4/7/2020

Water Side and 
Land Side

Barbed Wire583 USACEINSPECT

5.76 5.76 Gate 15-ft-wide chain link locking gate on crown.  Shown on as-
built drawing 61-01.
Entry Last Updated : 2/28/2020

CrownChain Link584 USACEINSPECT

5.93 7.10 Aerial Utility poles and guy wires appx 5-ft from L/S toe.  10 
poles including one to service pump on L/S.  Shown on as-
built drawings.
Entry Last Updated : 2/28/2020

Land SideHigh Voltage608 USACEINSPECT
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5.93 5.93 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1387 LEVEELOG

5.93 5.93 Structure Pump station located approx. 20ft from the landward toe 
of the levee.
Entry Last Updated : 1/27/2017

Land SidePump Station1386 LEVEELOG

5.93 5.93 Structure Electrical control box on the high voltage service pole 
approx. 20ft from the landward toe of the levee.
Entry Last Updated : 4/7/2020

Land SideControl Box1385 LEVEELOG

5.93 5.93 Structure High voltage service pole approx. 20ft from the landward 
toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1384 LEVEELOG

5.96 5.96 Mark 6 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker103 GEILEVEELOG

5.98 5.98 UCIP DS_ID:19865
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 6.06), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 
6.06), listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

CrossingPipe104 UCIPAUG2021

5.98 5.98 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1383 LEVEELOG

6.04 6.04 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1382 LEVEELOG

6.09 6.09 Miscellaneou
s

Turnout on the landward side of the crown.  Shown on as-
built drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideTurnout1381 LEVEELOG

6.11 6.11 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1380 LEVEELOG

6.19 6.19 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1379 LEVEELOG
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6.20 6.20 Structure High voltage service pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1376 LEVEELOG

6.20 6.20 Structure Electrical control box on the high voltage service pole 
approx. 20 ft from landward toe of the levee.
Entry Last Updated : 4/7/2020

Land SideControl Box1377 LEVEELOG

6.27 6.27 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1375 LEVEELOG

6.34 6.34 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1374 LEVEELOG

6.35 6.35 Ramp Ramps on both slopes.  Shown on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Water SideRamp8 LEVEELOG

6.35 6.35 Ramp Ramps on both slopes.  Shown on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideRamp588 USACEINSPECT

6.41 6.41 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1373 LEVEELOG

6.49 6.49 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1372 LEVEELOG

6.56 6.56 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1371 LEVEELOG

6.62 6.62 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1370 LEVEELOG

6.68 6.68 Structure High voltage service pole with distribution box approx. 25 
ft from the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1367 LEVEELOG

6.68 6.68 Structure High voltage power pole with transformer on the landward 
toe of the levee.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1368 LEVEELOG

6.68 6.68 Structure Electric transformer on the power pole directly on the 
landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SideTransformer1369 LEVEELOG
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6.70 6.70 UCIP DS_ID:19866
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7 feet below the crown. 
Slide gate in a 36-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on the 
landside (LS) end. Concrete saddle and apron on the WS 
end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 6.78), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 6.79), 
listed as a 24-inch CMP]
Entry Last Updated : 7/29/2021

Pipe116 UCIPAUG2021

6.74 6.74 Structure Entry Last Updated : 2/28/2020Land SidePole - Utility1364 LEVEELOG

6.75 6.75 Gate Cross fence, metal drive gate (5H61).
Entry Last Updated : 10/28/2015

CrownChain Link115 GEILEVEELOG

6.75 6.75 Fence Barbed wire fence on L/S and W/S slopes.
Entry Last Updated : 2/28/2020

Water Side and 
Land Side

Barbed Wire592 USACEINSPECT

6.76 6.76 Structure Concrete bridge across the channel on the waterward side 
of the levee.
Entry Last Updated : 1/27/2017

Water SideBridge1363 LEVEELOG

6.76 6.76 Ramp  Aggregate base covered access ramp on W/S and L/S 
slopes.  Shown on as-built drawings.
Entry Last Updated : 2/28/2020

Water SideRamp14 LEVEELOG

6.76 6.76 Ramp  Aggregate base covered access ramp on W/S and L/S 
slopes.  Shown on as-built drawings.
Entry Last Updated : 2/28/2020

Land SideRamp597 USACEINSPECT

6.76 6.76 At Grade Ramp on both slopes. Greenhouse Road across 
floodway. Concrete bridge across channel.
Entry Last Updated : 10/28/2015

CrossingRoad / Highway110 GEILEVEELOG

6.76 6.76 Aerial Overhead power line crosses levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage111 GEILEVEELOG

6.76 6.76 Structure Utility poles at L/S toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1362 LEVEELOG

6.77 6.77 Fence Barbed wire fence on L/S and W/S slopes.
Entry Last Updated : 2/28/2020

Water Side and 
Land Side

Barbed Wire595 USACEINSPECT
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6.77 6.77 Gate 15-ft-wide metal locking gate on crown. Shown on as-built 
drawings.
Entry Last Updated : 2/28/2020

CrownMetal594 USACEINSPECT

6.77 6.77 Ramp Sod covered access ramp on the landward slope of the 
levee.
Entry Last Updated : 1/27/2017

Land SideRamp1361 LEVEELOG

6.78 6.78 Structure Utility poles at L/S toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1360 LEVEELOG

6.87 6.87 Structure Utility poles at L/S toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1358 LEVEELOG

6.87 6.87 Ditches Toe ditch at L/S toe.  Appx 6-ft wide, 1-ft deep, appx 600-
ft long. Dry during inspection. Does not intersect levee 
prism.
Entry Last Updated : 2/28/2020

Land SideUnlined601 USACEINSPECT

6.87 6.87 Structure Utility poles at L/S toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1356 LEVEELOG

6.87 6.87 Structure Electrical control box on the high voltage service pole 
approx. 15ft the landward toe of the levee.
Entry Last Updated : 4/7/2020

Land SideControl Box1354 LEVEELOG

6.87 6.87 Structure Pump and drainage basin at L/S toe.  Appx 15-ft wide, 
extends 80-ft along levee, 2-ft to 4-ft deep. Does not 
intersect levee prism. Not shown on as-built drawings.
Entry Last Updated : 4/7/2020

Land SidePump Station605 USACEINSPECT

6.87 6.90 Fence Barbed wire fence along the landward toe of the levee.
Entry Last Updated : 1/27/2017

Land SideBarbed Wire1351 LEVEELOG

6.89 6.89 Structure Utility poles at L/S toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1353 LEVEELOG
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6.89 6.89 UCIP DS_ID:19867
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 10.7 feet below the 
crown. Slide gate in a 48-inch corrugated metal pipe 
(CMP) riser on the waterside (WS) slope. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 6.97), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 6.97), listed as a 36-inch CMP]
Entry Last Updated : 7/15/2021

CrossingPipe119 UCIPAUG2021

6.93 6.93 Structure Utility poles at LS toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1350 LEVEELOG

6.99 6.99 Structure Utility poles at LS toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1349 LEVEELOG

7.04 7.04 Structure Utility poles at LS toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1348 LEVEELOG

7.09 7.09 Structure Utility poles at LS toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility1347 LEVEELOG

7.10 7.10 Ramp Ramp on landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp121 GEILEVEELOG

7.10 7.10 Gate 12-ft-wide metal locking gate on crown. Not shown on as-
built drawings.
Entry Last Updated : 2/28/2020

CrownMetal610 USACEINSPECT

7.10 7.10 Fence Barbed wire fence on L/S and W/S slopes.
Entry Last Updated : 2/28/2020

Water Side and 
Land Side

Barbed Wire611 USACEINSPECT

7.10 7.10 Structure Utility poles at LS toe and within 10 feet.
Entry Last Updated : 2/28/2020

Land SidePole - Utility607 USACEINSPECT

7.10 7.10 Ramp Aggregate base covered access ramp on L/S slope.  
Shown on as-built drawings.
Entry Last Updated : 2/28/2020

Land SideRamp612 USACEINSPECT
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7.21 7.21 UCIP DS_ID:19868
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.6 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 7.29), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 7.29), listed as a 24-inch CMP]
Entry Last Updated : 7/15/2021

Pipe114 UCIPAUG2021

7.21 7.40 Ditches Toe ditch at L/S toe. Appx 6-ft wide, 2-ft deep. Dry during 
inspection. Does not intersect levee prism.
Entry Last Updated : 4/7/2020

Land SideUnlined615 USACEINSPECT

7.41 7.41 Ramp Ramp on waterward slope.  Shown on as-built drawing 61-
01.
Entry Last Updated : 2/28/2020

Water SideRamp126 GEILEVEELOG

7.41 7.41 Miscellaneou
s

Turnout on the landward slope.  Shown on as-built 
drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideTurnout1345 LEVEELOG

7.66 7.66 UCIP DS_ID:19869
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.8 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. Skewed crossing. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 7.74), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SRJ601.1), 1967, 
Revised 25 May 2011, (HLM 7.74), listed as a 24-inch 
CMP]
Entry Last Updated : 7/15/2021

CrossingPipe129 UCIPAUG2021

7.66 7.66 Ditches Toe ditch at L/S toe.  Appx 6-ft wide, 1-ft deep, appx 700-
ft long.  Dry during inspection. Does not intersect levee 
prism.
Entry Last Updated : 2/28/2020

Land SideUnlined619 USACEINSPECT

7.79 7.79 Ramp Earth covered access ramp on W/S and L/S slope.  
Shown on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Water SideRamp13 LEVEELOG

7.79 7.79 Ramp Earth covered access ramp on W/S and L/S slope.  
Shown on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideRamp620 USACEINSPECT
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7.93 7.93 Structure Metal sign post on W/S slope appx 5-ft from hinge.
Entry Last Updated : 2/28/2020

Water SideSign621 USACEINSPECT

8.07 8.07 Miscellaneou
s

Aggregate base covered turnout on crown and W/S 
slope.  Appx 10-ft wide by 100-ft long. Not shown on as-
built drawings.
Entry Last Updated : 4/7/2020

Water SideTurnout623 USACEINSPECT

8.13 8.13 UCIP DS_ID:19870
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 16.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 8.22), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SRJ601.1), 1967, Revised 25 
May 2011, (HLM 8.21), listed as a 24-inch CMP]
Entry Last Updated : 7/26/2021

CrossingPipe133 UCIPAUG2021

8.16 8.16 Miscellaneou
s

Aggregate-covered turnout on crown and L/S slope.  Appx 
10-ft wide by 50-ft long. Shown on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideTurnout627 USACEINSPECT

8.42 8.42 Mark 8.5 mile marker on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker138 GEILEVEELOG

8.43 8.43 UCIP DS_ID:19871
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.2 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 8.51), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SRJ601.1), 1967, Revised 25 May 2011, (HLM 
8.51), listed as a 24-inch CMP]
Entry Last Updated : 7/26/2021

CrossingPipe139 UCIPAUG2021

8.56 8.56 Ramp Ramp on both slopes.  Shown on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Water SideRamp18 LEVEELOG

8.56 8.56 Ramp Ramp on both slopes.  Shown on as-built drawing 61-01.
Entry Last Updated : 2/28/2020

Land SideRamp143 GEILEVEELOG

8.64 8.64 Fence Barbed wire fence on W/S and L/S slopes.
Entry Last Updated : 2/28/2020

Water Side and 
Land Side

Barbed Wire633 USACEINSPECT
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8.64 8.64 Structure Cattle guard on the crown of the levee.
Entry Last Updated : 1/27/2017

CrownOther1344 LEVEELOG

9252

8.64 8.64 Gate Chain link fence across the levee crown.
Entry Last Updated : 2/28/2020

CrownChain Link142 GEILEVEELOG

9.02 9.02 Ramp Sod covered access ramp on both slopes of the levee.  
Shown on as-built drawing 61-01.
Entry Last Updated : 3/2/2020

Water SideRamp21 LEVEELOG

9.02 9.02 Ramp Sod covered access ramp on both slopes of the levee.  
Shown on as-built drawing 61-01.
Entry Last Updated : 3/2/2020

Land SideRamp634 USACEINSPECT

9.03 9.03 Structure Fallen wooden sign post on W/S slope appx 8-ft from 
crown.
Entry Last Updated : 3/2/2020

Water SideSign635 USACEINSPECT

9.27 9.27 Revetment Hard pan rubble placed on the waterward slope.
Entry Last Updated : 10/28/2015

Water SideRubble145 GEILEVEELOG

9.32 9.53 Structure Utility vault boxes on crown at W/S hinge, appx 80-ft 
between boxes.
Entry Last Updated : 3/2/2020

Water SideOther636 USACEINSPECT

9.34 9.34 Structure Monitoring well on crown, adjacent to Eastside Bypass 
Control Structure. No documentation available.
Entry Last Updated : 3/2/2020

CrownMonitoring Well637 USACEINSPECT

9.34 9.34 Structure Eastside Bypass Control Structure.
Entry Last Updated : 3/2/2020

Water SideWeir1343 LEVEELOG

9.35 9.39 Revetment Concrete rubble pile on W/S slope.  Appx 30-ft wide, 6-ft 
high, extends appx 150-ft along levee.
Entry Last Updated : 3/2/2020

Water SideRubble641 USACEINSPECT

9.36 9.52 Structure Electrical control boxes along WS hinge. Appear to be 
outside prism. Runs parallel to levee.
Entry Last Updated : 4/7/2020

Water SideControl Box651 USACEINSPECT
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9.52 9.52 UCIP DS_ID:19872
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: Telephone cable of an unknown 
size or material under crown of roadway, at an unknown 
depth. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 9.43), listed as a buried telephone cable]
Entry Last Updated : 7/26/2021

CrossingPipe149 UCIPAUG2021

9.52 9.56 Revetment Bank cobble revetted. Cobble revetment on both banks of 
fill.
Entry Last Updated : 10/28/2015

Land SideCobble150 GEILEVEELOG

9.53 9.53 Mark Boundary of left bank of East Side Bypass and the right 
bank of Mariposa Bypass (unit 11).
Entry Last Updated : 3/2/2020

CrownBoundary22 LEVEELOG

9.53 9.53 Ramp Earth covered access ramp on W/S slope. Not shown on 
as-built drawings.
Entry Last Updated : 3/2/2020

Water SideRamp649 USACEINSPECT

9.56 9.56 Structure Concrete vault containing 2-8 inch steel pipes and screw 
gate.
Entry Last Updated : 1/27/2017

Water SidePipe Section1342 LEVEELOG

9.56 9.56 Structure Mariposa Bypass Control structure. Roadway across 
structure.
Entry Last Updated : 10/28/2015

CrownWeir151 GEILEVEELOG

9.56 9.56 UCIP DS_ID:19873
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 14 feet below the crown. 
Slide gate in a concrete diversion box on the waterside 
(WS) shoulder. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 9.64), listed as a 36-inch corrugated 
metal pipe (CMP)].
Entry Last Updated : 7/26/2021

CrossingPipe153 UCIPAUG2021
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9.59 9.59 UCIP DS_ID:19742
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 
Approximately 14 reinforced concrete box gravity drainage 
culverts of an unknown size across the intersection of the 
Mariposa Bypass and the Eastside Bypass. Roadway 
across structure. Controlled slide gates on end four 
culverts, both sides. Wing wall on each side of the 
structure. Rock revetment immediately downstream of the 
structure. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 9.64), listed as Mariposa Bypass Control 
Structure]

Pipe117 UCIPAUG2021

9.59 9.59 UCIP DS_ID:19739
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 2 of 
6: Approximately 14 reinforced concrete box gravity 
drainage culverts of an unknown size across the 
intersection of the Mariposa Bypass and the Eastside 
Bypass. Roadway across structure. Controlled slide gates 
on end four culverts, both sides. Wing wall on each side 
of the structure. Rock revetment immediately downstream 
of the structure. [Additional Reference(s): DWR Levee 
Log, 2002. USACE San Joaquin O&M Manual 601.2, 
1969].

Pipe118 UCIPAUG2021

9.59 9.59 UCIP DS_ID:19740
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 3 of 
6: Approximately 14 reinforced concrete box gravity 
drainage culverts of an unknown size across the 
intersection of the Mariposa Bypass and the Eastside 
Bypass. Roadway across structure. Controlled slide gates 
on end four culverts, both sides. Wing wall on each side 
of the structure. Rock revetment immediately downstream 
of the structure. [Additional Reference(s): DWR Levee 
Log, 2002. USACE San Joaquin O&M Manual 601.2, 
1969].

Pipe120 UCIPAUG2021

9.60 9.60 UCIP DS_ID:19741
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 4 of 
6: Approximately 14 reinforced concrete box gravity 
drainage culverts of an unknown size across the 
intersection of the Mariposa Bypass and the Eastside 
Bypass. Roadway across structure. Controlled slide gates 
on end four culverts, both sides. Wing wall on each side 
of the structure. Rock revetment immediately downstream 
of the structure. [Additional Reference(s): DWR Levee 
Log, 2002. USACE San Joaquin O&M Manual 601.2, 
1969].

Pipe107 UCIPAUG2021
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9.60 9.60 UCIP DS_ID:19558
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Mariposa Bypass Structure] 5 of 
6: Approximately 14 reinforced concrete box gravity 
drainage culverts of an unknown size across the 
intersection of the Mariposa Bypass and the Eastside 
Bypass. Roadway across structure. Controlled slide gates 
on end four culverts, both sides. Wing wall on each side 
of the structure. Rock revetment immediately downstream 
of the structure. [Additional Reference(s): DWR Levee 
Log, 2002. USACE San Joaquin O&M Manual 601.2, 
1969].

Pipe108 UCIPAUG2021

9.63 9.63 Structure Monitoring well in the crown of the levee.
Entry Last Updated : 1/27/2017

CrownMonitoring Well1338 LEVEELOG

9.63 9.63 Ditches Wide unlined canal approx. 10 ft from the landward toe of 
the levee.
Entry Last Updated : 1/27/2017

Land SideUnlined1339 LEVEELOG

9.63 9.63 Structure Electrical control box for Mariposa bypass structure.
Entry Last Updated : 1/27/2017

Water SideControl Box1336 LEVEELOG

9.63 9.63 Aerial High voltaged power lines running away from the landward 
toe of the levee.
Entry Last Updated : 1/27/2017

Land SideHigh Voltage1334 LEVEELOG

9.63 9.63 Structure Utility pole with conduit running underground.
Entry Last Updated : 1/27/2017

Land SidePole - Utility1335 LEVEELOG

9.64 9.64 Revetment Cobble revetment on both banks of fill.
Entry Last Updated : 10/28/2015

Water SideCobble170 GEILEVEELOG

9.64 9.72 Fence  Barbed wire fence with 8-in wood posts appx 10-ft from 
L/S toe.
Entry Last Updated : 3/2/2020

Land SideBarbed Wire656 USACEINSPECT

9.65 9.65 Ramp Sod covered access ramp on L/S slope and crown. Appx 
12- to 15-ft wide, 30- to 35-ft wide at crown. Shown on as-
built drawings. Does not reduce levee prism.
Entry Last Updated : 3/2/2020

Land SideRamp654 USACEINSPECT

9.65 9.65 Gate Barbed wire drag gate on the landward slope of the levee,
Entry Last Updated : 1/27/2017

Land SideBarbed Wire1333 LEVEELOG
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9.66 9.66 UCIP DS_ID:19874
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: *REMOVED* 36-inch corrugated 
metal gravity drainage pipe through the levee, 14 feet 
below the crown. Slide gate in a concrete diversion box on 
the waterside (WS) shoulder. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 9.76), listed as a 36-inch 
corrugated metal pipe (CMP)].
Entry Last Updated : 7/26/2021

Water Side to 
Land Side

Culvert168 UCIPAUG2021

9.66 9.66 Structure Concrete vaults containing 36 inch CMP screw gates
Entry Last Updated : 1/27/2017

Water SidePipe Section1332 LEVEELOG

18961

9.66 9.66 UCIP DS_ID:25541
EP_NO: 18961
Crossing Status: Found
FIELD_STRUCT_DESC: [East Side Bypass Siphon] 2 of 
2. 54-inch rubber gasket reinforced concrete pipe 
(RGRCP) through the levee, at an unknown depth below 
the levee crown. Line goes through Unit 5 levee and under 
the East Side Bypass Channel and goes through Unit 6 
levee. Inlet structure and pump station are located on the 
north side of Unit 5. Concrete standpipes (siphons) 
located in the channel. Screw gates located on the north 
side of Unit 6. Electrical box located on the levee crown of 
Unit 6. (two 54-inch siphon lines installed under Permit  
18961, 2016 - Henry Miller Reclamation District, existing 
48-inch line was removed)
Entry Last Updated : 7/26/2021

Pipe146 UCIPAUG2021

18961

9.71 9.71 Miscellaneou
s

Canal turned into wetland within 15 feet of landside toe.
Entry Last Updated : 3/2/2020

Land SideOther663 USACEINSPECT

9.72 9.72 Fence Barbed wire fencing on slopes and across floodway.
Entry Last Updated : 4/7/2020

Water Side and 
Land Side

Barbed Wire81 LEVEELOG

9.72 9.72 Gate Locking metal gate on crown. Shown on as-built drawing 
59-01.
Entry Last Updated : 3/2/2020

CrownMetal667 USACEINSPECT

9.72 9.72 Structure Cattle guard on crown and barbed wire fencing across 
levee. May be contributing to surface erosion. Concrete 
structure partially deteriorating.
Entry Last Updated : 4/7/2020

CrownOther666 USACEINSPECT

9.75 9.75 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 10- to 12-ft wide, 35-ft wide at crown.  Shown 
on as-built drawing 59-01.
Entry Last Updated : 3/2/2020

Land SideRamp669 USACEINSPECT
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10.24 10.24 Ramp Ramp on landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp174 GEILEVEELOG

10.79 10.79 Structure Monitoring well appx 75-ft from L/S toe. Encroachment 
permit and as-built drawings not available. Unclear if 
abandoned.
Entry Last Updated : 3/2/2020

Land SideMonitoring Well675 USACEINSPECT

10.79 10.79 Structure Low water crossing (concrete) bridge with raised approach 
embankments with riprap. Appears to be in good condition.
Entry Last Updated : 3/2/2020

Water SideBridge175 USACEPI

10.79 10.79 Ramp Aggregate base access ramps on W/S and L/S slopes 
and crown. Appx 10- to 12-ft wide, 35-ft wide at crown. 
Shown on as-built drawing 59-01.
Entry Last Updated : 3/2/2020

Land SideRamp674 USACEINSPECT

10.80 10.80 Ramp Aggregate base access ramps on W/S and L/S slopes 
and crown. Appx 10- to 12-ft wide, 35-ft wide at crown. 
Shown on as-built drawing 59-01.
Entry Last Updated : 3/2/2020

Water SideRamp676 USACEINSPECT

10.97 10.97 UCIP DS_ID:19563
EP_NO: 18624
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch reinforced concrete 
water supply pipe through the levee, 5 feet below the 
crown. Pipe riser on both the inlet and the outlet sides. 
Control gate on the landside (LS). Slide gate on the 
waterside (WS) end. Joints secured in hoop steel and 
encased in concrete at each levee toe. (36-inch water 
pipe through levee, under and across channel, authorized 
Permit No. 18624, 2010, Wolfsen Land and Cattle 
Company).
Entry Last Updated : 7/26/2021

Pipe106 UCIPAUG2021

18624

11.18 11.23 Fence Barbed wire fence along the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SideBarbed Wire1329 LEVEELOG

11.18 11.18 Structure High voltage power pole approx. 25ft from the landward 
toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1330 LEVEELOG

11.19 11.19 Structure Soil berm appx 20-ft wide by 4-ft high, appx 10-ft of L/S 
toe, extends appx 75-ft.
Entry Last Updated : 3/2/2020

Land SideStability Berm681 USACEINSPECT
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11.24 11.24 Structure Metal sign post on crown.
Entry Last Updated : 3/2/2020

CrownPost687 USACEINSPECT

11.24 11.71 Fence Barbed wire fence appx 15-feet from W/S toe.
Entry Last Updated : 3/3/2020

Water SideBarbed Wire689 USACEINSPECT

11.24 11.24 Gate 10-ft wide chain link locking gate on crown. Shown on as-
built drawings.
Entry Last Updated : 3/3/2020

CrownChain Link686 USACEINSPECT

11.24 11.24 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage181 GEILEVEELOG

11.24 11.24 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 11/9/2016

Water Side and 
Land Side

Barbed Wire1328 LEVEELOG

11.24 11.70 At Grade Asphalt-paved road along levee crown (Sandy Mush 
Road). Shown on as-built drawings.
Entry Last Updated : 3/3/2020

CrownRoad / Highway1327 LEVEELOG

11.25 11.69 Aerial High voltage line running parallel to levee off the W/S toe.
Entry Last Updated : 3/3/2020

Water SideHigh Voltage23 LEVEELOG

11.25 11.25 Structure Metal sign post on L/S slope.
Entry Last Updated : 3/3/2020

Land SidePost692 USACEINSPECT

11.26 11.67 Ditches Irrigation canal within 15 feet of levee toe.  Shown on as-
built drawing 59-01.
Entry Last Updated : 3/3/2020

Land SideUnlined694 USACEINSPECT

11.28 11.28 Structure Utility pole off the W/S toe.
Entry Last Updated : 3/3/2020

Water SidePole - Utility25 LEVEELOG

11.35 11.35 Ramp Sod covered access ramp on L/S and crown. Partially 
removed for irrigation ditch. Cuts appx 2- to 3-ft into levee 
prism. Appx 12- to 15-ft wide, 35-ft wide at crown. Shown 
on as-built drawings.
Entry Last Updated : 3/3/2020

Land SideRamp696 USACEINSPECT

11.35 11.35 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Shown on as-built drawings.
Entry Last Updated : 3/3/2020

Water SideRamp701 USACEINSPECT
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11.35 11.35 Structure Utility junction box on W/S slope. Not shown on as-built 
drawings.
Entry Last Updated : 3/3/2020

Water SideDistribution Box695 USACEINSPECT

11.35 11.35 Structure Metal sign on L/S slope at crown.
Entry Last Updated : 3/3/2020

Land SideSign697 USACEINSPECT

11.35 11.35 Structure Soil berm appx 3-ft wide by 3-ft tall at crown on L/S, 
extends appx 15-ft.
Entry Last Updated : 3/3/2020

Land SideStability Berm698 USACEINSPECT

11.35 11.35 Structure Guard rail on L/S slope. Not shown on as-built drawings.
Entry Last Updated : 3/3/2020

Land SideGuardrail700 USACEINSPECT

11.35 11.35 Structure Wooden sign on L/S slope at crown.
Entry Last Updated : 4/7/2020

Land SideSign699 USACEINSPECT

11.38 11.38 Structure Utility pole off the W/S toe.
Entry Last Updated : 3/3/2020

Water SidePole - Utility26 LEVEELOG

11.44 11.44 Structure Metal sign post on W/S shoulder.
Entry Last Updated : 3/3/2020

Water SideSign189 GEILEVEELOG

11.47 11.47 Structure Utility pole off the W/S toe.
Entry Last Updated : 3/3/2020

Water SidePole - Utility28 LEVEELOG

11.56 11.56 UCIP DS_ID:19875
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 16.6 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002[Mariposa Bypass 
Structure] 2 of 6: Approximately 14 reinforced concrete 
box gravity drainage culverts of an unknown size across 
the intersection of the Mariposa Bypass and the Eastside 
Bypass. Roadway across structure. Controlled slide gates 
on end four culverts, both sides. Wing wall on each side 
of the structure. Rock revetment immediately downstream 
of the structure. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 11.65), listed as a 24-inch corrugated 
metal pipe (CMP). USACE San Joaquin O&M Manual, 
Unit 601 Part 1 (SJR601.1), 1967, (HLM 11.64), listed as 
a 24-inch CMP].
Entry Last Updated : 7/26/2021

CrossingPipe192 UCIPAUG2021

11.56 11.56 Structure Utility pole off the W/S toe.
Entry Last Updated : 3/3/2020

Water SidePole - Utility29 LEVEELOG
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11.61 11.61 Structure Utility pole off the W/S toe.
Entry Last Updated : 3/3/2020

Water SidePole - Utility30 LEVEELOG

11.65 11.65 Structure Utility pole off the W/S toe.
Entry Last Updated : 3/3/2020

Water SidePole - Utility31 LEVEELOG

11.66 11.66 Structure Utility pole in the L/S shoulder.
Entry Last Updated : 3/3/2020

Land SidePole - Utility32 LEVEELOG

11.66 11.66 Aerial High voltage lines crossing over levee.
Entry Last Updated : 3/3/2020

CrossingHigh Voltage34 LEVEELOG

11.68 11.68 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 12- to 15-ft wide, 35-ft wide at crown. Not 
shown on as-built drawings.
Entry Last Updated : 3/3/2020

Land SideRamp706 USACEINSPECT

11.70 12.69 Ditches Irrigation ditch 5 to 15 feet from the landward toe.
Entry Last Updated : 3/3/2020

Land SideUnlined194 GEILEVEELOG

11.71 11.71 Structure Metal sign post on L/S of crown.
Entry Last Updated : 3/3/2020

Land SidePost713 USACEINSPECT

11.71 11.71 Structure Light pole on L/S shoulder.
Entry Last Updated : 3/3/2020

Land SidePole - Light35 LEVEELOG

11.71 11.71 Structure Soil berm appx 8-ft wide by 3-ft high at L/S toe, extends 
appx 50-ft.
Entry Last Updated : 3/3/2020

Land SideStability Berm712 USACEINSPECT

11.71 11.71 Structure Metal sign post on W/S slope at crown.
Entry Last Updated : 3/3/2020

Water SidePost714 USACEINSPECT

11.71 11.71 Gate Metal drive gate (5H61 lock).  Shown on as-built drawing 
59-01.
Entry Last Updated : 3/3/2020

CrownMetal195 GEILEVEELOG

11.71 11.71 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 11/9/2016

Water Side and 
Land Side

Barbed Wire1326 LEVEELOG
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11.74 11.74 UCIP DS_ID:19876
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 17 feet below the crown. 
Slide gate in a pipe riser on the waterside (WS) slope. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
11.83), listed as a 36-inch corrugated metal pipe (CMP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 11.82), 
listed as a 36-inch CMP].
Entry Last Updated : 7/26/2021

Pipe122 UCIPAUG2021

11.74 11.74 Structure  Metal sign post on L/S at toe.
Entry Last Updated : 3/3/2020

Land SidePost719 USACEINSPECT

11.75 11.75 Ramp Aggregate based access ramp on W/S slope. Shown on 
as-built drawings.
Entry Last Updated : 3/3/2020

Land SideRamp721 USACEINSPECT

11.75 11.75 Miscellaneou
s

Aggregate base covered parking lot for wildlife refuge on 
W/S of crown. Appx 50-ft by 50-ft.
Entry Last Updated : 3/3/2020

Water SideTurnout1322 LEVEELOG

11.75 11.75 Ramp Sod covered access ramp on landward slope.
Entry Last Updated : 3/3/2020

Land SideRamp1323 LEVEELOG

11.76 11.76 Fence Barbed wire cross-fence on W/S and L/S slopes. Shown 
on as-built drawings.
Entry Last Updated : 4/7/2020

Water Side and 
Land Side

Barbed Wire99 LEVEELOG

11.76 11.76 Gate 20-ft wide metal locking gate on crown. Shown on as-built 
drawings.
Entry Last Updated : 4/7/2020

CrownMetal710 USACEINSPECT

11.86 11.86 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility37 LEVEELOG

11.86 12.69 Aerial High voltage line alongside the L/S toe.
Entry Last Updated : 3/3/2020

Land SideHigh Voltage40 LEVEELOG

11.94 11.94 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility41 LEVEELOG

11.99 11.99 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility43 LEVEELOG
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11.99 11.99 Structure Metal sign post on L/S at toe.
Entry Last Updated : 3/3/2020

Land SideSign724 USACEINSPECT

12.05 12.05 Ramp Aggregate base covered access ramp on R/S slope and 
crown. Appx 10- to 12-ft wide, 40- to 45-ft wide at crown. 
Shown on as-built drawings. Does nor reduce levee prism.
Entry Last Updated : 4/7/2020

Water SideRamp728 USACEINSPECT

12.05 12.05 Structure Utility poles on W/S slope/access ramp. Overhead utility 
line crosses levee. Permit No. 4387; `No Objection letter 
present.
Entry Last Updated : 3/11/2020

Water SidePole - Utility727 USACEINSPECT

4387

12.05 12.05 Aerial Overhead power line crosses the levee. 
Entry Last Updated : 10/28/2015

CrossingHigh Voltage209 GEILEVEELOG

4387

12.05 12.05 Structure 2 utility poles within 15 feet of toe and overhead line 
crosses levee.
Entry Last Updated : 3/3/2020

Water SidePole - Utility208 USACEPI

4387

12.05 12.05 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility44 LEVEELOG

12.09 12.09 Structure Pump station. Possible pipe through levee.
Entry Last Updated : 3/3/2020

Water SidePump Station729 USACEINSPECT

12.09 12.09 Structure Electrical control box for pump station on the waterward 
slope of the levee.
Entry Last Updated : 4/7/2020

Water SideControl Box1320 LEVEELOG

12.09 12.09 Structure Pad and well on the waterward side and ramp on 
waterside.
Entry Last Updated : 10/28/2015

Water SidePad210 GEILEVEELOG

12.09 12.09 Fence  Chain link fence appx 10-ft from crown on W/S access 
ramp.
Entry Last Updated : 3/3/2020

Water SideChain Link731 USACEINSPECT

12.09 12.09 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 10- to 12-ft wide, 40-ft wide at crown. Not 
shown on as-built drawings.
Entry Last Updated : 3/3/2020

Water SideRamp730 USACEINSPECT

12.11 12.11 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility46 LEVEELOG
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12.17 12.17 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility47 LEVEELOG

12.24 12.24 Structure Metal sign post on L/S at toe.
Entry Last Updated : 3/3/2020

Land SidePost734 USACEINSPECT

12.25 12.25 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility49 LEVEELOG

12.26 12.26 Miscellaneou
s

Turnout on crown and L/S slope. Appx 15-ft wide by 30-ft 
long. Shown on as-built drawings.
Entry Last Updated : 3/3/2020

Land SideTurnout735 USACEINSPECT

12.33 12.33 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility50 LEVEELOG

12.34 12.34 Structure 12-in diameter wood utility pole on L/S slope at toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility736 USACEINSPECT

12.35 12.35 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility51 LEVEELOG

12.43 12.43 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility52 LEVEELOG

12.43 12.43 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 12- to 15-ft wide, 45- to 50-ft wide at crown. 
Shown on as-built drawings.
Entry Last Updated : 3/3/2020

Water SideRamp737 USACEINSPECT

12.43 12.43 Structure Partially buried metal barrel on L/S slope.
Entry Last Updated : 3/3/2020

Land SidePipe Section738 USACEINSPECT

12.49 12.49 Structure Metal sign post on L/S at toe.
Entry Last Updated : 3/3/2020

Land SideSign739 USACEINSPECT

12.51 12.51 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility54 LEVEELOG

12.53 12.53 Structure Metal sign post on L/S slope. Damaged/not vertical.
Entry Last Updated : 3/3/2020

Land SideSign740 USACEINSPECT

12.58 12.58 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility56 LEVEELOG
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12.66 12.66 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/3/2020

Land SidePole - Utility58 LEVEELOG

12.69 13.22 Aerial High voltage power lines running along the landward toe 
of the levee.
Entry Last Updated : 11/9/2016

Land SideHigh Voltage1307 LEVEELOG

3335

12.69 12.69 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1316 LEVEELOG

3335

12.69 12.69 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1317 LEVEELOG

3335

12.69 12.69 Ramp Ramp on the landward slope.
Entry Last Updated : 3/3/2020

Land SideRamp215 GEILEVEELOG

12.69 12.69 Gate 35-ft wide metal locking gate on L/S slope. Steel cable 
and posts. Shown on as-built drawings.
Entry Last Updated : 3/3/2020

Land SideCable745 USACEINSPECT

12.69 13.22 Fence Electric fence at landside toe.
Entry Last Updated : 3/3/2020

Land SidePost & Cable224 USACEPI

12.69 12.69 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 15- to 20-ft wide, 35-ft wide at crown. Shown 
on as-built drawings. Does not reduce levee prism.
Entry Last Updated : 4/7/2020

Land SideRamp743 USACEINSPECT

12.70 18.91 Structure Unpaved 10- to 15-ft wide toe road appx 5-ft from L/S toe. 
Not shown on as-built drawings.
Entry Last Updated : 4/7/2020

Land SideOther748 USACEINSPECT

12.77 12.77 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1315 LEVEELOG

3335

12.85 12.85 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1314 LEVEELOG

3335

12.93 12.93 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 15- to 20-ft wide, 45 to 50-ft wide at crown. 
Shown on as-built drawings.
Entry Last Updated : 3/3/2020

Land SideRamp750 USACEINSPECT
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12.93 12.93 Gate 35-ft wide metal locking gate on L/S slope. Steel cable 
and posts.
Entry Last Updated : 4/7/2020

Land SideCable751 USACEINSPECT

12.94 12.94 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1313 LEVEELOG

3335

13.04 13.04 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1312 LEVEELOG

3335

13.14 13.14 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1311 LEVEELOG

3335

13.18 13.18 Miscellaneou
s

Turnout on the landward side of the crown.
Entry Last Updated : 11/9/2016

Land SideTurnout1309 LEVEELOG

13.18 13.18 Structure Pump station owned by USFWS, with concrete pad and 
chain link fence.
Entry Last Updated : 3/3/2020

Water SidePump Station765 USACEINSPECT

13.18 13.18 Ramp Aggregate covered access ramp on the waterward slope 
of the levee.  Shown on as-built drawing 59-01.
Entry Last Updated : 3/3/2020

Water SideRamp1310 LEVEELOG

13.22 13.22 Structure Mound on the waterward slope. Irrigation well on mound. 
Merced National Wildlife Management Area.
Entry Last Updated : 10/28/2015

Water SideMonitoring Well221 GEILEVEELOG

13.22 13.22 UCIP DS_ID:19877
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.8 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 18.91), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 13.30), listed as a 24-inch 
CMP].
Entry Last Updated : 7/26/2021

CrossingPipe223 UCIPAUG2021

13.22 13.22 Gate Cable and post gate on the landward slope of the levee.
Entry Last Updated : 11/9/2016

Land SideCable1306 LEVEELOG

13.22 13.22 Ramp Ramp on both slopes of the levee.
Entry Last Updated : 3/4/2020

Water SideRamp60 LEVEELOG
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13.22 13.22 Ramp Ramp on both slopes of the levee.  Shown on as-built 
drawing 59-01.
Entry Last Updated : 3/4/2020

Land SideRamp1305 LEVEELOG

13.23 13.23 Structure Power pole within 15 feet of landside toe.
Entry Last Updated : 4/7/2020

Land SidePole - Utility762 USACEINSPECT

3335

13.23 13.23 Structure Utility line crossing over levee. Pole on berm on 
waterside, but not in levee prism.
Entry Last Updated : 3/4/2020

Water SidePole - Utility767 USACEINSPECT

3335

13.23 13.23 Aerial High voltage line crosses over the levee.
Entry Last Updated : 4/7/2020

CrossingHigh Voltage100 LEVEELOG

3335

13.23 13.23 Structure High voltage service line on the landward toe of the levee.
Entry Last Updated : 4/7/2020

Land SidePole - Utility1304 LEVEELOG

3335

13.38 14.35 Fence Electric fence on waterside of crown.
Entry Last Updated : 3/4/2020

Water SidePost & Cable784 USACEINSPECT

13.48 13.48 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 15- to 20-ft wide, 45-ft wide at crown. Shown 
on as-built drawings.
Entry Last Updated : 3/4/2020

Land SideRamp775 USACEINSPECT

13.48 13.48 Gate Cable and post gate on the landward slope of the levee.
Entry Last Updated : 3/4/2020

Land SideCable1303 LEVEELOG

13.48 13.48 Structure Monitoring well appx 30-ft from L/S toe. Encroachment 
permit and as-built drawings not available. Unclear if 
abandoned.
Entry Last Updated : 3/4/2020

Land SideMonitoring Well772 USACEINSPECT

13.69 13.69 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 15- to 20-ft wide, 45- to 50-ft wide at crown. 
Shown on as-built drawings.
Entry Last Updated : 3/4/2020

Land SideRamp777 USACEINSPECT

13.69 13.69 Gate Cable and post gate on the landward slope of the levee.
Entry Last Updated : 11/9/2016

Land SideCable1302 LEVEELOG

13.95 13.95 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 15- to 20-ft wide, 45- to 50-ft wide at crown. 
Shown on as-built drawings.
Entry Last Updated : 3/4/2020

Land SideRamp779 USACEINSPECT
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13.95 13.95 Gate 35-ft wide metal locking gate on L/S slope. Steel cable 
and posts.
Entry Last Updated : 3/4/2020

Land SideCable778 USACEINSPECT

13.96 15.66 Fence Hot wire fence along the waterward slope of the levee.
Entry Last Updated : 11/9/2016

Water SidePost & Cable1298 LEVEELOG

14.31 14.31 Gate 35-ft wide metal locking gate on L/S slope. Steel cable 
and posts. Shown on as-built drawings.
Entry Last Updated : 3/4/2020

Land SideMetal780 USACEINSPECT

14.31 14.31 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 15- to 20-ft wide, 45- to 50-ft wide at crown. 
Shown on as-built drawings.
Entry Last Updated : 3/4/2020

Land SideRamp781 USACEINSPECT

14.31 14.31 Ramp Ramp on both slopes. Ramp to earthen pad on waterward 
slope. Ramp to earthen pad on waterward slope.
Entry Last Updated : 10/28/2015

Water SideRamp238 GEILEVEELOG

14.35 14.35 Miscellaneou
s

Turnout on crown and W/S slope. Appx 50-ft wide by 50-ft 
long.  Shown on as-built drawing 59-01.
Entry Last Updated : 3/4/2020

Water SideTurnout783 USACEINSPECT

14.35 14.35 Gate Hot wire cable crossing the levee.
Entry Last Updated : 11/9/2016

CrownCable1301 LEVEELOG

14.36 15.24 Structure Soil berm appx 2- to 3-ft wide by 1- to 2-ft tall at L/S toe.
Entry Last Updated : 3/4/2020

Land SideStability Berm790 USACEINSPECT

14.36 14.36 UCIP DS_ID:19878
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.3 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 14.45), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 14.44), listed as a 24-inch 
CMP]
Entry Last Updated : 7/26/2021

Pipe123 UCIPAUG2021

14.36 14.47 Fence Barbed wire fence transitions into hot wire fence along the 
landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePost & Cable1300 LEVEELOG
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14.47 19.23 Fence Barbed wire fence along the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SideBarbed Wire1273 LEVEELOG

14.71 15.24 Ditches Unlined irrigation ditch on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SideUnlined801 USACEINSPECT

15.01 15.01 Miscellaneou
s

Turnout on crown and L/S slope. Appx 8-ft wide by 110-ft 
long. Not shown on as-built drawings.
Entry Last Updated : 3/4/2020

Land SideTurnout797 USACEINSPECT

15.09 15.09 Structure Metal sign post on L/S slope at toe.
Entry Last Updated : 4/7/2020

Land SideSign798 USACEINSPECT

15.50 15.50 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 12- to 15-ft wide, 30- to 35-ft wide at crown. 
Shown on as-built drawings.
Entry Last Updated : 3/4/2020

Land SideRamp803 USACEINSPECT

15.55 17.73 Structure Soil berm appx 3- to 4-ft wide by 1- to 2-ft tall. Appx 10-ft 
from L/S toe.
Entry Last Updated : 3/4/2020

Land SideStability Berm804 USACEINSPECT

15.64 15.64 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility255 GEILEVEELOG

15.64 16.40 Aerial High voltage power lines along the landward toe of the 
levee.
Entry Last Updated : 11/9/2016

Land SideHigh Voltage1282 LEVEELOG

15.66 15.66 Miscellaneou
s

Subsidence/low levee section erosion repaired by District 
June 1985.
Entry Last Updated : 10/28/2015

.Not IdentifiedMitigation Site252 GEILEVEELOG

15.66 15.66 Fence Barbed wire cross-fence on L/S and W/S slope and toe.
Entry Last Updated : 3/4/2020

Water Side and 
Land Side

Barbed Wire813 USACEINSPECT

15.66 15.66 Gate 18-ft wide metal locking gate on crown.
Entry Last Updated : 3/4/2020

CrownMetal806 USACEINSPECT

15.67 19.25 Fence Barbed wire fence at L/S toe.
Entry Last Updated : 3/11/2020

Land SideBarbed Wire810 USACEINSPECT

15.67 15.67 Ramp Ramp on both slopes. Chamberlain Road low water bridge 
crossing channel.  Shown on as-built drawing 59-01.
Entry Last Updated : 3/4/2020

Land SideRamp62 LEVEELOG
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15.67 15.67 Ramp Ramp on both slopes. Chamberlain Road low water bridge 
crossing channel.  Shown on as-built drawing 59-01.
Entry Last Updated : 3/4/2020

Water SideRamp251 GEILEVEELOG

15.67 15.67 Gate Metal drive gate on the landward slope of the levee. Lock 
5H61.
Entry Last Updated : 11/9/2016

Land SideMetal1296 LEVEELOG

15.67 15.67 Structure Concrete bridge crossing on the waterward side of the 
levee.
Entry Last Updated : 11/9/2016

Water SideBridge1297 LEVEELOG

15.68 15.68 UCIP DS_ID:19884
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 15.78), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 15.76), listed as a 24-inch 
CMP].
Entry Last Updated : 7/26/2021

Pipe125 UCIPAUG2021

15.69 15.69 Fence 10-ft wide metal locking gate on crown and barbed wire 
fence on W/S and L/S slopes. Potential safety hazard to 
flood fighting personnel. Not shown on as-built drawings.
Entry Last Updated : 3/4/2020

Water Side and 
Land Side

Barbed Wire814 USACEINSPECT

15.69 15.69 Gate Metal drive gate on the crown of the levee. Lock 5H61.
Entry Last Updated : 11/9/2016

CrownMetal1295 LEVEELOG

15.69 15.69 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1294 LEVEELOG

15.73 15.73 Fence Low water crossing with barbed wire fencing across 
floodway.
Entry Last Updated : 3/4/2020

Water SideBarbed Wire816 USACEINSPECT

15.76 15.76 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1293 LEVEELOG
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15.82 15.82 UCIP DS_ID:19885
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 16.6 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 15.93), listed 
as a 36-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 15.91), listed as a 36-inch 
CMP]
Entry Last Updated : 7/26/2021

Pipe127 UCIPAUG2021

15.83 15.83 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1291 LEVEELOG

15.83 15.83 Aerial High voltage service line.
Entry Last Updated : 11/9/2016

Land SideHigh Voltage1292 LEVEELOG

15.90 15.90 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1290 LEVEELOG

15.97 15.97 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1289 LEVEELOG

15.99 15.99 Mark 16 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker261 GEILEVEELOG

16.04 16.04 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1288 LEVEELOG

16.11 16.11 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1287 LEVEELOG

16.18 16.18 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1286 LEVEELOG

16.25 16.25 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1285 LEVEELOG

16.32 16.32 Structure High voltage power pole on the landward toe of the levee.  
Guy wire in landside levee slope.
Entry Last Updated : 3/4/2020

Land SidePole - Utility1284 LEVEELOG

16.38 16.38 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SidePole - Utility1283 LEVEELOG
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16.39 16.39 Mark 16.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker262 GEILEVEELOG

16.39 16.39 Fence Cross fence, metal drive gate (no lock).
Entry Last Updated : 10/28/2015

CrownChain Link263 GEILEVEELOG

16.40 16.40 Structure Utility pole and guy wire on L/S slope.
Entry Last Updated : 3/4/2020

Land SidePole - Utility821 USACEINSPECT

16.40 16.41 Aerial Service line tap on L/S toe.
Entry Last Updated : 3/4/2020

Land SideHigh Voltage1281 LEVEELOG

16.40 16.40 Ramp Aggregate base covered access ramp on W/S and L/S 
slopes and crown. Appx 10- to 12-ft wide, 30- to 35-ft wide 
at crown. Not shown on as-built drawings. Does not 
reduce levee prism.
Entry Last Updated : 3/4/2020

Water SideRamp826 USACEINSPECT

16.40 16.40 UCIP DS_ID:19559
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal 
irrigation siphon pipe through the levee, 5.9 feet below the 
crown. Slide gate on the waterside (WS). Siphon extends 
under channel. [Additional Reference(s):  USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 16.49), listed as a 36-inch 
corrugated metal pipe (CMP), siphon under channel].
Entry Last Updated : 7/26/2021

Pipe128 UCIPAUG2021

16.41 16.41 Ramp Dirt access ramp on the landward slope of the levee.
Entry Last Updated : 11/9/2016

Land SideRamp1278 LEVEELOG

16.41 16.41 Ditches Irrigation canal siphon under levee with closure structure 
on waterside hinge.
Entry Last Updated : 4/7/2020

CrossingUnlined270 USACEPI

3040

16.41 16.41 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 3/4/2020

Land SidePole - Utility1270 LEVEELOG

16.41 17.05 Aerial High voltage powerlines approx 5 ft from the landward toe 
of the levee.
Entry Last Updated : 11/4/2016

Land SideHigh Voltage1254 LEVEELOG

16.41 16.41 Ramp Sod covered access ramp on the waterward slope of the 
levee.
Entry Last Updated : 11/9/2016

Water SideRamp1277 LEVEELOG
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16.43 16.43 Miscellaneou
s

Levee subsidence that was repaired by District in 1984.
Entry Last Updated : 10/28/2015

.Not IdentifiedMitigation Site267 GEILEVEELOG

16.43 16.43 UCIP DS_ID:19886
EP_NO: 3040
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 48-inch corrugated metal 
irrigation siphon pipe through the levee, 8.7 feet below the 
crown. Slide gate on the landside (LS). Cobble revetment 
around each end of the pipe. Siphon extends under the 
channel. 24-inch corrugated metal cleanout pipe at the 
center of the channel with a metal plate cover. (Plans for 
construction of two reinforced concrete siphons across the 
Eastside Bypass authorized under Permit No. 3040, 
1959 - Newhall Land and Farming Company). [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 16.52), listed 
as a 48-inch corrugated metal pipe (CMP)].
Entry Last Updated : 7/26/2021

Pipe130 UCIPAUG2021

3040

16.48 16.48 Structure High voltage power pole on the landward toe of the levee.
Entry Last Updated : 3/4/2020

Land SidePole - Utility1268 LEVEELOG

16.57 16.57 Structure High voltage power pole approx 10ft form the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1267 LEVEELOG

16.62 16.62 Structure Water stage recorder on the waterward side. Walkway to 
recorder house and service pole on the waterward 
shoulder.
Entry Last Updated : 10/28/2015

Water SideWalkway273 GEILEVEELOG

16.62 16.62 Aerial High voltage service line crossing overhead the levee.
Entry Last Updated : 11/4/2016

CrossingHigh Voltage1266 LEVEELOG

16.62 16.62 Structure Water gauging station with stilling well. Approach bridge 
and utility pole line crossing appears less than 20 feet 
above crown.
Entry Last Updated : 3/4/2020

Water SideGauge831 USACEINSPECT

16.62 16.62 Structure High voltage pole on the landward toe of the levee and 
high voltage service pole located on the waterward slope 
of the levee.
Entry Last Updated : 3/4/2020

Land SidePole - Utility64 LEVEELOG

16.62 16.62 Structure High voltage pole on the landward toe of the levee and 
high voltage service pole located on the waterward slope 
of the levee.
Entry Last Updated : 11/4/2016

Water SidePole - Utility1265 LEVEELOG
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16.65 16.65 Structure Metal sign post at L/S toe.
Entry Last Updated : 3/4/2020

Land SideSign832 USACEINSPECT

16.66 16.66 Structure High voltage power pole approx. 10ft from landward toe of 
the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1263 LEVEELOG

16.74 16.74 Structure High voltage power pole approx. 10ft from landward toe of 
the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1262 LEVEELOG

16.83 16.83 Structure High voltage power pole approx. 10ft from landward toe of 
the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1261 LEVEELOG

16.92 16.92 Structure High voltage power pole approx. 10ft from landward toe of 
the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1260 LEVEELOG

17.00 17.00 Structure Utility junction box appx 15-ft of L/S toe.
Entry Last Updated : 3/4/2020

Land SideControl Box836 USACEINSPECT

17.01 17.01 Structure High voltage power pole approx. 10ft from landward toe of 
the levee.
Entry Last Updated : 3/4/2020

Land SidePole - Utility65 LEVEELOG

17.02 17.02 Structure High voltage power pole approx. 10ft from landward toe of 
the levee.
Entry Last Updated : 3/4/2020

Land SidePole - Utility68 LEVEELOG

17.02 17.02 Gate Barbed wire drag gate on the lsndward toe of the levee.
Entry Last Updated : 11/4/2016

Land SideBarbed Wire1257 LEVEELOG

17.03 17.03 Ramp Farm access ramp on the landward slope of the levee.  
Shown on as-built drawing 59-01.
Entry Last Updated : 3/4/2020

Land SideRamp1256 LEVEELOG

17.04 17.04 Ramp Access ramp on the waterward slope of the levee.  Shown 
on as-built drawing 59-01.
Entry Last Updated : 3/4/2020

Water SideRamp1255 LEVEELOG

17.04 17.04 Gate 35-ft wide metal locking gate on L/S slope. Steel cable 
and posts.
Entry Last Updated : 3/4/2020

Land SideCable840 USACEINSPECT
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17.05 17.05 Gate Barbed wire drag gate on the landward toe of the levee.
Entry Last Updated : 11/4/2016

Land SideBarbed Wire1252 LEVEELOG

17.05 17.05 Structure High voltage power pole approx 5 ft from the landward toe 
of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1253 LEVEELOG

17.05 17.05 Ramp Access ramp on the landward slope of the levee.
Entry Last Updated : 11/4/2016

Land SideRamp1251 LEVEELOG

17.06 17.72 Ditches Unlined irrigation ditch approx. 10ft from the landward toe 
of the levee.
Entry Last Updated : 11/9/2016

Land SideUnlined1276 LEVEELOG

17.17 17.17 Structure Metal sign post at L/S toe.
Entry Last Updated : 3/4/2020

Land SideSign843 USACEINSPECT

17.73 17.73 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 12- to 15-ft wide, 30- to 35-ft wide at crown. 
Not shown on as-built drawings.
Entry Last Updated : 3/4/2020

Land SideRamp844 USACEINSPECT

17.73 17.73 Gate Barbed wire drag gate on landward toe of the levee.
Entry Last Updated : 11/4/2016

Land SideBarbed Wire1250 LEVEELOG

17.74 18.17 Ditches Unlined irrigation ditch approx. 10ft from the landward toe 
of the levee.
Entry Last Updated : 3/11/2020

Land SideUnlined1275 LEVEELOG

17.92 17.92 Mark 18 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker281 GEILEVEELOG

18.17 18.91 Ditches Large irrigation canal near landside toe of levee.
Entry Last Updated : 3/11/2020

Land SideUnlined872 USACEINSPECT

18.17 18.17 Fence Entry Last Updated : 11/4/2016Water Side and 
Land Side

Barbed Wire1248 LEVEELOG

18.17 18.17 Gate Pipe gate across levee crown.
Entry Last Updated : 10/28/2015

CrownMetal283 GEILEVEELOG

18.18 18.18 At Grade Unpaved road crossing levee (West El Nido Road). Appx 
15- to 20-ft wide. Not shown on as-built drawings.
Entry Last Updated : 3/5/2020

CrossingRoad / Highway849 USACEINSPECT
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18.18 18.18 Ramp Ramp on both slopes. W. El Nido Rd. low water crossing 
in channel.  Shown on as-built drawing 59-01.
Entry Last Updated : 3/5/2020

Land SideRamp69 LEVEELOG

18.18 18.18 Ramp Ramp on both slopes. W. El Nido Rd. low water crossing 
in channel.  Shown on as-built drawing 59-01.
Entry Last Updated : 3/5/2020

Water SideRamp290 GEILEVEELOG

18.19 18.19 Fence Barbed wire cross-fence on L/S and W/S slopes. Limits 
public access from West El Nido Road.
Entry Last Updated : 3/5/2020

Water Side and 
Land Side

Barbed Wire850 USACEINSPECT

18.19 18.19 Gate Panel gate. (Lock # 5H61).  Shown on as-built drawing 59-
01.
Entry Last Updated : 3/5/2020

CrownMetal287 GEILEVEELOG

18.19 18.19 Structure Sign on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideSign285 GEILEVEELOG

18.20 18.20 UCIP DS_ID:19887
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 18.29), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 18.27), listed as a 24-inch 
CMP].
Entry Last Updated : 7/26/2021

Pipe131 UCIPAUG2021

18.46 18.46 Ramp Sod covered access ramp on L/S slope and crown. 
Removed for irrigation ditch. Damaged and no longer a 
point of access. Appx 30-ft wide at crown. Cuts appx 6-in 
into levee prism. Shown on as-built drawing 59-01.
Entry Last Updated : 3/5/2020

Land SideRamp859 USACEINSPECT

18.77 18.77 Ramp Aggregate base covered road crosses levee. Appx 20-ft 
wide. Shown on as-built drawings.
Entry Last Updated : 3/5/2020

Water SideRamp71 LEVEELOG

18.77 18.77 At Grade Aggregate base covered road crosses levee. Appx 20-ft 
wide. Shown on as-built drawings.
Entry Last Updated : 3/5/2020

CrownRoad / Highway860 USACEINSPECT

18.77 18.77 Ramp Access ramp on the landward slope of the levee.  Shown 
on as-built drawing 59-01.
Entry Last Updated : 3/5/2020

Land SideRamp1245 LEVEELOG
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18.77 18.77 Gate Metal drive gate on the landward toe of the levee.
Entry Last Updated : 11/4/2016

Land SideMetal1246 LEVEELOG

18.81 18.81 Structure Soil berm appx 8-ft tall appx 5- to 10-ft from L/S toe.
Entry Last Updated : 3/5/2020

Land SideStability Berm863 USACEINSPECT

18.81 18.81 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 12- to 15-ft wide, 35-ft wide at crown. Shown 
on as-built drawing.
Entry Last Updated : 3/5/2020

Land SideRamp862 USACEINSPECT

18.81 18.81 Revetment Concrete blocks used as bank protection on L/S slope, 
non-engineered. Up to appx 12-in by 24-in blocks lining 
outlet channel. Appx 10-ft by 20-ft area.
Entry Last Updated : 3/5/2020

Land SideConcrete864 USACEINSPECT

18.81 18.81 UCIP DS_ID:19888
EP_NO: 3040
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch corrugated metal 
irrigation siphon pipe through the levee, 8.8 feet below the 
crown. Slide gate in a pipe riser on the landside (LS) 
slope, not the waterside (WS) slope. Concrete headwall 
on the LS, not the WS. Siphon extends under the channel. 
24-inch corrugated metal cleanout pipe at the center of 
the channel with a metal plate cover. (Plans for 
construction of two reinforced concrete siphons across the 
Eastside Bypass authorized under Permit No. 3040, 
1959 - Newhall Land and Farming Company). [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 18.91), listed 
as a 48-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 18.91), listed as a 48-inch 
CMP]
Entry Last Updated : 7/14/2021

Pipe134 UCIPAUG2021

3040

18.89 18.89 Mark 19 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker299 GEILEVEELOG

18.89 18.89 UCIP DS_ID:19889
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.2 feet below the 
crown. Slide gate in a pipe riser on the waterside (WS) 
slope. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 18.98), listed as a 24-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 18.97), 
listed as a 24-inch CMP].
Entry Last Updated : 7/15/2021

Pipe132 UCIPAUG2021
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18.91 18.91 Ramp  Aggregate base access ramp on L/S slope and crown. 
Appx 12-ft wide, 25-ft wide at crown. Not shown on as-
built drawings.
Entry Last Updated : 3/5/2020

Land SideRamp874 USACEINSPECT

18.91 18.91 Gate Barbed wire drag gate on the landward toe of the levee.
Entry Last Updated : 11/4/2016

Land SideBarbed Wire1242 LEVEELOG

18.92 19.22 Ditches Small irrigation canal at landside toe.
Entry Last Updated : 3/5/2020

Land SideUnlined890 USACEINSPECT

18.99 19.25 Structure Soil berm appx 2-ft wide by 2-ft tall. Between 10- and 13-ft 
from L/S toe.
Entry Last Updated : 3/11/2020

Land SideStability Berm877 USACEINSPECT

19.22 19.22 Fence Fencing on landside slope (barbed wire) also crosses 
levee at gate.
Entry Last Updated : 4/7/2020

Land SideBarbed Wire893 USACEINSPECT

19.22 19.22 Structure Metal sign post on W/S slope at crown.
Entry Last Updated : 3/5/2020

Water SidePost889 USACEINSPECT

19.23 19.23 Gate 12-ft wide metal and barbed wire locking gate on crown.  
Shown on as-built drawing 59-01.
Entry Last Updated : 3/5/2020

CrownChain Link1238 LEVEELOG

19.23 19.23 Fence Barbed wire cross-fence on W/S and L/S slopes. Limits 
public access from West Washington Road.
Entry Last Updated : 3/5/2020

Water Side and 
Land Side

Barbed Wire887 USACEINSPECT

19.24 19.24 At Grade Asphalt paved road crossing and bridge (W. Washington 
Road). Concrete pier footings into W/S slope. Shown on 
as-built drawings.
Entry Last Updated : 3/5/2020

CrownRoad / Highway898 USACEINSPECT

19.24 19.24 Structure W. Washington Rd. crossing over the East Side Bypass.
Entry Last Updated : 3/5/2020

Water SideBridge1272 LEVEELOG

19.27 19.27 Structure Metal sign post on W/S slope at crown.
Entry Last Updated : 4/7/2020

Water SideSign901 USACEINSPECT

19.27 19.27 Revetment Concrete block revetment on L/S slope, non-engineered. 
Up to appx 8-in by 10-in blocks, used as bank protection. 
Length appx 15-ft.
Entry Last Updated : 3/5/2020

Land SideConcrete902 USACEINSPECT
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19.28 19.28 UCIP DS_ID:19890
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch corrugated metal gravity 
drainage pipe through the levee, 20 feet below the crown. 
Slide gate in a pipe riser on the waterside (WS) slope. 
Riprap along the landside (LS) slope. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 19.36), listed 
as a 48-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 19.36), listed as a 48-inch 
CMP].
Entry Last Updated : 7/15/2021

CrossingPipe309 UCIPAUG2021

19.30 19.30 Ramp Aggregate base access ramp on L/S slope and crown. 
Appx 10- to 12-ft wide, 20- to 25-ft wide at crown. Not 
shown on as-built drawings.
Entry Last Updated : 4/7/2020

Land SideRamp906 USACEINSPECT

19.30 19.30 Miscellaneou
s

Turnout on crown and L/S slope. Appx 30-ft wide by 150-ft 
long. Shown on as-built drawings.
Entry Last Updated : 3/5/2020

Land SideTurnout907 USACEINSPECT

19.31 19.31 Mark Boundary of unit 6 levee mile 19.31 start of Unit 4 (left 
bank of San Joaquin River) LM 0.00.
Entry Last Updated : 3/5/2020

CrownBoundary1271 LEVEELOG

19.31 19.31 Structure Sand Slough structure (Parshall Flume).
Entry Last Updated : 10/28/2015

Water SideWeir314 GEILEVEELOG

19.41 19.41 Mark Boundary of Unit 6 LM 19.41 and Unit 3 (right bank of San 
Joaquin River) LM 0.00.
Entry Last Updated : 3/5/2020

CrownBoundary908 USACEINSPECT

19.52 19.52 Structure Utility or communications associated poles on the 
landward toe of the levee.
Entry Last Updated : 11/9/2016

Land SideStandpipe468 LEVEELOG

19.52 19.52 Structure Monitoring well and bollards encased in concrete on L/S 
slope at toe. Monitoring well locked.
Entry Last Updated : 3/5/2020

Land SideMonitoring Well886 USACEINSPECT

19.53 19.53 Ramp Aggregate base covered access ramp on W/S slope. 
Appx 20-ft wide. Ramp does not reduce levee prism. 
Ramp has minimal aggregate.  Shown on as-built 
drawings.
Entry Last Updated : 3/5/2020

Water SideRamp885 USACEINSPECT
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19.53 19.53 Ramp Ramp on the landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp320 GEILEVEELOG

19.53 20.78 Fence Barbed wire fence appx 7-ft from W/S toe. Potential 
hazard to flood fighting personnel.
Entry Last Updated : 3/5/2020

Water SideBarbed Wire881 USACEINSPECT

19.54 19.97 Ditches Toe ditch appx 7-ft from L/S toe. Appx 7-ft wide, 3-ft 
deep.  Shown on as-built drawings.
Entry Last Updated : 3/5/2020

Land SideUnlined880 USACEINSPECT

19.54 20.77 At Grade West Washington Road on levee crown.
Entry Last Updated : 10/28/2015

CrownRoad / Highway321 GEILEVEELOG

19.56 19.56 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/5/2020

Land SidePole - Utility1237 LEVEELOG

19.56 20.79 Aerial Communications line starting on the crown of the levee 
and running approx. 5ft from the landward toe of the levee.
Entry Last Updated : 11/4/2016

Land SideCommunications1208 LEVEELOG

19.59 19.59 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/5/2020

Land SidePole - Utility1236 LEVEELOG

19.63 19.63 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/5/2020

Land SidePole - Utility1235 LEVEELOG

19.64 19.64 Structure Small metal sign post on W/S hinge. Appx 10-ft tall.
Entry Last Updated : 3/5/2020

Water SideSign910 USACEINSPECT

19.67 19.67 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/5/2020

Land SidePole - Utility1234 LEVEELOG

19.72 19.72 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/5/2020

Land SidePole - Utility1233 LEVEELOG

19.77 19.77 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/5/2020

Land SidePole - Utility1232 LEVEELOG

19.82 19.82 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/5/2020

Land SidePole - Utility1231 LEVEELOG

19.86 19.86 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/5/2020

Land SidePole - Utility1230 LEVEELOG
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19.90 19.90 Ramp Ramp on landward slope.
Entry Last Updated : 10/28/2015

Land SideRamp326 GEILEVEELOG

19.90 19.90 At Grade Farm access roads on the landward side of the levee.
Entry Last Updated : 1/27/2016

Land SideLevee1095 LEVEELOG

2732

19.90 19.90 Ramp  Earth covered access ramp on W/S and L/S slopes.  
Ramps do not reduce levee prism. Ramps missing 
aggregat. Not shown on as-built drawings.
Entry Last Updated : 3/5/2020

Water SideRamp914 USACEINSPECT

19.91 19.91 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/5/2020

Land SidePole - Utility1229 LEVEELOG

19.94 19.94 UCIP DS_ID:19891
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch reinforced 
concrete box gravity drainage culvert through the levee, 
14 feet below the crown. Flap gate on the waterside (WS) 
end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 19.82), listed as a 2.5-foot by 2.5-foot reinforced 
concrete box culvert (RCBC). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 19.85), listed as a 2.5-foot by 2.5 foot 
RCBC].
Entry Last Updated : 7/15/2021

CrossingCulvert328 UCIPAUG2021

19.96 19.96 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1228 LEVEELOG

19.98 19.98 Ramp Farm access ramps on both slopes of the levee.
Entry Last Updated : 1/27/2016

Land SideRamp1096 LEVEELOG

19.98 19.98 Ramp Aggregate base covered access ramp on L/S and W/S 
slopes. L/S ramp appx 17-ft wide. W/S ramp 60-ft wide. 
Not shown on as-built drawings.
Entry Last Updated : 3/6/2020

Water SideRamp916 USACEINSPECT

19.98 19.98 Gate Metal farm access gate on the waterward side of the levee.
Entry Last Updated : 1/27/2016

Water SideMetal1097 LEVEELOG

19.99 24.45 Fence Barbed wire fence approx. 5ft from the landward toe of the 
levee.
Entry Last Updated : 11/4/2016

Land SideBarbed Wire1165 LEVEELOG
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20.01 20.01 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1226 LEVEELOG

20.06 20.06 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1225 LEVEELOG

20.10 20.10 Structure Entry Last Updated : 3/6/2020Land SidePole - Utility1224 LEVEELOG

20.16 20.16 Structure Entry Last Updated : 3/6/2020Land SidePole - Utility1223 LEVEELOG

20.16 20.31 Ditches Toe ditch appx 1-ft from W/S toe, appx 7-ft wide, 8-in 
deep. Dry condition.
Entry Last Updated : 3/6/2020

Water SideUnlined918 USACEINSPECT

20.20 20.20 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1222 LEVEELOG

20.25 20.25 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1221 LEVEELOG

20.30 20.30 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1220 LEVEELOG

20.34 20.34 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1219 LEVEELOG

20.39 20.39 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1218 LEVEELOG

20.44 20.44 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1217 LEVEELOG

20.49 20.49 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1216 LEVEELOG

20.53 20.53 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1215 LEVEELOG

20.57 20.57 Mark 20.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker333 GEILEVEELOG
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20.58 20.58 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1214 LEVEELOG

20.63 20.63 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1213 LEVEELOG

20.68 20.68 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1212 LEVEELOG

20.70 20.70 Gate 13-ft wide chain link locking gate on crown.
Entry Last Updated : 3/6/2020

Water SideChain Link926 USACEINSPECT

20.70 20.70 Ramp Aggregate covered access ramp on the waterward slope 
of the levee.
Entry Last Updated : 11/4/2016

Water SideRamp1211 LEVEELOG

20.70 20.80 Fence Barbed wire fence appx 10-ft from L/S toe.
Entry Last Updated : 3/6/2020

Land SideBarbed Wire929 USACEINSPECT

20.71 20.71 Structure Metal guard rail on W/S hinge, appx 50-ft along levee. 
Three small road signs present.
Entry Last Updated : 3/6/2020

Water SideGuardrail923 USACEINSPECT

20.71 20.71 Structure Large metal sign posts on L/S slope.
Entry Last Updated : 3/6/2020

Land SideSign919 USACEINSPECT

20.71 20.71 At Grade Harmon Rd.
Entry Last Updated : 3/6/2020

Land SideRoad / Highway72 LEVEELOG

20.71 20.71 Ramp Farm access ramp on L/S slope of the levee.
Entry Last Updated : 3/6/2020

Land SideRamp1098 LEVEELOG

20.71 20.71 Non-Project 
Levee

Non project levee that Harmon Road runs along.
Entry Last Updated : 1/27/2016

Land SideBow1101 LEVEELOG

20.73 20.73 Structure Communications pole approx. 5ft from the landward toe of 
the levee.
Entry Last Updated : 3/6/2020

Land SidePole - Utility1209 LEVEELOG

20.76 20.76 Structure Concrete bridge crossing channel.  Metal guardrails.  
Barbed wire fence paralleling bridge on US edge.  Slope 
protected by 8-in boulders.
Entry Last Updated : 3/6/2020

Water SideBridge930 USACEINSPECT
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20.78 20.78 Structure Communications pole on W/S slope of the levee.
Entry Last Updated : 3/6/2020

Water SidePole - Utility76 LEVEELOG

20.79 20.79 Fence Barbed wire cross fence on W/S and L/S slopes. Potential 
hazard to flood fighting personnel.
Entry Last Updated : 3/6/2020

Water Side and 
Land Side

Barbed Wire927 USACEINSPECT

20.79 20.79 Revetment Cobble revetment on waterward slope of the levee, just 
before Washington bridge.
Entry Last Updated : 11/4/2016

Water SideCobble1205 LEVEELOG

20.79 20.79 Gate Chain link gate across levee crown.
Entry Last Updated : 3/6/2020

CrownChain Link1203 LEVEELOG

20.81 20.81 Structure Two wooden stream gauges on R/S slope, 8-in dia.
Entry Last Updated : 3/6/2020

Water SideGauge931 USACEINSPECT

20.89 20.89 Structure Three bird houses appx 15-ft from L/S toe, appx 16-ft 
high, 2-in metal posts. 300-ft span.
Entry Last Updated : 3/6/2020

Land SidePost932 USACEINSPECT

21.06 21.06 Mark 21 mile marker.
Entry Last Updated : 10/28/2015

Water SideMarker343 GEILEVEELOG

21.47 21.47 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide and 
extends 100-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-01.
Entry Last Updated : 3/6/2020

Land SideTurnout933 USACEINSPECT

22.06 22.06 Structure Concrete water trough at W/S toe.
Entry Last Updated : 4/7/2020

Water SideOther939 USACEINSPECT

22.06 22.06 Mark 22 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker349 GEILEVEELOG

22.07 22.07 Structure Tank on WS. Tank full of water.  No positive closure.
Entry Last Updated : 4/7/2020

Water SideTank101 LEVEELOG

22.08 22.92 Aerial High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SideHigh Voltage1181 LEVEELOG

22.08 22.08 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1199 LEVEELOG
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22.08 22.08 Ramp Ramps on both slopes of the levee.    Shown on as-built 
drawing 64-01.
Entry Last Updated : 3/6/2020

Land SideRamp77 LEVEELOG

22.08 22.08 Ramp Ramps on both slopes of the levee.  Shown on as-built 
drawing 64-01.
Entry Last Updated : 3/6/2020

Water SideRamp1200 LEVEELOG

22.08 22.08 Gate Metal drive gate on the landward toe of the levee.
Entry Last Updated : 11/4/2016

Land SideMetal1201 LEVEELOG

22.09 22.09 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage348 GEILEVEELOG

22.09 24.48 Fence Barbed wire fence at LS toe. At project boundary.
Entry Last Updated : 4/7/2020

Land SideBarbed Wire940 USACEINSPECT

22.10 22.10 Structure Power poles and lines 15-feet from the landward toe.
Entry Last Updated : 10/28/2015

Land SidePole - Utility350 GEILEVEELOG

22.16 22.16 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1197 LEVEELOG

22.22 22.22 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1196 LEVEELOG

22.27 22.27 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1195 LEVEELOG

22.33 22.33 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1194 LEVEELOG

22.39 22.39 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1191 LEVEELOG

22.39 22.39 Structure High voltage service pole approx. 25ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1192 LEVEELOG
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22.39 22.39 Aerial High voltage service line approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SideHigh Voltage1193 LEVEELOG

22.46 22.46 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1190 LEVEELOG

22.52 22.52 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1189 LEVEELOG

22.56 22.56 Mark 22.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker353 GEILEVEELOG

22.59 22.59 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1188 LEVEELOG

22.60 22.60 Miscellaneou
s

Turnout on crown and L/S slope. Appx 8-ft wide and 
extends 70-ft along levee. Turnout sod covered.    Shown 
on as-built drawing 64-01.
Entry Last Updated : 3/6/2020

Land SideTurnout942 USACEINSPECT

22.65 22.65 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1187 LEVEELOG

22.72 22.72 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1186 LEVEELOG

22.79 22.79 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1185 LEVEELOG

22.86 22.86 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1184 LEVEELOG
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22.92 22.92 UCIP DS_ID:19812
EP_NO: 12657
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch coated steel irrigation 
discharge pipe through the levee, 4 feet below the crown. 
Portable pump on the waterside (WS). Concrete 
standpipe on landside (LS) slope with a timber walkway 
access. Siphon breaker on the LS shoulder. Cutoff wall 
around the pipe at the center of the levee. Intake trench 
from the channel to the WS toe. (Plans to install a 
diversion pump in the Eastside Bypass with a discharge 
pipeline through the levee authorized under Permit No. 
12657, 1979 - Laurie H. Hall, Mary H. Hicks, and William 
E. Hammonds). [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 22.82), listed as a 16-inch steel pipe]
Entry Last Updated : 7/15/2021

Pipe135 UCIPAUG2021

12657

22.92 22.92 Structure High voltage service pole with circuit breaker approx. 25ft 
from the landward toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1182 LEVEELOG

22.92 22.92 Aerial High voltage service line approx. 15ft from the lsndward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SideHigh Voltage1183 LEVEELOG

22.92 22.92 Structure High voltage power pole approx. 10ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1180 LEVEELOG

23.09 23.09 Ramp Earth covered access ramps on L/S and W/S slopes, 17-ft 
wide. Ramps do not reduce levee prism. Ramps are not 
compacted and no aggregate.  Shown on as-built drawing 
64-01.
Entry Last Updated : 3/6/2020

Land SideRamp78 LEVEELOG

23.09 23.09 Ramp Earth covered access ramps on L/S and W/S slopes, 17-ft 
wide. Ramps do not reduce levee prism. Ramps are not 
compacted and no aggregate.  Shown on as-built drawing 
64-01.
Entry Last Updated : 3/6/2020

Water SideRamp946 USACEINSPECT

23.09 23.09 Gate Metal drive gate on the landward toe of the levee.
Entry Last Updated : 11/4/2016

Land SideMetal1179 LEVEELOG

23.59 23.59 Structure Utility pole approximately 25 feet from W/S toe. Guy wire 
at WS toe. Power line over crown.
Entry Last Updated : 3/6/2020

Water SidePole - Utility947 USACEINSPECT
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23.60 23.60 Structure Utility poles and guy wire appx12-ft from L/S toe. No 
permit provided.
Entry Last Updated : 3/6/2020

Land SidePole - Utility952 USACEINSPECT

23.60 23.60 Structure Pump station appx 14-ft from L/S toe.
Entry Last Updated : 3/6/2020

Land SidePump Station949 USACEINSPECT

23.60 23.60 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage363 GEILEVEELOG

23.81 23.81 Miscellaneou
s

Turnout on crown and L/S slope. Appx 9-ft wide and 
extends 70-ft along levee. Turnout sod covered.
Entry Last Updated : 4/8/2020

Land SideTurnout950 USACEINSPECT

23.82 23.82 Aerial High voltage lines crossing over levee.
Entry Last Updated : 3/6/2020

CrossingHigh Voltage80 LEVEELOG

23.85 24.31 Aerial High voltage power lines running parallel to levee 
approx.15ft from the landward toe of the levee.
Entry Last Updated : 11/4/2016

Land SideHigh Voltage1169 LEVEELOG

23.85 23.85 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1177 LEVEELOG

23.93 23.93 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1176 LEVEELOG

24.00 24.00 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1175 LEVEELOG

24.01 24.01 Gate Metal drive gate along the landward toe of the levee, has 
no access ramp only accessible from farm road.
Entry Last Updated : 11/4/2016

Land SideMetal1174 LEVEELOG

24.01 24.01 Structure Bird box appx 11-ft from L/S toe, appx 16-ft tall on 2-in 
post.
Entry Last Updated : 3/6/2020

Land SidePost956 USACEINSPECT
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24.02 24.02 UCIP DS_ID:19879
EP_NO: 13638
Crossing Status: Found
FIELD_STRUCT_DESC: 16-inch coated steel irrigation 
discharge pipe through the levee, 3.5 feet below the 
crown. Cutoff wall around the pipe at the center of the 
levee. Pump on the waterside (WS). Siphon breaker on 
the landside (LS) shoulder. Intake trench on the WS. 
(Plans to install a pump with a 16-inch pipeline over the 
levee authorized under Permit No. 13638, 1983 - 
Hamonds Ranch). [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 23.92), listed as a 16-inch steel pipe]
Entry Last Updated : 7/15/2021

Pipe136 UCIPAUG2021

13638

24.08 24.08 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1172 LEVEELOG

24.10 24.10 Mark Bent mile marker on W/S slope.
Entry Last Updated : 3/6/2020

Water SideMarker957 USACEINSPECT

24.16 24.16 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1171 LEVEELOG

24.18 24.18 Structure 12-in dia irrigation well appx 15-ft from L/S toe. 
Submerged in water with 12-ft wide, extends 12-ft along 
levee, 1-ft deep depression.
Entry Last Updated : 3/6/2020

Land SideMonitoring Well959 USACEINSPECT

24.23 24.23 Structure High voltage power pole approx. 15ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1170 LEVEELOG

24.31 24.31 Aerial High voltage service line approx. 10ft from landward toe of 
the levee.
Entry Last Updated : 11/4/2016

Land SideHigh Voltage1167 LEVEELOG

24.31 24.31 Structure High voltage power pole approx. 10ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1168 LEVEELOG

24.31 24.31 Structure Utility poles and guy wire appx 11-ft from L/S toe. No 
permit provided.
Entry Last Updated : 3/9/2020

Land SidePole - Utility970 USACEINSPECT
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24.43 24.43 Ramp Earth covered access ramp on W/S slope, 10-ft wide. 
Ramp does not reduce levee prism. Ramp missing 
aggregate.
Entry Last Updated : 3/9/2020

Water SideRamp961 USACEINSPECT

24.45 24.45 UCIP DS_ID:19880
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: Communications cable of an 
unknown size or material through the levee, at an 
unknown depth. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 24.36), listed as a communication cable].
Entry Last Updated : 7/15/2021

CrossingConduit375 UCIPAUG2021

24.45 24.45 Ditches Stormwater drainage channel on L/S slope, appx 1.5-ft 
wide. Does not reduce levee prism.
Entry Last Updated : 3/9/2020

Land SideUnlined963 USACEINSPECT

24.46 24.46 Aerial Power line crossing over the levee.
Entry Last Updated : 11/4/2016

CrossingHigh Voltage1163 LEVEELOG

4504

24.46 24.46 Structure High volltage service pole approx. 10ft from the landward 
toe of the levee.
Entry Last Updated : 11/4/2016

Land SidePole - Utility1164 LEVEELOG

4504

24.46 24.46 Gate Chain link drive gate on the crown of the levee. Lock 
6H297.
Entry Last Updated : 11/4/2016

CrownChain Link1161 LEVEELOG

24.46 24.46 Fence Barbed wire fence on both slopes of the levee.
Entry Last Updated : 11/4/2016

Water Side and 
Land Side

Barbed Wire1162 LEVEELOG

24.47 24.49 At Grade Asphalt-paved Highway 152 crosses levee with bridge. 
Appx 40-ft wide.
Entry Last Updated : 3/9/2020

CrownRoad / Highway966 USACEINSPECT

16159

5864

24.50 24.50 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-01.
Entry Last Updated : 3/9/2020

CrownChain Link967 USACEINSPECT

24.50 24.50 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 3/9/2020

Land Side to 
Water Side

Barbed Wire968 USACEINSPECT

24.50 26.08 Fence  Barbed wire fence appx 11-ft from L/S toe.
Entry Last Updated : 3/9/2020

Land SideBarbed Wire1102 LEVEELOG
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24.51 24.58 At Grade Raised farm road appx 15-ft from LS toe.  Creates 
channel between toe and road.
Entry Last Updated : 3/9/2020

Land SideRoad / Highway969 USACEINSPECT

24.52 24.52 Ramp Ramp on both slopes.
Entry Last Updated : 4/8/2020

Water SideRamp102 LEVEELOG

24.52 24.52 Ramp Ramp on both slopes.
Entry Last Updated : 4/8/2020

Land SideRamp105 LEVEELOG

24.52 24.52 Structure Pole on landside.
Entry Last Updated : 4/8/2020

Land SidePole - Utility377 GEILEVEELOG

24.52 24.96 Aerial High voltage line on landside.
Entry Last Updated : 3/9/2020

Land SideHigh Voltage1103 LEVEELOG

24.57 24.57 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Light1104 LEVEELOG

24.58 24.58 Ramp Aggregate base covered access ramps on W/S and L/S 
slope.  L/S ramp is 24-ft wide, W/S ramps are 10-ft and 
15-ft wide.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

Water SideRamp972 USACEINSPECT

24.58 24.58 Mark Mile marker on W/S slope appx 4-ft from crown.  Mile 
marker is damaged.
Entry Last Updated : 3/9/2020

Water SideMarker971 USACEINSPECT

24.58 24.58 Fence Cross fence, no gate. Fence in channel extends into 
channel for 100 feet.
Entry Last Updated : 4/7/2020

.Not IdentifiedChain Link376 GEILEVEELOG

24.58 24.58 Ramp Aggregate base covered access ramps on W/S and L/S 
slope.  L/S ramp is 24-ft wide, W/S ramps are 10-ft and 
15-ft wide.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

Land SideRamp1105 LEVEELOG

24.61 24.61 Structure Pole on landside
Entry Last Updated : 7/7/2016

Land SidePole - Utility1106 LEVEELOG

24.68 24.68 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1107 LEVEELOG

24.75 24.75 Structure Pole on landside
Entry Last Updated : 7/7/2016

Land SidePole - Utility1108 LEVEELOG
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24.82 24.82 Structure Pole on landside
Entry Last Updated : 7/7/2016

Land SidePole - Utility1109 LEVEELOG

24.89 24.89 Structure Utility pole on the landside toe.
Entry Last Updated : 3/9/2020

Land SidePole - Utility1110 LEVEELOG

24.96 24.96 Structure Pole on lanside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1111 LEVEELOG

24.96 24.96 Structure Trough on WS of levee. Plastic hose on slopes used to fill 
trough. Hose does not penetrate levee.
Entry Last Updated : 3/9/2020

Water SideOther380 USACEPI

24.98 24.98 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide and 
extedns100-ft along levee. Shown on as-built drawing 64-
01.
Entry Last Updated : 3/9/2020

Land SideTurnout381 GEILEVEELOG

25.11 25.11 Mark 25 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker382 GEILEVEELOG

25.34 25.34 Structure Bent metal post appx 10-ft from W/S toe.
Entry Last Updated : 3/9/2020

Water SidePost975 USACEINSPECT

25.65 25.65 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 12-ft wide and 
extends 90-ft along levee.
Entry Last Updated : 3/9/2020

CrownTurnout977 USACEINSPECT

26.08 26.08 Structure Small metal post on W/S slope.
Entry Last Updated : 3/9/2020

Water SidePost979 USACEINSPECT

26.08 26.08 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 3/9/2020

Water Side and 
Land Side

Barbed Wire981 USACEINSPECT

26.08 26.08 Gate 14-ft wide metal locking gate on crown.  Shown on as-built 
drawing 64-01.
Entry Last Updated : 3/9/2020

CrownChain Link980 USACEINSPECT

26.09 26.09 Structure Bent metal sign posts on L/S and R/S slopes.
Entry Last Updated : 4/7/2020

Water Side and 
Land Side

Sign982 USACEINSPECT

26.10 26.10 At Grade Asphalt-paved Avenue 21 crosses levee. Appx 30-ft wide.  
Concrete bridge at channel with cobbles on both 
abutments.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

CrossingRoad / Highway983 USACEINSPECT
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26.10 26.10 Structure Riprap drop structure under Ave 21. Riprap across 
channel. Confirm status of bridge and drop structure.
Entry Last Updated : 3/9/2020

Water SideOther390 USACEPI

26.11 26.11 Ramp Earth covered access ramp on L/S slope, appx 75-ft wide. 
Ramp does not reduce levee prism.  Shown on as-built 
drawing 64-01.
Entry Last Updated : 3/9/2020

Land SideRamp985 USACEINSPECT

26.11 26.11 Aerial Overhead utility line crossing, appx 30-ft above crown.
Entry Last Updated : 3/9/2020

CrossingHigh Voltage984 USACEINSPECT

26.13 26.13 Gate 14-ft wide steel locking gate on crown.
Entry Last Updated : 3/9/2020

CrownChain Link987 USACEINSPECT

26.13 28.45 Fence Barbed wire fence along landside.
Entry Last Updated : 7/7/2016

Land SideBarbed Wire1112 LEVEELOG

26.14 26.14 Structure Small broken metal sign post on L/S slope.
Entry Last Updated : 3/9/2020

Land SidePost989 USACEINSPECT

26.24 26.24 Mark 26 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker388 GEILEVEELOG

26.53 26.53 Miscellaneou
s

Turnout on crown and L/S slope. Appx 8-ft wide and 
extends 50-ft along levee.  Turnout sod covered.  Shown 
on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

Land SideTurnout991 USACEINSPECT

26.76 26.76 Mark Mile marker on waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker394 GEILEVEELOG

26.78 26.78 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage393 GEILEVEELOG
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26.80 26.80 UCIP DS_ID:19568
EP_NO: 13178
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch coated steel drainage 
discharge pipe through the levee, 2 feet below the crown. 
Electrical conduit through the levee. Metal cutoff wall 
around the pipe at the center of the levee. Siphon breaker 
on the apex of the pipe on the landside (LS) shoulder. 
Turbine pump on a concrete foundation. Holding basin on 
the waterside (WS). Service pole on the LS end. Riprap 
on the WS slope. Inlet channel from main river to WS 
levee toe. (Plans to place a turbine pump on the riverbank 
and a 16-inch discharge pipe through the levee authorized 
under Permit No. 13178, 1981 - Menefee Hill Ranch 
Company).
Entry Last Updated : 4/16/2021

CrossingConduit395 UCIPAPR2021

13178

26.94 26.94 Miscellaneou
s

 Turnout on crown and L/S slope.  Appx 10-ft wide and 
extends 50-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

Land SideTurnout995 USACEINSPECT

27.38 27.38 Structure Utility poles and guy wire appx 10-ft from L/S toe. No 
permit provided.
Entry Last Updated : 3/9/2020

Land SidePole - Utility997 USACEINSPECT

27.38 27.38 Structure 2-in dia metal conduit appx 8-ft from L/S toe. Seen on 
surface and buried.
Entry Last Updated : 3/9/2020

Land SidePipe Section998 USACEINSPECT

27.40 27.40 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 12-ft wide and 
extends 50-ft along levee.  Shown on as-built drawing 64-
01.
Entry Last Updated : 3/9/2020

Land SideTurnout999 USACEINSPECT

27.60 27.60 Mark Mile marker on W/S slope appx 5-ft from crown.  Mile 
marker is damaged.
Entry Last Updated : 3/9/2020

Water SideMarker1000 USACEINSPECT

27.91 27.91 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 12-ft wide and 
extends 50-ft along levee. Turnout sod covered. Shown on 
as-built drawing 64-01.
Entry Last Updated : 3/9/2020

CrownTurnout1001 USACEINSPECT

28.09 28.09 Mark Bent mile marker on W/S slope.
Entry Last Updated : 3/9/2020

Water SideMarker1002 USACEINSPECT

28.43 28.43 Structure Small metal post on L/S slope.
Entry Last Updated : 3/9/2020

Land SidePost1004 USACEINSPECT
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28.44 28.44 Aerial Overhead power line crosses the levee.
Entry Last Updated : 10/28/2015

CrossingHigh Voltage406 GEILEVEELOG

28.44 28.44 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes, appx 12-ft wide.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

Land SideRamp83 LEVEELOG

28.44 28.44 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes, appx 12-ft wide.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

Water SideRamp1008 USACEINSPECT

28.45 28.45 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 3/9/2020

Water Side and 
Land Side

Barbed Wire1003 USACEINSPECT

28.45 28.45 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-01.
Entry Last Updated : 3/9/2020

CrownChain Link1005 USACEINSPECT

28.45 28.45 At Grade County Road 4 (Lincoln Rd.) crosses the levee at crown 
elevation. Concrete bridge across channel. Abutments 
cobble revetted.
Entry Last Updated : 3/9/2020

CrossingRoad / Highway403 GEILEVEELOG

28.47 28.47 Aerial Overhead utility line crossing, appx 30-ft above crown.
Entry Last Updated : 3/9/2020

CrossingHigh Voltage1010 USACEINSPECT

28.47 28.47 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 3/9/2020

Water Side and 
Land Side

Barbed Wire1011 USACEINSPECT

28.47 28.47 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-01.
Entry Last Updated : 3/9/2020

CrownChain Link1009 USACEINSPECT

28.47 28.47 Ramp Ramp on landside.
Entry Last Updated : 7/7/2016

Land SideRamp1115 LEVEELOG

28.47 28.47 Ramp  Aggregate base covered access ramp on W/S slope, 
appx 12-ft wide.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

Water SideRamp1013 USACEINSPECT

28.48 31.06 Fence Barbed wire fence appx 5-ft from L/S toe. Potential hazard 
to flood fighting personnel.
Entry Last Updated : 4/7/2020

Land SideBarbed Wire1012 USACEINSPECT
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28.70 28.70 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes, appx 12-ft wide.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

Land SideRamp84 LEVEELOG

28.70 28.70 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes, appx 12-ft wide.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/9/2020

Water SideRamp410 GEILEVEELOG

28.97 28.97 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide and 
extends 50-ft along levee. Turnout sod covered. Shown on 
as-built drawing 64-01.
Entry Last Updated : 4/8/2020

Land SideTurnout1016 USACEINSPECT

29.44 29.44 UCIP DS_ID:19881
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
irrigation pipe through the levee, 12.4 feet below the 
crown. Slide gate in a 48-inch corrugated metal pipe 
(CMP) riser on the waterside (WS) slope. Concrete U-
shaped headwall on each end. Cobble pad on the 
landside (LS). [Additional Reference(s): DWR Levee Log, 
2002 (HLM 29.34), listed as a 36-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
29.34), listed as a 36-inch CMP].
Entry Last Updated : 4/16/2021

CrossingPipe416 UCIPAPR2021

29.46 29.46 Ramp Earth covered access ramps on L/S and W/S slopes, 
appx 12-ft wide. W/S is a low water crossing. Ramps do 
not reduce levee prism.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/10/2020

Land SideRamp85 LEVEELOG

29.46 29.46 Ramp Earth covered access ramps on L/S and W/S slopes, 
appx 12-ft wide. W/S is a low water crossing. Ramps do 
not reduce levee prism.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/10/2020

Water SideRamp1019 USACEINSPECT

29.48 29.79 Aerial High voltage line approximately 5 feet from the L/S toe. 
No permit available.
Entry Last Updated : 3/10/2020

Land SideHigh Voltage1020 USACEINSPECT

29.48 29.48 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1116 LEVEELOG

29.56 29.56 Structure Utility poles and guy wire appx 5-ft from L/S toe. No permit 
available.
Entry Last Updated : 3/10/2020

Land SidePole - Utility1117 LEVEELOG
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29.64 29.64 Structure Utility poles and guy wire appx 5-ft from L/S toe. No permit 
available.
Entry Last Updated : 3/10/2020

Land SidePole - Utility1118 LEVEELOG

29.72 29.72 Structure Utility poles and guy wire appx 5-ft from L/S toe. No permit 
available.
Entry Last Updated : 3/10/2020

Land SidePole - Utility1119 LEVEELOG

29.79 29.79 Structure Entry Last Updated : 3/10/2020Land SidePole - Utility86 LEVEELOG

29.96 29.96 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 12-ft wide and 
extends 50-ft along levee. Turnout sod covered. Shown on 
as-built drawing 64-01.
Entry Last Updated : 3/10/2020

Land SideTurnout1021 USACEINSPECT

30.36 30.36 UCIP DS_ID:19882
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Rodunder Siphon Structure] 48-
inch reinforced concrete irrigation siphon pipe through the 
levee, 14.5 feet below the crown. Concrete U-shaped 
headwall on the outlet structure on the landside (LS) end. 
Slide gate mounted on the headwall. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 30.26), listed 
as a 48-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 30.27), listed as a 48-inch 
CMP].
Entry Last Updated : 4/16/2021

CrossingPipe422 UCIPAPR2021

30.39 30.39 Ramp Earth covered access ramp on L/S and W/S slopes, appx 
10-ft wide. W/S is a low water crossing. Ramps do not 
reduce levee prism.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/10/2020

Land SideRamp88 LEVEELOG

30.39 30.39 Ramp Earth covered access ramp on L/S and W/S slopes, appx 
10-ft wide. W/S is a low water crossing. Ramps do not 
reduce levee prism.  Shown on as-built drawing 64-01.
Entry Last Updated : 3/10/2020

Water SideRamp1024 USACEINSPECT

30.48 30.48 Not Selected Landowner removed pipe.
Entry Last Updated : 10/28/2015

CrownNot Selected423 LEVEEINSPECTION

30.50 30.50 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1120 LEVEELOG
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30.50 30.81 Aerial High voltage line appx 5- to 15-ft from L/S toe.
Entry Last Updated : 3/10/2020

Land SideHigh Voltage1027 USACEINSPECT

30.61 30.61 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1122 LEVEELOG

30.61 32.56 Fence Barbed fence along landside.
Entry Last Updated : 7/7/2016

Land SideBarbed Wire1127 LEVEELOG

30.80 30.80 Ramp Aggregate base access ramps on L/S and W/S slopes, 
appx 12-ft wide. W/S is a low water crossing. Shown on 
as-built drawing 64-01.
Entry Last Updated : 3/10/2020

Land SideRamp90 LEVEELOG

30.80 30.80 Ramp Aggregate base access ramps on L/S and W/S slopes, 
appx 12-ft wide. W/S is a low water crossing. Shown on 
as-built drawing 64-01.
Entry Last Updated : 3/10/2020

Water SideRamp1026 USACEINSPECT

31.06 31.06 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 3/10/2020

Water Side and 
Land Side

Barbed Wire1028 USACEINSPECT

31.06 31.06 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-42.
Entry Last Updated : 3/10/2020

CrownChain Link1030 USACEINSPECT

31.08 31.08 At Grade Asphalt-paved Avenue 18.5 crosses levee.  Appx 38-ft 
wide.
Entry Last Updated : 3/10/2020

CrossingRoad / Highway1029 USACEINSPECT

31.09 31.09 Aerial Overhead utility line crossing, appx 16-ft above crown.
Entry Last Updated : 3/10/2020

CrossingHigh Voltage1033 USACEINSPECT

31.09 31.65 Aerial Overhead utility line running along L/S toe.
Entry Last Updated : 3/10/2020

Land SideHigh Voltage94 LEVEELOG

6000

31.09 31.09 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-42.
Entry Last Updated : 3/10/2020

CrownChain Link1031 USACEINSPECT

31.10 31.10 Mark Bent mile marker on W/S slope.
Entry Last Updated : 3/10/2020

Water SideMarker1035 USACEINSPECT

31.10 32.56 Fence Barbed wire fence appx 2-ft from L/S toe.
Entry Last Updated : 3/10/2020

Land SideBarbed Wire1036 USACEINSPECT
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31.11 31.11 Structure Utility pole on the L/S toe.
Entry Last Updated : 3/10/2020

Land SidePole - Utility95 LEVEELOG

6000

31.16 31.16 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1129 LEVEELOG

6000

31.22 31.22 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1130 LEVEELOG

6000

31.29 31.29 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1131 LEVEELOG

6000

31.36 31.36 Structure Utility pole on L/S toe.
Entry Last Updated : 3/10/2020

Land SidePole - Utility1132 LEVEELOG

6000

31.43 31.43 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1133 LEVEELOG

6000

31.51 31.51 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1134 LEVEELOG

6000

31.58 31.58 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1135 LEVEELOG

6000

31.59 31.59 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 15-ft wide and 
extends 100-ft along levee. Turnout sod covered. Shown 
on as-built drawing 64-01.
Entry Last Updated : 3/10/2020

Land SideTurnout1038 USACEINSPECT

31.60 31.60 Mark Bent mile marker on W/S slope.
Entry Last Updated : 3/10/2020

Water SideMarker1039 USACEINSPECT

31.65 31.65 Structure Utility pole on L/S toe.
Entry Last Updated : 3/10/2020

Land SidePole - Utility96 LEVEELOG

31.66 31.66 Structure  Ground well #10 appx 8-ft from L/S toe. Includes pump, 
electrical, fences and fertilizer storage.
Entry Last Updated : 3/10/2020

Land SidePump Station1040 USACEINSPECT

32.10 32.10 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 9-ft wide and 
extends 50-ft along levee.  Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 3/10/2020

Land SideTurnout1041 USACEINSPECT
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32.39 32.39 Structure Pump station off of L/S toe.
Entry Last Updated : 3/10/2020

Land SidePump Station98 LEVEELOG

32.40 32.40 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1136 LEVEELOG

32.48 32.48 Structure Pole on lanside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1137 LEVEELOG

32.54 32.54 Ramp Ramp on waterside.
Entry Last Updated : 7/7/2016

Water SideRamp1138 LEVEELOG

32.56 32.56 Gate Metal drive gate on the crown of the levee. No lock.
Entry Last Updated : 11/1/2016

CrownMetal1045 USACEINSPECT

32.56 32.56 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 3/10/2020

Water Side and 
Land Side

Barbed Wire1044 USACEINSPECT

32.57 32.57 Structure Triangle "T" Ranch Road crosses the levee elevation. 
Concrete bridge across channel at crown. Abutments 
cobble revetted.
Entry Last Updated : 10/28/2015

Water SideBridge438 GEILEVEELOG

32.57 32.57 Ramp Ramp on landside.  Shown on as-built drawing 64-42.
Entry Last Updated : 3/10/2020

Land SideRamp1139 LEVEELOG

32.57 32.57 Structure Pole on landside.
Entry Last Updated : 7/7/2016

Land SidePole - Utility1140 LEVEELOG

32.57 32.57 Ramp Aggregate base ramp on W/S slope. Ramps do not 
reduce levee prism.  Ramps in good condition. Shown on 
as-built drawings.
Entry Last Updated : 4/8/2020

Water SideRamp1046 USACEINSPECT

32.57 32.57 Gate Metal access gate at end of the ramp on the landward 
slope of the levee.
Entry Last Updated : 11/1/2016

Land SideMetal1160 LEVEELOG

32.57 32.57 Mark 32.5 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker436 GEILEVEELOG

32.58 32.58 Gate Chain link drive gate on the crown of the levee. No lock
Entry Last Updated : 11/1/2016

CrownChain Link1159 LEVEELOG
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32.58 32.58 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 3/10/2020

Water Side and 
Land Side

Barbed Wire1049 USACEINSPECT

32.58 33.07 Fence Barbed wire fence appx 5-ft from L/S toe.
Entry Last Updated : 3/10/2020

Land SideBarbed Wire1047 USACEINSPECT

32.91 33.14 Revetment Cobble on W/S slope.
Entry Last Updated : 3/10/2020

Water SideCobble1050 USACEINSPECT

33.06 33.06 Structure Storage tanks and filtration units appx 3-ft from L/S toe.  
Tank discharge eroding soil appx 3-ft from L/S toe.
Entry Last Updated : 3/10/2020

Land SideTank1053 USACEINSPECT

33.07 33.07 Mark 33 milepost on the waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker444 GEILEVEELOG

33.07 33.07 Structure Pump station located on the waterward slope of the levee.
Entry Last Updated : 11/1/2016

Water SidePump Station1157 LEVEELOG

18671

6416

33.08 33.08 UCIP DS_ID:19883
EP_NO: 6416-C
Crossing Status: Found
FIELD_STRUCT_DESC: 20-inch coated steel drainage 
discharge pipe through the levee, 3.9 feet below the 
crown. Electrical conduit through the levee. Cutoff wall 
around pipe at centerline of levee. Capped with a welded 
plate on the landside (LS) end. Siphon breaker on the 
apex of the pipe on the LS shoulder. Slant pump on the 
waterside (WS) slope. (To revise plans for a slant pump 
and an 18-inch steel pipe through the levee authorized 
under Permit No. 6416-A, 1975 - Triangle T. Ranch, Inc.). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
32.97), listed as a 18-inch steel pipe].
Entry Last Updated : 4/16/2021

Pipe137 UCIPAPR2021

6416-C

33.60 33.60 Mark Bent mile marker on L/S slope.
Entry Last Updated : 3/10/2020

Land SideMarker1055 USACEINSPECT

33.63 33.63 Structure Bird box appx 15-ft from L/S toe, appx 20-ft tall on 3-in 
diameter post.
Entry Last Updated : 3/10/2020

Land SidePost1056 USACEINSPECT

33.76 33.76 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 10-ft wide and 
extends 40-ft along levee.  Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 3/10/2020

Land SideTurnout1057 USACEINSPECT
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33.83 33.83 Structure Bird box appx 5-ft from L/S toe, appx 20-ft tall on 3-in 
diameter post.
Entry Last Updated : 3/10/2020

Land SidePost1058 USACEINSPECT

34.07 34.07 Structure 12-in HDPE pipe, extends appx 80-ft along levee. 
Discharging water between rockpile and L/S toe. 
Groundwater irrigation pump appx 100-ft from L/S toe.
Entry Last Updated : 3/10/2020

Land SidePipe Section1059 USACEINSPECT

34.34 34.34 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 7-ft wide and 
extends 70-ft along levee.  Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 3/10/2020

Land SideTurnout1061 USACEINSPECT

34.35 34.35 Structure Bird box appx 10-ft from L/S toe, appx 20-ft tall on 3-in 
diameter post.
Entry Last Updated : 3/10/2020

Land SidePost1062 USACEINSPECT

34.37 35.34 Ditches Toe ditch appx 5-ft from L/S toe, appx 2-ft deep. Farm 
road appx 10-ft wide, 4-ft high.
Entry Last Updated : 3/10/2020

Land SideUnlined1064 USACEINSPECT

34.38 34.73 Revetment Rounded cobbles and concrete appx 0- to 15-ft from L/S 
toe.
Entry Last Updated : 3/10/2020

Land SideCobble1063 USACEINSPECT

34.85 34.85 Structure Bird box appx 1-ft from L/S toe, appx 20-ft tall on 2-in 
diameter post.
Entry Last Updated : 3/10/2020

Land SidePost1066 USACEINSPECT

35.10 35.10 Mark Bent mile marker on W/S slope.
Entry Last Updated : 3/10/2020

Water SideMarker1067 USACEINSPECT

35.34 35.34 Ramp Ramp on waterward slope.  Shown on as-built drawing 64-
42.
Entry Last Updated : 3/10/2020

Water SideRamp451 GEILEVEELOG

35.34 35.34 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 3/10/2020

Water Side and 
Land Side

Barbed Wire1068 USACEINSPECT

35.34 35.34 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-42.
Entry Last Updated : 3/10/2020

CrownChain Link1069 USACEINSPECT

35.36 35.36 Aerial Overhead utility line crossing, appx 30-ft above crown.
Entry Last Updated : 3/10/2020

CrossingHigh Voltage1072 USACEINSPECT
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35.36 35.36 Ramp Earth covered access ramp on L/S slope, appx 30-ft wide. 
Ramp does not reduce levee prism.  Ramp missing 
aggregate.
Entry Last Updated : 3/10/2020

Land SideRamp1071 USACEINSPECT

35.36 35.36 Structure High voltage power pole approx. 10ft. From the landward 
toe of the levee.
Entry Last Updated : 11/1/2016

Land SidePole - Utility1153 LEVEELOG

35.37 35.37 At Grade Asphalt-paved County Road 9 crosses levee. Cement 
bridge with cobble at abutments. Bottom of bridge below 
crown.
Entry Last Updated : 3/10/2020

CrossingRoad / Highway1073 USACEINSPECT

35.37 35.37 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-42.
Entry Last Updated : 3/10/2020

CrownChain Link1074 USACEINSPECT

35.38 35.38 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 3/10/2020

Water Side and 
Land Side

Barbed Wire1091 USACEINSPECT

35.41 35.41 Structure  Eastside Bypass Drop Structure #1 on W/S slope. 
Connects to levee by spur road, top of structure at levee 
crown grade.  Channel lined with cobble and riprap U/S 
and D/S of control structure.  Guard rail at end of spur 
road.
Entry Last Updated : 3/10/2020

Water SideWeir1077 USACEINSPECT

35.41 35.41 Ramp Access ramp to the East By Pass weir on the waterward 
slope of the levee.
Entry Last Updated : 11/1/2016

Water SideRamp1142 LEVEELOG

35.42 35.42 UCIP DS_ID:19813
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Fresno River Irrigation 
Structure] 48-inch by 72-inch reinforced concrete box 
gravity irrigation culvert through the levee, 15.1 feet below 
the crown. Slide gate in a concrete riser in the waterside 
(WS) slope. Concrete U-shaped headwall on each end. 
Landside (LS) channel cobble revetted for 8 feet. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
35.33), listed as a 48-inch by 72-inch reinforced concrete 
box culvert (RCBC). USACE San Joaquin O&M Manual, 
Unit 601 Part 1 (SJR601.1), 1967, Revised 25 May 2011, 
(HLM 35.33), listed as a 6-foot by 4-foot RCBC, known as 
the Fresno River Irrigation Structure].
Entry Last Updated : 4/16/2021

Pipe140 UCIPAPR2021
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35.43 36.47 Fence Barbed wire fence approx. 5ft along the landward toe of 
the levee.
Entry Last Updated : 11/1/2016

Land SideBarbed Wire1143 LEVEELOG

35.76 35.76 Ramp Aggregate base access ramp on W/S slope, appx 20-ft 
wide. Ramp does not reduce levee prism.  Ramp has 
minimal aggregate and sod covered.
Entry Last Updated : 3/10/2020

Water SideRamp1079 USACEINSPECT

35.82 35.82 Structure Power poles and lines 15 feet from the landward toe.
Entry Last Updated : 10/28/2015

Land SidePole - Utility464 GEILEVEELOG

35.83 35.83 Structure Eastside bypass drop structure #2 on W/S slope.  Bent 
metal guardrail post with missing guardrail at end of levee 
spur.  Channel lined with cobble/riprap U/S and D/S of 
drop structure.
Entry Last Updated : 3/10/2020

Water SideWeir1080 USACEINSPECT

35.83 35.83 Non-Project 
Levee

Soil pile on levee spur, Appx 3- to 4-ft high, extends 20-ft 
along spur.
Entry Last Updated : 3/10/2020

Water SideSpur1081 USACEINSPECT

35.85 35.85 Ramp Aggregate base access ramp on W/S slope, appx 14-ft 
wide. Ramp does not reduce levee prism.  Ramp in good 
condition. Low water crossing.  Shown on as-built 
drawing 64-42.
Entry Last Updated : 3/10/2020

Water SideRamp1083 USACEINSPECT

36.28 36.28 Structure High voltage service pole approx .25ft from the landward 
toe of the levee.
Entry Last Updated : 11/1/2016

Land SidePole - Utility1146 LEVEELOG

36.28 36.40 Aerial High voltage power lines running approx. 5ft from the 
landward toe of the levee.
Entry Last Updated : 11/1/2016

Land SideHigh Voltage1148 LEVEELOG

36.29 36.29 Structure High voltage power pole approx. 5ft from the landward toe 
of the levee.
Entry Last Updated : 11/1/2016

Land SidePole - Utility1145 LEVEELOG

36.34 36.34 Structure High voltage power pole approx. 5ft from the landward toe 
of the levee.
Entry Last Updated : 11/1/2016

Land SidePole - Utility1149 LEVEELOG

36.38 36.38 Structure High voltage power pole approx. 5ft from the landward toe 
of the levee.
Entry Last Updated : 11/1/2016

Land SidePole - Utility1150 LEVEELOG
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36.39 36.39 Aerial Overhead utility line crossing, appx 20-ft above crown.
Entry Last Updated : 3/10/2020

CrossingHigh Voltage1085 USACEINSPECT

36.40 36.40 Structure High voltage power pole approx. 25ft from the landward 
toe of the levee.
Entry Last Updated : 11/1/2016

Land SidePole - Utility1151 LEVEELOG

36.47 36.47 Mark End of left bank levee Eastside Bypass, Unit 6, at left 
bank Chowchilla Canal Bypass.  Unit 18 begins 0.00.
Entry Last Updated : 10/28/2015

CrownBoundary466 GEILEVEELOG
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0.00 0.00 Mark Start of Unit 7, Right bank levee Bear Creek, at junction 
with right bank levee Eastside Bypass levee.  Mileage 
runs upstream.
Entry Last Updated : 1/23/2020

CrownBoundary65 LEVEELOG

0.00 0.14 Ditches Drainage canal 20 feet from the landward toe.
Entry Last Updated : 1/6/2016

Land SideUnlined2 GEILEVEELOG

0.00 0.51 Fence Barbed wire fence between 10-ft and 15-ft from L/S toe.
Entry Last Updated : 1/24/2020

Land SideBarbed Wire66 USACEINSPECT

0.07 0.07 UCIP DS_ID:19892
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.8 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 0.08), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 0.07), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

CrossingPipe4 UCIPAUG2021

0.13 0.13 Structure Soil berm 10-ft wide by 3-ft high, appx 1- to 3-ft from L/S 
toe, extends 200-ft.
Entry Last Updated : 1/23/2020

Land SideStability Berm70 USACEINSPECT

0.30 0.30 Structure Stream gage recorder located within the channel.
Entry Last Updated : 2/23/2016

Water SideGauge180 LEVEELOG

0.33 0.33 UCIP DS_ID:19893
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.1 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 0.34), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 0.33), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

CrossingPipe8 UCIPAUG2021

0.40 0.40 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 10-ft wide by 75-ft 
long.
Entry Last Updated : 1/23/2020

Land SideTurnout75 USACEINSPECT
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0.48 0.48 Ramp Sod covered access ramp located on the landward slope 
of the levee.
Entry Last Updated : 2/23/2016

Land SideRamp183 LEVEELOG

0.48 0.48 Gate Barbed wire drag gate located at the end of the sod 
covered access ramp located on the landward slope of 
the levee.
Entry Last Updated : 2/23/2016

Land SideBarbed Wire184 LEVEELOG

0.49 0.49 Structure Six log support posts within the W/S slope of the levee.
Entry Last Updated : 1/29/2020

Water SidePost78 USACEINSPECT

0.49 0.49 Structure Concrete pad in W/S slope at crown 1.5-ft wide 3-ft long.
Entry Last Updated : 1/24/2020

Water SidePad80 USACEINSPECT

0.49 0.49 UCIP DS_ID:19894
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 9.7 feet below the crown. 
Slide gate in a 48-inch corrugated metal pipe (CMP) riser 
on the landside (LS) slope. Concrete U-shaped headwall 
on the LS end. Inlet channel cobble revetted. Dilapidated 
wooden pier on the waterside (WS). WS slope and outlet 
ditch cobble revetted. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 0.49), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 0.49), 
listed as a 36-inch CMP].
Entry Last Updated : 6/3/2021

Pipe15 UCIPAUG2021

0.50 0.50 Gate 12-ft wide chain link metal locking gate on crown.  (5H61 
lock)
Entry Last Updated : 1/24/2020

CrownChain Link85 USACEINSPECT

0.51 0.51 Fence Barbed wire cross-fence on L/S and W/S slopes.
Entry Last Updated : 1/24/2020

Water Side and 
Land Side

Barbed Wire84 USACEINSPECT

0.51 0.51 Structure Metal sign post on L/S slope.
Entry Last Updated : 1/24/2020

Land SideSign87 USACEINSPECT

0.52 0.52 Ramp Unpaved access ramps on crown, W/S and L/S slopes. 
Appx 12- to 15-ft wide, 35- to 45-ft wide at crown. Does 
not reduce levee prism.
Entry Last Updated : 1/29/2020

Water SideRamp1 LEVEELOG
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0.52 0.52 Ramp Unpaved access ramps on crown, W/S and L/S slopes. 
Appx 12- to 15-ft wide, 35- to 45-ft wide at crown. Does 
not reduce levee prism.
Entry Last Updated : 1/24/2020

Land SideRamp88 USACEINSPECT

0.53 0.53 UCIP DS_ID:19895
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
with a wooden weir at the inlet on the landside (LS) toe. 
Concrete U-shaped headwall on the WS toe. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.53), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 0.53), listed as a 24-inch CMP].
Entry Last Updated : 7/14/2021

Pipe16 UCIPAUG2021

0.53 0.53 Structure Slide gate located on the landward toe of the levee.
Entry Last Updated : 2/23/2016

Land SideFloodgate17 UCIPMAY2015

Concrete headwall with a wooden wier at inlet on LS toe.
Entry Last Updated : 2/23/2016

0.71 0.71 Ramp Sod covered access ramp on L/S slope and crown. Appx 
5- to 8-ft wide, 10-ft wide at crown. Does not reduce levee 
prism.
Entry Last Updated : 1/27/2020

Land SideRamp94 USACEINSPECT

0.82 0.82 Structure Metal sign post on L/S slope.
Entry Last Updated : 1/27/2020

Land SideSign95 USACEINSPECT

0.85 0.85 UCIP DS_ID:19896
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.8 feet below the crown. 
Flap gate on the waterside (WS) end. Wooden weir on 
concrete headwall at the landside (LS) toe. 36-inch 
concrete riser at the LS toe. Concrete U-shaped headwall 
on the WS end. Concrete standpipe on the LS. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.86), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 0.85), listed as a 24-inch CMP].
Entry Last Updated : 7/14/2021

Pipe10 UCIPAUG2021
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0.92 0.92 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 12- to 15-ft wide, 25- to 30-ft wide 
at crown. Does not reduce levee prism.
Entry Last Updated : 1/29/2020

Water SideRamp3 LEVEELOG

0.92 0.92 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 12- to 15-ft wide, 25- to 30-ft wide 
at crown. Does not reduce levee prism.
Entry Last Updated : 1/27/2020

Land SideRamp99 USACEINSPECT

0.92 0.92 Gate 12-ft wide metal locking gate on crown.
Entry Last Updated : 1/29/2020

CrownMetal22 GEILEVEELOG

0.92 0.92 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 2/23/2016

Water Side and 
Land Side

Barbed Wire194 LEVEELOG

0.93 0.93 Ramp Sod covered access ramp on the both slopes of the levee.
Entry Last Updated : 1/29/2020

Water SideRamp5 LEVEELOG

0.93 0.93 Ramp Sod covered access ramp on the both slopes of the levee.
Entry Last Updated : 2/23/2016

Land SideRamp195 LEVEELOG

0.94 0.94 UCIP DS_ID:19897
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 0.94), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 0.94), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

CrossingPipe25 UCIPAUG2021

1.13 1.13 Structure Soil berm 10-ft wide by 6-ft high at L/S toe, extends appx 
20-ft.
Entry Last Updated : 1/27/2020

Land SideStability Berm109 USACEINSPECT
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1.17 1.17 UCIP DS_ID:19898
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch corrugated metal gravity 
drainage pipe through the levee, 14.6 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete U-
shaped headwall on each end. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 1.17), listed as a 48-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 1.17), 
listed as a 48-inch CMP].
Entry Last Updated : 6/3/2021

CrossingPipe30 UCIPAUG2021

1.20 1.20 Ramp Sod covered access ramp on L/S slope and crown. Appx 
10- to 12-ft wide, 30-ft wide at crown. Does not reduce 
levee prism.
Entry Last Updated : 1/27/2020

Land SideRamp116 USACEINSPECT

1.24 1.24 Ditches Toe ditch at L/S toe.  Appx 2- to 5-ft wide by 1- to 2.5-ft 
deep and cuts appx 0.5- to 1-ft into the projected levee 
prism.  Extends appx 600-ft.
Entry Last Updated : 1/27/2020

Land SideUnlined119 USACEINSPECT

1.37 1.37 Ramp Unpaved access ramp on L/S slope and crown. Appx 10- 
to 12-ft wide, 35-ft wide at crown. Does not reduce levee 
prism.
Entry Last Updated : 1/27/2020

Land SideRamp118 USACEINSPECT

1.38 1.54 Aerial High voltage line running parallel with the levee on the 
landward side of the levee.
Entry Last Updated : 2/23/2016

Land SideHigh Voltage201 LEVEELOG

1.38 1.38 Structure High voltage pole approx. 50 ft from the landward toe of 
the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility200 LEVEELOG

1.46 1.46 Structure High voltage pole on the landward side of the levee 
approx. 20 ft away.
Entry Last Updated : 2/23/2016

Land SidePole - Utility202 LEVEELOG
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1.50 1.50 UCIP DS_ID:19902
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete U-shaped 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 1.51), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 1.51), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

CrossingPipe37 UCIPAUG2021

1.52 1.52 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 10-ft wide by 110-
ft long.
Entry Last Updated : 1/29/2020

Land SideTurnout38 GEILEVEELOG

1.54 1.54 Structure High voltage pole within 50ft of the landward toe of the 
levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility205 LEVEELOG

1.73 1.73 Ditches Toe ditch at L/S toe.  Appx 2- to 3-ft wide by 5- to 10-in 
deep. Dry condition.
Entry Last Updated : 1/27/2020

Land SideUnlined132 USACEINSPECT

2.08 2.08 At Grade Aggregate base covered road crossing levee. Appx 15- to 
20-ft wide.
Entry Last Updated : 1/27/2020

CrownRoad / Highway138 USACEINSPECT

2.09 2.09 Ramp Ramp on both slopes.  Low water crossing in channel.
Entry Last Updated : 1/29/2020

Water SideRamp6 LEVEELOG

2.09 2.09 Ramp Ramp on both slopes.  Low water crossing in channel.
Entry Last Updated : 1/6/2016

Land SideRamp42 GEILEVEELOG

2.09 2.09 Structure Utility pole at L/S toe with overhead utility lines.
Entry Last Updated : 1/27/2020

Land SidePole - Utility137 USACEINSPECT

2.09 2.09 Aerial Overhead power lines cross levee.
Entry Last Updated : 1/6/2016

CrossingHigh Voltage43 GEILEVEELOG

2.09 2.09 Fence  Barbed wire cross-fence on L/S and W/S slopes.
Entry Last Updated : 1/27/2020

Water Side and 
Land Side

Barbed Wire136 USACEINSPECT

2.09 2.09 Gate Appx 12-ft-wide chain link metal locking gate on crown.
Entry Last Updated : 1/27/2020

CrownChain Link44 GEILEVEELOG
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2.10 2.10 Gate Appx 12-ft-wide metal non-locking gate on L/S access 
ramp.
Entry Last Updated : 1/27/2020

Land SideMetal142 USACEINSPECT

2.10 3.61 Fence Barbed wire fence appx 15-ft from L/S toe.
Entry Last Updated : 1/27/2020

Land SideBarbed Wire141 USACEINSPECT

2.20 2.20 Structure High voltage pole about 30ft from the landward toe of the 
levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility207 LEVEELOG

2.20 2.34 Aerial High voltage line running parallel with levee, approx. 20ft 
away
Entry Last Updated : 2/23/2016

Land SideHigh Voltage208 LEVEELOG

2.26 2.26 Structure High voltage pole approx. 30 ft from the landward toe of 
the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility209 LEVEELOG

2.33 2.33 Gate Appx 15-ft-wide metal non-locking gate on crown.
Entry Last Updated : 1/27/2020

CrownMetal145 USACEINSPECT

2.33 2.33 Ramp Aggregate base covered access ramps on R/S and L/S 
slopes and crown. Appx 12- to 15-ft wide, 45-ft wide at 
crown.
Entry Last Updated : 1/29/2020

Water SideRamp7 LEVEELOG

2.33 2.33 Ramp Aggregate base covered access ramps on R/S and L/S 
slopes and crown. Appx 12- to 15-ft wide, 45-ft wide at 
crown.
Entry Last Updated : 1/27/2020

Land SideRamp144 USACEINSPECT

2.34 2.34 Structure High voltage pole approx. 50 ft from the landward toe of 
the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility211 LEVEELOG

2.34 2.34 Gate Metal gate on L/S access ramp
Entry Last Updated : 1/27/2020

Land SideMetal210 LEVEELOG

2.34 2.34 Structure Bridge across channel well below elevation of levees.  
Removable wooden side rails. Abutments cobble revetted. 
(Crane Ranch Bridge)
Entry Last Updated : 1/27/2020

Water SideBridge45 USACEPI
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2.35 2.48 Ditches Toe ditch between 0-ft and 15-ft from L/S toe.  Appx 3-ft 
wide by 2-ft deep. Parallel to levee and leads to culvert 
(Point 49). Second ditch appx 15-ft to 20-ft long  perpend. 
To levee and cuts appx 1- to 2-ft into projected levee 
prism.
Entry Last Updated : 1/27/2020

Land SideUnlined146 USACEINSPECT

2.48 2.48 Structure Concrete headwall on the landward end. Concrete "U" 
headwall on the waterward end.
Entry Last Updated : 1/29/2020

Water Side and 
Land Side

Headwall49 UCIPMAY2015

2.48 2.48 UCIP DS_ID:19899
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 2.49), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, (HLM 2.48), listed as a 24-inch 
CMP].
Entry Last Updated : 6/3/2021

Pipe11 UCIPAUG2021

2.61 2.77 Ditches Toe ditch appx 15-ft from L/S toe.  Appx 3- to 4-ft wide by 
2- to 4-ft deep. Dry condition.
Entry Last Updated : 1/27/2020

Land SideUnlined151 USACEINSPECT

2.63 2.63 Structure Concrete headwall on the landward end. Concrete "U" 
headwall on the waterward end. .
Entry Last Updated : 2/23/2016

Water Side and 
Land Side

Headwall52 UCIPMAY2015

2.63 2.63 UCIP DS_ID:19900
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 2.65), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 2.64), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

Pipe12 UCIPAUG2021

2.76 2.76 Fence Cross fence on both slopes. Breakaway fence across 
channel.
Entry Last Updated : 1/6/2016

Water Side and 
Land Side

Chain Link55 GEILEVEELOG
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2.77 2.77 Gate Appx 10-ft-wide barbed wire gate on L/S access ramp.
Entry Last Updated : 1/27/2020

Land SideBarbed Wire156 USACEINSPECT

2.77 2.77 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 12- to 15-ft wide, 35-ft wide at 
crown. Does not reduce levee prism.
Entry Last Updated : 1/29/2020

Water SideRamp9 LEVEELOG

2.77 2.77 Ramp Aggregate base covered access ramps on W/S and L/S 
slopes and crown. Appx 12- to 15-ft wide, 35-ft wide at 
crown. Does not reduce levee prism.
Entry Last Updated : 1/29/2020

Land SideRamp155 USACEINSPECT

3.09 3.09 UCIP DS_ID:19901
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 3.09), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 3.09), 
listed as a 24-inch CMP].
Entry Last Updated : 7/14/2021

Pipe13 UCIPAUG2021

3.09 3.61 Ditches Unlined toe ditch approx. 10ft from the landward toe of the 
levee.
Entry Last Updated : 2/23/2016

Land SideUnlined215 LEVEELOG

3.26 3.26 Mark USACE Survey marker marker on L/S slope.
Entry Last Updated : 1/27/2020

Land SideSurvey162 USACEINSPECT

3.26 3.26 Structure Metal sign post on L/S slope.
Entry Last Updated : 1/27/2020

Land SideSign163 USACEINSPECT

3.31 3.31 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 12-ft wide by 120-
ft long.
Entry Last Updated : 1/27/2020

Land SideTurnout164 USACEINSPECT

3.49 3.49 Structure Gaging station on W/S slope.
Entry Last Updated : 1/27/2020

Water SideGauge165 USACEINSPECT

3.49 3.49 Structure Metal walkway to stream gaging station.
Entry Last Updated : 1/27/2020

Water SideWalkway216 LEVEELOG
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3.49 3.49 Structure 24-in CMP riser on W/S with water monit. station and 
metal catwalk to crown. DWR stream gage BSD at W/S 
toe, 12-in DBH. Supports with 12-in x 12-in concrete 
footings in W/S slope. Shown on as-built drawings. Permit 
No. 18484; `No Objection? Letter absent.
Entry Last Updated : 1/27/2020

Water SideStandpipe166 USACEINSPECT

3.60 3.60 Aerial High voltage lines crossing the levee.
Entry Last Updated : 2/23/2016

CrossingHigh Voltage218 LEVEELOG

3.60 3.60 Structure High voltage pole on the landward slope of the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility217 LEVEELOG

3.61 3.61 Gate Appx 15-ft-wide metal non-locking gate on crown.
Entry Last Updated : 1/27/2020

CrownMetal174 USACEINSPECT

3.61 3.61 Fence Barbed wire cross-fence on W/S slope.
Entry Last Updated : 1/27/2020

Water SideBarbed Wire175 USACEINSPECT

3.61 3.61 Aerial Overhead utility lines and poles appx 15-ft from L/S toe. 
Overhead lines do not cross levee.
Entry Last Updated : 1/27/2020

Land SideCommunications176 USACEINSPECT

3.61 3.61 Ramp Aggregate covered access ramp on the landward slope of 
the levee.
Entry Last Updated : 2/23/2016

Land SideRamp219 LEVEELOG

3.61 3.61 Gate Metal access gate on the landward side of the levee.
Entry Last Updated : 2/23/2016

Land SideMetal220 LEVEELOG

3.62 3.62 Mark End of right bank levee of Bear Creek at left bank (unit 22) 
levee Eastside Canal.    Bridge across Bear Creek.
Entry Last Updated : 1/27/2020

CrownBoundary64 GEILEVEELOG

Page 10 of 10Report Created : Monday, August 23, 2021   11:13



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 08 Bear Creek Bypass

Bank

Left

Unit Miles

3.63

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.00 0.00 Mark Start of Unit 8
Entry Last Updated : 2/23/2016

CrownBoundary153 LEVEELOG

0.00 0.05 Ditches Toe ditch at L/S toe.  Appx 7-ft wide, 3-ft deep. Does not 
cut into projected levee prism. Dry conditon.
Entry Last Updated : 1/15/2020

Land SideUnlined111 USACEINSPECT

0.23 0.23 UCIP DS_ID:19903
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.6 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 0.23), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, (HLM 0.23), listed as a 24-inch 
CMP].
Entry Last Updated : 6/3/2021

Pipe10 UCIPAUG2021

0.23 0.41 Ditches Toe ditch at L/S toe.  Appx 5-ft wide, 1-ft deep.  Dry 
conditon.
Entry Last Updated : 1/15/2020

Land SideUnlined57 USACEINSPECT

0.25 0.25 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide and 
extends for 80-ft along levee. Turnout covered with sod.
Entry Last Updated : 1/15/2020

Land SideTurnout59 USACEINSPECT

0.49 0.59 Ditches Toe ditch at L/S toe.  Appx 5-ft wide, 1-ft deep.  Dry 
conditon.
Entry Last Updated : 1/15/2020

Land SideUnlined60 USACEINSPECT

0.57 0.57 UCIP DS_ID:19904
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 0.55), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 0.57), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

CrossingPipe8 UCIPAUG2021

0.59 0.59 Gate 13-ft wide chain link locking gate on crown.
Entry Last Updated : 1/15/2020

CrownChain Link65 USACEINSPECT
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0.59 0.59 Fence Barbed wire cross fence on W/S and L/S slopes. Potential 
hazard to flood fighting personnel.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Barbed Wire63 USACEINSPECT

0.59 0.59 Structure Small metal sign posts on W/S and L/S hinge.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Sign64 USACEINSPECT

0.59 0.59 Ramp Aggregate base covered access ramp on W/S and L/S 
slope, 12-ft wide.  Does not reduce levee prism. Ramps in 
good condition.
Entry Last Updated : 1/23/2020

Water SideRamp2 LEVEELOG

0.59 0.59 Ramp Aggregate base covered access ramp on W/S and L/S 
slope, 12-ft wide.  Does not reduce levee prism. Ramps in 
good condition.
Entry Last Updated : 1/15/2020

Land SideRamp66 USACEINSPECT

0.72 0.72 UCIP DS_ID:19905
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 0.70), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, (HLM 0.72), listed as a 24-inch 
CMP].
Entry Last Updated : 6/3/2021

Pipe11 UCIPAUG2021

0.72 0.86 Ditches Toe ditch at L/S toe.  Appx 3-ft wide, 1-ft deep. Does not 
cut into projected levee prism. Dry conditon.
Entry Last Updated : 1/15/2020

Land SideUnlined67 USACEINSPECT

0.88 0.88 Ramp Aggregate base covered access ramp on W/S and L/S 
slope, 13-ft wide. Does not reduce levee prism. Ramp in 
good condition.
Entry Last Updated : 1/23/2020

Land SideRamp3 LEVEELOG

0.88 0.88 Ramp Aggregate base covered access ramp on W/S and L/S 
slope, 13-ft wide. Does not reduce levee prism. Ramp in 
good condition.
Entry Last Updated : 1/15/2020

Water SideRamp71 USACEINSPECT

0.89 0.89 Structure Small metal signs posts on W/S and L/S hinge.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Sign77 USACEINSPECT
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0.89 0.89 Gate 16-ft wide metal non-locking gate on crown.
Entry Last Updated : 1/15/2020

CrownMetal76 USACEINSPECT

0.89 0.89 Fence Barbed wire cross fence on W/S and L/S slopes. Potential 
hazard to flood fighting personnel.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Barbed Wire78 USACEINSPECT

0.89 0.89 Ramp Sod covered access ramp on W/S and L/S slope, 20-ft 
wide. Does not reduce levee prism. Ramp in good 
condition.
Entry Last Updated : 1/23/2020

Water SideRamp5 LEVEELOG

0.89 0.89 Ramp Sod covered access ramp on W/S and L/S slope, 20-ft 
wide. Does not reduce levee prism. Ramp in good 
condition.
Entry Last Updated : 1/15/2020

Land SideRamp75 USACEINSPECT

0.89 2.06 Fence Barbed wire fence 5-ft from L/S toe. Potential hazard to 
flood fighting personnel.
Entry Last Updated : 1/15/2020

Land SideBarbed Wire73 USACEINSPECT

0.90 0.90 UCIP DS_ID:19832
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 0.88), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 0.89), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

Pipe13 UCIPAUG2021

1.21 1.21 UCIP DS_ID:19833
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.6 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 1.20), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 1.21), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

CrossingPipe19 UCIPAUG2021

1.21 1.54 Ditches Toe ditch at L/S toe.  Appx 5-ft wide, 2-ft deep. Does not 
cut into projected levee prism. Dry conditon.
Entry Last Updated : 1/15/2020

Land SideUnlined79 USACEINSPECT
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1.35 1.35 Miscellaneou
s

Sod covered turnout on the landward side of the crown.
Entry Last Updated : 1/23/2020

Land SideTurnout83 USACEINSPECT

1.38 1.38 UCIP DS_ID:19834
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 1.37), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 1.38), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

Pipe14 UCIPAUG2021

2.05 2.05 UCIP DS_ID:19835
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 2.04), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, (HLM 2.05), listed as a 24-inch 
CMP].
Entry Last Updated : 6/3/2021

CrossingPipe29 UCIPAUG2021

2.05 2.05 Ramp Aggregate base covered access ramp on W/S and L/S 
slope, 16-ft wide.  Ramp does not reduce levee prism. 
Ramp in good condition.
Entry Last Updated : 1/23/2020

Water SideRamp6 LEVEELOG

2.05 2.05 Ramp Aggregate base covered access ramp on W/S and L/S 
slope, 16-ft wide.  Ramp does not reduce levee prism. 
Ramp in good condition.
Entry Last Updated : 1/15/2020

Land SideRamp85 USACEINSPECT

2.06 2.06 Structure High voltage pole on landward side of the levee.
Entry Last Updated : 1/23/2020

Land SidePole - Utility138 LEVEELOG

2.06 2.06 Aerial Overhead power line crosses levee.
Entry Last Updated : 1/6/2016

CrossingHigh Voltage31 GEILEVEELOG

2.06 2.06 Structure Small metal sign posts on W/S and L/S hinge.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Sign88 USACEINSPECT
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2.06 2.06 Gate 13-ft wide chain link locking gate on crown.
Entry Last Updated : 1/15/2020

CrownMetal89 USACEINSPECT

2.06 2.06 Fence Barbed wire cross fence on W/S and L/S slopes. Potential 
hazard to flood fighting personnel.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Barbed Wire90 USACEINSPECT

2.12 2.41 Fence Entry Last Updated : 2/23/2016Land SideBarbed Wire136 LEVEELOG

2.12 2.41 Ditches Unlined toe ditch approx. 10ft from the landward toe of the 
levee.
Entry Last Updated : 2/23/2016

Land SideUnlined135 LEVEELOG

2.12 2.12 UCIP DS_ID:19836
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 2.12), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, (HLM 2.12), listed as a 24-inch 
CMP].
Entry Last Updated : 7/14/2021

Pipe15 UCIPAUG2021

2.29 2.29 Structure Aggregate base covered access ramp on W/S, 16-ft wide, 
connects to bridge.  Does not reduce levee prism. Ramp 
in good condition.  Removable side rails.  Abutments 
cobble revetted.  (Crane Ranch Bridge)
Entry Last Updated : 1/16/2020

Water SideBridge94 USACEINSPECT

2.29 2.29 Ramp Aggregate based access ramps on the waterward slope of 
the levee and sod covered on the landward slope.
Entry Last Updated : 1/23/2020

Land SideRamp7 LEVEELOG

2.29 2.29 Ramp Aggregate based access ramps on the waterward slope of 
the levee and sod covered on the landward slope.
Entry Last Updated : 2/23/2016

Water SideRamp137 LEVEELOG

2.41 2.41 Structure High voltage pole approx. 40ft from the landward toe of 
the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility134 LEVEELOG

2.42 2.42 Structure High voltage service pole approx. 40ft from the landward 
toe of the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility132 LEVEELOG
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2.42 2.42 Ramp Dirt access ramp on L/S.
Entry Last Updated : 2/23/2016

Land SideRamp95 USACEINSPECT

2.42 2.42 Structure High voltage distribution box approx. 40ft from the 
landward toe of the levee.
Entry Last Updated : 2/23/2016

Land SideDistribution Box133 LEVEELOG

2.44 2.75 Ditches Toe ditch appx 10-ft from L/S toe.  Appx 10-ft wide, 2-ft 
deep.  Dry conditon.
Entry Last Updated : 1/16/2020

Land SideUnlined96 USACEINSPECT

2.72 2.72 Gate Cross fence, metal drive gate.  Breakaway fence across 
the channel.
Entry Last Updated : 1/6/2016

CrownMetal37 GEILEVEELOG

2.72 2.72 Fence Maintenance Deficiency. Old fence poles on landward 
slope.
Entry Last Updated : 1/6/2016

Land SideMetal38 LEVEEINSPECTION

2.75 2.75 Ramp Sod covered access ramp on W/S and L/S slopes
Entry Last Updated : 1/23/2020

Water SideRamp9 LEVEELOG

2.75 2.75 Ramp Sod covered access ramp on W/S and L/S slopes
Entry Last Updated : 1/16/2020

Land SideRamp97 USACEINSPECT

2.77 2.77 UCIP DS_ID:19837
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 2.77), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 2.77), 
listed as a 24-inch CMP].
Entry Last Updated : 6/3/2021

Pipe16 UCIPAUG2021

2.78 3.62 Fence Barbed wire fence consistently located 10-ft from L/S toe; 
the fence may be on the easement line, but the location of 
the fence with respect to the easement line could not be 
confirmed.
Entry Last Updated : 1/16/2020

Land SideBarbed Wire100 USACEINSPECT

2.78 3.63 Ditches Toe ditch appx 10-ft from L/S toe.  Appx 3-ft wide, 1-ft 
deep.  Dry conditon.
Entry Last Updated : 1/16/2020

Land SideUnlined99 USACEINSPECT
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3.06 3.06 UCIP DS_ID:19838
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 13.4 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on each end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 3.06), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 3.06), 
listed as a 36-inch CMP].
Entry Last Updated : 6/3/2021

Pipe20 UCIPAUG2021

3.17 3.17 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 13-ft wide and 
extends for 80-ft.  Turnout covered in sod.
Entry Last Updated : 1/16/2020

CrownTurnout103 USACEINSPECT

3.24 3.24 UCIP DS_ID:19839
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 3.23), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, (HLM 3.24), listed as a 24-inch 
CMP].
Entry Last Updated : 6/3/2021

CrossingPipe49 UCIPAUG2021

3.29 3.29 Structure Utility poles at LS toe.
Entry Last Updated : 1/23/2020

Land SidePole - Utility106 USACEINSPECT

3.30 3.30 Structure Utility pole appx 3-ft from L/S toe. No permit provided.
Entry Last Updated : 1/16/2020

Land SidePole - Utility107 USACEINSPECT

3.30 3.30 Ramp Aggregate base covered access ramp on L/S slope, 40-ft 
wide.  Does not reduce levee prism. Ramp in good 
condition.
Entry Last Updated : 1/16/2020

Land SideRamp109 USACEINSPECT

3.30 3.30 Gate Metal farm access gate on the landward side of the levee.
Entry Last Updated : 2/23/2016

Land SideMetal122 LEVEELOG

3.37 3.37 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility121 LEVEELOG
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3.43 3.43 UCIP DS_ID:19840
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 13 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 3.43), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, (HLM 3.43), listed as a 24-inch 
CMP].
Entry Last Updated : 6/3/2021

Pipe18 UCIPAUG2021

3.43 3.43 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility120 LEVEELOG

3.50 3.50 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility119 LEVEELOG

3.56 3.56 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility118 LEVEELOG

3.62 3.62 Structure High voltage pole approx. 25ft from the landward toe of 
the levee.
Entry Last Updated : 2/23/2016

Land SidePole - Utility115 LEVEELOG

3.63 3.63 Ramp Aggregate covered access road on the landward slope of 
the levee.
Entry Last Updated : 2/23/2016

Land SideRamp113 LEVEELOG

3.63 3.63 Mark End of Unit 8
Entry Last Updated : 2/23/2016

CrownBoundary1 GEILEVEELOG

3.63 3.63 Structure Bridge on the waterward side of the levee.  Part of Unit 
22A, East Side Canal.
Entry Last Updated : 1/16/2020

Water SideBridge56 LEVEELOG

3.63 3.63 Gate Metal access gate on the landward slope of the levee, no 
lock.  Part gate across the crown of Unit 22A, East Side 
Canal.
Entry Last Updated : 1/16/2020

Land SideMetal114 LEVEELOG
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0.00 0.00 Mark The start of Unit 9
Entry Last Updated : 5/4/2016

CrownBoundary45 LEVEELOG

0.00 0.50 Fence Barbed wire fence appx 15-ft from L/S toe. The fence is 
consistently located 15-ft from the L/S toe; the fence may 
be on the easement line, but the location of the fence with 
respect to the easement line could not be confirmed.
Entry Last Updated : 12/28/2020

Land SideBarbed Wire37 USACEINSPECT

0.30 0.30 Ramp Aggregate base covered access ramp on R/S and L/S 
slope.  Ramp does not reduce levee prism.  Ramp in good 
condition.
Entry Last Updated : 12/28/2020

Land SideRamp1 LEVEELOG

0.30 0.30 Ramp Aggregate base covered access ramp on R/S and L/S 
slope.  Ramp does not reduce levee prism.  Ramp in good 
condition.
Entry Last Updated : 12/28/2020

Water SideRamp23 USACEINSPECT

0.30 0.30 Gate Barbed wire drag gate located at the end of the landward 
sod covered ramp.
Entry Last Updated : 5/4/2016

Land SideBarbed Wire44 LEVEELOG

0.39 0.39 Structure Wooden post deep into the crown of the levee.
Entry Last Updated : 12/28/2020

CrownPost43 LEVEELOG

0.39 0.39 Gate 12-ft wide chain link non-locking gate on crown. 4-in x 4-in 
wooden post gate stop 1-ft high, appx 10-ft from gate on 
L/S hinge.
Entry Last Updated : 12/28/2020

CrownChain Link25 USACEINSPECT

0.40 0.40 Fence Barbed wire cross fence with metal posts on R/S and L/S 
slopes. Potential hazard to flood fighting personnel.
Entry Last Updated : 12/28/2020

Land SideBarbed Wire2 LEVEELOG

0.40 0.40 Fence Barbed wire cross fence with metal posts on R/S and L/S 
slopes. Potential hazard to flood fighting personnel.
Entry Last Updated : 12/28/2020

Water SideBarbed Wire26 USACEINSPECT
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0.47 0.47 UCIP DS_ID:19841
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 18.7 feet below the 
crown. Slide gate in a 36-inch corrugated metal pipe 
(CMP) riser on the waterside (WS) slope. Concrete U-
shaped headwall on each end. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 0.48), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 0.47), 
listed as a 24-inch CMP].
Entry Last Updated : 8/4/2021

CrossingPipe6 UCIPAUG2021

0.47 0.47 Mark 0.5 milepost on the waterward shoulder.
Entry Last Updated : 1/6/2016

Water SideMarker7 GEILEVEELOG

0.58 0.58 Ramp Ramp on both slopes.
Entry Last Updated : 12/28/2020

Land SideRamp3 LEVEELOG

0.58 0.58 Ramp Ramp on both slopes.
Entry Last Updated : 1/6/2016

Water SideRamp10 GEILEVEELOG

0.69 0.69 UCIP DS_ID:19842
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 8.7 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 0.70), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, (HLM 0.70), listed as a 24-inch 
CMP].
Entry Last Updated : 8/4/2021

Pipe5 UCIPAUG2021

0.81 0.81 Ramp Aggregate base covered access ramp on R/S slope. 
Approx 12-ft wide.  Ramp does not reduce levee prism.  
Ramp has minimal aggregate.
Entry Last Updated : 12/28/2020

Water SideRamp32 USACEINSPECT

0.81 0.81 Structure Gaging station in channel.
Entry Last Updated : 12/28/2020

Water SideGauge33 USACEINSPECT
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0.87 0.87 UCIP DS_ID:19843
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Crane Irrigation Structure] 24-
inch corrugated metal gravity drainage pipe through the 
levee, 9.7 feet below the crown. Two slide gates in a 48-
inch corrugated metal pipe (CMP) riser on the waterside 
(WS) slope. Concrete U-shaped headwall on the landside 
(LS) end. WS end cobble revetted on the bank and in the 
outlet drain. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 0.87), listed as a 24-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, (HLM 0.87), listed as a 24-inch 
CMP].
Entry Last Updated : 8/4/2021

Pipe8 UCIPAUG2021

0.87 0.87 Fence Barbed wire cross fence on R/S and L/S slopes. Potential 
safety hazard to flood fighting personnel.
Entry Last Updated : 12/28/2020

Land SideBarbed Wire4 LEVEELOG

0.87 0.87 Fence Barbed wire cross fence on R/S and L/S slopes. Potential 
safety hazard to flood fighting personnel.
Entry Last Updated : 12/28/2020

Water SideBarbed Wire36 USACEINSPECT

0.87 0.87 Gate Cross fence, metal drive gate locked.
Entry Last Updated : 5/4/2016

CrownChain Link19 GEILEVEELOG

0.88 0.88 At Grade Unit 22 levee crosses end of unit 9
Entry Last Updated : 12/28/2020

CrossingRoad / Highway39 LEVEELOG

0.88 0.88 Mark End of unit 9
Entry Last Updated : 12/28/2020

CrownBoundary40 LEVEELOG
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0.00 0.00 Mark Left bank levee Owens Creek at right bank levee Eastside 
Bypass. Levee crown 12 feet wide. Waterward slope 1 on 
3, Landward slope 1 on 2.  Graveled crown roadway.
Entry Last Updated : 1/6/2016

CrownBoundary3 GEILEVEELOG

0.01 0.01 Ramp Ramp on both sides
Entry Last Updated : 12/29/2020

Water SideRamp4 GEILEVEELOG

0.01 0.01 Ramp Ramp on both sides
Entry Last Updated : 12/29/2020

Land SideRamp19 USACEINSPECT

0.20 0.20 Ramp Ramp on both sides
Entry Last Updated : 12/29/2020

Water SideRamp5 GEILEVEELOG

0.20 0.20 Ramp Ramp on both sides
Entry Last Updated : 12/29/2020

Land SideRamp21 USACEINSPECT

0.30 0.30 Miscellaneou
s

Excavation appx 10-ft from R/S toe at culvert. Appx 50-ft 
extent, unknown depth.
Entry Last Updated : 12/29/2020

Water SidePit22 USACEINSPECT

0.30 0.30 UCIP DS_ID:19845
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 19.6 feet below the 
crown. Slide gate in a 48-inch corrugated metal pipe 
(CMP) riser on the waterside (WS) slope. Concrete U-
shaped headwall on each end. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 0.31), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 0.31), 
listed as a 24-inch CMP].
Entry Last Updated : 8/6/2021

Pipe6 UCIPAUG2021

0.31 0.31 Gate Cross fence, metal drive gate (no lock).
Entry Last Updated : 1/6/2016

CrownMetal9 GEILEVEELOG

0.31 0.31 Fence Barbed wire fence on R/S and L/S slopes.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire1 LEVEELOG

0.31 0.31 Fence Barbed wire fence on R/S and L/S slopes.
Entry Last Updated : 12/29/2020

Water SideBarbed Wire25 USACEINSPECT

0.46 0.46 Ramp Ramp on both sides
Entry Last Updated : 12/29/2020

Water SideRamp10 GEILEVEELOG
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0.46 0.46 Ramp Ramp on both sides
Entry Last Updated : 12/29/2020

Land SideRamp26 USACEINSPECT

0.48 0.48 Mark Mile marker on waterward shoulder.
Entry Last Updated : 12/29/2020

Water SideMarker27 USACEINSPECT

0.62 0.79 Fence Barbed wire fence appx 10- to 15-ft from L/S toe. Parallel 
to levee with adequate vehicle clearance.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire28 USACEINSPECT

0.78 0.78 Structure 13-in diameter wooden post and staff gauge on R/S toe. 
No graduation marks, poor condition. Large diameter post 
affects levee integrety.
Entry Last Updated : 12/29/2020

Water SidePost31 USACEINSPECT

0.79 0.79 Gate 12-ft-wide chain link non-locking access gate on crown 
and barbed wire fence on R/S and L/S slopes. Gate is 
easily operable, no safety hazard to flood fighting 
personnel.
Entry Last Updated : 12/29/2020

CrownChain Link32 USACEINSPECT

0.79 0.79 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 12/29/2020

Water SideBarbed Wire2 LEVEELOG

0.79 0.79 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 3/9/2016

Land SideBarbed Wire39 LEVEELOG

0.79 0.79 Mark Mile marker at top of R/S slope. Bent over.
Entry Last Updated : 12/29/2020

Water SideMarker33 USACEINSPECT

0.80 0.80 Ramp Ramp on the landward slope.
Entry Last Updated : 1/6/2016

Land SideRamp14 GEILEVEELOG

0.80 0.80 Mark End of left bank levee Owens Creek, Unit No. 10, at right 
bank levee of the Eastside Canal.
Entry Last Updated : 1/6/2016

CrownBoundary15 GEILEVEELOG

0.80 0.80 Structure Entry Last Updated : 3/9/2016Water SideBridge41 LEVEELOG

0.80 0.80 At Grade Entry Last Updated : 12/29/2020CrossingRoad / Highway42 LEVEELOG
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7.68 7.68 UCIP DS_ID:19844
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9.4 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002. USACE San Joaquin O&M Manual 601.1, 1967, 
(recorded as Unit 10 HLM 0.02 located in Unit 5 CLM 
7.68)].
Entry Last Updated : 7/8/2021

CrossingPipe17 UCIPAUG2021
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0.00 0.00 Structure Mariposa Bypass Drop Structure embankment 
perpendicular to W/S slope. Appx 30-ft wide.
Entry Last Updated : 1/14/2020

Water SideWeir1 GEILEVEELOG

0.00 0.00 Mark Right bank Mariposa Bypass at right bank San Joaquin 
River.  Mileage runs upstream on right bank Mariposa 
Bypass.  Levee crown 15 feet wide.  Waterward slope 1 
on 3, landward slope 1 on 2.
Entry Last Updated : 10/28/2015

CrownBoundary2 GEILEVEELOG

0.00 0.00 Ramp 14-ft wide unpaved access ramp to top of drop structure 
on W/S slope. Not shown on as-built drawings.
Entry Last Updated : 1/14/2020

Water SideRamp86 USACEINSPECT

0.00 0.00 Structure Guardrail within the right of way heading towards 
Mariposa drop structure.
Entry Last Updated : 12/2/2015

Water SideGuardrail38 LEVEELOG

0.01 0.01 Ramp Access ramp across the channel on the waterward slope 
of the levee.
Entry Last Updated : 1/14/2020

Water SideRamp88 LEVEELOG

0.42 0.42 UCIP DS_ID:19846
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11 feet below the crown. 
Slide gate in a corrugated metal pipe (CMP) riser on the 
waterside (WS) end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 0.43), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 0.42), 
listed as a 24-inch CMP].
Entry Last Updated : 6/29/2021

Pipe3 UCIPAUG2021

0.65 0.65 UCIP DS_ID:19847
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.65), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 0.65), listed as a 24-inch CMP].
Entry Last Updated : 7/14/2021

CrossingPipe6 UCIPAUG2021

0.67 0.67 Fence Barbed wire fence on L/S and W/S slopes.  Breakaway 
fence across channel.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Barbed Wire48 USACEINSPECT
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0.67 0.67 Gate 14-ft-wide metal pipe gate on crown. Shown on as-built 
drawings.
Entry Last Updated : 1/16/2020

CrownMetal49 USACEINSPECT

0.68 0.68 Ramp 20-ft wide aggregate base access ramps on L/S and W/S 
slopes. Shown on as-built drawings.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Ramp50 USACEINSPECT

0.84 0.84 UCIP DS_ID:19848
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.3 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.85), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 0.84), listed as a 24-inch CMP].
Entry Last Updated : 6/29/2021

CrossingPipe11 UCIPAUG2021

1.13 1.13 UCIP DS_ID:19849
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 1.13), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 1.13), listed as a 24-inch CMP].
Entry Last Updated : 6/29/2021

Pipe4 UCIPAUG2021

1.49 1.49 UCIP DS_ID:19850
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch corrugated metal gravity 
drainage pipe through the levee, 16.3 feet below the 
crown. Slide gate in a pipe riser on the waterside (WS) 
slope. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 1.50), listed as a 48-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, (HLM 1.50), listed as a 48-inch CMP].
Entry Last Updated : 6/29/2021

Pipe7 UCIPAUG2021

1.67 1.67 Ramp  20-ft wide aggregate base access ramps on L/S and W/S 
slopes. Shown on as-built drawings.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Ramp21 GEILEVEELOG

1.68 1.68 Fence Barbed wire fence on L/S and W/S slopes.  Breakaway 
fence across channel.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Barbed Wire61 USACEINSPECT
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1.68 1.68 Gate 14-ft-wide metal gate on crown. Shown on as-built 
drawings.
Entry Last Updated : 1/14/2020

CrownMetal63 USACEINSPECT

1.80 1.80 Ramp 12-ft wide aggregate base access ramps on W/S and L/S 
slopes. Shown on as-built drawings.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Ramp65 USACEINSPECT

1.98 1.98 UCIP DS_ID:19851
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 12.8 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 1.99), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 1.99), listed as a 24-inch CMP].
Entry Last Updated : 6/29/2021

Pipe8 UCIPAUG2021

2.67 2.67 Ramp 14-ft wide aggregate base access ramps on L/S and W/S 
slopes. Shown on as-built drawings.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Ramp72 USACEINSPECT

2.68 2.68 Fence Barbed wire fence across bypass.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Barbed Wire27 USACEPI

2.68 2.68 Structure Cattle guard on crown.  Minor concrete spalling, bars 
warped.  Not shown on as-built drawings but permit 
provided; however No Objection letter not provided. 
Extends vertically 3-ft into levee crown. Permit #9252.
Entry Last Updated : 1/14/2020

CrownOther74 USACEINSPECT

9252

2.84 2.84 Ramp 20-ft wide unpaved access ramp on L/S slope. Not shown 
on as-built drawings.
Entry Last Updated : 1/14/2020

Land SideRamp78 USACEINSPECT

3.04 3.04 UCIP DS_ID:19852
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 15 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 3.04), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 3.04), listed as a 24-inch CMP].
Entry Last Updated : 7/14/2021

Pipe9 UCIPAUG2021
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3.14 3.14 Ramp 14-ft wide unpaved access ramp on W/S slope. Not 
shown on as-built drawings.
Entry Last Updated : 1/14/2020

Water SideRamp82 USACEINSPECT

3.26 3.26 Ramp Remarks: 12-ft wide unpaved access ramp on R/S slope. 
Shown on as-built drawings.
Entry Last Updated : 1/14/2020

Water SideRamp83 USACEINSPECT

3.31 3.31 Mark End of right bank levee of Mariposa Bypass, Unit No. 11, 
at Mariposa Bypass control structure. Junction with levee 
mile 9.62 unit 6.
Entry Last Updated : 10/28/2015

CrownBoundary36 GEILEVEELOG

3.31 3.31 Revetment Cobble revetment on the waterward slope of the levee.
Entry Last Updated : 12/2/2015

Water SideCobble103 LEVEELOG

3.31 3.31 At Grade Levee road part of LSJLD Unit 6.
Entry Last Updated : 12/2/2015

Water Side and 
Land Side

Road / Highway102 LEVEELOG

3.32 3.32 UCIP DS_ID:25542
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
drainage pipe through the levee, 15.0 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 3.32), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 3.32), listed as a 24-inch CMP].
Entry Last Updated : 7/14/2021

Pipe10 UCIPAUG2021

3.33 3.33 UCIP DS_ID:25543
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: [Eastside Canal Siphon] 48-inch 
corrugated metal pipe through the levee, 16.0 feet below 
the crown and under channel. Slide gate on landside (LS) 
end. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 3.33), listed as a 48-inch corrugated metal pipe 
(CMP). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, (HLM 3.33), listed as a 48-inch CMP].
Entry Last Updated : 7/14/2021

Pipe12 UCIPAUG2021
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NA0010

Waterway

Unit No. 12 Mariposa Bypass

Bank

Left

Unit Miles

3.33

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

0.00 0.00 Mark Left bank Mariposa Bypass at.right bank San Joaquin 
River.  Mileage runs upstream on left bank Mariposa 
Bypass.  Levee crown 15 feet wide.  Waterward slope 1 
on 3, landward slope 1 on 2.
Entry Last Updated : 10/28/2015

CrownBoundary1 GEILEVEELOG

0.00 0.00 Ramp Access ramp to top of Mariposa Bypass Drop Structure.
Entry Last Updated : 1/15/2020

Water SideRamp13 LEVEELOG

0.01 3.33 Fence Barbed wire fence appx 5- to 15-ft from L/S toe. Potential 
safety hazard to flood fighting personnel.
Entry Last Updated : 1/15/2020

Land SideBarbed Wire93 USACEINSPECT

0.01 0.01 Ramp Aggregate base covered access ramps on L/S and W/S 
slopes and crown. Appx 12- to 15-ft wide, 40- to 45-ft wide 
at crown. Does not reduce levee prism. Shown on as-built 
drawings.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Ramp92 USACEINSPECT

0.01 0.01 Miscellaneou
s

Entry Last Updated : 11/24/2015Land SideTurnout103 LEVEELOG

0.09 3.32 Ditches Appx 10- to 25-ft wide irrigation ditch, appx 6-to 12-ft 
deep, within 15- to 20-ft of L/S toe. Does not cut into 
projected levee prism. Not shown on as-built drawings.
Entry Last Updated : 1/17/2020

Land SideUnlined11 USACEINSPECT

0.40 0.40 UCIP DS_ID:19855
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.41), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 0.39), listed as a 24-inch CMP].
Entry Last Updated : 7/8/2021

CrossingCulvert2 UCIPAUG2021

0.67 0.67 Gate Appx 15-ft wide metal gate with barbed wire on crown in 
good condition. Shown on as-built drawings.
Entry Last Updated : 1/15/2020

CrownMetal19 USACEINSPECT

0.67 0.67 Fence Barbed wire fence on L/S and W/S slopes perpendicular 
to levee.  Fence crosses the floodway. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Barbed Wire20 USACEINSPECT
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0.69 0.69 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 10- to 12-ft wide, 20- to 25-ft wide at crown. 
Does not reduce levee prism. Not shown on as-built 
drawings.
Entry Last Updated : 1/15/2020

Water SideRamp24 USACEINSPECT

0.69 0.69 Miscellaneou
s

Sod and aggregate covered turnout on crown and L/S 
slope. Appx 12-ft wide and 110-ft long. Not shown on as-
built drawings.
Entry Last Updated : 1/15/2020

Land SideTurnout23 USACEINSPECT

1.00 1.00 Mark Mile marker at top of W/S slope. Sign is damaged.
Entry Last Updated : 1/15/2020

Water SideMarker25 USACEINSPECT

1.06 1.06 UCIP DS_ID:19856
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.5 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 1.06), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 1.06), listed as a 24-inch CMP].
Entry Last Updated : 7/21/2021

Pipe12 UCIPAUG2021

1.27 1.27 UCIP DS_ID:19857
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 17.4 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 1.28), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 1.27), listed as a 24-inch CMP].
Entry Last Updated : 7/8/2021

CrossingPipe4 UCIPAUG2021

1.29 1.29 Miscellaneou
s

Sod and aggregate covered turnout on crown and L/S 
slope. Appx 20-ft wide and 150-ft long. Not shown on as-
built drawings.
Entry Last Updated : 1/17/2020

Land SideTurnout36 USACEINSPECT
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1.53 1.53 UCIP DS_ID:19858
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.7 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 1.53), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 1.53), listed as a 24-inch CMP].
Entry Last Updated : 7/8/2021

Pipe14 UCIPAUG2021

1.68 1.68 Fence Barbed wire fence on L/S and W/S slopes perpendicular 
to levee.  Fence crosses the floodway. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Barbed Wire49 USACEINSPECT

1.68 1.68 Gate Appx 15-ft wide metal gate with barbed wire on crown in 
good condition. Shown on as-built drawings.
Entry Last Updated : 1/15/2020

CrownMetal101 LEVEELOG

1.68 1.68 Ramp Sod and aggregate covered access ramps on L/S and 
W/S slope and crown. Appx 10- to 12-ft wide, 20- to 25-ft 
wide at crown. Does not reduce levee prism. Shown on as-
built drawings.
Entry Last Updated : 1/15/2020

Water SideRamp48 USACEINSPECT

2.16 2.16 UCIP DS_ID:19859
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14.4 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 2.16), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 2.16), listed as a 24-inch CMP].
Entry Last Updated : 7/21/2021

CrossingPipe6 UCIPAUG2021

2.52 2.52 Mark Mile marker on R/S slope. Sign is damaged.
Entry Last Updated : 1/15/2020

Water SideMarker55 USACEINSPECT

2.67 2.67 Ramp Sod and aggregate covered access ramp on L/S and W/S 
slopes and crown. Appx 12- to 15-ft wide, 30- to 35-ft wide 
at crown. Does not reduce levee prism. Shown on as-built 
drawings.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Ramp59 USACEINSPECT

Page 3 of 5Report Created : Monday, August 23, 2021   11:14



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 12 Mariposa Bypass

Bank

Left

Unit Miles

3.33

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

2.67 2.67 Gate Remarks: Non-locking barbed wire gate appx 15-ft wide at 
L/S toe in good condition. Shown on as-built drawings.
Inspection Action: No action needed.
Status: Monitor
Entry Last Updated : 10/28/2015

CrownBarbed Wire60 USACEINSPECT

2.68 2.68 Fence Barbed wire fence on L/S and W/S slopes perpendicular 
to levee.  Fence crosses the floodway. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 1/15/2020

Water Side and 
Land Side

Barbed Wire61 USACEINSPECT

2.68 2.68 Structure Cattle guard on the levee crown.  Good Condition. Permit 
No. 9252; 'No Objection' letter absent.
Entry Last Updated : 1/15/2020

CrownOther99 LEVEELOG

9252

2.70 2.70 UCIP DS_ID:19860
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10.7 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 2.70), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 2.70), listed as a 24-inch CMP].
Entry Last Updated : 7/8/2021

CrossingPipe7 UCIPAUG2021

3.00 3.00 UCIP DS_ID:19861
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 2 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 3.00), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 3.00), listed as a 24-inch CMP].
Entry Last Updated : 7/21/2021

CrossingPipe8 UCIPAUG2021

3.23 3.23 Revetment Rounded cobbles and concrete debris supporting pipe.
Entry Last Updated : 1/15/2020

.Not IdentifiedCobble76 USACEINSPECT

3.24 3.24 Structure DWR gauging station EBM. 48-in CMP through levee. 
Appx 1-ft by 1-ft concrete footings. Metal catwalk, lockable 
control vault and water monitoring station.
Entry Last Updated : 1/15/2020

Water SideGauge78 USACEINSPECT

3.33 3.33 Structure Manhole cover within on the crown of the levee.
Entry Last Updated : 11/24/2015

CrownManhole Cover96 LEVEELOG
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3.33 3.33 Structure Utility pole on the landward slope of the levee.
Entry Last Updated : 11/24/2015

Land SidePole - Utility97 LEVEELOG

3.33 3.33 Revetment Cobble rock reveted on the waterward slope of the levee.
Entry Last Updated : 11/24/2015

Water SideCobble98 LEVEELOG

3.33 3.33 Structure Asphalt-paved access road to Patrol Bridge on Mariposa 
Bypass Drop Structure on R/S slope and crown. Appx 15- 
to 20-ft wide. Shown on as-built drawings.
Entry Last Updated : 1/17/2020

Water SideControl Box87 USACEINSPECT

3.33 3.33 Structure Soil pile/berm appx 3- to 4-ft wide and 3- to 4-ft high. Appx 
3- to 8-ft from L/S toe. Forms low point that could pond 
water at L/S toe. Not shown on as-built drawings.
Entry Last Updated : 1/15/2020

Land SideStability Berm84 USACEINSPECT

3.33 3.33 Structure Mariposa Bypass Control Structure. Asphalt-paved access 
road to Patrol Bridge on Mariposa Bypass Drop Structure 
on W/S slope and crown. Appx 15- to 20-ft wide. Shown 
on as-built drawings.
Entry Last Updated : 1/15/2020

Water SideBridge10 LEVEELOG

3.33 3.33 Structure Appx 2-in diameter wooden post on L/S slope.
Entry Last Updated : 1/17/2020

Land SidePole81 USACEINSPECT

3.33 3.33 Structure Utility pole and guywire at L/S toe. Electrical lines do not 
traverse levee.
Entry Last Updated : 1/15/2020

Land SidePole85 USACEINSPECT

3.33 3.33 Structure Monitoring well on crown.
Entry Last Updated : 1/15/2020

CrownMonitoring Well86 USACEINSPECT

3.33 3.33 UCIP DS_ID:19906
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: [Eastside Canal Siphon] 48-inch 
corrugated metal irrigation siphon pipe through the levee 
and under the channel, 17.5 feet below the crown. Slide 
gate on the landside (LS). [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 3.36), listed as a 48-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 3.36), 
listed as a 48-inch CMP].
Entry Last Updated : 7/21/2021

Pipe15 UCIPAUG2021

3.33 3.33 Mark End of Mariposa Unit 11
Entry Last Updated : 11/24/2015

CrownBoundary94 LEVEELOG
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0.00 0.00 Mark Metal mile marker on R/S slope appx 5-ft from crown. 
Damaged. Mileage runs upstream.
Entry Last Updated : 1/13/2020

Water SideBoundary55 USACEINSPECT

0.02 0.02 Gate 12-ft wide barbed wire non-locking gate on crown.  Cross 
fence, barbed wire drag gate.
Entry Last Updated : 1/13/2020

CrownBarbed Wire1 LEVEELOG

0.02 0.02 Fence Barbed wire fence with metal posts on W/S and top of 
drop structure and L/S slopes.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Barbed Wire27 USACEINSPECT

0.02 0.02 Structure Ash Slough drop structure No. 1 in channel. Both 20 feet 
upstream and downstream banks and bottom of channel 
cobble revetted.
Entry Last Updated : 5/23/2016

Water SideWeir2 GEILEVEELOG

0.02 0.02 Structure Embankment for Ash Slough Drop Structure #1 on R/S 
slope.
Entry Last Updated : 1/13/2020

Water SideStability Berm25 USACEINSPECT

0.27 0.27 Ramp 20-ft wide earth-covered access ramps on R/S and L/S 
slopes. Does not cut into levee prism. Not shown on as-
built drawings.  Grouted low water crossing in channel.
Entry Last Updated : 1/13/2020

Water Side and 
Land Side

Ramp28 USACEINSPECT

0.31 0.31 Structure Ash Slough Drop Structure #2: Burrow along north wall 
approximately 6 feet tall, could be a safety concern if 
walked on.  Both 20 feet upstream and downstream banks 
and bottom of channel cobble revetted.
Entry Last Updated : 1/13/2020

Water SideWeir31 USACEINSPECT

0.31 0.31 Structure Embankment for Ash Slough Drop Structure #2 on W/S 
slope.
Entry Last Updated : 1/13/2020

Water SideStability Berm33 USACEINSPECT

0.31 0.31 Fence Barbed wire fence on L/S and W/S slopes.  Barbed wire 
fence perpendicular to channel alignment on top of drop 
structure.
Entry Last Updated : 1/13/2020

Water Side and 
Land Side

Barbed Wire29 USACEINSPECT

0.31 0.31 Gate 12-ft wide barbed wire non-locking gate on crown.
Entry Last Updated : 1/13/2020

CrownBarbed Wire34 USACEINSPECT

0.31 0.31 Ramp Ramp on the waterward slope of the levee
Entry Last Updated : 6/23/2016

Water SideRamp22 LEVEELOG
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0.50 0.50 Mark Mile marker waterward shoulder.  Collapsed metal sign 
post on R/S slope appx 8-ft from crown.
Entry Last Updated : 1/14/2020

Water SideMarker35 USACEINSPECT

0.72 0.72 Structure Embankment for Ash Slough Drop Structure #3 on W/S 
slope.  Appx 40-ft wide at crown.
Entry Last Updated : 1/14/2020

Water SideStability Berm37 USACEINSPECT

0.72 0.72 Ramp Ramp to weir within the channel
Entry Last Updated : 6/23/2016

Water SideRamp57 LEVEELOG

0.72 0.72 Structure Ash Slough Drop Structure #3: Various areas of silt and 
cobbles on slab, concentrated on the south side of the 
structure.   Both 20 feet upstream and downstream banks 
and bottom of channel cobble revetted.
Entry Last Updated : 1/14/2020

Water SideWeir36 USACEINSPECT

0.90 1.14 Ditches Concrete lined irrigiation ditch approx. 30-ft from L/S toe 
of the levee at LM 0.90, approx 15-ft from L/S toe at LM 
1.14.  Appx 12-ft wide, 4-ft deep, and 600-ft long.  Dry 
during inspection.  Ditch terminates at concrete headwall.  
Not shown on as-built drawings.
Entry Last Updated : 1/14/2020

Land SideLined49 USACEINSPECT

0.91 0.91 Ramp 30-ft wide unpaved access ramp on L/S and W/S slopes. 
Does not cut into levee prism. Not shown on as-built 
drawings.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Ramp38 USACEINSPECT

1.00 1.00 Mark Metal mile marker on R/S slope appx 5-ft from crown. 
Damaged.
Entry Last Updated : 1/14/2020

Water SideMarker41 USACEINSPECT

1.13 1.13 Structure Ash Slough Drop Structure #4: Slab full of silt and cobble 
debris.  Both 20 feet upstream and downstream banks 
and bottom of channel cobble revetted. 24-inch C.M. pipe 
siphon under drop structure. 48-inch C.M. pipe riser 
distribution.
Entry Last Updated : 1/14/2020

Water SideWeir46 USACEINSPECT

1.14 1.14 Ramp Ramp crossing the weir within the channel.  Part of sand 
dam obstructing drop structure.
Entry Last Updated : 1/14/2020

Water SideRamp62 LEVEELOG
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1.14 1.14 UCIP DS_ID:19727
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Rounder Irrigation Structure] 1 
of 2: 36-inch corrugated metal gravity drainage pipe 
through the levee, 12.3 feet below the crown. Slide gate in 
a 48-inch corrugated metal pipe (CMP) riser on the 
waterside (WS) slope. 6-foot by 12-foot concrete 
distribution box on the landside (LS). 7-foot by 14-foot 
concrete outlet structure on the WS toe. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 1.14), listed 
as a 36-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 1.14), listed as a 36-inch CMP].
Entry Last Updated : 8/6/2021

Water Side to 
Land Side

Culvert16 UCIPAUG2021

1.14 1.14 UCIP DS_ID:19908
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Rounder Irrigation Structure] 2 
of 2: 36-inch corrugated metal gravity drainage pipe 
through the levee, 12.3 feet below the crown. Slide gate in 
a 48-inch corrugated metal pipe (CMP) riser on the 
waterside (WS) slope. 6-foot by 12-foot concrete 
distribution box on the landside (LS). 7-foot by 14-foot 
concrete outlet structure on the WS toe. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 1.14), listed 
as a 36-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 1.14), listed as a 36-inch CMP].
Entry Last Updated : 8/6/2021

Pipe3 UCIPAUG2021

1.24 1.24 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide, extends 
appx 75-ft along levee.
Entry Last Updated : 1/14/2020

CrownTurnout50 USACEINSPECT

1.26 1.26 Structure High voltage pole approx 10ft from landside toe.
Entry Last Updated : 9/27/2019

Land SidePole - Utility63 LEVEELOG

13009

1.26 1.26 Aerial high voltage lines crossing levee.
Entry Last Updated : 6/23/2016

CrossingHigh Voltage64 LEVEELOG

13009

1.26 1.26 Gate Cross fence, metal drive gate (SH61 lock).   12-ft wide 
chain link locking gate with concrete post foundations on 
crown.
Entry Last Updated : 1/14/2020

CrownChain Link20 GEILEVEELOG

1.26 1.26 Fence Barbed wire fence on R/S and L/S slopes.
Entry Last Updated : 1/14/2020

Water Side and 
Land Side

Barbed Wire53 USACEINSPECT
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1.26 1.26 Mark End of right bank levee of Ash Slough, Unit No. 13, at Unit 
1 Madera County Flood Control and Water Conservation 
Agency.
Entry Last Updated : 1/14/2020

CrownBoundary66 LEVEELOG
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0.00 0.00 Mark Entry Last Updated : 12/29/2020CrownBoundary1 LEVEELOG

0.00 1.28 Fence Barbed wire fence between 5- to 15-ft from L/S toe. 
Parallel to levee with inadequate vehicle clearance in 
places.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire55 USACEINSPECT

0.04 0.04 Gate 20-ft-wide metal locking gate on toe of L/S access ramp.
Entry Last Updated : 12/29/2020

Land SideMetal21 USACEINSPECT

0.04 0.04 Structure 24-in CMP pipe through L/S access ramp. Appx 10% 
sediment filled. Appx 15-ft from L/S toe, parallel to levee.
Entry Last Updated : 12/29/2020

Land SidePipe Section22 USACEINSPECT

0.04 0.04 Ramp Aggregate base covered access ramp on L/S.  Sod 
covered access ramp on the W/S.
Entry Last Updated : 12/29/2020

Water SideRamp2 LEVEELOG

0.04 0.04 Ramp Aggregate base covered access ramp on L/S.  Sod 
covered access ramp on the W/S.
Entry Last Updated : 12/29/2020

Land SideRamp23 USACEINSPECT

0.09 0.09 Structure Ash slough drop structure number 1, appx 380-ft wide 
between levees. Appx 60-ft from crown. Appx 60-ft wide at 
crown with 12-ft wide access berm. Barbed wire fence on 
R/S access berm. No permit number.
Entry Last Updated : 12/29/2020

Water SideWeir26 USACEINSPECT

0.10 0.10 Fence Barbed wire fence on R/S and L/S slopes. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire3 LEVEELOG

0.10 0.10 Fence Barbed wire fence on R/S and L/S slopes. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 12/29/2020

Water SideBarbed Wire25 USACEINSPECT

0.10 0.10 Gate 25-ft-wide barbed wire non-locking gate on crown
Entry Last Updated : 12/29/2020

CrownBarbed Wire74 LEVEELOG

0.10 0.10 Ramp Unpaved access ramp on R/S slope and crown. Appx 12-
ft wide, 25-ft wide at crown. Reduces levee prism appx 1- 
to 2-ft.
Entry Last Updated : 12/29/2020

Water SideRamp28 USACEINSPECT
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0.34 0.34 Gate Entry Last Updated : 8/18/2016Land SideMetal73 LEVEELOG

0.34 0.34 Ramp Unpaved access ramps on R/S and L/S slopes. Appx 25-ft 
wide. Does not cut into levee prism.
Entry Last Updated : 12/29/2020

Land SideRamp4 LEVEELOG

0.34 0.34 Ramp Unpaved access ramps on R/S and L/S slopes. Appx 25-ft 
wide. Does not cut into levee prism.
Entry Last Updated : 12/29/2020

Water SideRamp31 USACEINSPECT

0.38 0.38 Fence Barbed wire fence on R/S and L/S slopes. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire5 LEVEELOG

0.38 0.38 Fence Barbed wire fence on R/S and L/S slopes. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 12/29/2020

Water SideBarbed Wire34 USACEINSPECT

0.38 0.38 Structure Ash Slough Drop Structure No. 2 in channel. Both 20 feet 
upstream and downstream banks and bottom of channel 
cobble revetted.
Entry Last Updated : 5/23/2016

Water SideWeir7 GEILEVEELOG

0.38 0.38 Gate 15-ft-wide barbed wire non-locking gate on crown
Entry Last Updated : 12/29/2020

CrownBarbed Wire72 LEVEELOG

0.76 0.76 Structure Ash slough drop structure number 3, appx 380-ft wide 
between levees. Appx 60-ft from crown. Appx 60-ft wide at 
crown with 12-ft access berm. No permit number.
Entry Last Updated : 12/29/2020

Water SideWeir36 USACEINSPECT

0.97 1.26 Aerial High voltage lines running along the landward toe of the 
levee approx 15ft away.
Entry Last Updated : 8/18/2016

Land SideHigh Voltage20 LEVEELOG

0.97 0.97 Structure High voltage pole approx. 10ft from the landward toe of 
the levee.
Entry Last Updated : 8/18/2016

Land SidePole - Utility71 LEVEELOG

0.98 0.98 Gate 15-ft-wide access gate at L/S toe.
Entry Last Updated : 12/29/2020

Land SideMetal40 USACEINSPECT

1.05 1.05 Structure High voltage pole approx. 10ft from the landward toe of 
the levee.
Entry Last Updated : 8/18/2016

Land SidePole - Utility70 LEVEELOG
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1.14 1.14 Ramp Ramp providing access to the waterward side of the levee.
Entry Last Updated : 8/18/2016

Water SideRamp69 LEVEELOG

1.14 1.14 Structure Ash slough drop structure number 4, appx 380-ft wide 
between levees. Appx 60-ft from crown. Appx 60-ft wide at 
crown with 15-ft access berm. Standing water on both 
sides of structure. No permit number.
Entry Last Updated : 12/29/2020

Water SideWeir43 USACEINSPECT

1.14 1.26 Ditches Retention pond appx 15-ft from L/S toe. Appx 50- to 60-ft 
wide, 600-ft long. Ponding water.
Entry Last Updated : 12/29/2020

Land SideUnlined66 LEVEELOG

1.14 1.14 Structure High voltage pole approx. 10ft from the landward toe of 
the levee.
Entry Last Updated : 8/18/2016

Land SidePole - Utility68 LEVEELOG

1.15 1.15 UCIP DS_ID:19909
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Rounder Irrigation Structure] 36-
inch corrugated metal gravity irrigation pipe through the 
levee, 10 feet below the crown. Slide gate in a 48-inch 
corrugated metal pipe (CMP) riser on the waterside (WS) 
slope. 6-foot by 7-foot concrete distribution box at the WS 
toe. Slots for wooden flashboards on the WS of the box. 7-
foot by 9-foot concrete distribution box on the landside 
(LS), 20 feet from the toe. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 1.15), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 1.15), 
listed as a 36-inch CMP].
Entry Last Updated : 8/6/2021

Pipe8 UCIPAUG2021

1.23 1.23 Structure High voltage pole approx. 10ft from the landward toe of 
the levee.
Entry Last Updated : 8/18/2016

Land SidePole - Utility67 LEVEELOG

1.26 1.26 UCIP DS_ID:19910
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch corrugated metal gravity 
drainage pipe through the levee, 9 feet below the crown. 
Slide gate in a 42-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete U-shaped 
headwall on the WS end. Pipe terminates into a concrete 
ditch on the landside (LS). [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 1.26), listed as a 36-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, (HLM 1.26), 
listed as a 36-inch CMP].
Entry Last Updated : 4/16/2021

Pipe9 UCIPAPR2021
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1.26 1.26 Fence Barbed wire fence on R/S and L/S slopes. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire6 LEVEELOG

1.26 1.26 Fence Barbed wire fence on R/S and L/S slopes. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 12/29/2020

Water SideBarbed Wire53 USACEINSPECT

1.26 1.26 Gate Cross fence, metal drive gate. Locked 5H61
Entry Last Updated : 8/18/2016

CrownMetal18 GEILEVEELOG

1.26 1.26 Structure High voltage pole approx 15ft from landward toe of the 
levee.
Entry Last Updated : 8/18/2016

Land SidePole - Utility50 USACEINSPECT

13009

1.27 1.27 Ramp Unpaved access ramp on L/S slope and crown. Appx 12-ft 
wide, 40-ft wide at crown. Does not cut into levee prism.
Entry Last Updated : 12/29/2020

Land SideRamp58 USACEINSPECT

1.28 1.28 Mark End of left bank levee of Ash Slough, Unit No. 14, at Unit 
2, Madera County Flood Control and Water Conservation 
Agency.
Entry Last Updated : 5/23/2016

CrownBoundary19 GEILEVEELOG
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0.00 0.00 Ramp Ramp on the waterward slope.
Entry Last Updated : 5/23/2016

Water SideRamp2 GEILEVEELOG

0.00 1.49 Fence Barbed wire fence along the landward toe of the levee.
Entry Last Updated : 8/18/2016

Land SideBarbed Wire26 LEVEELOG

0.00 0.00 Mark Start of Unit 15 Berenda Slough
Entry Last Updated : 8/18/2016

CrownBoundary3 GEILEVEELOG

0.02 0.02 Miscellaneou
s

Turnout on landward side of the crown.
Entry Last Updated : 8/18/2016

Land SideTurnout63 LEVEELOG

0.48 0.48 UCIP DS_ID:19911
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 10.1 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
0.49), listed as a 30-inch square reinforced concrete box 
culvert (RCBC). USACE San Joaquin O&M Manual, Unit 
601 Part 1 (SJR601.1), 1967, (HLM 0.48), listed as a 2.5-
feet by 2.5-feet RCBC].
Entry Last Updated : 4/16/2021

Pipe9 UCIPAPR2021

0.49 0.49 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide by 120-ft 
long. Good condition.
Entry Last Updated : 12/29/2020

Land SideTurnout32 USACEINSPECT

1.00 1.00 Gate 35-ft-wide barbed wire gate appx 10-ft from L/S toe. 
Potential safety hazard to flood fighting personnel.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire38 USACEINSPECT

1.00 1.00 UCIP DS_ID:19912
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 8.5 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
1.01), listed as a 30-inch square reinforced concrete box 
culvert (RCBC). USACE San Joaquin O&M Manual, Unit 
601 Part 1 (SJR601.1), 1967, (HLM 1.01), listed as a 2.5-
feet by 2.5-feet RCBC].
Entry Last Updated : 4/16/2021

Pipe10 UCIPAPR2021
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1.02 1.02 Miscellaneou
s

Turnout provided on the landward shoulder.
Entry Last Updated : 8/18/2016

Land SideTurnout11 GEILEVEELOG

1.48 1.48 Ramp Aggregate base covered access ramp on R/S slope and 
crown. Appx 15-ft wide, 60-ft wide at crown. Does not cut 
into levee prism.
Entry Last Updated : 12/29/2020

Water SideRamp40 USACEINSPECT

1.49 1.49 Gate 12-ft-wide metal locking gate on crown and barbed wire 
fence on R/S and L/S slopes. Prevents public access to 
levee.
Entry Last Updated : 12/29/2020

CrownMetal45 USACEINSPECT

1.49 1.49 Fence Barbed wire cross fence on slopes of the levee.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire1 LEVEELOG

1.49 1.49 Fence Barbed wire cross fence on slopes of the levee.
Entry Last Updated : 8/18/2016

Water SideBarbed Wire64 LEVEELOG

1.50 1.50 Mark Mile marker waterward shoulder.
Entry Last Updated : 5/23/2016

CrownMarker17 GEILEVEELOG

1.50 1.50 Aerial High voltage lines crossing overhead the levee.
Entry Last Updated : 8/18/2016

CrossingHigh Voltage65 LEVEELOG

1.50 1.50 Structure High voltage pole on the landward toe of the levee.
Entry Last Updated : 8/18/2016

Land SidePole - Utility66 LEVEELOG

1.50 1.50 At Grade County Road 9 crosses levee at crown elevation. concrete 
bridge across the channel.  Abutments cobble revetted.
Entry Last Updated : 5/23/2016

CrossingRoad / Highway15 GEILEVEELOG

1.52 1.52 Gate Metal drive gate on the crown of the levee. Lock 5H61
Entry Last Updated : 8/18/2016

CrownMetal68 LEVEELOG

1.52 1.52 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire6 LEVEELOG

1.52 1.52 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 8/18/2016

Water SideBarbed Wire69 LEVEELOG

Page 2 of 4Report Created : Monday, August 23, 2021   11:15



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 15 Berenda Slough

Bank

Right

Unit Miles

2.03

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

1.53 1.53 UCIP DS_ID:19913
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 8.9 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
1.54), listed as a 30-inch square reinforced concrete box 
culvert (RCBC). USACE San Joaquin O&M Manual, Unit 
601 Part 1 (SJR601.1), 1967, (HLM 1.53), listed as a 2.5-
feet by 2.5-feet RCBC].
Entry Last Updated : 4/16/2021

Pipe13 UCIPAPR2021

1.55 1.55 Structure Wooden post appx 10-ft from R/S toe. Appx 10-in 
diameter. Large diameter post affects levee integrety.
Entry Last Updated : 12/29/2020

Water SidePost62 USACEINSPECT

1.56 1.56 Structure Staff gages mounted on wooden piles in channel. 
Elevation 151.0 to 158.0.
Entry Last Updated : 5/23/2016

Water SideGauge22 GEILEVEELOG

2.01 2.01 Ramp Access ramp on the landward slope of the levee.
Entry Last Updated : 8/18/2016

Land SideRamp71 LEVEELOG

2.02 2.02 Structure Entry Last Updated : 12/29/2020Land SideTank8 LEVEELOG

2.02 2.02 Gate Entry Last Updated : 8/18/2016CrownMetal23 GEILEVEELOG

2.02 2.02 Structure Utility pole and guy wire appx 15-ft from L/S toe. 
Overhead lines do not traverse the levee.
Entry Last Updated : 12/29/2020

Land SidePole - Utility52 USACEINSPECT

2.02 2.02 Aerial High voltage lines running away from the levee on the 
landward side.
Entry Last Updated : 8/18/2016

Land SideHigh Voltage73 LEVEELOG

2.03 2.03 Mark End of Berenda Slough right bank levee at Chowchilla 
Canal at Unit 3 Madera County Flood Control and Water 
Conservation Agency.
Entry Last Updated : 5/23/2016

CrownBoundary24 GEILEVEELOG
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2.04 2.04 UCIP DS_ID:19914
EP_NO: 13950
Crossing Status: Found
FIELD_STRUCT_DESC: 1 of 2: 18-inch coated steel 
irrigation discharge pipe through the levee, 2 feet below 
the crown. Extends from pump and siphon on the 
waterside (WS) berm. 44-inch concrete standpipe and 
cutoff wall on the landside (LS). Butterfly valves on the LS 
slope. Vent on the WS slope. (Plans to install an irrigation 
pump and an 18-inch steel discharge pipe through the 
levee authorized under Permit No. 13950, 1984 - Triangle-
T Ranch, care of James E. Wickersham). [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 2.03), listed 
as a 18-inch pipe].
Entry Last Updated : 4/16/2021

CrossingPipe5 UCIPAPR2021

13950

2.04 2.04 UCIP DS_ID:19725
EP_NO: 13950
Crossing Status: Found
FIELD_STRUCT_DESC: 2 of 2: 2.5-inch steel electrical 
conduit through the levee, 2 feet below the crown. 
Extends from pump and siphon on the waterside (WS) 
berm. 48-inch standpipe on the landside (LS). Runs 
parallel to discharge pipe on the downstream side. (Plans 
to install an irrigation pump and an 18-inch steel 
discharge pipe through the levee authorized under Permit 
No. 13950, 1984 - Triangle-T Ranch, care of James E. 
Wickersham). [Additional Reference(s): DWR Levee Log, 
2002 (HLM 2.03), details not listed in levee log].
Entry Last Updated : 4/16/2021

CrossingConduit4 UCIPAPR2021

13950
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0.00 0.00 Ramp Sod covered access ramp on L/S slope and crown. Appx 
12-ft wide, 50-ft wide on crown. Does not cut into levee 
prism.
Entry Last Updated : 12/29/2020

Land SideRamp47 USACEINSPECT

0.00 0.00 Mark Mile marker on waterward shoulder.
Entry Last Updated : 5/23/2016

Water SideMarker2 GEILEVEELOG

0.00 0.00 Fence Barbwire fence, 5 to 10 feet from the landward toe.
Entry Last Updated : 5/23/2016

Land SideBarbed Wire3 GEILEVEELOG

0.00 0.00 Miscellaneou
s

Aggregate base covered crown surface.
Entry Last Updated : 12/29/2020

Water SideTurnout46 USACEINSPECT

0.00 0.00 Mark Start of Unit 16. Left bank levee Berenda Slough at 
junction with right bank Eastside Bypass.   Levee crown 
12-feet wide, waterward slope 1 on 3, and landward slope 
1 on 2. Graveled crown roadway. Mileage runs upstream.
Entry Last Updated : 11/1/2016

CrownBoundary1 GEILEVEELOG

0.02 0.02 Fence Barbed wire fence appx 5-ft from L/S toe. Potential safety 
hazard to flood fighting personnel.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire17 USACEINSPECT

0.41 0.41 Miscellaneou
s

Aggregate base covered turnout on crown and L/S slope 
appx 10-ft wide by 85-ft long.
Entry Last Updated : 12/29/2020

Land SideTurnout18 USACEINSPECT

0.71 0.71 Structure Soil berm on R/S slope, appx 10-ft wide, 2-ft high, by 8-ft 
long. Berm does not negatively affect the levee.
Entry Last Updated : 12/29/2020

Water SideStability Berm19 USACEINSPECT

0.94 0.94 Miscellaneou
s

Sod covered turnout on crown and L/S slope appx 10-ft 
wide by 120-ft long.
Entry Last Updated : 12/29/2020

Land SideTurnout20 USACEINSPECT

1.40 1.40 Ramp Sod covered access ramp on R/S slope and crown. Appx 
12- to 15-ft wide, 20- to 25-ft wide at crown. Does not cut 
into levee prism.
Entry Last Updated : 12/29/2020

Water SideRamp21 USACEINSPECT

1.41 1.41 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire4 LEVEELOG

1.41 1.41 Fence Barbed wire cross fence on both slopes of the levee.
Entry Last Updated : 11/1/2016

Water SideBarbed Wire56 LEVEELOG
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1.41 1.41 Gate Entry Last Updated : 11/1/2016CrownChain Link55 LEVEELOG

1.42 1.42 Aerial High voltage pole approx. 5ft from landward toe.
Entry Last Updated : 12/29/2020

CrossingHigh Voltage6 LEVEELOG

1.42 1.42 Structure High voltage pole approx. 5ft from landward toe.
Entry Last Updated : 12/29/2020

Land SidePole - Utility54 LEVEELOG

1.42 1.42 At Grade Asphalt-paved Rd. 9/Hemlock road crosses levee. Appx 
23-ft wide.
Entry Last Updated : 12/29/2020

CrownRoad / Highway26 USACEINSPECT

1.42 1.42 Structure Wooden post, appx 4-in by 4-in, on R/S slope appx 5-ft 
from toe.
Entry Last Updated : 12/29/2020

Water SidePost27 USACEINSPECT

1.42 1.42 Miscellaneou
s

Sod covered turnout on crown and L/S slope appx 8-ft 
wide by 110-ft long by. Poor condition.
Entry Last Updated : 12/29/2020

Land SideTurnout22 USACEINSPECT

1.43 1.43 Fence 12-ft wide metal chain link locking gate on crown and 
barbed wire fence on R/S and L/S slopes.
Entry Last Updated : 12/29/2020

Water SideBarbed Wire7 LEVEELOG

1.43 1.43 Fence 12-ft wide metal chain link locking gate on crown and 
barbed wire fence on R/S and L/S slopes.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire8 LEVEELOG

1.43 1.43 Gate 12-ft wide metal chain link locking gate on crown and 
barbed wire fence on R/S and L/S slopes.
Entry Last Updated : 12/29/2020

CrownChain Link31 USACEINSPECT

1.44 1.44 Ditches Toe ditch at L/S toe, appx 5-ft wide, 2-ft deep, and 30-ft 
long. Cuts appx 1-ft into levee prism.
Entry Last Updated : 12/29/2020

Land SideUnlined33 USACEINSPECT
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1.44 1.44 UCIP DS_ID:19915
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 8.5 feet below the crown. Two concrete cutoff 
walls. Flap gate on the waterside (WS) end. Concrete 
headwall on the landside (LS) end. Concrete U-shaped 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 1.46), listed as a 30-inch square 
reinforced concrete box culvert (RCBC). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 1.46), listed as a 2.5-feet by 2.5-feet RCBC].
Entry Last Updated : 4/16/2021

Pipe9 UCIPAPR2021

1.45 1.96 Fence Entry Last Updated : 11/1/2016Land SideBarbed Wire49 LEVEELOG

1.95 1.95 Ramp Unpaved access ramps on R/S slope and crown. 
Separated by fence. Appx 10-ft wide, 15- to 20-ft wide at 
crown. Reduces levee prism by appx 1-ft.
Entry Last Updated : 12/29/2020

Water SideRamp37 USACEINSPECT

1.95 1.95 Miscellaneou
s

Sod covered turnout on R/S slope. Appx 10-ft wide by 75-
ft long.
Entry Last Updated : 12/29/2020

Water SideTurnout36 USACEINSPECT

1.96 1.96 Fence Barbed wire fence on L/S and R/S slopes. Potential safety 
hazard to flood fighting personell.
Entry Last Updated : 12/29/2020

Land SideBarbed Wire5 LEVEELOG

1.96 1.96 Fence Barbed wire fence on L/S and R/S slopes. Potential safety 
hazard to flood fighting personell.
Entry Last Updated : 12/29/2020

Water SideBarbed Wire35 USACEINSPECT

1.96 1.96 Aerial Entry Last Updated : 11/1/2016Land SideHigh Voltage52 LEVEELOG

1.96 1.96 Gate Entry Last Updated : 11/1/2016CrownChain Link50 LEVEELOG

1.96 1.96 Structure High voltage pole approx 10ft from landward toe
Entry Last Updated : 12/29/2020

Land SidePole - Utility51 LEVEELOG

1.96 1.96 Mark End of Berenda Slough left bank levee at Chowchilla 
Canal at Unit 4 Madera County Flood Control and Water 
Conservation Agency.
Entry Last Updated : 5/23/2016

CrownBoundary14 GEILEVEELOG
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0.00 0.00 Structure Eastside Bypass Drop Structure No. 2
Entry Last Updated : 2/6/2020

Water SideWeir300 USACEINSPECT

0.00 0.00 Ramp Sod covered access ramp at start of levee segment. Appx 
30-ft wide. Does not cut into levee prism.
Entry Last Updated : 2/6/2020

Water SideRamp305 USACEINSPECT

0.00 0.00 Mark Boundary
Entry Last Updated : 12/20/2016

CrownBoundary320 LEVEELOG

0.01 0.01 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 30-ft wide.
Entry Last Updated : 3/17/2020

Water SideRamp321 LEVEELOG

0.45 0.45 Aerial Overhead powerlines traverse levee with appx 25-ft 
vertical clearance. Utility pole and guy wire appx 35-ft 
from L/S toe.
Entry Last Updated : 2/6/2020

CrossingHigh Voltage149 USACEINSPECT

0.98 0.98 Ramp Sod covered access ramp on L/S slope and crown. Appx 
12-ft wide, 50-ft wide at crown. Shown on as-built drawing 
64-42 as a turnout.
Entry Last Updated : 2/6/2020

Land SideRamp150 USACEINSPECT

1.07 1.07 Mark 1 Milepost on waterward shoulder.
Entry Last Updated : 2/6/2020

Water SideMarker5 GEILEVEELOG

1.48 1.48 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 80-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/6/2020

Land SideTurnout152 USACEINSPECT

1.99 1.99 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 80-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/6/2020

Land SideTurnout153 USACEINSPECT

2.50 2.50 Ramp Sod covered access ramps on W/S slope and crown. 
Appx 12-ft wide and 30-ft long. Does not cut into levee 
prism.
Entry Last Updated : 3/18/2020

Water SideRamp3 LEVEELOG

2.50 2.50 Ramp Sod covered access ramps on L/S slopes and crown. 
Appx 12-ft wide and 30-ft long. Does not cut into levee 
prism.
Entry Last Updated : 3/18/2020

Land SideRamp154 USACEINSPECT
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2.53 2.53 Fence Barbed wire fence on W/S and L/S slopes. Prevents 
public access to levee at Avenue 14.  Shown on as-built 
drawing 64-42.
Entry Last Updated : 3/18/2020

Water Side and 
Land Side

Barbed Wire4 LEVEELOG

2.53 2.53 Gate 15-ft-wide chain link locking gate on crown. Prevents 
public access to levee at Avenue 14.  Shown on as-built 
drawing 64-42.
Entry Last Updated : 3/18/2020

CrownChain Link156 USACEINSPECT

2.54 2.54 Structure Twin 96-in diameter CMP culverts appx 50-ft from L/S toe. 
Culverts traverse Avenue 14. Feature outside from levee 
easement.
Entry Last Updated : 3/18/2020

Land SidePipe Section157 USACEINSPECT

2.55 2.55 At Grade Asphalt-paved road, Avenue 14, crosses levee. Appx 27-ft 
wide. Permit No. 15457; 'No Objection' letter present.
Entry Last Updated : 2/6/2020

CrossingRoad / Highway159 USACEINSPECT

15457

2.55 2.55 Fence Barbed wire fence on W/S and L/S slopes. Prevents 
public access to levee at Avenue 14. Shown on as-built 
drawing 64-42.
Entry Last Updated : 3/18/2020

Water Side and 
Land Side

Barbed Wire6 LEVEELOG

2.55 2.55 Gate 15-ft-wide chain link locking gate on crown. Prevents 
public access to levee at Avenue 14. Shown on as-built 
drawing 64-42.
Entry Last Updated : 3/18/2020

CrownChain Link163 USACEINSPECT

2.56 2.56 Aerial Overhead powerlines taverse the levee with appx 25-ft 
vertical clearance. Utility poles within 200-ft from W/S toe 
and L/S toe.
Entry Last Updated : 2/6/2020

CrossingHigh Voltage162 USACEINSPECT

2.57 2.57 UCIP DS_ID:19916
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch by 60-inch reinforced 
concrete box gravity drainage culvert through the levee, 
14.6 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete headwall on the landside (LS) end. 
Concrete U-shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 2.58), listed 
as a 48-inch by 60-inch reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, (HLM 2.58), listed as a 5-feet by 4-
feet RCBC].
Entry Last Updated : 7/30/2021

CrossingPipe19 UCIPAUG2021
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2.62 2.62 Ramp Unpaved access ramps on W/S slope and crown. Appx 
20-ft wide. Does not cut into levee prism.
Entry Last Updated : 3/18/2020

Water SideRamp7 LEVEELOG

2.62 2.62 Ramp Unpaved access ramps on L/S slope and crown. Appx 20-
ft wide. Does not cut into levee prism.
Entry Last Updated : 3/18/2020

Land SideRamp167 USACEINSPECT

2.99 2.99 Ramp Sod covered access ramp on W/S slope and crown. Appx 
15-ft wide, 45-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 2/6/2020

Water SideRamp169 USACEINSPECT

2.99 2.99 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 100-ft 
long. Good condition.
Entry Last Updated : 2/6/2020

Land SideTurnout168 USACEINSPECT

3.49 3.49 Miscellaneou
s

Turnout on crown and W/S and L/S slopes. Appx 10-ft 
wide by 80-ft long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/6/2020

Water Side and 
Land Side

Turnout170 USACEINSPECT

3.98 3.98 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 80-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/6/2020

Land SideTurnout171 USACEINSPECT

4.15 4.15 Aerial Power line crosses crown perpendicular to levee. Poles in 
floodway.
Entry Last Updated : 2/6/2020

CrossingHigh Voltage173 USACEINSPECT

12621

4.49 4.49 Miscellaneou
s

Turnout on crown and W/S and L/S slopes. Appx 10-ft 
wide by 80-ft long.  Shown on as-built drawing 64-42.
Entry Last Updated : 2/6/2020

Water Side and 
Land Side

Turnout174 USACEINSPECT

4.66 4.66 Structure Utility pole on W/S slope.
Entry Last Updated : 2/6/2020

Water SidePole - Utility175 USACEINSPECT

4.67 4.67 Aerial Overhead power line crosses levee with appx 40- to 45-ft 
vertical clearance.
Entry Last Updated : 2/6/2020

CrossingHigh Voltage37 GEILEVEELOG

4.67 4.67 Structure Farmer installed 10" steel irrigation pipe across levee 
crown.
Entry Last Updated : 2/6/2020

CrownPipe Section36 LEVEEINSPECTION

4.67 4.67 Ramp Unpaved access ramp on L/S slope and crown. Appx 10-ft 
wide. Cuts into levee prism appx 2- to 3-ft.
Entry Last Updated : 2/7/2020

Land SideRamp176 USACEINSPECT
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4.68 4.68 Structure Walkway on waterside.
Entry Last Updated : 12/20/2016

Water SideWalkway172 USACEINSPECT

4.68 4.68 UCIP DS_ID:19921
EP_NO: 13587
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch by 60-inch reinforced 
concrete box gravity drainage culvert through the levee, 
14.6 feet below the crown. Concrete U-shaped headwall 
on the waterside (WS) end. 36-inch weir structure on the 
WS. Combination flap gate and slide gate on the WS toe. 
Steel walkway to slide gate actuator on the WS shoulder. 
(Plans to construct a 3.281-foot-high weir and attach a 
cable operated flap valve to an existing 48-inch by 60-inch 
culvert authorized under Permit No. 13587, 1983 - Clark 
Brothers Farming, Arroyo Ranch). [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 4.68), listed 
as a 48-inch by 60-inch reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, (HLM 4.69), listed as a 5-feet by 4-
feet RCBC].
Entry Last Updated : 7/26/2021

CrossingPipe39 UCIPAUG2021

13587

4.76 5.05 Structure Sod-covered overbuilt berm on L/S slope. Appx 10- to 12-
ft wide.
Entry Last Updated : 2/7/2020

Land SideStability Berm182 USACEINSPECT

4.78 5.05 Revetment Spoil material against L/S slope. In levee log.
Entry Last Updated : 2/7/2020

Land SideRock183 USACEINSPECT

5.49 5.49 Miscellaneou
s

Turnout on crown and L/S slope. Appx 8-ft wide by 75-ft 
long.  Shown on as-built drawing 64-42
Entry Last Updated : 2/13/2020

Land SideTurnout186 USACEINSPECT

5.51 5.51 Ramp Sod covered access ramp on W/S slope and crown. Appx 
18-ft wide, 30-ft wide at crown.
Entry Last Updated : 2/7/2020

Water SideRamp187 USACEINSPECT

5.66 5.66 Ramp Unpaved and sod covered access ramps on W/S slope 
and crown. Appx 20- to 25-ft wide. W/S ramp leads to 
permitted Chowchilla Bypass Canal crossing; appx 450-ft 
from W/S toe. Does not cut into levee prism. Permit No. 
9270 'No Objection' letter
Entry Last Updated : 3/18/2020

Water SideRamp8 LEVEELOG

9270

5.66 5.66 Ramp Unpaved and sod covered access ramps on L/S slopes 
and crown. Appx 20- to 25-ft wide. W/S ramp leads to 
permitted Chowchilla Bypass Canal crossing; appx 450-ft 
from W/S toe. Does not cut into levee prism. Permit No. 
9270 'No Objection' letter
Entry Last Updated : 3/18/2020

Land SideRamp189 USACEINSPECT

9270
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5.66 6.17 Revetment Spoil berm on L/S slope. Noted in levee log.
Entry Last Updated : 2/7/2020

Land SideRock188 USACEINSPECT

5.76 6.29 Structure Sod-covered overbuilt berm on L/S slope. Appx 8-ft wide 
and 1- to 2-ft below crown. Slope is "benched".
Entry Last Updated : 2/7/2020

Land SideStability Berm190 USACEINSPECT

5.98 5.98 Mark 6 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker49 GEILEVEELOG

5.99 5.99 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 120-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout191 USACEINSPECT

6.38 6.38 Aerial Overhead powerlines traverse the levee with appx 40-ft 
clearance. Utility poles within 40-ft of W/S toe and 30-ft of 
L/S toe.
Entry Last Updated : 2/7/2020

CrossingHigh Voltage195 USACEINSPECT

6.48 6.48 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 80-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout196 USACEINSPECT

6.49 6.49 Mark Mile marker on W/S slope appx 5-ft from crown. Mile 
marker damaged.
Entry Last Updated : 2/7/2020

Water SideMarker197 USACEINSPECT

6.95 7.09 Structure Spoil berm on L/S slope. Noted in levee log.
Entry Last Updated : 2/7/2020

Land SideStability Berm200 USACEINSPECT

6.99 6.99 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 100-ft 
long.  Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout198 USACEINSPECT

7.01 7.10 Structure Overbuilt berm on L/S slope. Appx 8-ft wide and 1- to 2-ft 
below crown.
Entry Last Updated : 2/7/2020

Land SideStability Berm199 USACEINSPECT

7.30 7.30 Aerial Overhead powerlines traverse the levee with appx 35-ft 
clearance. Utility poles within 200-ft of W/S toe and 250-ft 
of L/S toe.
Entry Last Updated : 2/13/2020

CrossingHigh Voltage58 GEILEVEELOG

7.48 7.48 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 50-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout204 USACEINSPECT
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7.96 7.96 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide by 80-ft 
long. Good condition.
Entry Last Updated : 2/7/2020

Land SideTurnout205 USACEINSPECT

7.96 7.96 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 14-ft wide, 30-ft wide at crown; 60-ft long. 
Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Water SideRamp206 USACEINSPECT

8.28 8.28 Ramp Sod and aggregate base covered access ramps on W/S 
slope and crown. Appx 12- to 20-ft wide, 30- to 40-ft wide 
at crown. Does not cut into levee prism.
Entry Last Updated : 3/18/2020

Water SideRamp9 LEVEELOG

8.28 8.28 Ramp Sod and aggregate base covered access ramps on L/S 
slope and crown. Appx 12- to 20-ft wide, 30- to 40-ft wide 
at crown. Does not cut into levee prism.
Entry Last Updated : 3/18/2020

Land SideRamp322 LEVEELOG

8.33 8.33 Gate Two 14-ft-wide chain link locking gates on crown and 
barbed wire fences on W/S and L/S slopes.  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/13/2020

CrownChain Link68 GEILEVEELOG

8.33 8.33 Fence Barbed wire on landside and waterside.
Entry Last Updated : 12/20/2016

Land Side to 
Water Side

Barbed Wire323 LEVEELOG

8.33 8.33 Structure 96-in CMP through Firebaugh Blvd road. Culvert is appx 
40-ft from crown on L/S side of levee. Outside of levee 
easement.
Entry Last Updated : 2/7/2020

Land SidePipe Section211 USACEINSPECT

8.33 8.33 Aerial Overhead powerlines traverse the levee with appx 35-ft 
clearance. Utility poles and guy wires within 150-ft of W/S 
toe and 40-ft of L/S toe. Permit No. 17283; 'No Objection' 
letter present.
Entry Last Updated : 2/7/2020

CrossingCommunications209 USACEINSPECT

17283

8.34 8.34 Structure Metal drainage trough on W/S slope at north side of 
Firebaugh Road. Appx 20-ft long by 2-ft wide.
Entry Last Updated : 2/7/2020

Water SideOther210 USACEINSPECT

8.34 8.34 At Grade Asphalt-paved road, Firebaugh Boulevard crosses levee. 
Appx 25-ft wide. Bridge on R/S with 18-in piles, appx 150- 
to 200-ft from R/S toe. Permit No. 15437; 'No Objection' 
letter present.
Entry Last Updated : 2/7/2020

CrownRoad / Highway212 USACEINSPECT

15437
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8.36 8.36 Gate Gate on the crown.  Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

CrownChain Link315 LEVEELOG

8.36 8.36 Fence Fence on waterside and landside.
Entry Last Updated : 12/13/2016

Water Side to 
Land Side

Barbed Wire316 LEVEELOG

8.37 8.37 UCIP DS_ID:19922
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch by 60-inch reinforced 
concrete box gravity drainage culvert through the levee, 
16.5 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete headwall on the landside (LS) end. 
Concrete U-shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 8.38), listed 
as a 48-inch by 60-inch reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, (HLM 8.38), listed as a 5-feet by 4-
feet RCBC].
Entry Last Updated : 7/30/2021

CrossingPipe72 UCIPAUG2021

8.43 8.43 Ramp Sod covered access ramp on W/S slope and crown. Appx 
15- to 20-ft wide, 30-ft wide at crown.
Entry Last Updated : 3/18/2020

Water SideRamp2 LEVEELOG

8.43 8.43 Ramp Sod covered access ramp on L/S slope and crown. Appx 
15- to 20-ft wide, 30-ft wide at crown.
Entry Last Updated : 3/18/2020

Land SideRamp217 USACEINSPECT

8.85 8.85 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide by 100-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout218 USACEINSPECT

8.85 8.85 Structure Utility poles within 15-ft of W/S toe.
Entry Last Updated : 2/13/2020

Water SidePole - Utility1 LEVEELOG

5343

8.85 8.85 Aerial Overhead powerlines traverse the levee with appx 50-ft 
clearance. Utility poles within 15-ft of W/S toe and within 
200-ft of L/S toe.
Entry Last Updated : 2/7/2020

CrossingHigh Voltage220 USACEINSPECT

5343

9.34 9.34 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 100-ft 
long. Shown on as-built drawing 64-42
Entry Last Updated : 2/13/2020

Land SideTurnout221 USACEINSPECT

Page 7 of 15Report Created : Monday, August 23, 2021   11:16



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 17 Chowchilla Canal Bypass

Bank

Right

Unit Miles

16.09

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

9.83 9.83 Ramp Unpaved access ramp on W/S slope and crown. Appx 12- 
to 15-ft wide, 30-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 3/18/2020

Water SideRamp10 LEVEELOG

9.83 9.83 Ramp Sod covered on L/S slope and crown. Appx 12- to 15-ft 
wide, 30-ft wide at crown. Does not cut into levee prism.
Entry Last Updated : 3/18/2020

Land SideRamp222 USACEINSPECT

9.85 9.85 Fence Barbed wire fence on waterside and landside.
Entry Last Updated : 12/13/2016

Water Side to 
Land Side

Barbed Wire319 LEVEELOG

9.85 9.85 Gate 15-ft-wide chain link locking gate on crown. Prevents 
public access to levee at Avenue 7.  Shown on as-built 
drawing 64-42
Entry Last Updated : 3/18/2020

CrownChain Link224 USACEINSPECT

9.85 9.85 Structure 96-in CMP through Ripperdan Avenue crossing. Culvert is 
appx 40-ft from crown on L/S side of levee. Outside of 
levee easement.
Entry Last Updated : 2/7/2020

Land SidePipe Section226 USACEINSPECT

9.85 9.85 Aerial Overhead powerlines traverse the levee with appx 40-ft 
cleareance. Utility poles within 300-ft of W/S toe and 
within 30-ft of L/S toe. Permit No. 5677; 'No Objection' 
letter present.
Entry Last Updated : 2/13/2020

CrossingHigh Voltage225 USACEINSPECT

5677

9.85 9.85 At Grade Asphalt-paved road, Ripperdan Avenue / Avenue 7, 
crosses levee. Appx 25-ft wide. Bridge crossing with 18-in 
piles 150- to 200-ft from W/S toe. Permit No. 15220; 'No 
Objection' letter present.
Entry Last Updated : 2/7/2020

CrownRoad / Highway227 USACEINSPECT

15220

9.87 9.87 Gate 15-ft-wide metal locking gate on crown. Prevents public 
access to levee at Avenue 7.  Shown on as-built drawing 
64-42.
Entry Last Updated : 3/19/2020

CrownChain Link228 USACEINSPECT

9.87 9.87 Fence Fence on landside and waterside
Entry Last Updated : 3/19/2020

Water Side and 
Land Side

Barbed Wire147 LEVEELOG
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9.88 9.88 UCIP DS_ID:19917
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch by 60-inch reinforced 
concrete box gravity drainage culvert through the levee, 
15 feet below the crown. Concrete headwall on the 
landside (LS) end. Concrete U-shaped headwall on the 
waterside (WS) end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 9.89), listed as a 48-inch by 60-
inch reinforced concrete box culvert (RCBC). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
(HLM 9.89), listed as a 5-feet by 4-feet RCBC].
Entry Last Updated : 7/30/2021

CrossingPipe88 UCIPAUG2021

9.92 9.92 Ramp Sod covered access ramps on W/S slope and crown. 
Appx 15-ft wide, 50-ft wide at crown.
Entry Last Updated : 3/19/2020

Water SideRamp11 LEVEELOG

9.92 9.92 Ramp Sod covered access ramps on L/S slope and crown. Appx 
15-ft wide, 50-ft wide at crown.
Entry Last Updated : 3/19/2020

Land SideRamp231 USACEINSPECT

10.24 10.24 Structure Undulating berm on L/S toe. Appx 50-ft long by 3- to 4-ft 
undulations. Berm lower than adjacent berm height in 
places.
Entry Last Updated : 2/7/2020

Land SideStability Berm232 USACEINSPECT

10.42 10.42 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 80-ft 
long.
Entry Last Updated : 2/13/2020

Land SideTurnout309 LEVEELOG

10.42 10.42 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 12-ft wide, 40-ft wide at crown. Shown on as-
built drawing 64-42.
Entry Last Updated : 2/13/2020

Water SideRamp234 USACEINSPECT

10.51 10.51 Mark 10.5 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker93 GEILEVEELOG

10.86 10.86 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 100-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout237 USACEINSPECT

11.04 11.04 Ramp Ramp on WS slope. Low water crossing of floodway. 
Bridge across drainage canal on L/S of levee. Permit # 
5128.
Entry Last Updated : 3/19/2020

Water SideRamp12 LEVEELOG

5128
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11.04 11.04 Ramp Ramp on LS slope. Low water crossing of floodway. 
Bridge across drainage canal on L/S of levee. Permit # 
5128.
Entry Last Updated : 3/19/2020

Land SideRamp240 USACEINSPECT

5128

11.04 11.04 Miscellaneou
s

Turnaround provided on the landward shoulder.
Entry Last Updated : 11/3/2016

Land SideTurnout94 GEILEVEELOG

11.04 11.04 Gate 15-ft-wide chain link locking gate appx 100-ft from L/S toe. 
Point of access at end of L/S ramp. Permit No. 5577; 'No 
Objection' letter present.
Entry Last Updated : 2/7/2020

Land SideChain Link238 USACEINSPECT

5577

11.22 11.22 Mark 11 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker95 GEILEVEELOG

11.35 11.35 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 80-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout241 USACEINSPECT

11.73 11.73 Structure Seepage berm on L/S slope. Appx 50-ft wide by 50-ft 
long, 4- to 5-ft below crown, compacted. Ramps leading to 
berm. No evidence of seepage damage. At historical 
seepage location listed in P.I.R LSJLD Amend 1, site no. 
8.
Entry Last Updated : 2/7/2020

Land SideSeepage Berm242 USACEINSPECT

11.74 11.74 Structure Soil berm 2-ft high by 4-ft wide on W/S slope at toe for 50-
ft length.
Entry Last Updated : 2/7/2020

Water SideStability Berm243 USACEINSPECT

11.86 11.86 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 80-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout245 USACEINSPECT

12.05 12.05 Structure Seepage berm on L/S slope. Appx 50-ft wide by 75-ft 
long, 6- to 7-ft below crown, compacted. Ramps leading to 
berm. No evidence of seepage damage. At historical 
seepage location listed in P.I.R LSJLD Amend 1, site no. 
8.
Entry Last Updated : 2/7/2020

Land SideSeepage Berm248 USACEINSPECT

12.24 12.24 Ramp Unpaved access ramp on W/S slope and crown. Appx 15- 
to 20-ft wide, 80-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 3/19/2020

Water SideRamp13 LEVEELOG

5128
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12.24 12.24 Ramp Unpaved access ramp on L/S slope and crown. Appx 15- 
to 20-ft wide, 80-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 3/19/2020

Land SideRamp249 USACEINSPECT

5128

12.35 12.35 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide by 80-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout250 USACEINSPECT

12.43 12.43 Structure Seepage berm on L/S slope. Appx 50-ft wide by 50-ft 
long, 8-ft below crown, compacted. Ramps leading to 
berm. No evidence of seepage damage. at historical 
seepage location listed in P.I.R LSJLD Amend 1, site no. 
8.
Entry Last Updated : 2/7/2020

Land SideSeepage Berm251 USACEINSPECT

12.87 12.87 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide by 80-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout252 USACEINSPECT

13.29 13.29 UCIP DS_ID:19918
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch by 60-inch reinforced 
concrete box gravity drainage culvert through the levee, 
15.3 feet below the crown. Flap gate on the waterside 
(WS) end. Concrete headwall on the landside (LS) end. 
Concrete U-shaped headwall on the WS end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 13.29), listed 
as a 48-inch by 60-inch reinforced concrete box culvert 
(RCBC). USACE San Joaquin O&M Manual, Unit 601 Part 
1 (SJR601.1), 1967, (HLM 13.30), listed as a 5-feet by 4-
feet RCBC].
Entry Last Updated : 7/30/2021

CrossingPipe110 UCIPAUG2021

13.34 13.34 Ramp Sod covered access ramps on W/S slope and crown. 
Appx 15-ft wide, 50-ft wide at crown. Does not cut into 
levee prism.
Entry Last Updated : 3/19/2020

Water SideRamp14 LEVEELOG

5128

13.34 13.34 Ramp Sod covered access ramps on L/S slope and crown. Appx 
15-ft wide, 50-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 3/19/2020

Land SideRamp259 USACEINSPECT

5128

13.36 13.36 Miscellaneou
s

Turnout on crown and L/S slope. Appx 8-ft wide, 20-ft 
wide at crown. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout260 USACEINSPECT
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13.48 13.48 Mark 13.5 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker112 GEILEVEELOG

13.49 13.49 Structure Seepage berm on L/S slope and toe. Appx 50- to 75-ft 
wide, aggregate-covered, 2H:1V slope, sand boil or sand 
berm indicates possible past seepage. No sign of active 
seepage. At historical seepage location listed in P.I.R 
LSJLD Amend 1, site no. 8.
Entry Last Updated : 2/7/2020

Land SideSeepage Berm261 USACEINSPECT

13.78 13.78 Structure Seepage berm on L/S slope and up to 15-ft from L/S toe. 
Appx 75- to 90-ft wide, aggregate-covered, 2H:1V slope. 
No sign of active seepage. At historical seepage location 
listed in P.I.R LSJLD Amend 1, site no. 8.
Entry Last Updated : 2/7/2020

Land SideSeepage Berm262 USACEINSPECT

13.79 13.79 Mark Survey monument on crown and W/S slope. Appx 20-ft 
long by 10-ft wide.
Entry Last Updated : 2/7/2020

Water SideSurvey263 USACEINSPECT

13.85 13.85 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide by 80-ft 
long. Shown on as-built drawing 64-42.
Entry Last Updated : 2/13/2020

Land SideTurnout265 USACEINSPECT

13.91 13.91 Structure Soil berm on L/S slope. Appx 3-ft high, 100-ft wide by 240-
ft long.
Entry Last Updated : 2/7/2020

Land SideStability Berm266 USACEINSPECT

14.36 14.36 Ramp Sod covered access ramp on W/S slope and crown. Appx 
20-ft wide, 80-ft wide at crown.  Shown on as-built drawing 
64-42.
Entry Last Updated : 2/13/2020

Water SideRamp267 USACEINSPECT

14.36 14.36 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide by 80-ft 
long. Good condition.
Entry Last Updated : 2/7/2020

Land SideTurnout268 USACEINSPECT

14.38 14.38 UCIP DS_ID:24850
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: Natural gas pipeline of an 
unknown size or material through the levee, at an 
unknown depth. Gas line markers on both shoulders.
Entry Last Updated : 7/26/2021

CrossingPipe120 UCIPAUG2021

14.39 14.39 Aerial Overhead powerlines traverse the levee with appx 40-ft 
clearance. Utility pole within appx 200-ft of L/S toe.
Entry Last Updated : 2/7/2020

CrossingHigh Voltage272 USACEINSPECT
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14.39 14.39 UCIP DS_ID:19562
EP_NO: 18568
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 30-inch coated steel natural gas 
pipeline through the levee, approximately 60 feet below 
the crown. Gas line markers are visible on the waterside 
(WS) and the landside (LS). (30-inch horizontal directional 
bore (HDD) authorized under Permit No. 18568, 2010 - 
Gill Ranch Storage, LLC).
Entry Last Updated : 7/26/2021

CrossingPipe123 UCIPAUG2021

18568

14.40 14.40 Ramp Ramp on waterside.  Low water crossing in channel.
Entry Last Updated : 3/19/2020

Water SideRamp15 LEVEELOG

5128

14.40 14.40 Ramp Ramp on waterside.  Low water crossing in channel.
Entry Last Updated : 3/19/2020

Land SideRamp312 LEVEELOG

5128

14.40 14.40 Gate Gate at the end of the ramp on the landside.
Entry Last Updated : 12/13/2016

Land SideMetal313 LEVEELOG

5577

14.42 14.42 UCIP DS_ID:19919
EP_NO: 15399
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 6-inch natural gas pipeline of an 
unknown material through the levee, 3 feet below the 
crown. Gas line markers at both toes. (Plans to install a 6-
inch welded steel natural gas pipeline under the channel 
and within both levees of the San Joaquin River and the 
Chowchilla Bypass authorized under Permit No. 15399, 
1990 - California Gas Gathering, Inc.). [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 14.41), listed 
as a 6-inch gas line].
Entry Last Updated : 7/26/2021

CrossingPipe125 UCIPAUG2021

15399

14.64 14.64 Revetment Spoil material placed on landward slope.  Top of spoil, 2.0 
feet below the crown elevation. Width of spoil, 8.0 feet. 
Spoil area on landward side for material from settling  
basin in channel.
Entry Last Updated : 11/3/2016

Land SideRock127 GEILEVEELOG

14.64 16.05 Structure Overbuilt soil berm on L/S slope. Up to 4-ft below levee 
crown, compacted, unpaved ramps at ends, 4- to 8-ft 
crest width. Berm noted in O&M manual.
Entry Last Updated : 2/14/2020

Land SideStability Berm276 USACEINSPECT

14.68 14.68 Ramp Sod-covered access ramp on W/S slope and crown. Appx 
12-ft wide, 30-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 2/14/2020

Water SideRamp278 USACEINSPECT
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14.69 14.69 UCIP DS_ID:19920
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 14 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
14.70), listed as a 30-inch square reinforced concrete box 
culvert (RCBC). USACE San Joaquin O&M Manual, Unit 
601 Part 1 (SJR601.1), 1967, (HLM 14.69), listed as a 2.5-
feet by 2.5-feet RCBC].
Entry Last Updated : 7/26/2021

CrossingPipe131 UCIPAUG2021

14.98 14.98 Mark 15 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker132 GEILEVEELOG

15.15 15.15 Ramp Unpaved access ramp on W/S slope and crown. Appx 15-
ft wide, 40-ft wide at crown. Does not cut into levee prism. 
Shown on as-built drawing 65-30.
Entry Last Updated : 2/14/2020

Water SideRamp282 USACEINSPECT

15.38 15.38 Ramp Unpaved access ramps on W/S slope and crown. Appx 
20-ft wide. Loose sandy soil at surface. Does not cut into 
levee prism.
Entry Last Updated : 3/19/2020

Water SideRamp284 USACEINSPECT

15.40 15.40 Structure Metal sign post, on W/S slope appx 2-ft from crown.
Entry Last Updated : 2/7/2020

Water SidePost285 USACEINSPECT

15.44 15.44 Ramp Unpaved access ramps on W/S slope and crown. Appx 
20-ft wide. Loose sandy soil at surface. Does not cut into 
levee prism. Not shown on as-built drawings.
Entry Last Updated : 2/7/2020

Water SideRamp287 USACEINSPECT

15.49 15.49 Ramp Unpaved access ramps on W/S slope and crown. Appx 
20-ft wide. Loose sandy soil at surface. Does not cut into 
levee prism. Not shown on as-built drawings.
Entry Last Updated : 2/7/2020

Water SideRamp288 USACEINSPECT

15.56 15.56 Ramp Unpaved access ramps on W/S slope and crown. Appx 
20-ft wide. Loose sandy soil at surface. Does not cut into 
levee prism. Shown on as-built drawing 65-30.
Entry Last Updated : 2/14/2020

Water SideRamp289 USACEINSPECT
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15.60 15.60 Ramp Unpaved access ramps on W/S slope and crown. Appx 
25-ft wide. Loose sandy soil at surface. Does not cut into 
levee prism. Shown on as-built drawings.
Entry Last Updated : 2/7/2020

Water SideRamp290 USACEINSPECT

5128

16.02 16.02 Aerial Overhead powerlines traverse the levee with appx 45-ft 
clearance. Utility poles within 150-ft of W/S toe and within 
250-ft of L/S toe.
Entry Last Updated : 2/7/2020

CrossingHigh Voltage292 USACEINSPECT

16.05 16.05 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 18-ft wide, 25-ft wide at crown. Does not cut 
into levee prism. Shown on as-built drawings.
Entry Last Updated : 2/7/2020

Water SideRamp295 USACEINSPECT

16.05 16.05 Ramp Aggregate base covered access ramp on L/S slope and 
crown. Appx 12-ft wide, 30-ft wide at crown. Does not cut 
into levee prism. Shown on as-built drawings. Permit No. 
5872; 'No Objection' letter absent.
Entry Last Updated : 2/7/2020

Land SideRamp296 USACEINSPECT

5872

16.09 16.09 Mark End of Chowchilla Canal Bypass levee, Unit No. 17, at 
right bank of San Joaquin River, Unit No. 23, Chowchilla 
Canal Bypass structure in channel.  Four 18-foot by 20- 
foot openings with electrically operated gates. Trashracks 
in front of gates.  Bridge across.
Entry Last Updated : 11/3/2016

CrownBoundary145 GEILEVEELOG

16.09 16.09 Structure Chowchilla Bypass Control Structure and road crossing. 
Concrete-covered on bridge, aggregate base on road. 
Appx 60- to 70-ft wide. Listed in O&M Manual.
Entry Last Updated : 2/14/2020

Water SideOther302 USACEINSPECT

16.09 16.09 Revetment Concrete debris up to 1-ft diameter on W/S slope leading 
to in-channel structure. Area appx 15-ft wide by 20-ft long.
Entry Last Updated : 2/14/2020

Water SideConcrete304 USACEINSPECT
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0.00 0.00 Mark Left bank Chowchilla Canal Bypass levee at junction with 
left bank Eastside Bypass. Graveled crown roadway. 
Mileage runs upstream.
Entry Last Updated : 2/14/2020

CrownBoundary325 LEVEELOG

0.00 1.67 Fence Barbed wire fence 5 to 20 feet from the landward toe.
Entry Last Updated : 11/3/2016

Land SideBarbed Wire1 GEILEVEELOG

0.02 0.02 Miscellaneou
s

Turnaround provided on the landward shoulder.
Entry Last Updated : 11/3/2016

Land SideTurnout3 GEILEVEELOG

0.15 0.15 Structure Bird box, 4-in diameter metal pole, 20-ft high appx 11-ft 
from L/S toe.
Entry Last Updated : 3/24/2020

Land SidePole167 USACEINSPECT

0.49 0.49 Mark 0.5 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker4 GEILEVEELOG

0.58 0.58 Miscellaneou
s

Turnout on crown and L/S slope.  Turnout is grass 
covered.  Appx 10-ft wide and extends 100-ft along levee.
Entry Last Updated : 2/18/2020

Land SideTurnout168 USACEINSPECT

0.58 0.58 Ramp Sod covered access ramp on W/S slope, 15-ft wide.
Entry Last Updated : 2/18/2020

Water SideRamp169 USACEINSPECT

0.86 0.86 Structure 18 wooden poles, 10-in diameter, 9-ft long on L/S slope 
and L/S toe.
Entry Last Updated : 2/18/2020

Land SidePole171 USACEINSPECT

1.01 1.01 Structure Bird box, 2-in diameter metal pole, 20-ft high and appx 15-
ft from L/S toe.
Entry Last Updated : 2/18/2020

Land SidePole172 USACEINSPECT

1.10 1.10 UCIP DS_ID:19679
EP_NO: 13708
Crossing Status: Not Found
FIELD_STRUCT_DESC: *NOT CONSTRUCTED* 18-inch 
coated steel drainage discharge pipe through the levee, 2 
feet below the crown. Steel cutoff wall around the pipe at 
the center of the levee. Pump on the waterside (WS) 
slope. Siphon breaker and protective housing on apex of 
pipe at the landside (LS) shoulder. Rock revetment on 
each bank. Pipe extends from 4-foot-deep inlet channel 
on the LS. (Plans to install an 18-inch diversion pipeline 
through the levee authorized under Permit No. 13708, 
1983 - AICO Madera, Ltd.).
Entry Last Updated : 7/22/2021

CrossingPipe9 UCIPAUG2021

13708
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1.15 1.15 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 10-ft wide and 
extends 30-ft along levee. Turnout sod covered.  Toe road 
narrows to 8-ft at turnout.  Shown on as-built drawing 64-
42.
Entry Last Updated : 2/18/2020

Land SideTurnout173 USACEINSPECT

1.52 1.52 Structure Doghouse and 3 wooden posts appx 5- to 15-ft from L/S 
toe.
Entry Last Updated : 2/18/2020

Land SidePost175 USACEINSPECT

1.57 1.57 UCIP DS_ID:19923
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 8-inch corrugated metal gravity 
drainage pipe through the levee, 7 feet below the crown. 
Slide gate in a 36-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on the 
landside (LS) end. [Additional Reference(s): DWR Levee 
Log, 2002].
Entry Last Updated : 7/30/2021

CrossingPipe15 UCIPAUG2021

1.65 1.65 Structure Sod covered berm on L/S, appx 15-ft wide.  Extends appx 
600-ft along levee.  The berm has sod covered end slopes 
that form a ramp.
Entry Last Updated : 2/18/2020

Land SideStability Berm176 USACEINSPECT

1.65 1.65 Ramp Ramp on both slopes.
Entry Last Updated : 3/24/2020

Water SideRamp10 LEVEELOG

1.65 1.65 Ramp Ramp on both slopes.
Entry Last Updated : 11/3/2016

Land SideRamp16 GEILEVEELOG

1.66 1.66 UCIP DS_ID:19924
EP_NO: 11615
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1-inch polyvinyl chloride (PVC) 
water line through the levee, 0.333 feet below the crown. 
Water line extends from a cattle water trough at the 
landside (LS) toe. (Plans to install livestock watering 
troughs and a 1-inch water pipeline through the levee, at 
three locations on the left bank of the Chowchilla Bypass 
authorized under Permit No. 11615, 1976 - John M. 
Lasgoity). [Additional Reference(s): DWR Levee Log, 
2002].
Entry Last Updated : 7/22/2021

CrossingPipe18 UCIPAUG2021

11615

1.68 1.68 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/18/2020

CrownMetal178 USACEINSPECT
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1.68 1.71 Fence Entry Last Updated : 2/1/2017Water SideBarbed Wire326 LEVEELOG

1.68 1.68 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 2/18/2020

Water Side and 
Land Side

Barbed Wire177 USACEINSPECT

1.68 1.68 Ramp Aggregate base covered access ramp on L/S slope. 
Shown on as-built drawing 64-42.
Entry Last Updated : 2/18/2020

Land SideRamp179 USACEINSPECT

1.69 1.69 UCIP DS_ID:19925
EP_NO: 6603
Crossing Status: Found
FIELD_STRUCT_DESC: 15-inch steel irrigation discharge 
pipe through the levee, 4.3 feet below the crown. 
Electrical conduit of an unknown size or material through 
the levee, 4.3 feet below the crown. Siphon breaker on the 
landside (LS) shoulder. 36-inch concrete standpipe on the 
LS berm. Inlet facility on the waterside (WS) bank 
consisting of a pump, a 42-inch concrete standpipe, and a 
20-inch concrete channel with an intake pipe and a cutoff 
wall. (Plans to install a pump and outlet pipe at two 
locations on the left bank levee of the Chowchilla Bypass 
authorized under Permit No. 6603, 1969 - Raymond N. 
Costales). [Additional Reference(s): DWR Levee Log, 
2002].
Entry Last Updated : 7/22/2021

CrossingPipe24 UCIPAUG2021

6603

1.71 1.71 At Grade Avenue 14 crosses levee at crown elevation. Concrete 
bridge across channel (Permit 15457). Abutments cobble 
revetted.
Entry Last Updated : 2/18/2020

CrossingRoad / Highway23 GEILEVEELOG

15457

1.71 1.71 Structure Power poles and line 15 plus feet from the landward toe.
Entry Last Updated : 11/3/2016

Land SidePole - Utility27 GEILEVEELOG

1.71 1.71 UCIP DS_ID:19681
EP_NO: 5837
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1 of 2: 15-inch steel drainage 
discharge pipe through the levee, 2 feet below the crown. 
Channel inlet pipe and pump on the waterside (WS). 
Screw gate on WS with catwalk to access gate and pump. 
20-inch irrigation pipe and standpipe on the landside (LS). 
(Plans for construction of two irrigation structures through 
the left bank levee of the Chowchilla Bypass authorized 
under Permit No. 5837, 1967 - Raymond N. Costales).
Entry Last Updated : 7/22/2021

CrossingPipe25 UCIPAUG2021

5837

1.72 1.74 Fence Barbed wire on waterside.
Entry Last Updated : 2/1/2017

Water SideBarbed Wire327 LEVEELOG
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1.72 1.72 Aerial Power line crosses crown.
Entry Last Updated : 2/18/2020

CrownHigh Voltage182 USACEINSPECT

1.72 1.72 Structure Utility pole and guy wire at W/S toe. Overhead line 
crosses levee appx 30-ft above crown. No permit provided.
Entry Last Updated : 2/18/2020

Water SidePole - Utility184 USACEINSPECT

1.73 1.73 Ramp Aggregate base covered access ramp on L/S slope, 14-ft 
wide.  Shown on as-built drawing 64-42.
Entry Last Updated : 2/18/2020

Land SideRamp186 USACEINSPECT

1.74 7.57 Fence Barbed wire fence appx 15- to 30-ft from L/S toe.  Fence 
has stretches where it has fallen.  Fence is 8-ft off turn out 
toes.
Entry Last Updated : 2/18/2020

Land SideBarbed Wire328 LEVEELOG

1.74 1.74 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/18/2020

CrownChain Link187 USACEINSPECT

1.74 1.74 Fence Barbed wire cross fence on W/S and L/S slopes.
Entry Last Updated : 3/24/2020

Water Side and 
Land Side

Barbed Wire188 USACEINSPECT

2.20 2.20 UCIP DS_ID:19680
EP_NO: 5837
Crossing Status: Not Found
FIELD_STRUCT_DESC: 2 of 2: 15-inch steel drainage 
discharge pipe through the levee, 2 feet below the crown. 
Channel inlet pipe and pump on the waterside (WS). 
Screw gate on WS with catwalk to access gate and pump. 
20-inch irrigation pipe and standpipe on the landside (LS). 
(Plans for construction of two irrigation structures through 
the left bank levee of the Chowchilla Bypass authorized 
under Permit No. 5837, 1967 - Raymond N. Costales).
Entry Last Updated : 7/22/2021

CrossingPipe32 UCIPAUG2021

5837

2.21 2.21 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 10-ft wide and 
extends 40-ft along levee. Turnout sod covered.
Entry Last Updated : 2/18/2020

Land SideTurnout189 USACEINSPECT
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2.25 2.25 UCIP DS_ID:19926
EP_NO: 6603
Crossing Status: Found
FIELD_STRUCT_DESC: 15-inch steel irrigation discharge 
pipe and electrical conduit through the levee, 3.7 feet 
below the crown. Siphon breaker on the landside (LS) 
shoulder. 36-inch concrete standpipe on the LS berm. 
Inlet facility on the riverbank, consisting of a pump, a 42-
inch concrete standpipe, and a 20-inch concrete channel 
with an intake pipe and a cutoff wall. (Plans to install a 
pump and outlet pipe at two locations on the left bank 
levee of the Chowchilla Bypass authorized under Permit 
No. 6603, 1969 - Raymond N. Costales). [Additional 
Reference(s): DWR Levee Log, 2002].
Entry Last Updated : 7/30/2021

CrossingPipe36 UCIPAUG2021

6603

2.48 2.48 Mark 2.5 milepost on waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker38 GEILEVEELOG

2.70 2.70 Miscellaneou
s

Turnout on crown and L/S slope. Appx 9-ft wide and 
extends 75-ft along levee. Turnout is sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/18/2020

Land SideTurnout192 USACEINSPECT

2.72 2.72 UCIP DS_ID:19729
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 7.5 feet below the crown. 
Slide gate in a 36-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete U-shaped 
headwall on the landside (LS) end. [Additional 
Reference(s): DWR Levee Log, 2002].
Entry Last Updated : 7/22/2021

CrossingPipe44 UCIPAUG2021

3.20 3.20 Miscellaneou
s

Turnout on crown and L/S slope. Appx 11-ft wide and 
extends 50-ft along levee. Turnout is sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/18/2020

Land SideTurnout193 USACEINSPECT

3.34 3.34 Aerial Overhead utility lines cross levee.  Appx 30-ft above 
crown.
Entry Last Updated : 2/18/2020

CrossingHigh Voltage194 USACEINSPECT

12621

3.69 3.69 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 14-ft wide and 
extends 90-ft along levee. Turnout sod covered. Shown on 
as-built drawing 64-42.
Entry Last Updated : 2/18/2020

Land SideTurnout195 USACEINSPECT
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3.83 3.83 Structure Sod covered berm on L/S, appx 15-ft wide.  Extends appx 
2,500-ft along levee.  The berm has sod covered end 
slopes that form a ramp.
Entry Last Updated : 2/18/2020

Land SideStability Berm197 USACEINSPECT

3.83 3.83 Structure Utility pole and guy wire appx 15-ft from W/S toe. 
Overhead line crosses levee appx 30-ft above crown. No 
permit provided.
Entry Last Updated : 2/18/2020

Water SidePole - Utility2 LEVEELOG

3.83 3.83 Structure Utility pole and guy wire appx 15-ft from L/S toe. 
Overhead line crosses levee appx 30-ft above crown. No 
permit provided.
Entry Last Updated : 2/18/2020

Land SidePole - Utility196 USACEINSPECT

3.84 3.84 Aerial Overhead power line crosses the levee.
Entry Last Updated : 11/3/2016

CrossingHigh Voltage61 GEILEVEELOG

4.18 4.18 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 11-ft wide and 
extends 90-ft along levee.  Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/18/2020

Land SideTurnout199 USACEINSPECT

4.53 4.53 UCIP DS_ID:19928
EP_NO: 11615
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1-inch polyvinyl chloride (PVC) 
water line through the levee, 0.667 feet below the crown. 
Water line extends from a cattle water trough at the 
landside (LS) toe. (Plans to install livestock watering 
troughs and a 1-inch water pipeline through the levee, at 
three locations on the left bank of the Chowchilla Bypass 
authorized under Permit No. 11615, 1976 - John M. 
Lasgoity). [Additional Reference(s): DWR Levee Log, 
2002].
Entry Last Updated : 7/22/2021

CrossingPipe69 UCIPAUG2021

11615

4.67 4.67 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide and 
extends 50-ft along levee. Turnout is sod covered.
Entry Last Updated : 3/24/2020

Land SideTurnout200 USACEINSPECT

4.67 4.67 Ramp Sod covered access ramp on W/S slope.  Ramp does not 
reduce levee prism. Sod cover does not provide all 
weather access.  Shown on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Water SideRamp201 USACEINSPECT

4.85 4.85 Gate Panel gate.
Entry Last Updated : 11/3/2016

CrownMetal71 GEILEVEELOG
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4.86 4.86 Miscellaneou
s

Turnout on landside.
Entry Last Updated : 2/1/2017

Land SideTurnout330 LEVEELOG

4.86 4.86 Ramp Earth covered access ramp on W/S slope, with low river 
crossing, 15-ft wide. Ramp does not reduce levee prism.  
Ramp missing aggregate.
Entry Last Updated : 3/24/2020

Water SideRamp11 LEVEELOG

9270

4.86 4.86 Ramp Earth covered access ramp on L/S slope, with low river 
crossing, 15-ft wide. Ramp does not reduce levee prism.  
Ramp missing aggregate.
Entry Last Updated : 3/24/2020

Land SideRamp202 USACEINSPECT

9270

4.96 4.96 Structure Sod covered berm on L/S, appx 15-ft wide.  Extends appx 
1,800-ft along levee.  The berm has sod covered end 
slopes that form a ramp.
Entry Last Updated : 2/19/2020

Land SideStability Berm203 USACEINSPECT

5.16 5.16 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide and 
extends 100-ft along levee. Turnout is sod covered.  
Shown on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideTurnout204 USACEINSPECT

5.49 5.49 UCIP DS_ID:19929
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 48-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Slide gate in a 60-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on the 
landside (LS) end. WS end capped with a 0.25-inch steel 
plate. [Additional Reference(s): DWR Levee Log, 2002].
Entry Last Updated : 7/22/2021

CrossingPipe79 UCIPAUG2021

5.51 5.51 Mark Mile marker on W/S hinge.  Marker has been damaged.
Entry Last Updated : 2/19/2020

Water SideMarker205 USACEINSPECT

5.66 5.66 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide and 
extends 50-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideTurnout206 USACEINSPECT

5.90 5.90 Aerial Overhead utility lines cross levee.  Appx 30-ft above 
crown.
Entry Last Updated : 2/19/2020

CrossingHigh Voltage207 USACEINSPECT
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6.00 6.00 Mark Mile marker on W/S hinge.  Marker has been damaged.
Entry Last Updated : 2/19/2020

Water SideMarker208 USACEINSPECT

6.15 6.15 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide and 
extends 50-ft along levee. Turnout is sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideTurnout209 USACEINSPECT

6.20 6.29 Structure Soil berm placed on L/S slope appx 14-ft wide with L/S toe 
access ramps at each end.
Entry Last Updated : 2/19/2020

Land SideStability Berm210 USACEINSPECT

6.47 6.47 Aerial Overhead utility lines cross levee.  Appx 30-ft above 
crown.
Entry Last Updated : 2/19/2020

CrossingHigh Voltage211 USACEINSPECT

6.64 6.64 Ramp Sod covered access ramp on L/S slope, 15-ft wide. Ramp 
does not reduce levee prism. Sod cover does not provide 
all weather access
Entry Last Updated : 2/19/2020

Land SideRamp212 USACEINSPECT

6.65 6.65 Miscellaneou
s

Turnout on crown and L/S slope, 10-ft wide and extends 
40-ft along levee.  Turnout sod covered.  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideTurnout213 USACEINSPECT

6.65 6.65 Ramp Ramp on waterward slope.
Entry Last Updated : 11/3/2016

Water SideRamp90 GEILEVEELOG

7.14 7.14 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide and 
extends 30-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideTurnout214 USACEINSPECT

7.54 7.54 UCIP DS_ID:19930
EP_NO: 13548
Crossing Status: Found
FIELD_STRUCT_DESC: 42-inch reinforced concrete 
gravity irrigation pipe through the levee, 19 feet below the 
crown. Gate structure on the waterside (WS) shoulder. 
Pipe section on the WS is corrugated metal. Pipe section 
on the landside (LS) is reinforced concrete. (Plans to 
install a 42-inch gravity-flow concrete pipeline through the 
left bank levee of the Eastside Bypass to divert bypass 
waters for irrigation purposes authorized under Permit No. 
13548, 1983 - New Stone Water District). [Additional 
Reference(s): DWR Levee Log, 2002].
Entry Last Updated : 7/30/2021

Water SideCulvert95 UCIPAUG2021

13548
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7.55 7.55 Ramp Earth covered access ramps on W/S slope, appx 15-ft 
wide. W/S ramp is a low water crossing under the bridge.  
Ramps missing aggregate.
Entry Last Updated : 3/24/2020

Water SideRamp12 LEVEELOG

7.55 7.55 Ramp Earth covered access ramps on  L/S slope, appx 15-ft 
wide. Ramp missing aggregate.
Entry Last Updated : 3/24/2020

Land SideRamp216 USACEINSPECT

7.57 7.59 Fence Barbed wire on waterside.
Entry Last Updated : 2/1/2017

Water SideBarbed Wire331 LEVEELOG

7.57 7.57 Fence Barbed wire cross fence on L/S slope.
Entry Last Updated : 3/24/2020

Land SideBarbed Wire217 USACEINSPECT

7.57 7.57 Structure Small metal sign post on W/S hinge. Appx 7-ft high.
Entry Last Updated : 2/19/2020

Water SidePost218 USACEINSPECT

7.57 7.57 Gate 15-ft wide chain link locking gate on crown. Shown on as-
built drawing 64-42.
Entry Last Updated : 2/19/2020

CrownChain Link220 USACEINSPECT

7.58 7.58 Ramp Asphalt base covered access ramp on L/S slope, 20-ft 
wide. Ramp does not reduce levee prism. Shown on as-
built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideRamp219 USACEINSPECT

7.59 7.59 Aerial Overhead utility lines cross levee.  Appx 30-ft above 
crown. Powerpole appx 85-ft from centerline of levee.
Entry Last Updated : 2/19/2020

CrossingHigh Voltage223 USACEINSPECT

7.59 7.59 At Grade Asphalt paved Firebaugh Blvd cross levee at the crown.  
Concrete bridge crosses the channel and the abutments 
are cobble revetted.
Entry Last Updated : 2/19/2020

CrossingRoad / Highway222 USACEINSPECT

15437

7.62 7.62 Ramp Asphalt base covered access ramp on L/S slope.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideRamp227 USACEINSPECT

7.63 8.97 Fence Barbed wire on landside.
Entry Last Updated : 12/20/2016

Land SideBarbed Wire318 LEVEELOG

7.63 7.63 Structure Small metal sign post on R/S hinge. Appx 7-ft high.
Entry Last Updated : 2/19/2020

Water SidePost226 USACEINSPECT
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7.63 7.63 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 2/19/2020

Water Side and 
Land Side

Barbed Wire229 USACEINSPECT

7.63 7.63 Gate 14-ft wide chain link locking gate on crown. Shown on as-
built drawing 64-42.
Entry Last Updated : 2/19/2020

CrownChain Link225 USACEINSPECT

7.67 7.67 Ramp Earth covered access ramp on W/S slope.  Ramps are 
appx 10-ft wide. W/S ramp is a low water crossing. 
Ramps do not reduce levee prism. Ramps missing 
aggregate.
Entry Last Updated : 3/24/2020

Water SideRamp13 LEVEELOG

7.67 7.67 Ramp Earth covered access ramp on L/S slope.  Ramps are 
appx 10-ft wide. Ramp does not reduce levee prism. 
Ramp missing aggregate.
Entry Last Updated : 3/24/2020

Land SideRamp232 USACEINSPECT

7.97 8.12 Revetment Concrete and rounded cobbles revetment on W/S slope, 
non-engineered.  Up to appx 1-ft by 1-ft. Extends appx 
800-ft along levee.
Entry Last Updated : 2/19/2020

Water SideCobble237 USACEINSPECT

8.01 8.01 Structure Utility pole off of the L/S toe.
Entry Last Updated : 2/19/2020

Land SidePole - Utility5 LEVEELOG

5343

8.01 8.01 Aerial Overhead utility lines cross levee.  Appx 30-ft above 
crown.
Entry Last Updated : 2/19/2020

CrossingHigh Voltage233 USACEINSPECT

5343

8.04 8.04 Ramp Aggregate base covered access ramps on W/S slope.
Entry Last Updated : 3/24/2020

Water SideRamp14 LEVEELOG

8.04 8.04 Ramp Aggregate base covered access ramps on L/S slope. 
Breakaway locking gate on L/S ramp.
Entry Last Updated : 3/24/2020

Land SideRamp234 USACEINSPECT
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8.04 8.04 UCIP DS_ID:19931
EP_NO: 11615
Crossing Status: Not Found
FIELD_STRUCT_DESC: 1-inch polyvinyl chloride (PVC) 
water line through the levee, 2 feet below the crown. 
Water line extends from a cattle water trough at the 
landside (LS) toe. (Plans to install livestock watering 
troughs and a 1-inch water pipeline through the levee, at 
three locations on the left bank of the Chowchilla Bypass 
authorized under Permit No. 11615, 1976 - John M. 
Lasgoity). [Additional Reference(s): DWR Levee Log, 
2002].
Entry Last Updated : 7/22/2021

CrossingPipe106 UCIPAUG2021

11615

8.08 8.08 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide and 
extends 50-ft along levee.  Turnout is sod covered.  
Shown on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideTurnout236 USACEINSPECT

8.50 8.50 Mark 8.5 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker108 GEILEVEELOG

8.56 8.56 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 13-ft wide and 
extends 75-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideTurnout238 USACEINSPECT

8.95 8.95 Ramp Aggregate base covered access ramp on W/S slope, 15-ft 
wide. W/S ramp is a low water crossing and it goes under 
the county road. Sod covered access ramp on L/S slope.
Entry Last Updated : 3/24/2020

Water SideRamp239 USACEINSPECT

8.99 8.99 Gate 14-ft wide chain link locking gate on crown.  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/19/2020

CrownChain Link240 USACEINSPECT

8.99 8.99 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 2/19/2020

Water Side and 
Land Side

Barbed Wire242 USACEINSPECT

8.99 8.99 Structure Small metal sign post on W/S hinge. Appx 7-ft tall.
Entry Last Updated : 2/19/2020

Water SidePost241 USACEINSPECT

9.00 9.00 Ramp Aggregate base covered access ramp on L/S slope. Appx 
30-ft wide.  Shown on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideRamp244 USACEINSPECT

9.01 9.01 Mark Mile marker on W/S hinge.  Marker has been damaged.
Entry Last Updated : 2/19/2020

Water SideMarker243 USACEINSPECT
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9.01 9.01 Aerial Overhead utility lines cross levee, appx 30-ft above crown.
Entry Last Updated : 2/19/2020

CrossingHigh Voltage245 USACEINSPECT

5677

9.02 9.02 At Grade Asphalt paved Avenue 7 crosses levee. Appx 40-ft wide. 
Bridge with revetments and concrete piers in bypass.
Entry Last Updated : 2/19/2020

CrossingRoad / Highway246 USACEINSPECT

15220

9.04 13.68 Fence Barbed wire fence appx 5- to 15-ft from L/S toe.
Entry Last Updated : 2/19/2020

Land SideBarbed Wire247 USACEINSPECT

9.05 9.05 Gate 15-ft wide metal locking gate on crown. Shown on as-built 
drawing 64-42.
Entry Last Updated : 2/19/2020

CrownMetal249 USACEINSPECT

9.05 9.05 Fence Barbed wire cross fence on L/S and W/S slopes.
Entry Last Updated : 2/19/2020

Water Side and 
Land Side

Barbed Wire248 USACEINSPECT

9.07 9.07 Ramp Aggregate base covered access ramp on W/S slope. 
Ramp appx 15-ft wide. W/S ramp is a low water crossing 
going under county road.
Entry Last Updated : 3/24/2020

Water SideRamp17 LEVEELOG

9.07 9.07 Ramp Sod covered access ramp on L/S slope. Ramp appx 15-ft 
wide.
Entry Last Updated : 3/24/2020

Land SideRamp250 USACEINSPECT

9.53 9.53 Miscellaneou
s

Turnout on crown and L/S slope. Appx 8-ft wide and 
extends 30-ft along levee.  Turnout sod covered. Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/19/2020

Land SideTurnout251 USACEINSPECT

10.02 10.02 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide and 
extends 50-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/20/2020

Land SideTurnout252 USACEINSPECT

10.15 10.15 Mark 10 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker116 GEILEVEELOG

10.18 10.18 Miscellaneou
s

Turn around provided on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideTurnout118 GEILEVEELOG

10.18 10.18 Gate Gate at toe of the landward ramp.
Entry Last Updated : 2/20/2020

Land SideChain Link6 LEVEELOG

5577
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10.18 10.18 Ramp Earth covered access ramp on W/S slope. W/S ramp 
leads to low water crossing.
Entry Last Updated : 3/24/2020

Water SideRamp19 LEVEELOG

5128

10.18 10.18 Ramp Earth covered access ramps on L/S slope. L/S ramp has 
been excavated 15-ft beyond fence. Gate at toe of the 
landward ramp.
Entry Last Updated : 3/24/2020

Land SideRamp117 GEILEVEELOG

5128

10.51 10.51 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide and 
extends 30-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/20/2020

Land SideTurnout254 USACEINSPECT

10.63 10.63 Mark 10.5 milepost on waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker119 GEILEVEELOG

11.02 11.02 Mark Mile marker 11 on W/S hinge, damaged.
Entry Last Updated : 2/20/2020

Water SideMarker256 USACEINSPECT

11.02 11.02 Miscellaneou
s

Turnout on crown and L/S slope. Appx 14-ft wide and 
extends 50-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/20/2020

Land SideTurnout255 USACEINSPECT

11.19 11.19 Revetment Aggregate placed on L/S slope, appx 30-ft long, appx 2-ft 
deep. Emergency repair 20060404-001-014.
Entry Last Updated : 2/20/2020

Land SideRock257 USACEINSPECT

11.27 11.27 Revetment Aggregate placed on L/S slope. Extends appx 30-ft along 
levee, appx 4- to 5-ft deep. Emergency repair 20060404-
001-015.
Entry Last Updated : 2/20/2020

Land SideRock258 USACEINSPECT

11.37 11.37 Revetment Aggregate placed on L/S slope, extends appx 30-ft along 
levee, appx 4- tp 5-ft deep. Emergency repair 20060404-
001-016.
Entry Last Updated : 2/20/2020

Land SideRock259 USACEINSPECT

11.40 11.40 Gate Gate at toe of the landward ramp.
Entry Last Updated : 2/20/2020

Land SideChain Link7 LEVEELOG

5577

11.40 11.40 Ramp Ramp on slope. Low water crossing in the channel. W/S 
ramp leads to low water crossing.  Permit 5128 was 
approved by USACE with no objection.
Entry Last Updated : 3/24/2020

Water SideRamp20 LEVEELOG

5128
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11.40 11.40 Ramp Ramp on slope. Gate at toe of the landward ramp. Low 
water crossing in the channel. Permit 5128 was approved 
by USACE with no objection.
Entry Last Updated : 3/24/2020

Land SideRamp123 GEILEVEELOG

5128

11.51 11.51 Ramp Earth covered access ramp on W/S slope, 15-ft wide. 
Ramp does not reduce levee prism.  Ramp missing 
aggregate.  Shown on as-built drawing 64-42.
Entry Last Updated : 2/20/2020

Water SideRamp262 USACEINSPECT

11.51 11.51 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide and 
extends 30-ft along levee. Turnout sod covered.
Entry Last Updated : 2/20/2020

Land SideTurnout261 USACEINSPECT

11.62 11.62 Revetment Aggregate placed on L/S slope, extends appx 30-ft along 
levee, 4- to 5-ft deep.  Emergency repair 20060404-001-
017.
Entry Last Updated : 2/20/2020

Land SideRock263 USACEINSPECT

11.67 11.67 Revetment Aggregate placed on L/S slope, appx 30-ft along levee, 
appx 4- to 5-ft deep.  Emergency Repair 20060404-001-
018.
Entry Last Updated : 2/20/2020

Land SideRock264 USACEINSPECT

11.84 11.84 Revetment Aggregate placed on L/S slope, appx 30-ft along levee, 
appx 4- to 5-ft deep.  Emergency Repair 20060404-001-
019.
Entry Last Updated : 2/20/2020

Land SideRock265 USACEINSPECT

12.02 12.02 Miscellaneou
s

Turnout on crown and L/S slope. Appx 9-ft wide and 
extends 30-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/20/2020

Land SideTurnout266 USACEINSPECT

12.51 13.15 Revetment Aggregate placed on L/S slope, appx 30-ft along levee, 
appx 4- to 5-ft deep.  Emergency Repair 20060404-001-
020.
Entry Last Updated : 2/20/2020

Land SideRock269 USACEINSPECT

12.51 12.51 Gate Gate at toe of the landward ramp.
Entry Last Updated : 2/20/2020

Land SideChain Link8 LEVEELOG

5577

12.51 12.51 Ramp Sod covered access ramp on W/S slope. Low water 
crossing in the channel.
Entry Last Updated : 3/24/2020

Water SideRamp21 LEVEELOG

5128
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12.51 12.51 Ramp Sod covered access ramp on L/S slope. Gate at toe of the 
landward ramp. Low water crossing in the channel.
Entry Last Updated : 3/24/2020

Land SideRamp128 GEILEVEELOG

5128

13.00 13.00 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 12-ft wide extends 
75-ft along levee. Turnout sod covered.  Shown on as-
built drawing 64-42.
Entry Last Updated : 2/20/2020

Land SideTurnout268 USACEINSPECT

13.00 13.00 Mark 13 milepost on waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker129 GEILEVEELOG

13.37 13.37 UCIP DS_ID:19569
EP_NO: 13049
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch reinforced concrete 
gravity drainage pipe through the levee, 14.8 feet below 
the crown. Gate structure on the waterside (WS) slope. 
Standpipe on the WS end. Riprap on the landside (LS) 
slope. (Plans to install a 36-inch reinforced concrete pipe 
through the levee authorized under Permit No. 13049, 
1981 - Newhall Land and Farming Company). [Additional 
Reference(s): DWR Levee Log, 2002].
Entry Last Updated : 7/30/2021

CrossingPipe132 UCIPAUG2021

13049

13.37 13.50 Ditches Earthen swale appx 14- to 18-ft from L/S toe. Channel 
formed between road and L/S toe.
Entry Last Updated : 2/20/2020

Land SideUnlined270 USACEINSPECT

13.50 13.50 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 73-ft wide and 
extends 60-ft along levee.
Entry Last Updated : 2/20/2020

Land SideTurnout274 USACEINSPECT

13.50 13.50 Ramp Aggregate base covered access ramp on W/S slope. 
Appx 15-ft wide. Shown on as-built drawing 64-42.
Entry Last Updated : 2/20/2020

Water SideRamp320 LEVEELOG

13.51 13.51 Structure Utility pole and guy wire on L/S toe. Overhead utility lines 
cross levee, appx 50-ft above crown. No permit provided.
Entry Last Updated : 2/20/2020

Land SidePole - Utility277 USACEINSPECT

13.53 13.53 Aerial Overhead utility lines cross levee, appx 50-ft above crown.
Entry Last Updated : 3/24/2020

CrossingHigh Voltage137 GEILEVEELOG

13.54 13.54 Mark 13.5 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker138 GEILEVEELOG

Page 15 of 19Report Created : Monday, August 23, 2021   11:17



State of California - Department of Water Resources - Division of Flood Management - Flood Project Integrity & Inspection Branch

Flood Control Project Maintenance

Levee Inspections

Levee Log Report By Levee Mile - Updated 8/23/2021

NA0010

Waterway

Unit No. 18 Chowchilla Canal Bypass

Bank

Left

Unit Miles

15.35

Lower San Joaquin Levee District

Inspector

Dustin
Sanoski

Start End
Category Item Location Comment

Levee Mile

Permits

Entry 

No

Source

13.57 13.57 Gate Gate on landside
Entry Last Updated : 12/20/2016

Land SideChain Link321 LEVEELOG

5577

13.57 13.57 Ramp Earth covered access ramp on W/S slope. Appx 25-ft 
wide.  Ramp missing aggregate. Low water crossing on 
W/S.
Entry Last Updated : 3/24/2020

Water SideRamp22 LEVEELOG

5128

13.57 13.57 Ramp Earth covered access ramp on L/S slope. Appx 25-ft 
wide.  Ramp missing aggregate.
Entry Last Updated : 3/24/2020

Land SideRamp279 USACEINSPECT

5128

13.59 13.59 UCIP DS_ID:19932
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 6-inch natural gas pipeline of an 
unknown material through the levee. Pipeline extends 
underneath the channel. [Additional Reference(s): DWR 
Levee Log, 2002].
Entry Last Updated : 7/22/2021

CrossingPipe141 UCIPAUG2021

15399

13.73 14.68 Structure Soil berm placed on L/S slope appx 8-ft wide and 2-ft 
lower than crown.
Entry Last Updated : 2/20/2020

Land SideStability Berm285 USACEINSPECT

13.95 13.95 Ramp Aggregate base covered access ramp on L/S slope. Appx 
15-ft wide. Ramp does not reduce levee prism.  Ramp in 
good condition.  Shown on as-built drawings.
Entry Last Updated : 3/24/2020

Land SideRamp289 USACEINSPECT

13.95 13.95 Gate 14-ft wide chain link locking gate on L/S ramp.
Entry Last Updated : 2/20/2020

Land SideChain Link287 USACEINSPECT

13.95 13.95 Ramp Aggregate base covered access ramp on L/S slope. Appx 
14-ft wide.
Entry Last Updated : 2/20/2020

Land SideRamp288 USACEINSPECT

14.01 14.01 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide and 
extends 50-ft along levee. Turnout sod covered.  Shown 
on as-built drawing 64-42.
Entry Last Updated : 2/20/2020

Land SideTurnout290 USACEINSPECT

14.07 14.07 Mark 14 milepost on waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker147 GEILEVEELOG
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14.15 14.20 Fence Barbed wire fence on L/S slope of overbuilt section of 
levee.  Extends appx 150-ft along levee.  Potential hazard 
to flood fighting personnel.
Entry Last Updated : 3/24/2020

Land SideBarbed Wire291 USACEINSPECT

14.21 14.21 Ramp Earth covered access ramp on L/S slope. Appx 18-ft wide. 
Ramp does not reduce levee prism.  Ramp missing 
aggregate. Not shown on as-built drawings.
Entry Last Updated : 3/24/2020

Land SideRamp292 USACEINSPECT

14.25 14.25 UCIP DS_ID:19682
EP_NO: 6187
Crossing Status: Not Found
FIELD_STRUCT_DESC: 18-inch irrigation discharge pipe 
of an unknown material on the levee crown, placed in a 
mound fill, 2 feet deep. Pump on the riverbank. (Plans for 
installation of a pump on the riverbank and installation of a 
discharge pipe over the levee authorized under Permit No. 
6187, 1967 - Newhall Land and Farming Company).
Entry Last Updated : 7/22/2021

CrossingPipe148 UCIPAUG2021

6187

14.41 14.41 Ramp Earth covered access ramp on W/S slope. Appx 20-ft 
wide. W/S ramp is a low water crossing. Ramp missing 
aggregate.  Not shown on as-built drawings.
Entry Last Updated : 2/20/2020

Water SideRamp293 USACEINSPECT

14.48 14.52 Fence Barbed wire fence appx 2- to 15-ft from L/S toe.  Shown 
on as-built drawing 65-30.
Entry Last Updated : 2/20/2020

Land SideBarbed Wire294 USACEINSPECT

14.52 14.52 Ramp Aggregate base covered access ramp on L/S slope. Appx 
10-ft wide. Ramp does not reduce levee prism.  Ramp has 
minimal aggregate. Not shown on as-built drawings.
Entry Last Updated : 2/20/2020

Land SideRamp295 USACEINSPECT

14.59 14.59 Ramp Earth covered access ramp on W/S slope. Appx 25-ft 
wide. Ramp missing aggregate.  Shown on as-built 
drawing 65-30.
Entry Last Updated : 2/20/2020

Water SideRamp296 USACEINSPECT

14.59 14.59 Miscellaneou
s

Turnout on landside.
Entry Last Updated : 12/20/2016

Land SideTurnout324 LEVEELOG

14.69 14.69 Ramp Sod covered access ramp on W/S slope. Appx 20-ft wide. 
Ramp does not reduce levee prism. Sod cover does not 
provide all weather access. Shown on as-built drawing 65-
30.
Entry Last Updated : 2/20/2020

Water SideRamp297 USACEINSPECT
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14.78 14.78 Ramp Earth covered access ramp on W/S slope. Appx 20-ft 
wide.  Shown on as-built drawing 65-30.
Entry Last Updated : 2/20/2020

Water SideRamp298 USACEINSPECT

14.88 14.88 Ramp Earth covered access ramp on W/S slope. Appx 15-ft 
wide. Ramp does not reduce levee prism.  Shown on as-
built drawing 65-30.
Entry Last Updated : 2/20/2020

Water SideRamp300 USACEINSPECT

5128

15.00 15.00 Mark 15 milepost on waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker157 GEILEVEELOG

15.07 15.07 Structure Wooden stream guage appx 45-ft from W/S toe.
Entry Last Updated : 2/20/2020

Water SideGauge301 USACEINSPECT

15.19 15.19 Aerial Overhead power line crosses the levee.
Entry Last Updated : 2/20/2020

CrossingHigh Voltage159 GEILEVEELOG

15.19 15.19 Structure Utility pole and guy wire appx 15-ft from W/S toe. 
Overhead utility lines cross levee, appx 40-ft above crown. 
Shown on as-built drawings. No permit provided.
Entry Last Updated : 2/20/2020

Water SidePole - Utility302 USACEINSPECT

15.27 15.27 Ramp Earth covered access ramp on W/S slope. Appx 15-ft 
wide. Ramp does not reduce levee prism. Ramp missing 
aggregate.  Shown on as-built drawing 65-30.
Entry Last Updated : 3/24/2020

Water SideRamp26 LEVEELOG

15.27 15.27 Ramp Earth covered access ramp on L/S slope. Appx 15-ft wide. 
Ramp does not reduce levee prism.  Ramp missing 
aggregate.  Shown on as-built drawing 65-30.
Entry Last Updated : 3/24/2020

Land SideRamp304 USACEINSPECT

15.30 15.30 Structure Metal stakes appx 1- to 8-ft from L/S toe, extends appx 50-
ft along levee.
Entry Last Updated : 2/20/2020

Land SideOther305 USACEINSPECT

15.31 15.31 Fence Barbed wire fence on L/S slope.  Extends parallel to San 
Joaquin River right bank levee.
Entry Last Updated : 2/20/2020

Land SideBarbed Wire311 USACEINSPECT

15.31 15.31 Structure Instrumentation station in 48-in dia vertical CMP located 
immediately downstream of San Joaquin River Diversion 
Structure. Locked.
Entry Last Updated : 2/20/2020

Land SideControl Box307 USACEINSPECT
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15.31 15.31 Structure 4-in diameter vertical pipe. PVC with cap, wrapped with 
pink flagging.  White painted arrow on ground pointing to 
buildings.
Entry Last Updated : 2/20/2020

Land SidePipe Section310 USACEINSPECT

15.32 15.32 Ramp Aggregate base covered access ramp on L/S slope. 
Ramp does not reduce levee prism.  Ramp in good 
condition.
Entry Last Updated : 3/24/2020

Land SideRamp309 USACEINSPECT

15.32 15.32 Structure Large dirt pad on R/S for control buildings enclosed by an 
8 ft chainlink fence with locking gates.  Also used for open 
storage.
Entry Last Updated : 2/20/2020

Water SideBuilding312 USACEINSPECT

15.33 15.33 Structure Float well house No. 3 at end of the landside spur levee.
Entry Last Updated : 11/3/2016

Land SideMonitoring Well162 GEILEVEELOG

15.33 15.33 Structure Large pad on the waterward side for Control Buildings. 
Buildings enclosed by a foot high chain-link fence. Float 
well house No. 4 on the waterward side of the pad.
Entry Last Updated : 11/3/2016

Water SidePad163 GEILEVEELOG

15.33 15.33 Structure Chowchilla Canal Bypass Structure.  Four 18-ft x 20-ft 
openings with radial gates.
Entry Last Updated : 2/20/2020

CrownWeir313 USACEINSPECT

15.36 15.36 Mark End of Chowchilla Canal Bypass levee at right bank of 
San Joaquin River, Unit No. 23.  Chowchilla Canal Bypass 
Structure in the channel.  Four 18 by 20-foot openings 
with electrically operated radial gates.
Entry Last Updated : 2/20/2020

CrownBoundary164 GEILEVEELOG
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0.00 0.00 Mark Beginning of Unit 22A, left bank levee of Eastside Bypass 
at junction with Unit 5, right bank levee of Eastside 
Bypass.
Entry Last Updated : 9/22/2020

CrownBoundary120 LEVEELOG

0.00 0.00 Structure Owens Creek Overflow Stucture on the waterside.
Entry Last Updated : 9/22/2020

Water SideOther1 LEVEELOG

0.02 0.02 Ramp Unpaved access ramp on the waterside slope and crown, 
approximately 25 feet wide. Ramp cuts approximately 1 
foot into the levee prism.
Entry Last Updated : 9/22/2020

Water SideRamp121 USACEINSPECT

0.03 0.03 Non-Project 
Levee

Spur levee on the waterside to C.M. recorder house. Float 
well No. 2.
Entry Last Updated : 9/22/2020

Water SideSpur7 GEILEVEELOG

0.04 0.04 Revetment Concrete debris on the waterside slope, approximately 10 
feet from the levee toe. 2-foot by 3-foot blocks. Two 
blocks in 20-foot section.
Entry Last Updated : 9/22/2020

Water SideConcrete122 USACEINSPECT

0.09 0.09 Gate 25-foot-wide metal, non-locking gate on the crown, and 
barbed wire fence on the waterside and landside slopes. 
Gate is easily operable. No safety hazard to flood fighting 
personnel.
Entry Last Updated : 9/23/2020

CrownMetal124 USACEINSPECT

0.09 0.09 Fence Barbed wire fence on the waterside.
Entry Last Updated : 9/23/2020

Water SideBarbed Wire218 LEVEELOG

0.09 0.09 Fence Barbed wire fence 5 to 15 feet from the landward toe.
Entry Last Updated : 11/3/2016

Land SideBarbed Wire10 GEILEVEELOG

0.09 0.09 Structure Soil berm, 25 feet wide by 30 feet long, on the waterside 
slope. Loose soil, unengineered or compacted.
Entry Last Updated : 9/23/2020

Water SideStability Berm123 USACEINSPECT
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0.10 0.10 UCIP DS_ID:19933
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14.8 feet below the 
crown. Slide gate in a 36-inch corrugated metal pipe 
(CMP) riser on the waterside (WS) slope. Concrete U-
shaped headwall on each end. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 0.10), listed as a 24-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 0.10), listed as a 24-inch CMP].
Entry Last Updated : 4/16/2021

Land Side to 
Water Side

Pipe11 UCIPAPR2021

0.13 0.13 Ramp Unpaved access ramp on the landside slope and crown, 
approximately 12 feet wide by 75 feet long at the crown. 
Shown on As-Built Drawing No. 63-25.
Entry Last Updated : 9/23/2020

Land SideRamp127 USACEINSPECT

0.45 0.45 Structure Metal sign post anchor, 2-inch diameter on the waterside 
slope.
Entry Last Updated : 9/23/2020

Water SidePost129 USACEINSPECT

0.45 0.45 Ramp Aggregate base covered access ramp on the landside 
slope and crown, approximately 20 feet wide by 100 feet 
long at the crown. Shown on As-Built Drawing No. 63-25.
Entry Last Updated : 9/23/2020

Land SideRamp130 USACEINSPECT

0.49 0.49 Mark 0.5 milepost on the waterside shoulder.
Entry Last Updated : 9/23/2020

Water SideMarker15 GEILEVEELOG

0.70 0.70 Ramp Aggregate base covered access ramp on the landside 
slope and crown, approximately 10 feet wide by 30 feet 
long at the crown. Shown on As-Built Drawing No. 63-25.
Entry Last Updated : 9/23/2020

Land SideRamp131 USACEINSPECT

0.72 0.72 Ramp Ramp on the landside. Not shown on the as-builts.
Entry Last Updated : 9/23/2020

Land SideRamp219 LEVEELOG

0.82 0.82 Ramp Unpaved access ramp on the landside slope and crown, 
approximately 12 feet wide by 40 feet long at the crown.
Entry Last Updated : 9/23/2020

Land SideRamp132 USACEINSPECT

0.86 0.86 Ramp Unpaved access ramp on the landside slope and crown, 
approximately 12 feet wide by 45 feet long at the crown.
Entry Last Updated : 9/23/2020

Land SideRamp133 USACEINSPECT
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0.87 0.87 Structure Cable wire on the waterside.
Entry Last Updated : 11/14/2017

Water SideOther220 LEVEELOG

0.97 0.97 Ramp Access ramp on the landside slope. Shown on As-Built 
Drawing No. 63-25.
Entry Last Updated : 9/23/2020

Land SideRamp221 LEVEELOG

0.98 0.98 Fence Barbed wire cross fence on the landside slope.
Entry Last Updated : 9/23/2020

Land SideBarbed Wire134 USACEINSPECT

0.98 0.98 Mark Left bank levee of Owens Creek. End of Unit 10.
Entry Last Updated : 9/23/2020

Land SideBoundary17 GEILEVEELOG

0.98 0.98 Gate Gate on the landside.
Entry Last Updated : 9/23/2020

Land SideChain Link222 LEVEELOG

0.98 0.98 Mark 1 milepost on the waterside shoulder.
Entry Last Updated : 9/23/2020

Water SideMarker20 GEILEVEELOG

0.99 0.99 Revetment Concrete debris on the landside slope. Extends 
approximately 30 feet along the levee.
Entry Last Updated : 9/23/2020

Land SideConcrete135 USACEINSPECT

1.00 1.00 UCIP DS_ID:19934
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Owens Creek Irrigation 
Structure] 1 of 7: 96-inch by 168-inch reinforced concrete 
gravity irrigation opening. Metal slots on the waterside 
(WS) for wooden flashboards. Timber bridge across 
irrigation structure. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.00), listed as a seven 8-foot by 14-foot 
reinforced concrete structure, known as Owens Creek 
Structure].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Non-Round21 UCIPAPR2021

1.00 1.00 UCIP DS_ID:19719
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Owens Creek Irrigation 
Structure] 2 of 7: 96-inch by 168-inch reinforced concrete 
gravity irrigation opening. Metal slots on the waterside 
(WS) for wooden flashboards. Timber bridge across 
irrigation structure. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.00), listed as a seven 8-foot by 14-foot 
reinforced concrete structure, known as Owens Creek 
Structure].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Non-Round22 UCIPAPR2021
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1.00 1.00 UCIP DS_ID:19720
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Owens Creek Irrigation 
Structure] 3 of 7: 96-inch by 168-inch reinforced concrete 
gravity irrigation opening. Metal slots on the waterside 
(WS) for wooden flashboards. Timber bridge across 
irrigation structure. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.00), listed as a seven 8-foot by 14-foot 
reinforced concrete structure, known as Owens Creek 
Structure]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Non-Round23 UCIPAPR2021

1.00 1.00 UCIP DS_ID:19721
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Owens Creek Irrigation 
Structure] 4 of 7: 96-inch by 168-inch reinforced concrete 
gravity irrigation opening. Metal slots on the waterside 
(WS) for wooden flashboards. Timber bridge across 
irrigation structure. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.00), listed as a seven 8-foot by 14-foot 
reinforced concrete structure, known as Owens Creek 
Structure]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Non-Round24 UCIPAPR2021

1.00 1.00 UCIP DS_ID:19722
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Owens Creek Irrigation 
Structure] 5 of 7: 96-inch by 168-inch reinforced concrete 
gravity irrigation opening. Metal slots on the waterside 
(WS) for wooden flashboards. Timber bridge across 
irrigation structure. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.00), listed as a seven 8-foot by 14-foot 
reinforced concrete structure, known as Owens Creek 
Structure].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Non-Round25 UCIPAPR2021

1.00 1.00 UCIP DS_ID:19723
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Owens Creek Irrigation 
Structure] 6 of 7: 96-inch by 168-inch reinforced concrete 
gravity irrigation opening. Metal slots on the waterside 
(WS) for wooden flashboards. Timber bridge across 
irrigation structure. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.00), listed as a seven 8-foot by 14-foot 
reinforced concrete structure, known as Owens Creek 
Structure]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Non-Round26 UCIPAPR2021
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1.01 1.01 UCIP DS_ID:19724
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: [Owens Creek Irrigation 
Structure] 7 of 7: 96-inch by 168-inch reinforced concrete 
gravity irrigation opening. Metal slots on the waterside 
(WS) for wooden flashboards. Timber bridge across 
irrigation structure. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.00), listed as a seven 8-foot by 14-foot 
reinforced concrete structure, known as Owens Creek 
Structure]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Non-Round28 UCIPAPR2021

1.01 1.01 UCIP DS_ID:19935
EP_NO: N/A
Crossing Status: Not Found
FIELD_STRUCT_DESC: 36-inch reinforced concrete 
irrigation siphon pipe through the levee, 10 feet below the 
crown. This pipe ties into a 24-inch corrugated metal pipe 
(CMP) and riser on the right bank of Owens Creek. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
1.02), listed as a 36-inch reinforced concrete pipe (RCP). 
USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 1.02), 
listed as a 36-inch RCP]
Entry Last Updated : 4/16/2021

Land SideCulvert29 UCIPAPR2021

1.01 1.01 Structure Metal walkway on the waterside slope crosses the canal. 
Walkway is approximately 3 feet wide.
Entry Last Updated : 9/23/2020

Water SideWalkway138 USACEINSPECT

1.01 3.43 Fence Barbed wire fence approximately 10 feet from the landside 
levee toe.
Entry Last Updated : 9/23/2020

Land SideBarbed Wire292 LEVEELOG

1.03 1.03 Gate Gate on the landside.
Entry Last Updated : 9/23/2020

Land SideChain Link224 LEVEELOG

1.03 1.03 Ramp Ramp on the landside.
Entry Last Updated : 9/23/2020

Land SideRamp225 LEVEELOG

1.03 1.03 Mark Right bank levee of Owens Creek. End of Unit 9.
Entry Last Updated : 9/23/2020

Land SideBoundary30 GEILEVEELOG

1.03 1.03 Fence Electric fence on the waterside slope.
Entry Last Updated : 9/23/2020

Water SideBarbed Wire5 LEVEELOG

1.03 1.03 Fence Electric fence on the landside slope. Fence connects with 
Unit 9 (L009) gate.
Entry Last Updated : 9/23/2020

Land SideBarbed Wire139 USACEINSPECT
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1.27 1.27 Ramp Aggregate base covered access ramp on the landside 
slope, approximately 40 feet wide. Ramp does not reduce 
the levee prism. Ramp is covered in sod.
Entry Last Updated : 9/23/2020

Land SideRamp226 LEVEELOG

1.27 1.27 Gate Gate on the landside levee toe.
Entry Last Updated : 9/23/2020

Land SideMetal227 LEVEELOG

1.41 1.41 Fence Chain link fence partially buried on the waterside slope.
Entry Last Updated : 9/23/2020

Water SideChain Link141 USACEINSPECT

1.49 1.49 Mark 1.5 mile marker on the waterside hinge. Marker has been 
damaged.
Entry Last Updated : 9/23/2020

Water SideMarker142 USACEINSPECT

1.57 1.57 UCIP DS_ID:19936
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 8-inch corrugated metal gravity 
irrigation pipe through the levee, 7 feet below the crown. 
Slide gate in a 36-inch corrugated metal pipe (CMP) riser 
on the waterside (WS) slope. Concrete headwall on the 
landside (LS) end. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.57), listed as a 8-inch corrugated metal 
pipe (CMP). USACE San Joaquin O&M Manual, Unit 601 
Part 1 (SJR601.1), 1967, Revised 25 May 2011, (HLM 
1.57), listed as a 8-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe34 UCIPAPR2021

1.72 1.72 Structure Utility poles and guy wires approximately 10 feet from the 
landside toe. No permit provided.
Entry Last Updated : 9/23/2020

Land SidePole - Utility145 USACEINSPECT

1.72 4.36 Aerial High voltage line parallel to the levee approximately 10 
feet from the landside toe.
Entry Last Updated : 9/23/2020

Land SideHigh Voltage228 LEVEELOG

1.73 1.73 Fence Barbed wire cross fence on the waterside slope.
Entry Last Updated : 9/23/2020

Water SideBarbed Wire6 LEVEELOG

1.73 1.73 Fence Barbed wire cross fence on the landside slope.
Entry Last Updated : 9/23/2020

Land SideBarbed Wire146 USACEINSPECT

1.73 1.73 Gate 13-foot-wide metal locking gate on the crown. Shown on 
As-Built Drawing No. 63-25.
Entry Last Updated : 9/23/2020

CrownMetal151 USACEINSPECT
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1.73 1.73 Structure Small metal sign post on the waterside slope 
approximately 5 feet from the crown.
Entry Last Updated : 9/23/2020

Water SidePost152 USACEINSPECT

1.74 1.74 At Grade Aggregate base covered Greenhouse Road crosses the 
levee. Metal bridge over canal, approximately 20 feet 
wide. Shown on As-Built Drawing No. 63-25.
Entry Last Updated : 9/23/2020

CrossingRoad / Highway149 USACEINSPECT

1.74 1.74 Structure Bridge across the channel. Levee dips in elevation at the 
bridge. Shown on As-Built Drawing No. 63-25.
Entry Last Updated : 9/23/2020

Water SideBridge212 USACEINSPECT

1.74 1.74 Structure Utility pole on the landside toe.
Entry Last Updated : 9/23/2020

Land SidePole - Utility2 LEVEELOG

1.74 1.74 Fence Metal cross fence on the waterside slope.
Entry Last Updated : 9/23/2020

Water SideMetal8 LEVEELOG

1.74 1.74 Fence Metal cross fence on the landside slope.
Entry Last Updated : 9/23/2020

Land SideMetal147 USACEINSPECT

1.74 1.74 Gate 13-foot-wide metal locking gate on the crown. Shown on 
As-Built Drawing No. 63-25.
Entry Last Updated : 9/23/2020

CrownMetal148 USACEINSPECT

1.74 1.74 Aerial High voltage power lines perpendicular to the crown.
Entry Last Updated : 9/23/2020

Land SideHigh Voltage230 LEVEELOG

1.78 1.78 Structure Utility pole on the landside toe.
Entry Last Updated : 9/23/2020

Land SidePole - Utility231 LEVEELOG

1.81 1.81 Revetment Waterside berm concrete rubble revetted.
Entry Last Updated : 9/23/2020

Water SideRubble43 GEILEVEELOG

1.84 1.84 Structure Utility pole on the landside toe.
Entry Last Updated : 9/23/2020

Land SidePole - Utility232 LEVEELOG

1.91 1.91 Structure Utiliity pole on the landside toe.
Entry Last Updated : 9/23/2020

Land SidePole - Utility233 LEVEELOG

1.99 1.99 Structure Utility pole on the landside toe.
Entry Last Updated : 9/23/2020

Land SidePole - Utility234 LEVEELOG
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1.99 1.99 Mark 2 milepost on the waterside shoulder.
Entry Last Updated : 9/23/2020

Water SideMarker44 GEILEVEELOG

2.00 2.00 Ramp Aggregate base covered access ramp on the landside 
slope. Ramp does not reduce the levee prism. Ramp is 
covered in sod. Shown on As-Built Drawing No. 63-25.
Entry Last Updated : 9/23/2020

Land SideRamp153 USACEINSPECT

2.06 2.06 Structure Pole on the landside toe.
Entry Last Updated : 9/23/2020

Land SidePole - Utility235 LEVEELOG

2.09 2.09 Revetment Concrete debris on the waterside slope, non-engineered, 
various sizes, extends approximately 100 feet along the 
levee.
Entry Last Updated : 9/24/2020

Water SideConcrete154 USACEINSPECT

2.13 2.13 Structure Utility pole on the lanside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility236 LEVEELOG

2.20 2.20 Revetment Concrete blocks and rounded cobble revetment on the 
waterside slope, non-engineered, various sizes, extends 
approximately 100 feet.
Entry Last Updated : 9/24/2020

Water SideCobble155 USACEINSPECT

2.20 2.20 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility237 LEVEELOG

2.20 2.20 Aerial High voltage lines crossing above the levee.
Entry Last Updated : 9/24/2020

CrossingHigh Voltage238 LEVEELOG

2.27 2.27 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility239 LEVEELOG

2.35 2.35 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility240 LEVEELOG

2.42 2.42 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility241 LEVEELOG

2.49 2.49 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility242 LEVEELOG

2.56 2.56 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility243 LEVEELOG
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2.62 2.62 Gate Metal gate on the landside slope.
Entry Last Updated : 9/24/2020

Land SideMetal245 LEVEELOG

2.62 2.62 Structure High voltage pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility244 LEVEELOG

2.63 2.63 Fence Barbed wire cross fence on the waterside slope.
Entry Last Updated : 9/24/2020

Water SideBarbed Wire9 LEVEELOG

2.63 2.63 Fence Barbed wire cross fence on the landside slope.
Entry Last Updated : 9/24/2020

Land SideBarbed Wire157 USACEINSPECT

2.63 2.63 Gate 13-foot-wide, chain link, non-locking gate on the crown.
Entry Last Updated : 9/24/2020

CrownChain Link246 LEVEELOG

2.63 2.63 Ramp Ramp on the landside slope.
Entry Last Updated : 9/24/2020

Land SideRamp48 GEILEVEELOG

2.63 2.63 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility247 LEVEELOG

2.64 2.64 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 9/24/2020

CrossingCommunications50 GEILEVEELOG

2.67 3.70 Revetment Concrete debris up to 2.5 square feet on the waterside 
slope, non-engineered.
Entry Last Updated : 9/24/2020

Water SideConcrete168 USACEINSPECT

2.68 2.68 Fence Barbed wire fence on the waterside.
Entry Last Updated : 9/24/2020

Water SideBarbed Wire12 LEVEELOG

2.68 2.68 Fence Barbed wire fence on the landside.
Entry Last Updated : 9/24/2020

Land SideBarbed Wire248 LEVEELOG

2.68 2.68 Gate Barbed wire gate on the crown.
Entry Last Updated : 9/24/2020

CrownBarbed Wire249 LEVEELOG

2.69 2.69 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility250 LEVEELOG
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2.71 2.71 UCIP DS_ID:19937
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal 
irrigation siphon pipe through the levee, 7.5 feet below the 
crown. Slide gate in a 36-inch corrugated metal pipe 
(CMP) riser on the waterside (WS) slope. Concrete U-
shaped headwall on the landside (LS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 2.72), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 2.72), listed as a 24-inch 
CMP].
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe52 UCIPAPR2021

2.75 2.75 Structure Weir in the channel.
Entry Last Updated : 9/24/2020

Water SideWeir251 LEVEELOG

2.75 2.75 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility252 LEVEELOG

2.77 2.77 Structure Standpipe on the waterside.
Entry Last Updated : 9/24/2020

Water SideStandpipe253 LEVEELOG

2.82 2.82 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility254 LEVEELOG

2.88 2.88 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility256 LEVEELOG

2.95 2.95 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility255 LEVEELOG

2.99 2.99 Ramp Aggregate base covered access ramp on the landside 
slope. Ramp covered in sod.
Entry Last Updated : 9/24/2020

Land SideRamp160 USACEINSPECT

3.01 3.01 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility257 LEVEELOG

3.01 3.01 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility258 LEVEELOG

3.08 3.08 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility259 LEVEELOG
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3.14 3.14 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility261 LEVEELOG

3.21 3.21 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility262 LEVEELOG

3.23 3.23 Ramp Earth-covered access ramp on the landside slope. Ramp 
does not reduce the levee prism. Ramp is missing 
aggregate.
Entry Last Updated : 9/24/2020

Land SideRamp162 USACEINSPECT

3.28 3.28 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility263 LEVEELOG

3.35 3.35 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility264 LEVEELOG

3.43 3.43 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility265 LEVEELOG

3.43 3.43 Structure Well on the landside.
Entry Last Updated : 9/24/2020

Land SideOther266 LEVEELOG

3.43 3.43 Fence Metal pipe cross fence on the waterside slope.
Entry Last Updated : 9/24/2020

Water SideMetal13 LEVEELOG

3.43 3.43 Fence Metal pipe cross fence on the landside slope.
Entry Last Updated : 9/24/2020

Land SideMetal163 USACEINSPECT

3.43 3.43 Gate 13-foot-wide non-locking metal pipe gate on the crown.
Entry Last Updated : 9/24/2020

CrownMetal164 USACEINSPECT

3.44 3.44 Ramp Ramp on the landside slope.
Entry Last Updated : 9/24/2020

Land SideRamp267 LEVEELOG

3.50 3.50 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility268 LEVEELOG

3.57 3.57 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility269 LEVEELOG

3.63 3.63 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility270 LEVEELOG
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3.69 3.69 Ramp Aggregate base covered access ramp on the landside 
slope. Ramp has minimal gravel. Shown on As-Built 
Drawing No. 63-25.
Entry Last Updated : 9/24/2020

Land SideRamp167 USACEINSPECT

3.70 3.70 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility271 LEVEELOG

3.70 3.70 Revetment Concrete revetment across Bear Creek. Abutment cobble 
grouted.
Entry Last Updated : 9/24/2020

Water SideConcrete63 GEILEVEELOG

3.70 3.70 Gate 13-foot-wide non-locking metal pipe gate on the crown.
Entry Last Updated : 9/24/2020

CrownMetal169 USACEINSPECT

3.71 3.71 Mark Left bank levee of Bear Creek. End of Unit 8.
Entry Last Updated : 9/24/2020

CrownBoundary61 GEILEVEELOG

3.71 3.71 Ramp Asphalt and aggregate base covered access ramp on the 
waterside slope to the Bear Creek Diversion Structure. 
Ramp does not reduce the levee prism. Ramp is in good 
condition.
Entry Last Updated : 9/24/2020

Water SideRamp170 USACEINSPECT

3.72 3.76 Structure Concrete bridge over Bear Creek. Approximately 18 feet 
wide. Shown on As-Built Drawing No. 63-25.
Entry Last Updated : 9/24/2020

CrownBridge172 USACEINSPECT

3.74 3.74 Structure Bear Creek Diversion Structure upstream.
Entry Last Updated : 9/24/2020

Water SideOther64 GEILEVEELOG

3.76 3.76 Ramp Ramp on the waterside slope.
Entry Last Updated : 9/24/2020

Water SideRamp274 LEVEELOG

3.76 3.76 Structure Control box on the waterside.
Entry Last Updated : 9/24/2020

Water SideControl Box275 LEVEELOG

3.78 3.78 Mark Right bank levee of Bear Creek. End of Unit 7.
Entry Last Updated : 9/24/2020

Water SideBoundary67 GEILEVEELOG

3.79 3.79 Fence Barbed wire fence on the waterside.
Entry Last Updated : 9/24/2020

Water SideBarbed Wire14 LEVEELOG

3.79 3.79 Gate Metal gate on the crown.
Entry Last Updated : 9/24/2020

CrownMetal276 LEVEELOG
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3.79 3.79 Fence Barbed wire fence on the landside.
Entry Last Updated : 9/24/2020

Land SideBarbed Wire277 LEVEELOG

3.79 3.79 Ramp Aggregate base covered access ramp on the landside 
slope and crown, approximately 10 to 12 feet wide and 30 
feet wide at the crown. Shown on As-Built Drawing No. 63-
25.
Entry Last Updated : 9/24/2020

Land SideRamp174 USACEINSPECT

3.79 3.79 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility278 LEVEELOG

3.79 4.84 Structure Aggregate base covered toe road, approximately 10 feet 
wide and 5 feet from the landside toe.
Entry Last Updated : 9/24/2020

Land SideOther179 USACEINSPECT

3.79 4.84 Ditches Ditch along the landside toe, approximately 2 to 4 feet 
wide and 2 to 3 feet deep. Ditch cuts into the projected 
levee prism.
Entry Last Updated : 9/24/2020

Land SideLined175 USACEINSPECT

3.81 3.81 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility279 LEVEELOG

3.81 5.50 Revetment Concrete block debris on the waterside slope around 
bridge and dam structure. Small piles approximately every 
100 to 150 feet. Concrete used for bank stabilization.
Entry Last Updated : 9/24/2020

Water SideConcrete183 USACEINSPECT

3.82 3.82 Structure Weir across the canal. Metal catwalk over the weir in good 
condition. Concrete flow control structure with electrical 
box and water level gauge in good condition. (Permit No. 
18705, 2011 - Stevinson Water District)
Entry Last Updated : 9/24/2020

Water SideWeir182 USACEINSPECT

3.88 3.88 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility280 LEVEELOG

3.94 3.94 Miscellaneou
s

Turnaround on the waterside shoulder.
Entry Last Updated : 9/24/2020

Water SideTurnout72 GEILEVEELOG

3.95 3.95 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility281 LEVEELOG
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4.02 4.02 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility282 LEVEELOG

4.06 4.06 Mark 4 milepost on the waterside shoulder.
Entry Last Updated : 9/24/2020

Water SideMarker73 GEILEVEELOG

4.09 4.09 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility283 LEVEELOG

4.16 4.16 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility284 LEVEELOG

4.23 4.23 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility285 LEVEELOG

4.30 4.30 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility286 LEVEELOG

4.36 4.36 Aerial High voltage line perpendicular to the levee.
Entry Last Updated : 9/24/2020

Land SideHigh Voltage3 LEVEELOG

4.36 4.36 Structure Utility pole on the landside toe.
Entry Last Updated : 9/24/2020

Land SidePole - Utility287 LEVEELOG

4.51 4.51 Ramp Aggregate base covered access ramp on the landside 
slope and crown, approximately 12 to 15 feet wide on the 
slope and 30 feet wide at the crown. Shown on As-Built 
Drawing No. 63-25.
Entry Last Updated : 9/24/2020

Land SideRamp75 GEILEVEELOG

4.51 4.51 Structure Low levee in channel around gas well.
Entry Last Updated : 9/24/2020

Water SideOther76 GEILEVEELOG

4.52 4.52 Ramp Two ramps on the landside slope facing upstream and 
downstream.
Entry Last Updated : 9/24/2020

Land SideRamp77 GEILEVEELOG

4.55 4.55 Structure Gas well in the channel, 75.0 feet from the waterside toe. 
(No evidence of well, 2/86)
Entry Last Updated : 9/24/2020

Water SideOther78 GEILEVEELOG

4.64 4.64 Mark 4.5 milepost on the waterside shoulder.
Entry Last Updated : 9/24/2020

Water SideMarker79 GEILEVEELOG
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4.69 4.69 Ramp Aggregate base covered access ramp on the landside 
slope and crown, approximately 12 to 15 feet wide on the 
slope and 40 feet wide at the crown. Shown on As-Built 
Drawing No. 63-25.
Entry Last Updated : 9/24/2020

Land SideRamp195 USACEINSPECT

4.85 4.85 Ramp Aggregate base covered access ramp on the landside 
slope and crown, approximately 12 to 15 feet wide on the 
slope and 35 feet wide at the crown.
Entry Last Updated : 9/24/2020

Land SideRamp198 USACEINSPECT

4.86 4.86 Structure Wooden post on the waterside.
Entry Last Updated : 9/24/2020

Water SidePost16 LEVEELOG

4.86 4.86 Structure Wooden post on the landside.
Entry Last Updated : 9/24/2020

Land SidePost288 LEVEELOG

5.04 5.04 Mark 5 milepost on the waterside shoulder.
Entry Last Updated : 9/24/2020

Water SideMarker87 GEILEVEELOG

5.11 5.11 Ramp Aggregate base covered access ramp on the landside 
slope and crown, approximately 12 to 15 feet wide on the 
slope and 40 to 45 feet wide at the crown. Shown on As-
Built Drawing No. 63-25.
Entry Last Updated : 9/24/2020

Land SideRamp202 USACEINSPECT

5.13 5.44 Ditches Ditch approximately 5 feet from the landside toe, 4 to 5 
feet wide and approximately 1 to 2 feet deep. Ditch does 
not cut into the levee prism.
Entry Last Updated : 9/24/2020

Land SideUnlined203 USACEINSPECT

5.44 5.44 Ramp Aggregate base covered access ramp on the landside 
slope and crown, approximately 12 to 15 feet wide on the 
slope and 35 feet wide at the crown.  Shown on As-Built 
Drawing No. 63-25.
Entry Last Updated : 9/24/2020

Land SideRamp205 USACEINSPECT
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5.48 5.48 UCIP DS_ID:19938
EP_NO: N/A
Crossing Status: Found
FIELD_STRUCT_DESC: 48-inch corrugated metal 
irrigation siphon pipe through the levee, 10 feet below the 
crown. Slide gate in a 60-inch corrugated metal pipe 
(CMP) riser on the waterside (WS) slope. Concrete 
headwall on the landside (LS) end. WS end capped with a 
0.25-inch steel plate. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 5.48), listed as a 48-inch 
corrugated metal pipe (CMP). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 5.48), listed as a 48-inch CMP]
Entry Last Updated : 4/16/2021

Water Side to 
Land Side

Pipe93 UCIPAPR2021

5.50 5.50 Structure Metal sign with 2-inch-diameter posts and concrete 
footing on the crown.
Entry Last Updated : 9/24/2020

Water SideSign211 USACEINSPECT

5.50 5.50 Fence Barbed wire fence on the landside of the road.
Entry Last Updated : 9/24/2020

Land SideBarbed Wire100 GEILEVEELOG

5.50 5.50 Structure Power pole along the waterside shoulder.
Entry Last Updated : 9/24/2020

Water SidePole - Utility105 GEILEVEELOG

5.50 5.50 Aerial Overhead power line crosses the levee.
Entry Last Updated : 9/24/2020

CrossingHigh Voltage106 GEILEVEELOG

5.50 5.50 Mark 10 milepost on the waterside shoulder.
Entry Last Updated : 9/24/2020

Water SideMarker107 GEILEVEELOG

5.50 5.50 Miscellaneou
s

Aggregate base turnout on crown and landside slope. 
Approximately 15 feet wide by 60 feet long. Shown on As-
Built Drawing No. 63-25.
Entry Last Updated : 9/24/2020

Land SideTurnout289 LEVEELOG

5.51 5.51 Mark End of Unit 22A, left bank levee of East Side Canal. 
Continue ahead through metal drive gate (AI658), turn 
right and cross the bridge, 1.91 miles to Highway 140. 
Roy Visbeck, Snobird Ranch, 13753 Highway 14.
Entry Last Updated : 9/24/2020

CrownBoundary291 LEVEELOG
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0.00 0.00 Structure Right bank levee San Joaquin River at Chowchilla Canal 
Bypass control structure. Four 18 by 20-foot openings with 
electrically operated gates. Bridge across structure
Entry Last Updated : 2/13/2020

Water SideOther2 GEILEVEELOG

0.00 0.00 Gate Cable gate (5H61 lock)
Entry Last Updated : 11/3/2016

CrownCable5 GEILEVEELOG

0.00 0.00 UCIP DS_ID:19944
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: Underground telephone conduit 
of an unknown size or material at the centerline of the 
roadway, at an unknown depth. Provide a field description 
of this crossing. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 0.00), listed as an underground 
telephone cable].
Entry Last Updated : 7/28/2021

CrossingPipe6 UCIPAUG2021

0.00 0.00 Mark Start of unit 23 the right bank of the San Joaquin River.
Entry Last Updated : 1/31/2020

CrownBoundary171 LEVEELOG

0.01 0.01 Fence Steel cable fence on W/S slope at crown. Shown on as-
built drawings.
Entry Last Updated : 1/31/2020

Water SidePost & Cable172 USACEINSPECT

0.02 0.02 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 12-ft wide, 30-ft wide at crown. Does not cut 
into levee prism. Shown on as-built drawings. Drawing 65-
30
Entry Last Updated : 1/31/2020

Water SideRamp174 USACEINSPECT

0.02 0.02 Fence Barbed wire fence 10 to 15 feet from the landward toe.
Entry Last Updated : 11/3/2016

Land SideBarbed Wire7 GEILEVEELOG

0.05 0.05 Ramp Aggregate base covered berm/ramp appx 35-ft wide, 
leading to channel monitoring structure.
Entry Last Updated : 1/31/2020

Water SideRamp176 USACEINSPECT

0.06 0.06 Structure Stream gauging structure on berm about 100 feet water 
ward from levee. Noted as FW #2 in O&M manual Part3, 
Sec. 3100.
Entry Last Updated : 1/31/2020

Water SideGauge175 USACEINSPECT

0.13 1.43 Fence Barbed wire fence 5 to 15 feet from the landward toe.   
Shown on as-built drawings.
Entry Last Updated : 2/6/2020

Land SideBarbed Wire9 GEILEVEELOG
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0.13 0.65 Structure Soil berm 6- to 12-in high along L/S fence. Appx 10- to 15-
ft from L/S toe.
Entry Last Updated : 2/13/2020

Land SideStability Berm177 USACEINSPECT

0.21 0.21 UCIP DS_ID:19945
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 13 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
(Plans to construct a new discharge structure and to 
rehabilitate one existing diversion structure to return 
intercepted seepage to the San Joaquin River authorized 
under Permit No. 13085, 1981 - Diener, Dry River Farms). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
0.21), listed as a 30-inch square reinforced concrete box 
culvert (RCBC). USACE San Joaquin O&M Manual, Unit 
601 Part 1 (SJR601.1), 1967, Revised 25 May 2011, 
(HLM 0.21), listed as a 2.5-foot by 2.5-foot RCBC]
Entry Last Updated : 7/28/2021

Water Side to 
Land Side

Culvert10 UCIPAUG2021

0.33 0.33 Ramp Unpaved access ramp on W/S slope and crown. Appx 15-
ft wide, 100-ft wide at crown. Does not cut into levee 
prism. Shown on as-built drawing 65-30.
Entry Last Updated : 2/3/2020

Water SideRamp182 USACEINSPECT

0.47 0.47 Miscellaneou
s

Turnout on crown and L/S slope with two access ramps. 
Appx 10-ft wide by 100-ft long. Good condition. Permit No. 
5403; 'No Objection' letter present.
Entry Last Updated : 2/3/2020

Land SideTurnout183 USACEINSPECT

5403

0.48 0.48 Ramp Two ramps on the landward slope facing up and 
downstream.  Shown on as-built drawing 65-30.
Entry Last Updated : 2/3/2020

Land SideRamp14 GEILEVEELOG

0.50 0.50 Mark 0.5 milepost on waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker16 GEILEVEELOG

0.51 0.51 Miscellaneou
s

Turn around provided on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideTurnout17 GEILEVEELOG

0.61 0.61 Structure Gravel placed in berm on L/S slope and W/S slope. 
Possibly seepage repair site.
Entry Last Updated : 2/3/2020

Water Side and 
Land Side

Seepage Berm18 USACEPI
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0.64 0.64 Structure 2- to 3-in graded gravel berm at L/S toe. Apparent 
seepage repair. Appx 8- to 10-ft wide, 50- to 75-ft long. 
Estimated 6- to 12-in deep.
Entry Last Updated : 2/3/2020

Land SideSeepage Berm186 USACEINSPECT

0.65 0.65 Structure Soil berm at W/S toe. Appx 12-ft wide, 2- to 3-ft high, and 
150-ft long. Possibly related to seepage repair.
Entry Last Updated : 2/3/2020

Water SideSeepage Berm189 USACEINSPECT

0.72 1.53 Revetment 2- to 4-in gravel on L/S slope, toe, and berm. 
Seepage/flood fighting repair. Appx 50-ft wide from L/S 
toe landward. Elevation of L/S toe is below W/S toe.
Entry Last Updated : 2/6/2020

Land SideRock191 USACEINSPECT

0.74 0.74 Ramp Aggregate base covered access ramp on L/S slope and 
crown composed of loosely compacted seepage repair 
material. Appx 30-ft wide. Does not cut into levee prism. 
Not shown on as-built drawings.
Entry Last Updated : 2/3/2020

Land SideRamp194 USACEINSPECT

0.81 1.00 Structure Possible overbuilt soil berm on W/S slope. Appx 35- to 40-
ft wide, 4- to 6-ft high. Channel side slope is not uniform, 
likely fill. Apparently compacted and maintained.
Entry Last Updated : 2/3/2020

Water SideStability Berm196 USACEINSPECT

0.81 0.81 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Appx 12-ft wide, 25-ft wide at crown. Does not cut 
into levee prism.
Entry Last Updated : 2/3/2020

Water SideRamp195 USACEINSPECT

0.87 0.87 Miscellaneou
s

Turnout on landside.
Entry Last Updated : 2/1/2017

Land SideTurnout354 LEVEELOG

0.88 0.88 Ramp Aggregate base covered access ramp on L/S slope and 
crown composed of loosely compacted seepage repair 
material. Appx 30-ft wide. Does not cut into levee prism. 
Not shown on as-built drawings.
Entry Last Updated : 2/3/2020

Land SideRamp199 USACEINSPECT

0.94 0.94 Ramp Aggregate base covered access ramp on W/S slope and 
crown. Not shown on as-built drawings. Two ramps facing 
upstream and downstream.
Entry Last Updated : 2/13/2020

Water SideRamp202 USACEINSPECT

0.95 0.95 Structure Monitoring well and pathway in channel. Noted in O&M 
manual and log.
Entry Last Updated : 2/3/2020

Water SideMonitoring Well205 USACEINSPECT
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0.96 0.96 Structure Well standpipe appx 40-ft from W/S toe. Permit No. 
17086; `No Objection letter present.
Entry Last Updated : 2/3/2020

Water SideStandpipe206 USACEINSPECT

17086

1.03 1.03 Ramp Two ramps on waterward slope facing up and downstream.
Entry Last Updated : 11/3/2016

Water SideRamp29 GEILEVEELOG

1.07 1.07 UCIP DS_ID:19946
EP_NO: 13735
Crossing Status: Not Found
FIELD_STRUCT_DESC: 24-inch coated steel gravity 
drainage pipe through the levee, 2 feet below the crown. 
Steel cutoff wall at the center of the levee. Siphon breaker 
with protective housing on the apex of the pipe on the 
landside (LS) shoulder. Galvanized siphon vent pipe on 
the LS shoulder. Rock revetment on the waterside (WS) 
slope. Roadway padded over crossing. (Plans to install 
two 24-inch steel discharge pipelines through the levee to 
dispose of seepage water collected in farm sumps Nos. 8 
and 12 authorized under Permit No. 13735, 1983 - Rio 
Seco Farm). [Additional Reference(s): DWR Levee Log, 
2002 (HLM 1.07), listed as a 24-inch steel pipe].
Entry Last Updated : 7/28/2021

CrossingPipe31 UCIPAUG2021

13735

1.07 1.07 Structure 2- to 4-in gravel berm on L/S slope. Possible seepage 
repair site. Appx 35-ft wide. Overbuilt on L/S slope by 3- to 
4-ft.
Entry Last Updated : 2/6/2020

Land SideSeepage Berm209 USACEINSPECT

1.09 1.09 Miscellaneou
s

Turnout on crown and W/S slope. Appx 20-ft wide by 100-
ft long. Crest up to 3-ft below levee crown. Good condition.
Entry Last Updated : 2/3/2020

Water SideTurnout211 USACEINSPECT

1.13 1.13 Structure  2- to 4-in gravel berm on L/S slope. Possible seepage 
repair site. Appx 35- to 45-ft wide. Overbuilt on L/S slope 
by 5- to 6-ft.
Entry Last Updated : 2/6/2020

Land SideSeepage Berm212 USACEINSPECT

1.13 1.13 Miscellaneou
s

Turnout on lanside.
Entry Last Updated : 2/1/2017

Land SideTurnout356 LEVEELOG

1.21 1.21 Ditches Ditch appx appx 15- to 20-ft from L/S toe. Appx 3-ft wide, 
3-ft deep, 150- to 200-ft long. Dry condition. Possible past 
seepage location. Not shown on as-built drawings.
Entry Last Updated : 2/3/2020

Land SideUnlined213 USACEINSPECT

1.30 1.30 Ramp Two ramps on the landward slope facing up and 
downstream.
Entry Last Updated : 11/3/2016

Land SideRamp32 GEILEVEELOG
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1.46 1.46 Miscellaneou
s

Shown on as-built drawing 65-30 as ramps going 
upstream and downstream.  Turnout on crown and L/S 
slope. Appx 10-ft wide by 100-ft long, crest up to appx 1-ft 
below levee crown.
Entry Last Updated : 2/3/2020

Land SideTurnout215 USACEINSPECT

1.46 1.46 UCIP DS_ID:19947
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: Telephone conduit of an 
unknown size or material under the levee crown, at an 
unknown depth. [Additional Reference(s): DWR Levee 
Log, 2002 (HLM 1.46), listed a a phone cable].
Entry Last Updated : 7/28/2021

CrossingPipe34 UCIPAUG2021

1.50 1.50 Mark 1.5 milepost on waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker35 GEILEVEELOG

1.51 1.51 Structure Observation monitoring well with concrete apron on R/S 
slope. 30-in diameter apron, 20-in diameter casing. Not 
shown on as-built drawings. Permit No. 17086; 'No 
Objection' letter present.
Entry Last Updated : 2/3/2020

Water SideMonitoring Well216 USACEINSPECT

17086

1.53 1.53 Ramp Unpaved access ramp on L/S slope and crown. Appx 15-ft 
wide, 35-ft wide at crown. Cuts appx 8- to 12-in into levee 
prism. Not shown on as-built drawings.
Entry Last Updated : 2/3/2020

Land SideRamp218 USACEINSPECT

1.53 1.53 Structure Monitoring well within 15 feet of WS toe. Flush with grade. 
Not in log.
Entry Last Updated : 2/3/2020

Water SideMonitoring Well37 USACEPI

1.54 9.75 Fence Barbed wire fence approximately 10 feet from the 
landward toe of the levee.
Entry Last Updated : 11/13/2017

Land SideBarbed Wire391 LEVEELOG

1.54 1.54 Gate 15-ft-wide metal locking gate on L/S ramp with barbed 
wire fence on both sides. Parallel to levee with adequate 
vehicle clearance.
Entry Last Updated : 2/3/2020

Land SideMetal221 USACEINSPECT

1.54 1.54 Ramp Unpaved access ramp on W/S slope. Appx 20-ft wide, 30-
ft wide at crown. Does not cut into levee prism. Not shown 
on as-built drawings.
Entry Last Updated : 2/3/2020

Water SideRamp220 USACEINSPECT
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1.59 1.59 Structure Soil berm on W/S slope. Appx 12-ft wide, 4-ft high, and 50-
ft in length. Loose sand material with ruts.
Entry Last Updated : 2/6/2020

Water SideStability Berm222 USACEINSPECT

1.63 1.63 UCIP DS_ID:19948
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 11 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
1.64), listed as a 30-inch square reinforced concrete box 
culvert [RCBC]].
Entry Last Updated : 7/28/2021

CrossingPipe41 UCIPAUG2021

1.64 1.64 Miscellaneou
s

Fill borrow pit appx 25- to 50-ft from W/S toe up to 15-ft 
deep
Entry Last Updated : 2/4/2020

Water SidePit226 USACEINSPECT

1.64 1.72 Structure Soil berm on W/S slope. Appx 20- to 40-ft wide, 5- to 8-ft 
high. Berm crest is above levee crown and has vehicle 
tracks.
Entry Last Updated : 2/6/2020

Water SideStability Berm225 USACEINSPECT

1.65 1.65 Ramp Access ramp on W/S to soil berm. Poorly compacted 
loose sand material. Appx 12-ft wide, 15-ft long. Cuts 
appx 1- to 2-ft into levee prism.
Entry Last Updated : 2/4/2020

Water SideRamp227 USACEINSPECT

1.79 1.79 Revetment Berm concrete rubble revetted.
Entry Last Updated : 11/3/2016

Water SideRubble44 GEILEVEELOG

1.82 1.82 Miscellaneou
s

Turnout on waterward side of the levee.
Entry Last Updated : 11/13/2017

Water SideTurnout230 USACEINSPECT

1.84 1.92 Revetment Concrete blocks on W/S slope/erosional scarp. Not 
engineered. Concrete appears to be used as slope 
protection.
Entry Last Updated : 2/6/2020

Water SideRubble231 USACEINSPECT

1.99 1.99 Structure Soil berm 13-ft wide, 4-ft high, and 25-ft in length on W/S 
slope. Possible ramp or turnout. Lower than crown.
Entry Last Updated : 2/6/2020

Water SideStability Berm233 USACEINSPECT

2.00 2.00 Ramp Ramp on waterward slope not gravel.
Entry Last Updated : 11/13/2017

Water SideRamp45 GEILEVEELOG
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2.12 2.12 Revetment Berm rubble revetted.
Entry Last Updated : 11/3/2016

Water SideRubble47 GEILEVEELOG

2.13 2.13 Ramp Ramp on W/S slope
Entry Last Updated : 2/6/2020

Water SideRamp234 USACEINSPECT

2.21 2.21 Ramp Access ramp on waterward slope of the levee.
Entry Last Updated : 11/13/2017

Water SideRamp357 LEVEELOG

2.38 2.38 Ramp Sod covered access ramp on L/S slope and crown. Appx 
10-ft wide, 20-ft wide at crown. Cuts appx 1-ft into levee 
prism. Shown on as-built drawings.
Entry Last Updated : 2/4/2020

Land SideRamp235 USACEINSPECT

2.41 2.41 Ramp Ramp on waterward slope.
Entry Last Updated : 11/3/2016

Water SideRamp49 GEILEVEELOG

2.47 2.47 Ramp Dirt covered access ramp on the waterward slope of the 
levee.
Entry Last Updated : 11/13/2017

Water SideRamp358 LEVEELOG

2.48 2.48 Ramp Sod covered access ramp on L/S slope and crown. Appx 
15-ft wide, 20-ft wide at crown. Does not cut into levee 
prism. Not shown on as-built drawings.
Entry Last Updated : 2/6/2020

Land SideRamp236 USACEINSPECT

2.48 2.48 Gate Barbed wire fence that can be opened by removing fence 
post.
Entry Last Updated : 11/13/2017

Land SideBarbed Wire359 LEVEELOG

2.73 2.73 Ramp Ramp on waterward slope not gravel.
Entry Last Updated : 11/3/2016

Water SideRamp51 GEILEVEELOG

2.75 2.75 Structure Soil berm 8- to 10-ft wide, 6-ft high, and 50-ft in length on 
W/S slope.
Entry Last Updated : 2/4/2020

Water SideStability Berm237 USACEINSPECT

2.84 2.84 Structure High voltage power pole approximately 15ft from landward 
toe of the levee.
Entry Last Updated : 11/13/2017

Land SidePole - Utility360 LEVEELOG

2.84 3.02 Aerial High voltage lines running parallel to the levee approx. 15 
feet from the landward toe.
Entry Last Updated : 11/13/2017

Land SideHigh Voltage361 LEVEELOG
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2.90 2.90 Structure High voltage pole approximately 15 ft from the landward 
toe of the levee.
Entry Last Updated : 11/13/2017

Land SidePole - Utility362 LEVEELOG

2.90 2.90 Miscellaneou
s

Turnout on crown and W/S slope. Appx 10-ft wide by 60-ft 
long. Crest up to 18-in below levee crown. Shown on as-
built drawings.
Entry Last Updated : 2/4/2020

Water SideTurnout239 USACEINSPECT

2.95 2.95 Structure High voltage pole approximately 15 ft from the landward 
toe of the levee.
Entry Last Updated : 11/13/2017

Land SidePole - Utility363 LEVEELOG

2.98 2.98 UCIP DS_ID:19951
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 9 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
2.99), listed as a 30-inch reinforced concrete box culvert 
(RCBC)].
Entry Last Updated : 7/28/2021

CrossingPipe56 UCIPAUG2021

3.01 3.01 Structure High voltage pole approximately 15 ft from the landward 
toe of the levee.
Entry Last Updated : 11/13/2017

Land SidePole - Utility364 LEVEELOG

3.04 3.04 Structure USBR monitoring well/standpipe appx 60-ft from W/S toe. 
Appx 6-in diameter, 30-in high, with lockable cap. 2- by 2-
ft concrete apron. Not shown on as-built drawings. 
Unclear if abandoned.
Entry Last Updated : 2/4/2020

Water SideMonitoring Well242 USACEINSPECT

3.15 3.15 Ramp Unpaved access ramp on W/S slope and crown. Appx 15-
ft wide, 40-ft wide at crown. Does not cut into levee prism. 
Shown on as-built drawing 65-30.
Entry Last Updated : 2/4/2020

Water SideRamp243 USACEINSPECT

3.39 3.39 Ramp Soil berm/sod covered access ramp 15-ft wide, 3-ft high, 
and 35-ft in length on W/S slope and crown.
Entry Last Updated : 2/4/2020

Water SideRamp244 USACEINSPECT

3.40 3.40 Miscellaneou
s

Turnout on crown on the landward side of the levee.
Entry Last Updated : 2/4/2020

Land SideTurnout245 USACEINSPECT
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3.71 3.71 Ramp Unpaved access ramp on W/S slope and crown. Appx 15-
ft wide, 30-ft wide at crown. Does not cut into levee prism. 
Not shown on as-built drawings.
Entry Last Updated : 2/4/2020

Water SideRamp246 USACEINSPECT

3.72 3.80 Revetment Concrete blocks up to 4-ft diameter on W/S slope. 
Concrete used as slope protection.
Entry Last Updated : 2/4/2020

Water SideConcrete247 USACEINSPECT

3.90 3.90 Miscellaneou
s

Gravel covered turnout on W/S slope and crown. Appx 10-
ft wide, 45-ft wide at crown. Does not cut into levee prism. 
Shown on as-built drawings.
Entry Last Updated : 2/4/2020

Water SideTurnout249 USACEINSPECT

3.97 3.97 Mark 4 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker67 GEILEVEELOG

4.04 4.13 Aerial High voltage lines running parallel to the landward toe of 
the levee approx. 15 ft away.
Entry Last Updated : 11/13/2017

Land SideHigh Voltage366 LEVEELOG

4.04 4.04 Structure High voltage pole approximately 15 ft from the landward 
toe of the levee.
Entry Last Updated : 11/13/2017

Land SidePole - Utility365 LEVEELOG

4.13 4.13 Aerial Overhead power line crosses the levee.
Entry Last Updated : 11/3/2016

CrossingHigh Voltage69 GEILEVEELOG

4.13 4.13 Structure Utility pole and guy wire appx 20-ft from L/S toe. 
Overhead power lines traverse levee with appx 40-ft 
vertical clearance.
Entry Last Updated : 2/4/2020

Land SidePole - Utility250 USACEINSPECT

4.41 4.41 Miscellaneou
s

Turnout on the landward side of the crown.
Entry Last Updated : 11/13/2017

Land SideTurnout71 GEILEVEELOG

4.41 4.41 Ramp Ramp on the waterside of the levee.
Entry Last Updated : 11/13/2017

Water SideRamp367 LEVEELOG

4.41 4.45 Miscellaneou
s

U-shaped berm/retaining pond, dry condition. Appx 75-ft 
wide by 150-ft long. 8- to 10-ft wide at crest, 20-ft wide at 
base. Potential to pond water.
Entry Last Updated : 2/4/2020

Water SidePit251 USACEINSPECT

4.41 4.41 Structure Metal pole on L/S slope and turnout.
Entry Last Updated : 2/4/2020

Land SidePole253 USACEINSPECT
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4.45 4.45 Ramp Ramp on the waterward side of the levee.
Entry Last Updated : 11/13/2017

Water SideRamp252 USACEINSPECT

4.56 4.56 Structure 6-in steel monitoring well appx 20-ft from L/S toe. 
Concrete foot pad with 3-in steel barricade. USBR on lock. 
Not shown on as-built drawings. Permit No. 17086; 'No 
Objection' letter present.
Entry Last Updated : 2/4/2020

Land SideMonitoring Well254 USACEINSPECT

17086

4.58 4.58 Revetment Concrete rubble revetment along waterside bank.
Entry Last Updated : 11/3/2016

Water SideConcrete74 GEILEVEELOG

4.70 4.70 Ramp Ramp on both slopes.
Entry Last Updated : 2/13/2020

Water SideRamp1 LEVEELOG

4.70 4.70 Ramp Ramp on both slopes.
Entry Last Updated : 11/3/2016

Land SideRamp77 GEILEVEELOG

4.71 4.71 UCIP DS_ID:19952
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 4-inch natural gas pipeline of an 
unknown material through the levee, 6 feet below the 
crown. Gas line gaging area and compressor station in 
the channel, 50 feet from the waterside (WS) toe. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
4.72), listed as a 4-inch gas line]
Entry Last Updated : 7/30/2021

CrossingPipe79 UCIPAUG2021

4.79 4.79 Miscellaneou
s

Turnout on crown and W/S slope. Appx 15-ft wide by 50-ft 
long. Crest appx 2-ft below levee crown. Shown on as-
built drawings. Good condition.
Entry Last Updated : 2/4/2020

Water SideTurnout255 USACEINSPECT

4.81 4.81 Ditches Toe ditch at L/S toe. Appx 10-ft wide, 3-ft deep. Created 
by soil berm farther than 15-ft from L/S toe. Areas with 
standing water but mostly dry. Extends for appx 300-ft. 
Not shown on as-built drawings.
Entry Last Updated : 2/4/2020

Land SideUnlined256 USACEINSPECT
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4.85 4.85 UCIP DS_ID:19953
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity irrigation culvert through 
the levee, 10.7 feet below the crown. 4.5-foot by 7-foot 
concrete riser with slide gate on the waterside (WS) slope. 
Concrete U-shaped headwall on each end. 15-foot-long 
cobble revetted inlet channel. [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 4.87), listed as a 30-inch 
square reinforced concrete box culvert (RCBC)].
Entry Last Updated : 8/3/2021

Pipe21 UCIPAUG2021

4.92 4.92 Ramp Two unpaved access ramps on W/S and L/S slopes and 
crown. Appx 10- to 15-ft wide at crown. Does not cut into 
levee prism. Shown on as-built drawing 65-30.
Entry Last Updated : 2/13/2020

Water SideRamp3 LEVEELOG

4.92 4.92 Ramp Two unpaved access ramps on W/S and L/S slopes and 
crown. Appx 10- to 15-ft wide at crown. Does not cut into 
levee prism. Shown on as-built drawing 65-30.
Entry Last Updated : 2/4/2020

Land SideRamp259 USACEINSPECT

4.92 4.92 Fence 12-ft-wide metal/barbed wire locking gate on L/S access 
ramp, appx 15-ft from L/S toe. Barbed wire fence on both 
sides of the gate. Parallel to levee with adequate vehicle 
clearance. Shown on as-built drawings.
Entry Last Updated : 2/13/2020

Water Side and 
Land Side

Barbed Wire4 LEVEELOG

4.92 4.92 Gate 12-ft-wide metal/barbed wire locking gate on L/S access 
ramp, appx 15-ft from L/S toe. Barbed wire fence on both 
sides of the gate. Parallel to levee with adequate vehicle 
clearance. Shown on as-built drawings.
Entry Last Updated : 2/4/2020

Land SideMetal260 USACEINSPECT

4.97 4.97 Mark 5 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker85 GEILEVEELOG

4.98 4.98 Aerial Overhead power lines cross the levee.
Entry Last Updated : 11/3/2016

CrossingHigh Voltage86 GEILEVEELOG

5.21 5.21 Ramp Access ramp on the waterward slope of the levee.
Entry Last Updated : 11/13/2017

Water SideRamp369 LEVEELOG

5.25 5.25 Aerial Overhead power lines traversing levee with appx 30-ft of 
vertical clearance. Utility poles are appx 100-ft outside of 
levee easement.
Entry Last Updated : 2/4/2020

CrossingHigh Voltage262 USACEINSPECT
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5.28 5.28 Ramp Sod-covered access ramp on W/S slope and crown. Appx 
15-ft wide. Does not cut into levee prism. Not shown on 
as-built drawings.
Entry Last Updated : 2/4/2020

Water SideRamp263 USACEINSPECT

5.41 5.41 Ramp Ramp on both slopes, metal drive gate on the landside 
ramp.  Shown on as-built drawing 65-30.
Entry Last Updated : 2/13/2020

Water SideRamp8 LEVEELOG

5.41 5.41 Fence 15-ft-wide metal chain link locking gate on L/S access 
ramp. Barbed wire fence on both sides of gate. Parallel to 
levee with adequate vehicle clearance. Shown on as-built 
drawings.
Entry Last Updated : 2/13/2020

Water Side and 
Land Side

Barbed Wire11 LEVEELOG

5.41 5.41 Ramp Ramp on both slopes, metal drive gate on the landside 
ramp.  Shown on as-built drawing 65-30.
Entry Last Updated : 2/4/2020

Land SideRamp90 GEILEVEELOG

5.41 5.41 Gate 15-ft-wide metal chain link locking gate on L/S access 
ramp. Barbed wire fence on both sides of gate. Parallel to 
levee with adequate vehicle clearance. Shown on as-built 
drawings.
Entry Last Updated : 2/4/2020

Land SideMetal265 USACEINSPECT

5.48 5.48 Mark 5.5 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker92 GEILEVEELOG

5.68 5.68 UCIP DS_ID:19954
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 36-inch by 36-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 9 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete U-shaped headwall on 
each end. 5-foot-long cobble revetted outlet channel. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
5.71), listed as a 36-inch square reinforced concrete box 
culvert (RCBC). USACE San Joaquin O&M Manual, Unit 
601 Part 1 (SJR601.1), 1967, Revised 25 May 2011, 
(HLM 5.71), listed as a 3-foot by 3-foot RCBC]].
Entry Last Updated : 7/28/2021

Pipe22 UCIPAUG2021

5.89 5.89 Miscellaneou
s

Turnout on crown and W/S slope. Appx 10-ft wide by 50-ft 
long. Shown on as-built drawings. Good condition.
Entry Last Updated : 2/4/2020

Water SideTurnout269 USACEINSPECT

5.97 5.97 Mark 6 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker97 GEILEVEELOG
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6.06 6.06 Aerial Overhead power line crosses the levee.  Power pole on 
waterward side.  Power pole on landward side with guy 
wire crosses levee.
Entry Last Updated : 11/3/2016

CrossingHigh Voltage98 GEILEVEELOG

6.35 6.35 Miscellaneou
s

Turnout on crown and L/S slope. Appx 8- to 10-ft wide by 
100-ft long. Shown on as-built drawings.
Entry Last Updated : 2/5/2020

Land SideTurnout273 USACEINSPECT

6.35 6.35 Fence Barbed wire fence appx 15-ft from L/S toe. Appx 100-ft 
long. Distance from toe varies between 15-ft and 20-ft due 
to L/S toe location being undefined. Parallel to levee with 
adequate vehicle clearance.
Entry Last Updated : 2/5/2020

Land SideBarbed Wire272 USACEINSPECT

6.48 6.48 Mark 6.5 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker103 GEILEVEELOG

6.59 6.59 Structure Monitoring well at LS toe not in log.
Entry Last Updated : 2/5/2020

Land SideMonitoring Well274 USACEINSPECT

17086

6.59 6.62 Revetment Berm is concrete rubble revetted.
Entry Last Updated : 11/3/2016

Water SideConcrete104 GEILEVEELOG

6.59 6.59 Structure Monitoring well on L/S slope appx 6-ft from crown. Not 
shown on as-built drawings. Permit No. 17086; 'No 
Objection' letter present.
Entry Last Updated : 2/5/2020

Land SideMonitoring Well275 USACEINSPECT

6.62 6.72 Revetment Rock revetment on the waterward slope of the levee.
Entry Last Updated : 11/13/2017

Water SideRock370 LEVEELOG

6.72 6.72 Miscellaneou
s

Turnout on crown and L/S slope. Appx 12-ft wide by 30-ft 
long.
Entry Last Updated : 2/5/2020

Land SideTurnout276 USACEINSPECT

6.72 6.72 Revetment Concrete blocks on W/S river bank, concrete used as 
bank protection. Appx 3-ft diameter blocks and 150-ft 
length. River bank is within 15-ft of R/S toe.
Entry Last Updated : 2/5/2020

Water SideConcrete277 USACEINSPECT

6.72 10.23 Fence Barbed wire fence appx 15-ft from L/S toe. Fence 
distance varies from 5- to 15-ft from L/S toe. Potential 
safety hazard to flood fighting personnel.
Entry Last Updated : 2/6/2020

Land SideBarbed Wire278 USACEINSPECT
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6.98 6.98 Mark 7 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker106 GEILEVEELOG

6.99 6.99 Structure Soil berm on L/S slope at crown. Appx 20-ft wide and 200-
ft in length. Height varies from on L/S slope to up to crown 
elevation.
Entry Last Updated : 2/5/2020

Land SideStability Berm280 USACEINSPECT

7.01 7.01 Miscellaneou
s

Turnout on crown and W/S slope. Appx 15-ft wide by 100-
ft long. Crest up to 1-ft below levee crown.
Entry Last Updated : 2/13/2020

Water SideTurnout281 USACEINSPECT

7.06 7.06 UCIP DS_ID:19939
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 8.5 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
7.06), listed as a 30-inch square reinforced concrete box 
culvert (RCBC)].
Entry Last Updated : 7/28/2021

CrossingPipe108 UCIPAUG2021

7.31 7.31 Fence Cross fence, metal drive gate.  (5H61 lock)
Entry Last Updated : 11/3/2016

CrossingChain Link110 GEILEVEELOG

7.31 7.31 Fence Fence along waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideChain Link111 GEILEVEELOG

7.32 7.32 Ramp Ramp on both slopes.
Entry Last Updated : 2/13/2020

Water SideRamp12 LEVEELOG

7.32 7.32 Ramp Ramp on both slopes. Two ramps on the landward slope 
facing up and downstream.
Entry Last Updated : 11/3/2016

Land SideRamp112 GEILEVEELOG

7.36 7.36 Miscellaneou
s

Borrow site in channel. (No permit)
Entry Last Updated : 11/3/2016

Water SideDredging114 GEILEVEELOG

7.46 7.46 Fence 28-ft-wide metal locking gate on L/S access road, appx 15-
ft from L/S toe. Barbed wire fence on both sides of gate. 
Parallel to levee with adequate vehicle clearance. Not 
shown on as-built drawings.
Entry Last Updated : 2/13/2020

Land SideBarbed Wire13 LEVEELOG
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7.46 7.46 Ramp Access ramps on both slopes of the levee.
Entry Last Updated : 2/13/2020

Water SideRamp15 LEVEELOG

7.46 7.46 Gate 28-ft-wide metal locking gate on L/S access road, appx 15-
ft from L/S toe. Barbed wire fence on both sides of gate. 
Parallel to levee with adequate vehicle clearance. Not 
shown on as-built drawings.
Entry Last Updated : 2/5/2020

Land SideMetal285 USACEINSPECT

7.46 7.46 Ramp Access ramps on both slopes of the levee.
Entry Last Updated : 11/13/2017

Land SideRamp371 LEVEELOG

7.48 7.48 Mark 7.5 mile post on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker115 GEILEVEELOG

7.83 7.83 Revetment Concrete rubble revetment along waterside bank.
Entry Last Updated : 11/3/2016

Water SideConcrete117 GEILEVEELOG

7.93 7.93 Structure Rain gage and valve on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideGauge118 GEILEVEELOG

8.01 8.01 Mark 8 milepost on the waterward shoulder.
Entry Last Updated : 11/3/2016

Water SideMarker119 GEILEVEELOG

8.28 8.28 Structure Entry Last Updated : 2/5/2020Land SidePole - Utility373 LEVEELOG

8.31 8.31 Gate 30-ft-wide metal locking gate on L/S access ramp and 
barbed wire fence on both sides of gate. Parallel to levee 
with adequate vehicle clearance. Not shown on as-built 
drawings.
Entry Last Updated : 2/5/2020

Land SideMetal289 USACEINSPECT

8.31 8.31 Ramp Access ramp on the landward slope of the levee.
Entry Last Updated : 11/13/2017

Land SideRamp374 LEVEELOG

8.31 8.31 Ramp Unpaved access ramp on L/S slope and crown. Appx 15-ft 
wide, 30-ft wide at crown. Does not cut into levee prism. 
Not shown on as-built drawings.
Entry Last Updated : 2/5/2020

Land SideRamp288 USACEINSPECT
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8.32 8.32 UCIP DS_ID:19940
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 5.2 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
8.33), listed as a 30-inch square reinforced concrete box 
culvert (RCBC). USACE San Joaquin O&M Manual, Unit 
601 Part 1 (SJR601.1), 1967, Revised 25 May 2011, 
(HLM 8.33), listed as a 2.5-foot by 2.5-foot RCBC]
Entry Last Updated : 7/28/2021

CrossingPipe132 UCIPAUG2021

8.32 8.32 Ramp Sod-covered access ramp on W/S slope and crown. Appx 
10-ft wide, 30-ft wide at crown. Does not cut into levee 
prism.
Entry Last Updated : 2/5/2020

Water SideRamp292 USACEINSPECT

8.37 8.37 Structure Utility pole and guy wire appx 15- to 17-ft from L/S toe.
Entry Last Updated : 2/5/2020

Land SidePole - Utility286 USACEINSPECT

8.38 8.38 Aerial Utility line more than 20 feet over levee. Poles in channel.
Entry Last Updated : 2/5/2020

CrossingHigh Voltage128 USACEPI

8.41 8.41 Structure Metal pole with wires on turnout.
Entry Last Updated : 2/5/2020

Land SidePole - Utility296 USACEINSPECT

8.41 8.41 Ramp Two ramps on the landward-slope facing up and 
downstream.
Entry Last Updated : 11/3/2016

Land SideRamp134 GEILEVEELOG

8.42 8.42 Miscellaneou
s

Turnout on crown and L/S slope. Appx 10-ft wide by 100-ft 
long.
Entry Last Updated : 2/5/2020

Land SideTurnout297 USACEINSPECT

8.52 8.52 UCIP DS_ID:19941
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 5.6 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on the landside 
(LS) end. Concrete U-shaped headwall on the WS end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
8.53), listed as a 30-inch square reinforced concrete box 
culvert (RCBC). USACE San Joaquin O&M Manual, Unit 
601 Part 1 (SJR601.1), 1967, Revised 25 May 2011, 
(HLM 8.54), listed as a 2.5-foot by 2.5-foot RCBC]
Entry Last Updated : 7/28/2021

Pipe23 UCIPAUG2021
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9.01 9.29 Aerial High voltage wires running parallel to the landward toe of 
the levee, approx. 10 ft away.
Entry Last Updated : 11/13/2017

Land SideHigh Voltage375 LEVEELOG

9.01 9.01 Structure Utility pole and guy wire appx 10-ft from L/S toe.
Entry Last Updated : 2/5/2020

Land SidePole - Utility301 USACEINSPECT

9.02 9.02 UCIP DS_ID:19560
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch steel gravity irrigation 
pipe through the levee, 2 feet below the crown. Well on 
the waterside (WS). [Additional Reference(s):  USACE 
San Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 
1967, Revised 25 May 2011, (HLM 9.03), listed as a 16-
inch steel pipe]
Entry Last Updated : 7/28/2021

CrossingPipe140 UCIPAUG2021

9.10 9.10 Structure Utility pole and guy wire appx 10-ft from L/S toe.
Entry Last Updated : 2/5/2020

Land SidePole - Utility376 LEVEELOG

9.19 9.19 Structure Utility pole and guy wire appx 10-ft from L/S toe.
Entry Last Updated : 2/5/2020

Land SidePole - Utility377 LEVEELOG

9.24 9.24 Revetment Concrete blocks up to 3-ft diameter between 1-ft and 15-ft 
from W/S toe. Concrete used as bank protection.
Entry Last Updated : 2/5/2020

Water SideConcrete302 USACEINSPECT

9.28 9.28 Structure Utility pole and guy wire appx 10-ft from L/S toe.
Entry Last Updated : 2/5/2020

Land SidePole - Utility305 USACEINSPECT

9.28 9.28 UCIP DS_ID:19561
EP_NO: 
Crossing Status: Not Found
FIELD_STRUCT_DESC: 16-inch steel gravity irrigation 
pipe through the levee, 2 feet below the crown. Well on 
the waterside (WS). [Additional Reference(s):  USACE 
San Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 
1967, Revised 25 May 2011, (HLM 0.21), listed as a 16-
inch steel pipe]
Entry Last Updated : 7/28/2021

CrossingPipe142 UCIPAUG2021

9.29 9.29 Structure High voltage pole approximately 10 ft from the landward 
toe of the levee.
Entry Last Updated : 11/13/2017

Land SidePole - Utility378 LEVEELOG
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9.41 9.41 UCIP DS_ID:19942
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: *REMOVED* 10-inch steel 
irrigation pipe through the levee, at an unknown depth. 
Vent and butterfly valve visible on the landside (LS) toe. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
9.45), listed as a pipe]
Entry Last Updated : 8/3/2021

CrossingPipe143 UCIPAUG2021

9.46 9.46 Ramp Unpaved access ramp on R/S slope and crown. Appx 12-
ft wide, 20-ft wide at crown. Does not cut into levee prism. 
Not shown on as-built drawings.
Entry Last Updated : 2/5/2020

Water SideRamp306 USACEINSPECT

9.51 9.51 Structure Metal box appx 15-ft from L/S toe. Possibly electrical 
device.
Entry Last Updated : 2/5/2020

Land SideControl Box307 USACEINSPECT

9.51 9.51 Ramp Unpaved access ramp on R/S slope and crown. Appx 20-
ft wide. Does not cut into levee prism. Not shown on as-
built drawings.
Entry Last Updated : 2/5/2020

Water SideRamp308 USACEINSPECT

9.53 10.23 Fence Barbed wire fence at W/S toe to within 15-ft of toe. 
Potential safety hazard to flood fighting personnel.
Entry Last Updated : 2/13/2020

Water SideBarbed Wire312 USACEINSPECT

9.53 9.75 Fence Barbed wire fence on the both side of the road.
Entry Last Updated : 11/3/2016

Water Side and 
Land Side

Barbed Wire147 GEILEVEELOG

9.67 9.67 Miscellaneou
s

Turnout on crown and W/S slope. Appx 18-ft wide by 40-ft 
long. Does not cut into levee prism.
Entry Last Updated : 2/5/2020

Water SideTurnout315 USACEINSPECT

9.71 9.71 Structure Soil berm on W/S slope, not compacted. Appx 8-ft wide, 4-
ft high, and 20-ft in length.
Entry Last Updated : 2/5/2020

Water SideStability Berm317 USACEINSPECT

9.71 9.71 Mark Concrete marker / USACE survey marker on L/S slope.
Entry Last Updated : 2/5/2020

Land SideSurvey316 USACEINSPECT

9.75 9.75 Ramp Unpaved access ramp on W/S slope and crown. Appx 25-
ft wide. Does not cut into levee prism. Shown on as-built 
drawings.
Entry Last Updated : 2/5/2020

Water SideRamp319 USACEINSPECT
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9.75 9.75 Ramp Ramp on the landward slope.
Entry Last Updated : 11/13/2017

Land SideRamp149 GEILEVEELOG

9.75 9.75 Gate 15-ft-wide metal locking gate on crown. Not shown on as-
built drawings.
Entry Last Updated : 2/5/2020

CrownMetal323 USACEINSPECT

9.75 9.75 UCIP DS_ID:19943
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Gravelly Ford Canal Irrigation 
Structure] 1 of 2: 48-inch by 63-inch reinforced concrete 
box gravity irrigation culvert through the levee, 10 feet 
below the crown. Concrete U-shaped headwall on each 
end. Gear pedestal slide gate with wall bracket on the 
waterside (WS) headwall. 10-foot-long cobble revetted 
outlet channel. Guardrail on each shoulder. Slide gates on 
the WS. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 9.76), listed as a two 4.0-foot by 5.25-foot reinforced 
concrete box culvert (RCBC). USACE San Joaquin O&M 
Manual, Unit 601 Part 1 (SJR601.1), 1967, Revised 25 
May 2011, (HLM 9.76), listed as a two 5.25-foot by 4-foot 
barrel RCBC]
Entry Last Updated : 8/3/2021

Pipe24 UCIPAUG2021

9.75 9.75 UCIP DS_ID:19980
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [Gravelly Ford Canal Irrigation 
Structure] 2 of 2: 48-inch by 63-inch reinforced concrete 
box gravity irrigation culvert through the levee, 10 feet 
below the crown. Concrete U-shaped headwall on each 
end. Gear pedestal slide gate with wall bracket on the 
waterside (WS) headwall. 10-foot-long cobble revetted 
outlet channel. Guardrail on each shoulder. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 9.76), listed 
as a two 4.0-foot by 5.25-foot reinforced concrete box 
culvert (RCBC). USACE San Joaquin O&M Manual, Unit 
601 Part 1 (SJR601.1), 1967, Revised 25 May 2011, 
(HLM 9.76), listed as a two 5.25-foot by 4-foot barrel 
RCBC].
Entry Last Updated : 8/3/2021

CrossingPipe157 UCIPAUG2021

9.75 9.75 Structure Guardrails on both sides of the crown.
Entry Last Updated : 11/13/2017

Water Side and 
Land Side

Guardrail379 LEVEELOG

9.77 9.77 Ramp Access ramp on the landward side of the levee.
Entry Last Updated : 11/13/2017

Land SideRamp380 LEVEELOG

9.78 9.78 Structure Utility pole and guy wire appx 8-ft from L/S toe.
Entry Last Updated : 2/13/2020

Land SidePole - Utility325 USACEINSPECT
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9.78 9.78 Structure Utility pole and guy wire appx 5-ft from W/S toe.
Entry Last Updated : 2/5/2020

Water SidePole - Utility327 USACEINSPECT

9.78 9.78 Aerial Utility line crossing about 20 feet over roadway.
Entry Last Updated : 2/5/2020

CrossingHigh Voltage381 LEVEELOG

9.78 10.25 Aerial Overhead power lines running parallel to the levee on the 
waterward side approx. 5 feet from levee.
Entry Last Updated : 11/13/2017

Water SideHigh Voltage326 USACEINSPECT

9.81 9.81 Structure Gas pipeline through levee. Unknown size. Marked by 
metal signs on L/S and R/S slopes. Shown on as-built 
drawings.
Entry Last Updated : 2/13/2020

Water Side and 
Land Side

Sign19 LEVEELOG

9.82 10.05 Structure Soil berm on W/S slope, not compacted. Appx 6-ft wide. 
Up to 18-in higher than levee crown elevation.
Entry Last Updated : 2/6/2020

Water SideStability Berm330 USACEINSPECT

9.82 9.82 UCIP DS_ID:19684
EP_NO: 15399
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 6-inch coated steel natural gas 
pipeline through the levee, at an unknown depth. Location 
identified on Pacific Gas and Electric Company (PG&E) 
website. No signs on levee.
Entry Last Updated : 7/28/2021

CrossingPipe163 UCIPAUG2021

15399

9.83 9.83 Structure Power pole line along waterward shoulder.
Entry Last Updated : 11/3/2016

Water SidePole - Utility161 GEILEVEELOG

9.87 9.87 Structure 4.5-in irrigation standpipe at L/S toe. Appx 12-ft height.
Entry Last Updated : 2/13/2020

Land SideStandpipe332 USACEINSPECT

9.89 9.89 Aerial Overhead power line crosses the levee.
Entry Last Updated : 11/3/2016

CrossingHigh Voltage158 GEILEVEELOG

9.89 9.89 Aerial Overhead telephone line crosses the levee.
Entry Last Updated : 11/3/2016

CrossingCommunications162 GEILEVEELOG

9.89 9.89 Structure High voltage pole approximately 5 ft from the waterside 
toe of the levee.
Entry Last Updated : 2/13/2020

Water SidePole - Utility382 LEVEELOG
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9.94 9.94 Structure High voltage pole approximately 5 ft from the waterside 
toe of the levee.
Entry Last Updated : 2/13/2020

Water SidePole - Utility383 LEVEELOG

9.96 9.96 Structure High voltage pole approximately 5 ft from the waterside 
toe of the levee.
Entry Last Updated : 2/13/2020

Water SidePole - Utility384 LEVEELOG

9.99 9.99 Structure 5- by 10-ft concrete box riser on L/S slope, appx 10-ft from 
crown. Not shown on as-built drawings.
Entry Last Updated : 2/5/2020

Land SideStandpipe335 USACEINSPECT

9.99 9.99 Mark SJR 10-mile marker on W/S slope appx 2-ft from crown. 
Sign is bent over.
Entry Last Updated : 2/5/2020

Water SideMarker336 USACEINSPECT

9.99 9.99 Structure High voltage pole approximately 5 ft from the waterside 
toe of the levee.
Entry Last Updated : 2/13/2020

Water SidePole - Utility385 LEVEELOG

10.03 10.03 Aerial Utility line about 20 feet over levee.
Entry Last Updated : 2/5/2020

CrossingCommunications337 USACEINSPECT

10.05 10.05 Structure Utility pole appx 30-ft from L/S toe.
Entry Last Updated : 2/5/2020

Land SidePole - Utility338 USACEINSPECT

10.05 10.05 Structure Utility pole appx 5-ft from W/S toe.
Entry Last Updated : 2/5/2020

Water SidePole - Utility333 USACEINSPECT

10.05 10.05 Aerial Utility crossing about 25 feet over road.
Entry Last Updated : 2/5/2020

CrossingHigh Voltage334 USACEINSPECT

10.11 10.11 Structure High voltage pole approximately 5 ft from the waterside 
toe of the levee.
Entry Last Updated : 2/13/2020

Water SidePole - Utility386 LEVEELOG

10.16 10.16 Structure High voltage pole approximately 5 ft from the waterside 
toe of the levee.
Entry Last Updated : 2/13/2020

Water SidePole - Utility387 LEVEELOG

10.19 10.19 Structure 6-in PVC riser on L/S slope appx 6-ft from crown. 
Irrigation standpipe.
Entry Last Updated : 2/5/2020

Land SideStandpipe341 USACEINSPECT
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10.21 10.21 Structure High voltage pole approximately 5 ft from the waterside 
toe of the levee.
Entry Last Updated : 2/13/2020

Water SidePole - Utility388 LEVEELOG

10.23 10.23 Structure Metal sign post 2-in diameter on L/S slope appx 2-ft from 
crown. Sign is for intersection of Road 21 and Avenue 4 
and 1/2.
Entry Last Updated : 2/5/2020

Land SideSign344 USACEINSPECT

10.24 10.24 Fence 12-ft-wide chain link locking gate on crown and barbed 
wire fence on W/S and L/S slopes. Prevents public 
access to levee. Shown on as-built drawings.
Entry Last Updated : 2/13/2020

Water Side and 
Land Side

Barbed Wire20 LEVEELOG

10.24 10.24 Gate 12-ft-wide chain link locking gate on crown and barbed 
wire fence on W/S and L/S slopes. Prevents public 
access to levee. Shown on as-built drawings.
Entry Last Updated : 2/5/2020

CrossingChain Link345 USACEINSPECT

10.25 10.25 Mark End of right bank levee San Joaquin River at intersection 
of Avenue 4-1,1 and County Road 21.
Entry Last Updated : 11/3/2016

CrownBoundary170 GEILEVEELOG

10.25 10.25 At Grade Dirt farm road on the waterward side of the levee. County 
Road 21 and Ave 4 1/2 on the landward side of the levee.
Entry Last Updated : 2/5/2020

Water Side and 
Land Side

Road / Highway389 LEVEELOG

10.25 10.25 Structure High voltage pole approximately 5 ft from the W/S toe of 
the levee.
Entry Last Updated : 2/5/2020

Water SidePole - Utility390 LEVEELOG
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0.00 0.00 Mark Left bank levee San Joaquin River at San Joaquin River 
control structure.
Entry Last Updated : 1/21/2020

CrownBoundary1 GEILEVEELOG

0.00 0.00 Structure San Joaquin River Bifurcation flood control structure.
Entry Last Updated : 1/28/2020

CrossingFloodgate47 LEVEELOG

0.00 0.00 UCIP DS_ID:19982
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: [San Joaquin River Control 
Structure] Four 216-inch by 240-inch reinforced concrete 
box gravity drainage culvert openings with electrically 
operated gates. Trash racks in front of the gates. Wing 
walls on the downstream side of the structure. Bridge 
across the structure to the right bank levee of the 
Chowchilla Canal Bypass. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 0.00), listed as four 18-foot by 20-
foot openings with electircally operated gates]
Entry Last Updated : 7/28/2021

Pipe68 UCIPAUG2021

0.03 0.03 Structure Dirt pad built out from crown, used as a stockpile area, 
100 sq ft area, no permit, will not inhibit operations. 
Shown on as-built drawings.
Entry Last Updated : 1/21/2020

CrownPad16 USACEINSPECT

0.03 0.03 Ramp Access ramp on W/S.
Entry Last Updated : 1/21/2020

Water SideRamp2 LEVEELOG

0.03 0.03 Ramp Aggregate base covered access ramp on L/S slope. Appx 
14-ft wide. Ramp does not reduce levee prism.  Ramp 
missing gravel. Shown on as-built drawings.
Entry Last Updated : 1/21/2020

Land SideRamp15 USACEINSPECT

0.04 0.89 Fence Barbed wire fence appx 10-ft parallel from L/S toe. 
Potential hazard to flood fighting personnel.
Entry Last Updated : 1/22/2020

Land SideBarbed Wire17 USACEINSPECT
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0.45 0.45 UCIP DS_ID:19685
EP_NO: 15399
Crossing Status: Not Found
FIELD_STRUCT_DESC: 6-inch coated steel natural gas 
pipeline through the levee, 3 feet below the crown. Control 
valve 10 feet off the landside (LS) toe. Pipeline extends 
under the channel and through the levee on the opposite 
bank. (Plans to install a 6-inch welded steel natural gas 
pipeline under the channel and within both levees of the 
San Joaquin River and the Chowchilla Bypass authorized 
under Permit No. 15399, 1990 - California Gas Gathering, 
Inc.).
Entry Last Updated : 8/3/2021

CrossingPipe3 UCIPAUG2021

15399

0.50 0.50 UCIP DS_ID:19955
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box gravity drainage culvert through 
the levee, 13.5 feet below the crown. Flap gate on the 
waterside (WS) end. Concrete headwall on each end. 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
0.49), listed as a 30-inch square concrete culvert].
Entry Last Updated : 7/28/2021

CrossingPipe4 UCIPAUG2021

0.52 0.52 Miscellaneou
s

Turnout on crown and W/S slope.  Appx 10-ft wide and 
extends appx 100-ft along levee.  Turnout in good 
condition.  Shown on as-built drawings.
Entry Last Updated : 1/22/2020

Water SideTurnout20 USACEINSPECT

0.59 0.59 Structure Seepage repair consisting of rock and filter fabric on L/S 
slope. Repair in good condition.  Extends appx 50-feet 
along levee.
Entry Last Updated : 1/22/2020

Land SideSeepage Berm21 USACEINSPECT

0.76 0.76 Ramp Sod covered access ramp on W/S slope, 12-ft wide. 
Ramp does not reduce levee prism.  On both ends of turn 
out. Not shown on as-built drawings.
Entry Last Updated : 1/22/2020

Water SideRamp22 USACEINSPECT

0.76 0.76 Ramp Sod covered access ramps on L/S slope. Ramp does not 
reduce levee prism. Not shown in as-built drawings and 
no permit provided.
Entry Last Updated : 1/22/2020

Land SideRamp23 USACEINSPECT

0.89 0.89 Structure Stream guage appx 20-ft from W/S toe.
Entry Last Updated : 1/22/2020

Water SideGauge25 USACEINSPECT
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0.89 0.89 Ramp Aggregate base covered access ramp on L/S slope, 15-ft 
wide. Ramp does not reduce levee prism.  Ramp in good 
condition. Shown on as-built drawings.
Entry Last Updated : 1/22/2020

Land SideRamp27 USACEINSPECT

0.89 0.89 Miscellaneou
s

Turnout on crown and R/S slope. Appx 30-ft wide and 
extends 200-ft along levee. Turnout in good condition. Not 
shown on as-built drawing.
Entry Last Updated : 1/28/2020

Water SideTurnout29 USACEINSPECT

0.89 0.89 Ramp Aggregate base covered access ramp on L/S slope, 12-ft 
wide.  Depression at midpoint of ramp appx 10-in deep 
and extends 2-ft along ramp.  Ramp does not reduce 
levee prism.  Ramp in good condition. Not shown on as-
built drawings and no permit provided.
Entry Last Updated : 1/22/2020

Land SideRamp24 USACEINSPECT

0.89 0.89 Fence 14-ft wide chainlink locking gate on L/S ramp. Shown on 
as-built drawings.
Entry Last Updated : 1/22/2020

Land SideChain Link26 USACEINSPECT

1.06 1.06 UCIP DS_ID:19961
EP_NO: 13735
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch coated steel drainage 
discharge pipe through the levee, 2 feet below the crown. 
Crown roadway has been padded 1 foot. Steel cutoff wall 
around the pipe at the centerline of the levee. Pump on 
the landside (LS). Siphon breaker on the apex of the pipe 
on the LS shoulder. Galvanized siphon vent pipe on the 
LS shoulder. (Plans to install two 24-inch steel discharge 
pipelines through the levee to dispose of seepage water 
collected in farm sumps Nos. 8 and 12 authorized under 
Permit No. 13735, 1983 - Rio Seco Farm). [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 1.07), listed 
as a 24-inch steel pipe].
Entry Last Updated : 8/3/2021

Water Side to 
Land Side

Pipe5 UCIPAUG2021

13735

1.09 1.18 Structure Seepage berm- rock placed with filter fabric at L/S toe. 
Previous boil repair site.
Entry Last Updated : 1/28/2020

Land SideSeepage Berm32 USACEINSPECT

1.12 1.12 Ramp Aggregate base covered access ramp on W/S slope. 
Appx 10-ft wide. Ramp does not reduce levee prism.  
Ramp in good condition.  Not shown on as-built drawings 
and no permit provided.
Entry Last Updated : 1/22/2020

Water SideRamp33 USACEINSPECT
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1.29 7.34 Fence Barbed wire fence parallel to levee alignment, ranges 5- to 
20-ft from L/S toe.  Potential hazard to flood fighting 
personnel.
Entry Last Updated : 1/22/2020

Land SideBarbed Wire35 USACEINSPECT

1.38 1.53 Revetment Rounded cobbles revetment on W/S slope, non-
engineered. Up to appx 1-ft dia cobbles and concrete 
blocks up to 30-in by 30-in.  Extends appx 900-ft along 
levee.
Entry Last Updated : 1/22/2020

Water SideCobble36 USACEINSPECT

1.41 1.41 Structure Seepage berm- rock placed on L/S slope with filter fabric. 
Previous boil repair site. Extends appx 30-ft along levee.
Entry Last Updated : 1/28/2020

Land SideSeepage Berm37 USACEINSPECT

1.48 1.48 Miscellaneou
s

Turnout on crown and W/S slope.  Appx 40-ft wide and 
extends appx 100-ft along levee. Turnout in good 
condition.  Shown on as-built drawings.
Entry Last Updated : 1/22/2020

Water SideTurnout38 USACEINSPECT

1.49 1.49 Structure Two monitoring wells appx 20-ft from W/S toe. Surface 
completions in good condition.
Entry Last Updated : 1/22/2020

Water SideMonitoring Well39 USACEINSPECT

1.51 1.51 Structure Stream gauge
Entry Last Updated : 2/15/2017

Water SideGauge146 LEVEELOG

1.58 1.58 Structure Seepage berm- rock placed on L/S slope with filter fabric. 
Extends for appx 40-ft along levee. Previous boil repair 
site.
Entry Last Updated : 1/28/2020

Land SideSeepage Berm40 USACEINSPECT

1.65 1.65 Structure Seepage berm- rock placed on L/S slope with filter fabric. 
Extends appx 40-ft along levee. Previous boil repair site.
Entry Last Updated : 1/28/2020

Land SideSeepage Berm41 USACEINSPECT
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1.75 1.75 UCIP DS_ID:19962
EP_NO: 13085
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 20-inch coated steel gravity 
drainage pipe through the levee, 2 feet below the crown. 
Pipe encased in concrete through the levee crown. Steel 
cutoff wall around the pipe at each shoulder. Siphon 
breaker installed on the apex of the pipe on the landside 
(LS) shoulder. Vent pipe on LS shoulder. Rock riprap on 
the waterside (WS) slope. (Plans to construct a new 
discharge structure and to rehabilitate one existing 
diversion structure to return intercepted seepage to the 
San Joaquin River authorized under Permit No. 13085, 
1981 - Diener, Dry River Farms). [Additional Reference(s): 
DWR Levee Log, 2002 (HLM 1.75), listed as a 20-inch 
steel pipe].
Entry Last Updated : 8/3/2021

Water Side to 
Land Side

Pipe6 UCIPAUG2021

13085

1.79 1.79 Structure Seepage berm- rock placed on L/S slope with filter fabric. 
Extends appx 40-ft. Previous boil repair site.
Entry Last Updated : 1/28/2020

Land SideSeepage Berm44 USACEINSPECT

2.03 2.03 Ramp Aggregate base covered access ramp on W/S slope. 
Ramp does not reduce levee prism. Not shown on as-built 
drawings and no permit provided.
Entry Last Updated : 1/22/2020

Water SideRamp46 USACEINSPECT

2.03 2.03 Miscellaneou
s

Turnout on crown and L/S slope.  Appx 10-ft wide and 
extends 100-ft along levee.  Turnout sod covered. Not 
shown on as-built drawings and no permit available.
Entry Last Updated : 1/22/2020

Land SideTurnout45 USACEINSPECT

2.10 2.10 Structure Monitoring well at LS toe and in easement
Entry Last Updated : 1/22/2020

Land SideMonitoring Well50 USACEINSPECT

2.10 2.10 Structure Monitoring well appx 15-ft from L/S toe. Not shown on as-
builts and no permit provided.
Entry Last Updated : 1/22/2020

Land SideMonitoring Well49 USACEINSPECT

2.11 2.11 Structure Soil berm along LS slope appx 10 - 12-ft wide and extends 
appx 300-ft along levee.  Top of berm  appx 2-ft below 
crown.  Apparent 1986 breach site.
Entry Last Updated : 1/28/2020

Land SideStability Berm51 USACEINSPECT

2.11 2.11 Structure Soil berm along WS slope appx 10 - 12-ft wide and 
extends appx 300-ft along levee.  Top of berm  appx 2-ft 
below crown.  Apparent 1986 breach site.
Entry Last Updated : 1/28/2020

Water SideStability Berm55 LEVEELOG
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2.16 2.16 Ramp Aggregate base access ramp on L/S slope. Ramp is 
parallel to the levee allignment.  Ramp does not reduce 
levee prism. Ramp is sod covered.  Shown on as-built 
drawings.
Entry Last Updated : 1/22/2020

Land SideRamp52 USACEINSPECT

2.23 2.49 Revetment Concrete debris up to 2-ft dia on W/S slope. Appx 15-ft 
high. Erosion cutting into levee.
Entry Last Updated : 1/22/2020

Water SideConcrete53 USACEINSPECT

2.51 2.51 Ramp Ramp on waterside.   Shown on as-builts.
Entry Last Updated : 1/22/2020

Water SideRamp147 LEVEELOG

2.51 2.51 Miscellaneou
s

Turnout on crown and W/S slope. Appx 15-ft wide, 
extends appx 60-ft along levee. Turnout is sod covered.  
Shown on as-builts.
Entry Last Updated : 1/22/2020

Water SideTurnout54 USACEINSPECT

2.69 2.69 UCIP DS_ID:19963
EP_NO: 13735
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 24-inch coated steel drainage 
discharge pipe through the levee, 2 feet below the crown. 
Crown roadway has been padded 1 foot. Steel cutoff wall 
around the pipe at the centerline of the levee. Pump on 
the landside (LS). Siphon breaker on the apex of the pipe 
on the LS shoulder. Galvanized siphon vent pipe on the 
LS shoulder. (Plans to install two 24-inch steel discharge 
pipelines through the levee to dispose of seepage water 
collected in farm sumps Nos. 8 and 12 authorized under 
Permit No. 13735, 1983 - Rio Seco Farm). [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 2.68) listed as 
a 24-inch steel pipe].
Entry Last Updated : 8/3/2021

Water Side to 
Land Side

Pipe7 UCIPAUG2021

13735

2.80 3.06 Revetment Angular rock up to 2-ft diameter on W/S slope.
Entry Last Updated : 1/22/2020

Water SideRock57 USACEINSPECT

2.84 2.84 Ramp Earth access ramps on WS.
Entry Last Updated : 1/28/2020

Water SideRamp48 LEVEELOG

2.84 2.84 Ramp Earth access ramp on LS.  Access gate with lock at 
bottom of LS ramp.
Entry Last Updated : 1/28/2020

Land SideRamp58 USACEINSPECT

2.92 2.95 Structure 9-ft wide berm on L/S slope. Ends of berm used as accep 
ramps.
Entry Last Updated : 1/22/2020

Land SideStability Berm59 USACEINSPECT
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2.94 2.94 Miscellaneou
s

Turnout on landside.
Entry Last Updated : 2/15/2017

Land SideTurnout148 LEVEELOG

2.94 2.94 Ramp Earth covered access ramp on R/S slope, appx 15-ft 
wide.  Ramp  does not reduce levee prism. Not shown on 
as-built drawings and no permit provided.
Entry Last Updated : 1/22/2020

Water SideRamp60 USACEINSPECT

3.04 3.25 Aerial High voltage line within 15- to 22-ft from L/S toe running 
parallel to the levee. No permit provided.
Entry Last Updated : 1/23/2020

Land SideHigh Voltage62 USACEINSPECT

3.04 3.04 Structure Wooden post with electrical appurtenances appx 15-ft 
from L/S toe.
Entry Last Updated : 1/28/2020

Land SidePole - Utility61 USACEINSPECT

3.08 3.08 Structure Pole on lanside with electrical wiring just outside of toe.
Entry Last Updated : 2/15/2017

Land SidePole - Utility149 LEVEELOG

3.17 3.17 Structure Pole on lanside with electrical wiring just outside toe.
Entry Last Updated : 2/15/2017

Land SidePole - Utility150 LEVEELOG

3.25 3.25 Structure Wooden post with electrical appurtenances appx 22-ft 
from L/S toe.
Entry Last Updated : 1/23/2020

Land SidePole - Utility63 USACEINSPECT

3.31 3.60 Revetment Angular rock and concrete debris up to 4-ft diameter on 
W/S slope.
Entry Last Updated : 1/23/2020

Water SideRock64 USACEINSPECT

3.51 3.51 Ramp Aggregate base covered access ramp on W/S slope appx 
12-ft wide. Ramp does not reduce levee prism.  Ramp is 
sod covered. Turnout on W/S shown on as-built drawings.
Entry Last Updated : 1/28/2020

Water SideRamp56 LEVEELOG

3.51 3.51 Ramp Aggregate base covered access ramp on LS slope appx 
12-ft wide. Ramp does not reduce levee prism.  Ramp is 
sod covered.
Entry Last Updated : 1/28/2020

Land SideRamp70 USACEINSPECT

3.51 3.51 Fence 14-ft-wide chain link locking gate at L/S toe. Not shown on 
as-built drawings.
Entry Last Updated : 1/23/2020

Land SideChain Link69 USACEINSPECT

3.51 3.51 Structure Monitoring well with bollards appx 22-ft from L/S toe.
Entry Last Updated : 1/23/2020

Land SideMonitoring Well66 USACEINSPECT
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3.81 3.81 Fence 14-ft double chainlink locking gate at base of L/S ramp.
Entry Last Updated : 1/23/2020

Land SideChain Link71 USACEINSPECT

3.81 3.81 Ramp Aggregate base covered access ramp W/S slope.  Ramps 
do not reduce levee prism.  Gravel, W/S ramp in good 
condition. Not shown on as-built drawings.
Entry Last Updated : 1/28/2020

Water SideRamp65 LEVEELOG

3.81 3.81 Ramp Aggregate base covered access ramps on LS slope.  
Ramps do not reduce levee prism.  Gravel L/S, ramp in 
good condition.  Not shown on as-built drawings.
Entry Last Updated : 1/28/2020

Land SideRamp72 USACEINSPECT

3.90 3.94 Structure 9-ft berm with ramps on each end.  Erosion on berm slope.
Entry Last Updated : 1/28/2020

Water SideStability Berm67 LEVEELOG

3.90 3.94 Structure 9-ft berm with ramps on each end.  Erosion on berm slope.
Entry Last Updated : 1/23/2020

Land SideStability Berm73 USACEINSPECT

3.92 3.92 Miscellaneou
s

Turnout on landside.
Entry Last Updated : 2/15/2017

Land SideTurnout151 LEVEELOG

3.92 3.92 Ramp Earth ramp on W/S slope, appx 20-ft wide. Not shown on 
as-built drawings.
Entry Last Updated : 1/28/2020

Water SideRamp74 USACEINSPECT

4.06 4.06 UCIP DS_ID:19964
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 30-inch by 30-inch square 
reinforced concrete box drainage discharge culvert 
through the levee, 12.5 feet below the crown. Pump on 
the landside (LS). Concrete riser with slide gate on the 
waterside (WS) slope. Screw gate on the LS shoulder. 
(Plans to construct a new discharge structure and to 
rehabilitate one existing diversion structure to return 
intercepted seepage to the San Joaquin River authorized 
under Permit No. 13085, 1981 - Diener, Dry River Farms). 
[Additional Reference(s): DWR Levee Log, 2002 (HLM 
4.05), listed as a 30-inch square reinforced concrete box 
culvert (RCBC)].
Entry Last Updated : 8/3/2021

CrossingPipe8 UCIPAUG2021

4.51 4.51 Miscellaneou
s

Turnout on crown and W/S slope.  Appx 15-ft wide and 
extends appx 100-ft along levee. Turnout sod covered.  
Shown on as-built drawings.
Entry Last Updated : 1/23/2020

Water SideTurnout76 USACEINSPECT
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4.64 4.64 Ramp Earth covered access ramp on W/S slope. Ramp does not 
reduce levee prism. Ramp sod covered.  Not shown in as-
built drawings.
Entry Last Updated : 1/23/2020

Water SideRamp77 USACEINSPECT

5.00 5.00 Structure Power pole and guy wire at WS slope.
Entry Last Updated : 1/23/2020

Water SidePole - Utility14 LEVEELOG

5.01 5.01 Structure Power pole and guy wire at L/S toe.
Entry Last Updated : 1/23/2020

Land SidePole - Utility18 LEVEELOG

5.01 5.01 Structure Power pole and guy wire at WS slope.
Entry Last Updated : 1/23/2020

Water SidePole - Utility79 USACEINSPECT

5.02 5.02 Aerial Power lines crosses appx 40-ft above levee crown.
Entry Last Updated : 1/23/2020

CrossingHigh Voltage78 USACEINSPECT

5.26 5.26 Ramp Aggregate base covered access ramp on W/S slope.  
Appx 12-ft wide and extends 30-ft perpendicular to levee. 
Ramp does not reduce levee prism.  Ramp in good 
condition.  Shown on as-built drawings.
Entry Last Updated : 1/23/2020

Water SideRamp80 USACEINSPECT

5.39 5.39 Fence 14-ft wide chainlink locking gate on L/S slope. Shown on 
as-built drawings.
Entry Last Updated : 1/23/2020

Land SideChain Link83 USACEINSPECT

5.39 7.34 Fence Barbed wire fence within 5- to 22-ft from L/S toe.
Entry Last Updated : 1/23/2020

Land SideBarbed Wire81 USACEINSPECT

5.39 5.39 Ramp Aggregate base covered access ramp L/S slope.  Ramp is 
appx 18-ft wide. L/S ramp in good condition. Ramp does 
not reduce levee prism.  Shown on as-built drawings.
Entry Last Updated : 1/23/2020

Land SideRamp82 USACEINSPECT

5.70 5.70 Ramp Earth covered access ramp on L/S slope. Appx 10-ft wide. 
Ramp does not reduce levee prism.  Ramp missing 
gravel. Not shown on as-built drawings.
Entry Last Updated : 1/23/2020

Land SideRamp84 USACEINSPECT

5.70 5.70 Ramp Ramp on W/S slope.
Entry Last Updated : 1/23/2020

Water SideRamp152 LEVEELOG

5.71 5.71 Structure Two monitoring wells appx 10-ft from L/S toe.
Entry Last Updated : 1/23/2020

Land SideMonitoring Well85 USACEINSPECT
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5.71 5.71 Structure Two monitoring wells on landside.
Entry Last Updated : 1/23/2020

Land SideMonitoring Well154 LEVEELOG

5.71 5.71 Structure Monitoring well on waterside.
Entry Last Updated : 2/15/2017

Water SideMonitoring Well153 LEVEELOG

5.72 5.72 Structure Monitoring wells in channel.
Entry Last Updated : 1/23/2020

Water SideMonitoring Well143 USACEINSPECT

6.09 6.09 Structure Power poles in L/S slope
Entry Last Updated : 1/23/2020

Land SidePole - Utility19 LEVEELOG

6.09 6.09 Structure Power poles in W/S slope.
Entry Last Updated : 1/23/2020

Water SidePole - Utility88 USACEINSPECT

6.09 6.09 UCIP DS_ID:19956
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 6.09), listed as a 24-inch corrugated metal 
pipe (CMP)].
Entry Last Updated : 8/3/2021

CrossingPipe9 UCIPAUG2021

6.09 6.09 Aerial High voltage aerial crossing.  Lowest wire appx 24-ft 
above crown. No permit provided.
Entry Last Updated : 1/23/2020

CrossingHigh Voltage90 USACEINSPECT

6.33 6.33 Gate 15-ft double metal tube locking gate at base of L/S ramp.
Entry Last Updated : 1/23/2020

Land SideMetal93 USACEINSPECT

6.33 6.33 Ramp Earth covered access ramp on W/S. Shown in as-built 
drawings.
Entry Last Updated : 1/23/2020

Water SideRamp28 LEVEELOG

6.33 6.33 Ramp Earth covered access ramp on L/S. Shown in as-built 
drawings.
Entry Last Updated : 1/23/2020

Land SideRamp92 USACEINSPECT
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6.73 6.73 UCIP DS_ID:19957
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 3.6 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on the landside (LS) end. Concrete U-shaped headwall on 
the WS end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 6.72), listed as a 24-inch corrugated metal 
pipe (CMP)].
Entry Last Updated : 8/3/2021

Water Side to 
Land Side

Pipe10 UCIPAUG2021

7.34 8.36 Fence Barbed wire fence on waterside shoulder.
Entry Last Updated : 1/23/2020

Water SideBarbed Wire155 LEVEELOG

7.34 7.34 Gate 14-ft wide chainlink locking gate on crown. Shown on as-
built drawings.
Entry Last Updated : 1/23/2020

CrownChain Link96 USACEINSPECT

7.34 7.63 Miscellaneou
s

18-in irrigation lines and standpipes for vineyard running 
on L/S slope.  Shown on as-builts drawings.
Entry Last Updated : 1/23/2020

Land SideIrrigation98 USACEINSPECT

7.34 7.34 Gate Entry Last Updated : 2/15/2017Water SideMetal156 LEVEELOG

7.63 7.63 Non-Project 
Levee

Earth covered access ramp at crown grade.  Ramp does 
not reduce leve prism.  Ramp missing aggregate. 
Transects vinyard and row crop areas. Not shown in as-
built drawings.
Entry Last Updated : 1/23/2020

Land SideSpur105 USACEINSPECT

7.63 8.05 Miscellaneou
s

Underground irrigation lines, handholds and concrete 
standpipes, for row crops.  18-in diameter concrete 
irrigation appx 5- to 15-ft from L/S toe.
Entry Last Updated : 1/23/2020

Land SideIrrigation101 USACEINSPECT

7.64 7.64 UCIP DS_ID:19958
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch corrugated metal gravity 
drainage pipe through the levee, 2.5 feet below the crown. 
Flap gate on the waterside (WS) end. Concrete headwall 
on each end. [Additional Reference(s): DWR Levee Log, 
2002 (HLM 7.63), listed as a 12-inch corrugated metal 
pipe (CMP)].
Entry Last Updated : 8/3/2021

CrossingPipe11 UCIPAUG2021
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8.07 8.07 Aerial Power line crosses crown.
Entry Last Updated : 2/15/2017

CrownHigh Voltage157 LEVEELOG

8.08 8.08 Structure Power pole in WS slope.
Entry Last Updated : 1/23/2020

Water SidePole - Utility111 USACEINSPECT

8.09 8.12 Structure Building on L/S of levee at grade.  Apprx 20-ft to 75-ft 
from levee centerline.  Shown on as-built drawing 65-30.
Entry Last Updated : 1/23/2020

Land SideBuilding30 LEVEELOG

8.14 8.14 Structure Speed bump appx 20-ft across, 1-ft high, and 12-ft wide.
Entry Last Updated : 1/23/2020

CrownOther113 USACEINSPECT

8.16 8.16 Fence 20-ft wide chainlink locking gate on R/S slope. Not shown 
on as-built drawings.
Entry Last Updated : 1/28/2020

Water SideChain Link115 USACEINSPECT

8.16 8.16 Ramp Earth covered access ramp on R/S slope appx 15-ft wide. 
Not shown on as-built drawings and no permit provided.
Entry Last Updated : 1/23/2020

Water SideRamp116 USACEINSPECT

8.16 8.16 Structure 16-in irrigation manhole on W/S slope. Not shown on as-
built drawings.
Entry Last Updated : 1/23/2020

Water SideManhole Cover114 USACEINSPECT

8.16 8.17 Structure Building on W/S of levee at grade.  Apprx 15-ft from levee 
centerline.  Not shown on as-built drawings
Entry Last Updated : 1/23/2020

Land SideBuilding31 LEVEELOG

8.16 8.16 UCIP DS_ID:19959
EP_NO: 
Crossing Status: Indicator Found
FIELD_STRUCT_DESC: 36-inch reinforced concrete 
gravity drainage pipe through the levee, 10.5 feet below 
the crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the WS end. 10-foot cobble revetted outlet 
channel. [Additional Reference(s): DWR Levee Log, 2002 
(HLM 8.16), listed as a 36-inch concrete pipe.  USACE 
San Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 
1967, Revised 25 May 2011, (HLM 8.15), listed as a 36-
inch concrete pipe].
Entry Last Updated : 8/3/2021

Water SideCulvert12 UCIPAUG2021

8.18 8.18 Structure Hose bib on WS slope next to chicken coop
Entry Last Updated : 1/23/2020

Water SideOther119 USACEINSPECT

8.18 8.18 Structure Irrigation hose and concrete trough on L/S hinge.
Entry Last Updated : 1/23/2020

Land SideOther120 USACEINSPECT
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8.21 8.36 Aerial High voltage lines running parallel to the levee on the L/S.
Entry Last Updated : 1/23/2020

Land SideHigh Voltage34 LEVEELOG

8.23 8.33 Fence Barbed wire fence on L/S hinge.
Entry Last Updated : 1/23/2020

Land SideBarbed Wire124 USACEINSPECT

8.23 8.23 Gate 24-ft wide chainlink locking gate and barbed wire fence on 
R/S hinge. Not shown on as-built drawings.
Entry Last Updated : 1/23/2020

Water SideChain Link159 LEVEELOG

8.23 8.23 Gate 22-ft wide electric chainlink gate on crown. Not shown on 
as-built drawings.
Entry Last Updated : 1/23/2020

CrownChain Link125 USACEINSPECT

8.24 8.24 Structure Speed bump extends appx 12-ft along levee, 1.5-ft high, 
22-ft wide.  1-ft diameter log under bump.
Entry Last Updated : 1/23/2020

CrownOther129 USACEINSPECT

8.27 8.27 Structure Power pole in LS slope
Entry Last Updated : 1/23/2020

Land SidePole - Utility130 USACEINSPECT

8.28 8.28 Structure Animal corral on W/S slope. Appx 30 ft-diameter.
Entry Last Updated : 1/23/2020

Water SideOther132 USACEINSPECT

8.32 8.32 Structure Small metal sign posts on W/S slope.
Entry Last Updated : 1/23/2020

Water SideSign133 USACEINSPECT

8.33 8.33 UCIP DS_ID:19960
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 12-inch reinforced concrete 
gravity drainage pipe through the levee, 3 feet below the 
crown. Flap gate on the waterside (WS) end. Concrete 
headwall on the WS end. [Additional Reference(s): DWR 
Levee Log, 2002 (HLM 8.33), listed as a 12-inch concrete 
pipe.  USACE San Joaquin O&M Manual, Unit 601 Part 1 
(SJR601.1), 1967, Revised 25 May 2011, (HLM 8.32), 
listed as a 12-inch concrete pipe]
Entry Last Updated : 8/3/2021

Water SideCulvert13 UCIPAUG2021

8.34 8.34 Ramp Earth covered access ramp onW/S slope.  Not shown on 
as-built drawings.
Entry Last Updated : 1/23/2020

Water SideRamp135 USACEINSPECT

8.35 8.35 Mark Mile marker on W/S slope, appx 1-ft from crown.
Entry Last Updated : 1/23/2020

Water SideMarker141 USACEINSPECT
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8.35 8.35 Structure Utility pole on L/S.
Entry Last Updated : 1/23/2020

Land SidePole - Utility42 LEVEELOG

8.35 8.35 Structure Utility pole on W/S.
Entry Last Updated : 1/23/2020

Water SidePole - Utility43 LEVEELOG

8.35 8.35 Aerial Power lines crossing crown.
Entry Last Updated : 2/15/2017

CrossingHigh Voltage160 LEVEELOG

8.36 8.36 Mark Boundary mark
Entry Last Updated : 2/15/2017

CrownBoundary161 LEVEELOG
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0.00 0.00 Mark Start of levee.  Aggregate base covered crown.
Entry Last Updated : 12/10/2019

CrownBoundary47 USACEINSPECT

0.00 1.02 Fence Barbed wire fence appx 10-ft from R/S toe, inhibits 
access.  Not shown on as-built drawings and no permit 
provided.
Entry Last Updated : 12/10/2019

Land SideBarbed Wire30 USACEINSPECT

0.01 0.01 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker3 GEILEVEELOG

0.02 1.50 Fence Barbed wire fence running along the waterward toe of the 
levee.
Entry Last Updated : 12/3/2015

Water SideBarbed Wire49 LEVEELOG

0.02 0.02 UCIP DS_ID:19965
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 10 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.01), listed 
as a 24-inch corrugated metal pipe (CMP).  USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 0.02), listed as a 24-inch 
CMP]
Entry Last Updated : 7/21/2021

CrossingPipe6 UCIPAUG2021

0.08 0.08 Ditches Toe ditch at L/S toe. Appx 5-ft wide by 2-ft deep. Extends 
appx 300-ft along levee. Dry during inspection. Shown on 
as-built drawings.
Entry Last Updated : 12/10/2019

Land SideUnlined43 USACEINSPECT

0.32 0.32 Ditches Toe ditch at L/S toe. Appx 5-ft wide by 2-ft deep. Extends 
appx 700-ft along levee. Dry during inspection. Shown on 
as-built drawings.
Entry Last Updated : 12/10/2019

Land SideUnlined26 USACEINSPECT

0.36 0.36 UCIP DS_ID:19966
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.6 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.36), listed 
as a 24-inch corrugated metal pipe (CMP).  USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 0.35), listed as a 24-inch 
CMP].
Entry Last Updated : 7/21/2021

Pipe1 UCIPAUG2021
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0.59 0.59 Ditches Toe ditch at L/S toe. Appx 8-ft wide by 2-ft deep. Dry 
during inspection. Shown on as-built drawings.
Entry Last Updated : 12/10/2019

Land SideUnlined28 USACEINSPECT

0.59 0.59 UCIP DS_ID:19967
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 14.7 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.58), listed 
as a 24-inch corrugated metal pipe (CMP). USACE San 
Joaquin O&M Manual, Unit 601 Part 1, (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 0.59), listed as a 24-inch 
CMP].
Entry Last Updated : 7/8/2021

Pipe2 UCIPAUG2021

0.97 0.97 UCIP DS_ID:19968
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.4 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 0.97), listed 
as a 24-inch corrugated metal pipe (CMP).  USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 0.97), listed as a 24-inch 
CMP]
Entry Last Updated : 7/8/2021

Pipe4 UCIPAUG2021

1.00 1.00 Mark Mile marker waterward shoulder.
Entry Last Updated : 10/28/2015

Water SideMarker13 GEILEVEELOG

1.50 1.50 Ramp 12-ft wide sod covered ramp on L/S slope.  Shown on as-
built drawings.
Entry Last Updated : 12/10/2019

Land SideRamp34 USACEINSPECT

1.75 1.75 Ramp 11-ft wide aggregate base covered ramp on L/S slope. 
Not shown on as-built drawings.
Entry Last Updated : 12/10/2019

Land SideRamp35 USACEINSPECT
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2.05 2.05 UCIP DS_ID:19969
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 4 feet below the crown. 
Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 2.05), listed 
as a 24-inch corrugated metal pipe (CMP).  USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 2.05), listed as a 24-inch 
CMP]
Entry Last Updated : 7/8/2021

Pipe5 UCIPAUG2021

2.36 2.36 Structure  Two-in metal fence post on L/S hinge point.
Entry Last Updated : 12/10/2019

Land SidePost40 USACEINSPECT

2.45 2.45 UCIP DS_ID:19970
EP_NO: 
Crossing Status: Found
FIELD_STRUCT_DESC: 24-inch corrugated metal gravity 
drainage pipe through the levee, 11.2 feet below the 
crown. Flap gate on the waterside (WS) end. [Additional 
Reference(s): DWR Levee Log, 2002 (HLM 2.45), listed 
as a 24-inch corrugated metal pipe (CMP).  USACE San 
Joaquin O&M Manual, Unit 601 Part 1 (SJR601.1), 1967, 
Revised 25 May 2011, (HLM 2.45), listed as a 24-inch 
CMP]
Entry Last Updated : 7/21/2021

Pipe8 UCIPAUG2021

2.49 2.49 Mark End of Unit No. 25, right bank levee of Salt Slough.
Entry Last Updated : 12/3/2015

CrownBoundary23 GEILEVEELOG
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